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: ToWﬁshiﬁ 21 South, Range 6 East, Salt Lake Meridian, Utah

CHAINS

The history of surveys of Township 21 South, Range 6 East,
Salt Lake Meridian, Utah, is as follows:

ﬁistory of Surveys

Surveyed by Retr. or Resurveyed by
SOUTH BOUNDARY
E. 3% miles A.D. Ferron 1873.
W. 2% miles H.W. Miller 1918
E. % of S. Bdy., v
Sec. 33 4 ‘ ‘H.W. Miller 1918

EAST BOUNDARY (Second Guide Meridian East).

All - A.D. Ferron 1873

N. 2 miles H.W. Miller 1918

S. 4 miles G.B. Hatch 1962 -
1963

SUBDIVISIONS

SE portion A.D. Ferron 1873

Portion ‘H.W. Miller 1918

NW portion ‘H.W. Miller 1919 ’

The following field notes describe the dependent resur-
vey of the E. 3 miles of the south boundary and a portion
{of the subdivisional lines, T. 21 S., R. 6 E., Salt Lake
Meridian, Utah.

The survey was executed in accordance with specifications
set forth in the Manual of Surveying Instructions, 1973,
|and the Special Instructions for Group No. 577, Utah,
dated April 17, 1978.

Preliminary to the resurvey the lines of the original
survey were retraced and search was made for all corners
and other calls of the record. Identified corners were
remonumented in their original positions; lost corners
were restored and monumented at proportionate positions
based on the original record. The retracement data were
thoroughly verified and only the true line field notes are
lgiven herein.

The directions of lines were determined by means of fore-

and backsights and angular deflections from azimuths

obtained by observations on Polaris.

The geographic position of the southeast corner of then

township as determined by a tie to the U.S.G.S. triangu-

lation station "SEC COR 36/228/5E" is as follows:
Latitude 38956'23.0" N. Longitude 111011'11.5" .

The mean magnetic declination is 14° 15' E.

Dependent Resurvey of the E. 3 Miles of the;
S. de., T. 21 S., R. 6 E., Salt. Lake Meridian, Utah

(Resfbrihg the Sufvej Executed by A.D. Ferron in 1873)
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’ Dependent Resurvey of the E. 3 Miles of the
S. Bdy., T. 21 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS
Beginning at the cor. of Tps. 21 and 22 S., Rs. 6 and 7
E., monumented with an iron post, 3 ins. diam., projecting
12 ins. above ground with brass cap mkd. as described in
the official record of the 1910 resurvey.

N. 89035' W., bet. secs. 1 and 36.

Across rolling mesa top; desc. into Muddy Creek bottom.

19.765 |Point for the E 1/16 sec. cor. of secs. 1 and 36.

Set an iron post, 28 ins. long, 2% ins. diam., 26 ins.
in the ground, with brass cap mkd .

T 21"S R 6 E

'S 36
S 1

E 1/16
T 22 8
1978
Set a 6 ft. cedar post alongside the iron post.
Raise a mound of stome, 3 ft. base, 1} ft. high, to the N.

The corner is located on the W edge of a dirt road that
bears N and S.

39.53 |Point for the 4 sec. cor, of secs. 1 and 36, at propor-
tionate distance; there is no remaining evidence of the
original corner. '

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T21 SR 6E

S 36
s 1

1
A

T 22 8
1978

Raise a mound of stone, 2% ft. base, 2 ft. high, to the N.
The corner is located on the S. slope of small draw.

45.00 |Muddy Creek, drains SW.

59.295 |Point for the W 1/16 sec. cor. of secs. 1 and 36.

Set an iron post, 28 ins. long, 2% ins. diam:, 20 ins.

lin the ground, encircled with a collar of stone, with
brass cap mkd.

T2LSR6E "

, p S 36
W 1/16 <1

T 22 8
1978

Set a 5 ft. cedar post alqngside the iron post.

Raise a mound of stome, 3% ft. base, 1% ft. high, to the N

#U.8. Government Printing Office: 1980 —778-251/292
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_ Dependent Resurvey of the E. 3 Miles of the
S. Bdy., T. 21 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS
The corner is located on an E slope.
67.00 |Ascend steep ridge.
79.06 The cor. of secs. 1, 2, 35, and 36, monumented with a
- {limestone, 24 x 12 x 8 ins., mkd. with one groove on the
E and one groove on the W, other marks have been
obliterated.
At the corner point
Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled with a collar of stone, with
brass cap mkd.
T21SR6E
S35 ]85 36
S 2 s 1.
T 22 8
1978

Deposit the mkd. stone alongside the iron post.

The corner is located on the S end of a steep ridge.

5. 899 45' W., bet. secs. 2 and .35.

Asc. ridge formed by Muddy Creek, thence over rolling
desert land. S

20.52 |Point for the E 1/16 sec. cor. of secs. 2 and .35.

Set an iron post, 28 ins. long, 2% ins. diam., 25 ins.
in the ground, with brass cap mkd.

T21L SRG6E

S 35
S 2

E 1/16

T 228
1978

Set a 6 ft. cedar post alongside the iron post.

|The corner is located 2.37 chs. W of a fence in a flat
greasewood area. '

41,04" Point for the % sec. cor. of secs. 2 and 35, detetmined
: longitudinally by a fence that bears N and S and on line
between controlling corners. : ‘

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd., :

T21SR6E

S 35
S 2

1
“

T.22 8
1978

Form 9600—10 (June 1978) (formerly 91807y USDIoeBLM FIELD NOTEPAPER
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‘ Dependent Resurvey of the E. 3 Miles of the
$. Bdy., T. 21 8., R, 6 E., Salt Lake Meridian, Utah

CHAINS
S. 89945' W., beginning new measurement.
20.01 |Point for the W 1/16 sec. cor. of secs. 2 and 35.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in“the'ground, with brass cap mkd.

T 2L SR 6 E

S 35
W 1/16 5

T 228
1978

Set a 4 ft. cedar post alongside the ifon post.

The corner is located approximately 2.00 chs. N of a
|gate in a fence.

30.00 |State Highway No. 10 bears NE and SW.
40.02 |Point for the cor. of secs. 2, 3, 34, and 33, at propor-
: tionate distance; there is no remaining evidence of. the .

original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 25 ins.
in the ground, with brass cap mkd .

T2LSR6E

Cro2s
1978

Set a 3% ft. cedar post, alongside the iron pbstf

The cor. is located in a,small wash.

S. 89°45' W., bet. secs. 3 and 34.

Across desert land, ridges and washes.

40.02 Poiﬁt for thé‘%”sec. cot. of secs. 3 and 34, determined
longitudinally by a fence that bears N and S and on line

between controlling corners.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T21SR6E
, 834
4 53

T 22 8
1978

5. 899 45' W., beginning new measurement.

*U.S. Governmef\t Printing Office: 1980 - 778-251/292
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.. .Dependent Resurvey of the E. 3 Miles of the
. S. Bdy., T. 21 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

Across desert ridges and washes.
33.00 |Emery Canal, flows South.

39.84 |The cor. of secs. 3, 4, .33, and 34, monumented with an
iron post, 2% ins. diam., extending 12 ins. above ground,
encircled in a mound of stone, with brass cap mkd. as
described in the official record of the 1918 resurvey.

Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 21 S., R. 6 E., Salt Lake Meridian, Utah

From the cor. of.secs.il, 2, 35, and 36, on the §. bdy.
of the Tp., heretofore described.

N. 1°05' W., bet. secs. 35 and 36.

Across rolling desert land, penetrated by washes and
ridges. '

40.03 |Point for the % sec. cor. of .secs. .35 and 36, at propor-
tionate distance; there is no remaining evidence of the
original corner.
Set an iron post, 28 ins. long, 2% ins. diam., 10 ins.
in the ground to.bedrock, in a mound of stone, 4 ft. base,
to top of brass cap, mkd.

T21L.SRG6E

S35 1] S 36

11
I
|
l
1978

76.25. |State Highway No. 10, bears NE and SW.

80.06 |Point for the cor. of secs. 25, 26, 35, and 36, at pro-
portionate distance; there is no remaining evidence of the

original corner.

Set. an iron post, 28 ins. long, 2% ins. diam., 25 ins.
in the ground, with brass cap mkd. '

T 2L SR6E

S 26 | s.25
S35 ]S 36

1978

Set a 7 ft. cedar post alongside the iron post. f

From the cor. of secs. 25, 30, 31, and 36, on the E. bdy.
of the Tp., monumented with an iron post, . 2% ins. diam.,
extending 6 ins, above ground, with brass cap mkd. as
described in the officiql record of the 1963.resurvey.

S. 89922' W., bet. secs. 25 and 36.

Farm 9600-10 (e 1979) Gorgery 910071 GSDI-BLN e NOTE P
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Dépendent Besurvéy"of a Portion of the Subdivisional
1ines of T. 21 8., R. 6 E., Salt Lake Meridian, Utah

CHAINS
Across rolling desert land.

40.26. |Point for the % sec. cor.‘ofkseés. 25 and 36, at propor-
tionate distance; there is no remaining evidence of the
original cormer. o .

Set an iron post, 28 ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock, in a mound of stone, 4 ft.

base, to top of brass cap, mkd.

T2LSR6E

AH
wi

W
o

26.00 [Muddy Creek, drains SE.
 77.00 |State Highway No. 10, bears NE and SW.

80.52 |The cor. of secs. 25, 26, 35, and 36.

N. 0°40' W., bet. secs. 25 and 26.
|Across Muddy Creek and sagebrush and greasewood.
3.00 " |Muddy Creek, drains SE.

40.03 |Point for the % sec. cor. of secs. 25 and 26, at propor-—
tionate distance; there is no remaining evidence of the
original corner. '

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd . '

T2 SR6E

S 26

1/4
|
% S 25

1978

80.06 |The cor. of secs. 23, 24, 25, and ‘26, monp@eﬁted”with an
liron post, 2 ins. diam., éxtending 12 ins. above ground,
with brass cap mkd. as described in the official record
of the 1918 resurvey. ’

From the cor. of secs. 19, 24, 25, and 30, on the E. bdy.
of the Tp., monumented with an iron post, 2% ins. diam.,
extending 8 ins. above ground, with brass cap mkd. as
described in the official record of the 1963 resurvey.

5. 89°17' W., bet. secs. 24 and 25.
Across barren desert land.
40.60 |The % sec. cor. of secs. 24 and 25, monumented with a

" liimestone, 14 x 10 x 6 ins., set 6 ins. in the ground,
dimly mkd. % on N face.

. #U.8. Government Printing Office: 1980— 778-251/292
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Dependent Resurvey of .a Portion of the Subdivisional

Lines of T. 21 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS
At the corner point

B
. %

Set an aluminum post, 28 ins. long, 2% ins. diam., 26 ins.
in the ground, with aluminum cap mkd.

T21SR6E

S 24
S 25

%
- 1978
Deposit the mkd. stone alongside the iron post.

Set a 6 ft. cottonwood post alongside the iron post.

The corner is located on a ridge that .bears approximately
N and SE. :

S. 89°17' W., beginning new measurement.
Across barren desert land.

40.76 |The cor. of secs. 23, 24, .25, and 26.

From the cor. of sees. 13, 18, 19, and 24, on the E. bdy.
of the Tp., monumented with an iron post, 2% ins. diam.,
projecting 6 ins. above ground, with brass cap ‘mkd. as
described in the official record of the 1963 resurvey.

S. 88928' W., bet. secs. 13 and 24,

Across broken desert land.

41.03 |Point for the 4 sec. cor. of secs. 13 and 24, at‘propor—
|tionate distance; there is no remaining evidence of the

original corner.

Set an aluminum post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with aluminum cap mkd.

T21SR6E

. y S 13
% T5og

1978

~|The corner is located on the E. side of a small ridge.
42.40 |Small ridge, bears NW and SE.

62.27 |Ridge, bears NW and SE.

82.06 |The cor. of.éecs.vLS, 14, 23, and 24, monumented with an
iron post, 2 ins. diam., extending 12 ins. above ground,
with brass cap mkd. as described in the official record

of the 1918 resurvey.

The cornmer is located on a ridge that bears N and SE.

Form 9600—10 (June 1978) (formerly 9180-7) USDI-—BLM ' FIELD NOTE PAPER




Dependent Resurvey of a Portion o£~thé“Subdivisional
Lines of T. 21 §., R. 6 E., Salt ‘Lake Meridian, Utah

CHAINS

From the cor. of secs. 2, 3, 34, and 35, on the'S. bdy.
of the Tp., heretofore described.

N. 1°09' W., bet. secs. 34 and 35.

Across gently sloping land‘through gfeasewood brush.
37.68 |Point for the % sec. cor. of secs. 34 and 35, at the
intersection of old fences that bear N, E, and W; this
position has long been recognized as the cor. point and
is accepted as the best available evidence of the original
corner. :

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 26 ins.
in the ground, with brass cap mkd .

T21SR6E

» S 34 | s 35

]{‘
e
l
|

1978

Set a cedar post alongside the iron post. .

N. 0°19' W., beginning new measurement.

Across gently sloping land, through greasewood brush,
along old fence line. B B S

40.60 |The cor. of sees. 26, 27, 34, and 35, monumented with
an iron post, 2 ins. diam., extending 7 ins. above
{ground, with brass cap improperly mkd. '

T20 SR 6E

s.27 | s 26
'S 34 | S 35

1919

I changed T20S to T21S, and add 1978.

From the éog; of secs. 25, 26, 35, and 36.

S. 88931' W., fét. secs. 26 and 35.

Across. ' desert ridges.

40.28 |Point for the % sec. cor. of secs. 26 and 35, at propor-
tionate distance; there'is no reqaining evidenge of the

original' corner.

Set an iron post, 28 ims. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd . '

#U.S. Government Printing Office: 1980 — 778-251/292
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 21°'S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

T 21 SR 6 E

S 26
S 35

1
&

1978
60.42 |[Point for the W 1/16 sec. cor. of sees. 26 and .35.

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
, in the ground, with brass cap mkd.

T2l SR6E

S 26
W 1/16 ~§ 35

1978

The corner is located S§. 0.11 and E. 0.09 chs.\éf a fence
corner. ‘ ,

74.50 Dirt road bears N and S.

80.56 [The cor. of secs. 26, 27, 34, and 35.

(Restoring the Survey Executed by A.D. Ferron in 1873
and the Dependent Resurvey Executed by H.W. Miller
in 1918)

From the % sec. cor. of secs. 26 and 27, monumented with
an iron post, 1 in. diam., extending 12 ins. above
{ground, encircled with a collar of stone, with brass cap
mkd. as described in the official record of the 1918 re~
survey.,

The corner is located in a fence that bears E and W.

N. 0°29' W., bet. secs. 26 and 27.

Across rolling desert land, into W end of high ridge.
40.74 |Point for the cor. of secs. 22, 23, 26, and 27, at pro-
portionate distance; there is no remaining evidence of the

original corner.

Set an aluminum alloy post, 28 ins. long, 2% ins. diam.,
26 ins. in the ground, with aluminum cap mkd.

T21 SR6E

S 22 | s 23
S 27 ]S 26

1978

Raise a mound of stone, 3 ft. base, 1% ft. high, to the E.

Form 9600—10 (June 1978) (formerly 9180~7) USDI—-—BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 21 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS
Trom the cor. of secs. 23,>24, 25, and 26.

S. 89°28' W., bet. secs. 23 and 26.

Across wash and rolling desert land.

40.09 |The % sec. cor. of secs. 23 and 26; monumented with an
iron post, 1 in. diam., bent and lying in greasewood
brush, in the remains of an old fence line, with brass
cap mkd. : ; = :
T 21 SR6E

, 523
75 26

1918

This position is harmoniously related to existing original
corners and is accepted as the best available evidence of
the original corner position. o

At the corner point.

Set an aluminum alloy post, 28 ins. long, 2% ins. diam.,
27 ins. in the ground, with aluminum cap mkd.

T 21 SR 6E
L S 23
“ 7526
1978

Deposit the 1 in. iron post minus the brass cap alongside
the 2% in. iron post.:

The corner is located by an old fence corner.

S. 89922' W., beginning new measurement.
Across rolling desert.land, into N end of high ridge.
8.00 |Muddy Creek, drains irregularly SE.

40.25 |The cor. of secs. 22, 23, 26, and 27.

(Restoring the Survey Executed by °
H.W. Miller in 1918)

N. 89953' W., bet. secs. 22 and 27.
Across broken mesa land.
3.50 [Emery Canal, flows South.

40.03 The ¥ sec. cor. of sees. 22 and 27, monumented with an

Pron post, 1 .in. diam., extending 12 ins. above ground,

ith brass cap mkd. as described in the official record
0f the 1918 resurvey.

i

#U.8. Government Printing Office: 1980 —778-251/292
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 21 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

(Restoring the Survey Executed by A.D. Ferron in 1873
and the Resurvey Executed by H.W. Miller in 1918)

From the cor. of secs. 22, 23, 26, and 27.

N. 0°55' W., bet. secs. 22 and 23.

Desc. ridge into Muddy Creek bottom.

20.00 [Muddy Creek, drains NE.

40.36 |The % sec. cor. of secs. 22 and 23, monumented with an
iron post, 1 in. diam., set flush with ground, in old
rose bush located in a fence line N of a cabin, with

brass cap mkd. as described in the official record of
the 1918 resurvey.

General Description

The portion of Township 21 South, Range 6 East,
covered by this survey consists of rolling desert land.
The elevation is about 5800 ft. above sea level. State
Highway No. 10, and Muddy Creek run through the southeast
portion of the township.

Form 9600—10 (June 1978) (formerly 9180~7) USDI~—BLM FIELD NOTE PAPER
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Township 22 Soﬁth,'Rangé 6 East, Salt Lake Meridian, Utah

18

CHAINS

The history of surveys of Township 22 South, Range 6 East,
Salt Lake Meridian, is as follows:

Retr. or Resurveyed by

Surveyed by

| SOUTH BOUNDARY

All A.D. Ferron 1873

E. 2 miles ‘ A.D. Ferron 1909
W. 1% miles H.W. Miller 1918
WEST BOUNDARY

S. 3% miles A.D. Ferron 1873

N. 2% miles A.D. Ferron 1890 . _

S. 3% miles A.D. Ferron 1890
N. 3 miles - H.W. Miller 1918
EAST BOUNDARY (Second Guide Meridian East)

All A.D. Ferron 1873

All H.W. Miller 1910
NORTH BOUNDARY (South Boundary of T. 21 S., R. 6 E.)

E. 3% miles A.D. Ferron 1873

W. 2% miles H.W. Miller 1918

E. % of S. Bdy., - H.W. Miller . 1918
Sec. 33 of T. 21 8., R. 6 E. ‘

E. 3 miles Concurrently
SUBDIVISIONS

All except secs.

5, 6, 7, and 8 A.D. Ferron 1873

Portion H.W. Miller 1918
Completion H.W. Miller 1918

The following field notes describe the dependent resurvey
of the south boundary, the south 2 miles of the west
boundary, and a portion of the subdivisonal lines of the

| township.

The survey was executed in accordance with specifications
set forth in the Manual of Surveying Instructions, 1973,
and the Specual Instructions for Group No. 577, Utah,
dated April 17, 1978.

Preliminary to the resurvey the lines of the original
survey were retraced and search was made for all corners
and other calls of the recorq.;.Identified corners were
remonumented in their original positions. Lost corners
were restored and monumented at proportionate positions
based on the original record. The retracement data were
thoroughly verified and only the true line field notes
are given herein. Y '

The directions of lines were determined by means of fore-
and backsights and angular deflections from ‘azimuths
obtained by observations .on Polaris.

The geographic position of the southwest corner of the
township, identical with U.S.G.S. Triangulation Station,
""SEC COR 36/22S/5E" is as follows:

Latitude 38° 51' 04.875" N. Longitude 111° 17' 53.343" W.

The mean magnetic declination is 149 15' E.

Form 9600—10 (June 1978)

(formerly 9180--7) USDI——BLM

FIELD NOTE PAPER
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Dependent Resurvey;of th
T. 22 S., R. 6 E., Salt

e South Boundary of
Lake Meridian, Utah

CHAINS

40.47

80.94

20.235

Dependent ‘Resurvey of th
T. 22 S., R.. 6 E., Salt

e Soutthoundary of
Lake Meridian, Utah

(Restoring the Survey Executé
and the Retracement Executed

:d: by A.D. Ferron in 1873
by H.W: Miller in 1918) -

Beginning at the cor. of Tps. 2%
E., identical with U.S.G.S. tris

"|SEC COR 36/22S/5E, monumented wi

diam., extending 12 ins. above f
mkd. as described in the officid
resutrvey.

The cor. is located at the intet
bear N and W. ‘

N. 89° 58' E., bet. secs. 6 and
Across rolling desert farm land

Point for the % sec. cor. of sed

~and 23 -S.y Rs. 5 and 6
ingulation station

'th an iron post, 3% ins.
the ground, with brass cap |
i1 record of the 1943

section of fences that

31.

. 6 and 31, at propor-

tionate distance; there is no remaining evidence of the

original corner.

Set "an iron post, 28 ins. long,
in the ground, with brass cap mk

T 22 SR

S 3]
S 6

1
%

T 23 8
1974

The cor. is located in -a flat, ¢

Point for the cor. of secs. 5, 4
tionate distance; falls in a cul

|no remaining evidence of the ori

from whichz

An iron post, 28 ians. long,
24 . ins. in the ground, forx
bears N. 3° 57" W.,:353.2
cap mkd. RM T228 R6E S31' 7
pointing to the cor. poin

An iron post, 28 ins. long,
24 ins. in the ground, fox
bears N. 6° 22' E., 373.2
cap mkd. RM T228 R6E $32 72
pointing to the cor. point

2% ins. diam., 24 ins.
;d"o :

6 E

lay area.

,- 31, and 32, at propor-
tivated field; there is
ginal corner.

2% ins. diam., set
a.reference monument,
lks, dist., with brass
33.1 FT 1978 and an arrow

2% ins. diam., set

a reference monument,
lks. dist., with brass
46.3 . FT-1978 and an arrow

N. 899 59' E., bet. secs. 5 and

Across rolling desert land.

Point for,the W‘l/lé sec. cOr. d

Set an iron post, 28 ins. long,
in the ground, ‘with brass cap mk

32.

f sees. 5 and 32.

9% ins. diam., 24 ins.
d. :
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. .Dependent Resurvey of the South Boundary'of
. T. 22 8., R. 6 E., Salt Lake Meridian, Utah

CHAINS

T22SRO6GE

S 32

W 1/16 S5

T 23 8
1978

The cor. is located NW of the intersection of fence lines
that bears E, N,.and .S. .

40.47 |The 4% sec. cor. of secs. 5 and 32, monumented with a
broken sandstone, 14 x 10 x 3 ins., firmly set 6 ins.
in the ground, dimly mkd. % on one side of broken piece.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T22SR6E

1
“

S 32
S5

T 23 8
1978

Deposit the mkd. stone alongside the iron post.

The cor. is located N of small clay ridge.

~ (Restoring the Survey Executed by A.D. Ferron in 1873
and the Resurvey Executed by A.D. Ferron in 1909)

N. 89° 59' E., beginning new measurement.

Across rolling desert land.

40.23 |The cor. of secs. 4, 5, 32, and 33, monumented with a

sandstone, 20 x 18 x 6 ins., firmly set 8 ins. in the

ground, mkd. 4 notches on the E and 2 notches on the W
edges.

At the cornef point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled with a collar of stone, with

brass cap mkd.

T22SR6E

T .23 8
1978

Deposit the mkd. stone alongside the iron post.

Thé cor. is located on the S rim of a wash.

Form 9600—10 (June 1978) (formerly 9180—7) USDI-—BLM ' FIELD NOTE PAPER




Dependent’ Resurvey of the South Boundary of
T 22 S., R 6 E , Salt Lake Meridian, Utah

CHAINS ap ‘
N. 89° 56' K., bet. sé@s;”4 and 33.

Across a N facing slope on- the S side of a deep valley
formed by Quitchupah Creek. Lo

40.20 |Point for the % sec.,cor.~offsecs. 4 and 33 -at propor— ,
tionate distance, falls in loosg rock in a very steep. wash
there is no remaining evidende of. ‘the original corner.

40.56 |Point selected for thefwitnessycor. to the % sec.
cor. of secs. 4 and 33. :

Set an iron post,; 28 1ns. long,| 2% ins. d1am., 6 ins.
|in the ground to bedrock, in a mound of stone, 3% ft.
base, to top of brass cap, mkd.
T 22 S R|6E

W.C

538
%<s4“

T 23 °$
1978

The Witness,cor.eiS‘located on the S side of a deep ;
|canyon formed by Quitchupah Cre¢k, approximately 1.00 ch.
below the top. of mesa. . ‘ :

60.00 |Quitchupah Creek, drains S.
80.40 |The cor. of seCSJ’B 4, 33, and |34, monumented with a
sandstone, 24 x 6 x 6 ins., set|in a mound of stone
alongside an iron plpe, 1% ins. |diam.; the stone is mkd.
3. grooves on one face and 3 grogves on the opposite face.
At the corner polnt
Set an . iron post, 28 ins. long, |2% ins. diam., 24 ins.
in the ground, encircled with a |collar of stone, with
brass cap mkd.

T 22 SRI6E

33 | 834
3

wnin
£
U_J

T 238
1978

Deposit the mkd. stone and the 1 in. iron pipe alongside |
the iron pbst. ' : ‘ o o

The cor. is approx1mately in line with the extension of
a road to the N that can be seen in the valley to the N.

N. 880 23' E., bét;féécék 3,énd»34,‘

Across rolling mesa lald,Qpenetrated by draws, through
scattered pinon and jy iper - treee, ;

40.89 |The % sec. cor. of secs. 3 and 3+;'mdnumented with a
sandstone, 20 x 14 x 5 ins., firmly set 5.ins. in the
ground and mkd. on N face.
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Dependent Resurvey of the South Boundary of
T. 22 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

At the cormner point

Set an iron post, 28 ins. long, 2% ins. diam., 5 ins.

in the ground to solid rock, in a mound of stone, 3% ft.
base, to top of brass cap, mkd ..

T 22 SR 6E

. 534

% 753

T 23S
1978

Deposit the mkd. stone alqngSide the iron post.

N. 89° 43' E., beginning new measurement.

Across rolling desert -land penetrated by draws.

40.21 The cor. of secs. 2, 3, 34, and 35, monumented with a
sandstone, 17 x 9 x 4 ins., firmly set 8 ins. in the
ground, mkd. 2 notches on the E and 4 notches on the W

edges, from which the original bearing trees

A juhiper, 8 ins. diam., béars N. 720 E.,
213 1ks. dist., mkd.. T22S R6E 835 BT.

‘A pine stump, bears N. 55° W., 228 lks. dist.
At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 22 SR 6E
S 34 |.835
s 3 S 2

T 23S
1978

Deposit the mkd. stone and set a steel fence post
alongside the iron post.

The cor. is located on the E edge of a dirt road that
bears NW and SE.

N. 89° 48' E., bet. secs. 2 and 35.

Along dirt road that bears E and W.

39.97 The % sec. cor. of secs. 2 and 35, monumented with a
sandstone, 24 x 9 x 2 ins., firmly set 10 ins. in the
ground, mkd. % on the N face, from which the original

bearing trees

A pine stump, bears N. 5° E., 67 lks. dist.
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~Dependent'Resurvey of - the South Boundary of

T. 22'S., R. 6 E., Sald

Lake Meridian, Utah

CHAINS

40.59

41.79-

12.00

A pinon, 19 ins. diam., bears S. 14° 30' W.,f

29 1ks. dist., mkd. % S2
At the corner point
Set an iron post, 28 ihs. long,
in the ground to bedrock, in 'a

base, to top of brass ‘cap, mkd.

T 22 S R

S 3B

BT..

2% ins. diam., 18 ins.

mound- of stone, 2% ft.

6 E

.. L

S 2

T 23

1978

Deposit. the mkd. stone¢éibhg31dafthe iron post.

from which

o

The entrance to an abandoned coal mine, bears

S. 700 30" W., 8.39 chs.

dist.

N. 899 527‘E§;*beginning‘new,measurement.

Descend steebe‘face of mesa, into Muddy Creek bottom.

The closing cor. of secs. l-and

2, T. 23°S., R. 6 E., as

described in the concurrent resyrvey of a portion.of the

subdivisional lines of T. 23 S.
The cor. of secs. 35'ahd 36, mo
16 x 8 x 6 insyy firmly set 8 i
plainly mkd. 5 notches on the W
E edges. ‘

At the corner point -

Set an iron post, 28 ins. long,

in the ground, with brass cap mk

T 22 SR

'$35 ] g
51|

T 23
1978

Deposit the mkd. stone alongside

R. 6 E:
umented with a sandstone, |

s. in the ground and
and 1 notch on the

2% ins. diam., 24 ins.
d.

6 E

36

“the iron post.

The cor. is located between a dirt road that bears NW

and SE and Muddy Creek

that' drains irregularly SE.

N. 89° 59' E., bet‘;secs.‘l and
Across rolling desert land.

Muddy Creek,‘drains's.

36.

B - GPO 1980--680-288/121:
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Dependent Resurvey of the South Boundary of
T. 22 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS
38.85 The % sec. cor. of secs. 1 and 36, monumented with a
sandstone, 16 x 9 x 5 ins., firmly set 10 ins. in the
ground, mkd. % on N face.

At the corner point

Set an iron post, 28 ins. lqng; 2% ins. diam., 26 ins.
in the ground, with brass cap mkd.

T 22 SR6E

S 36
St

1
4

T 23 S
1978

Deposit the mkd. stone alongside the iron post.

The cor. is located in a fence that bears E and W.

N. 89° 58' E., beginning new measurement.
Across rolling desert land.

39.94 The cor. of Tps. 22 and 23 S., Rs. 6 and 7 E., monumented
with an iron post, 3 ins. diam., extending 6 ins. above
ground, with brass cap mkd. as described in the official
record of the 1910 resurvey.

Dependent Resurvey of the South 2 Miles of the West
Boundary of T. 22 S., R. 6 E., Salt Lake Meridian, Utah

(Restoring the Survey Fxecuted by A.D. Ferron in 1873
and the Resurvey Executed by A.D. Ferron in 1890)

* |From the cor. of Tps. 22 and. 23 S., Rs. 5 and 6 E.,
heretofore described.

N. 0° 02' E., bet. secs. 31 and 36.
Across rolling desert land.

40.55 The % sec. cor. of secs. 31 and 36, monumented with an
unmarked sandstone, 16 x 12 x 8 ins., set in an old fence
line that bears N and S; this position is harmoniously
related to existing original corners and is accepted as
the best available evidence of the original corner.

At the corner point

Set an iron post, 28 ins. iqng, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

Form 9600~10 (June 1978) (formerly 9180~7) USDI——BLM | | FIELD NOTE PAPER




Dependent~ReSurvey~ofithe:S

outh 2'Miles of the West
» Salt Lake Meridian, Utah

Bcundary of;Ty~22 S., Re 6 E

'CHAINS
T 22)8
"R5E R6E
1978 .
Depositfthe“unmkd.“stone,aldhgside“the‘iIOn‘post.
N. 0° 10! W,,;beginhingfnew,measurement.
Across rolling‘deserf‘land and farm ‘land.

32.00 [State Highway'No, 10, ﬁears NE~and,SW.\

40,00 [The cor. of secs. 25, 30, 31, and 36, determined by the
intersection of fences | that bear N, E, and W; -this
position is harmonlously related to exlsting original
corners and is accepted as the best available evidence
of the original corner.

At the corner point ;
Set an iron post, 28 ins. long, ZP ins. diam., 24 1ns
‘|in the ground, with brass cap mkd.
T 22 ¢
R5:E R 6-E
825 ] 8 30
836 | § 31
1974
M. 00 04" W., bet. secs. 25 and [30. .-
Across farm land.

40.42 |Point for the % sec. cor. of seqs, 25 and 30, at propor-
tionate distance; there is no remaining evidence of the
‘loriginal corner. EUREEY
Set ‘an"iron post, 28 ins.‘loﬁg, 2% dins. diam}, 24 ins.
in the ground, with brass cap mKd. :

. T-22 8
. RI5E <~ R6E-
| k
‘525 | g 30" :
-~1978
The cor. is located on the W side of an irrigation ditch,
in a fence that bears E and-W. -

80.84 |The cor. of secs. 19, 24, 25, and 30, monumented with a
sandstone, 36 x 14 x 5 ins., in @ mound of stone, mkd. 4
notches on the N edge, E ECO on the E face and SCO on
the W face. 2 Ll , :

At the corner point  1;}

$LGPO 1980—680-288/121
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‘Dependent Resurvey of the South 2 Miles of the West
Boundary of T. 22 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS
Set an iron post, 28 ins. long, 2% ins. diam., 6 ins.
in the ground to solid rock, in a mound of stone, 3, ft.

base, to top of brass cap, mkd.

T 228
R5ERG6E

S 24 | s 19
§25 ] 830

1978
Deposit the mkd. stone alongside the iron post.

The cor. is located near the W edge of a mesa.

Dependent Resurvey of a Portion of thé Subdivisional
Lines of T. 22 S., R. 6 E., Salt Lake Meridian, Utah

(Restoring the Survey Executed by A.D. Ferron in 1873)

From the cor. of secs. 35 and 36, on the S. bdy. of the
Tp., heretofore described. S

N. 1°© 07' W., bet. secs. 35 and 36;

Along Muddy Creek.

35.00 Mudd& Creek, drains SE.

39,99 - |Point for the % sec. cor. of secs. 35 and 36, at propor-
tionate distance; there is no remaining evidence of the

original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 25 ins.
in the ground, with brass cap mkd.

T 22 SR6E

S35 1] S 36

1/“
I
. |
|
1978
Raise a mound of stone, 3 ft. base, 1% ft. high, to the W.
The cor. is located approximately 5 chs. E‘of a dirt road.
42.00 |Muddy Creek, drains SW.
79.98 |Point for the cor. of secs. 25, 26, 35, and 36, at pro-
portionate distance; there is no remaining evidence of the

original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
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- Dependent Resurvey of a. Por 'in of - the Subdivisional
. Lines of T. 22 S., R. 6 E.} §

flt Lake Merldian, Utah

CHAINS g

T 22 S|R E
s 26 | 525
S 35 S 36

1978

Set a cedar post alongside the iron post.

The cor. is located apprinmate%y 5 chs. E of a dirt road.

From the point-for the cor. of secs. 25 and 36, on the E.
bdy. of the Tp,,vat‘proportionaﬁa distance, falls in a
rock slide area and cannot be mq1umented there is no
remaining evidence of the origi ngl corner,

from which

The % sec. cor. of sec. 36, bears S. 0° 13' E.,
40.44 chs. dist., monumenwed with an iron post,
1 in. diam., projecting 10 ins. above ground, with
brass cap mkd. as described in the official record
of the 1910 resurvey. | . | 3

The % sec. cor. of sec. 25, bears N. 0° 13' W.,
40. 44 chs, dist., monumented with an iron post,
1 in, diam. 5. progectlng 10{ins. above ground, with
brass cap 'mkd. as .described in the official record
-~ of the 1910 resurvey.
S. 89° 10' W., bet. secs. 25 and| 36.
Across broken mesa land through ﬁcattered pinon and
[juniper trees. : ! :
39.97 - |Point for thé % sec. cor. of secs. 25 and 36, at propor-
.. “|tlonate distance; there is no| re aining evidence of the
orlglnal corner, :
Set an 1ron post, 28 ins. long, ;2uins.'diam., 18 ins.
in the ground to bedrock,. in a mound of stome, 3% ft.
base, to top of brass cap, mkd .
T22SR6E
. 525
%836
1978
The cor. is located approximatelyx6.00 chs. E of the
W edge of mesa. : |
75.50 = [Muddy Creek, drains SE,
79.94 |The cor. of secs. 25, 26,35, and 36.
N. 00 20" W., bet. secs. 25 and 26.
Across. steep mesa 1and,,a10ng Muddy Creek.
5.00 |Muddy Creek, drains SE.
39.98 ({Point for the Y% sec. cor. of secs. 25 and 26, at propor-

tionate distance; there is no remaining evidence of the

1

original corner,

# GPO 1980—680-268/121
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. Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 22 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

Set an iron post, 28 ims. long, 2% ins. diam., 16 ins.
in the ground to solid rock, in a mound of stone, 3% ft.
base, to top of brass cap mkd.
T 22 SR6E
Y
A
s 26| s 25

E

1978
The cor. is located on, the E bank of Muddy Creek,
approximately 2.00 chs. S of bend in bank that bears
SW and NE.
49.00 |Muddy Creek, drains SE.
56,00 |Muddy Creek, drains SW.
70.00 {Muddy Creek, drains E.
79.96 |Point for the cor. of secs. 23, 24, 25, and 26, at pro-
portionate distance; there is no remaining evidence of
the original corner.
Set an iron pbét;‘ZBﬁins; long; 9% ins. diam., 14 ins.
in the ground to solid rock, in a mound of stone, 4 ft.
base, to top of brass cap, mkd.

T22SR6E

s 23| s 24
S 26 | S 25

1978

The cor. is located on the SW slope of a hill approxi-
mately 3.00 chs. from top.

From the cor. of secs. 24 and 25, on the E. bdy. of the
Tp., monumented with an iron post, 3 ins. diam., in a
mound of stone, with a 4 ft. base, with brass cap mkd.

as described in the official record of the 1910 resurvey.

S. 889 31' W., bet. secs. 24 and 25.

Across steep mesa,,slbpes thrqugh pinon pines and o
juniper trees. IR

40.06 |Point for the % sec. cor. of secs. 24 and 25, at propor-
tionate distance; there is no remaining evidence of the
original corner. ‘

Set an iron post, 28 ins. 1qng;,2% ins. diam., 6 ins. {
in the ground to solid rock, in a mound of stone, 4 ft.
base, to top of brass cap, mkd.

. T22SR6E

<l>\)—\
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Dependent Resurvey of a Pottion of the Subdivisional
~Lines of T. 22 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

The *cor. is located on the rim of a mesa that bears
NW and SE.

80.12 |The cor. of seecs. 23, 24, 25, and 26.

N. 0° 42' E., bet. secs. 23 and 24.

Across steep Muddy Creek Canyon.

17.00  [Muddy Creek, drains SW. |

19.99 Point for the S 1/16 sec. cor. of ‘gecs. 23 and 24

Set an iron post 28 ins. 1ong; 2/ ins. dlam., 3 dns.
in the ground to solid rock, in a mound of stone, 3 ft.

base, to top of brass cap, mkd.

T 22 SR 6E

S 1/16
s 23 | s 24
1978

The cor. is located on the W 31de of Muddy Creek Canyon,
0.26 chs. ‘SW-of -a solld rock Wall

39.98 |Point for the % sec, cor,-of secs. 23 and 24, at propor-
tionate distance, there is no remaining ev1dence of the
original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 12 ins.
in the ground  to solid rock, in a mound of stone, 3 ft.
base, to top of brass cap, mkd.

T 22SR6E

S 23 | S 24

%
|
|
|
1978

The cor. is located approx1mately 2 00 chs. E of a draw
that drains S, into. a canyon. : ,

79.96 |The cor. of secs. 13 14,23, and 24 monumented with a
broken sandstone, 20 x 12 x-2 ins., set 8 ins. in the
ground, mkd. 3 notches ‘on ‘the 8 edge.«

At the corner point
Set an iron post, 28 ins. long, 2% ins. dlam.; 20 ins.
in the ground, encircled W1th a collar of stone, with
"brass cap mkd. : : -

T22SR6E

s 14 | s 13
523152

1978
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Dependent Resurvey of a Portion of the Subdivisional
“Lines of T. 22 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

Deposit the mkd. stone alongside the irom post.

The cor. is located .05 chs. N of a fencé‘that bears
approximately E and W, :

From the cor. of secs. 13 and 24, on the E. bdy. of the
Tp., monumented with an iron post, 3 ins. diam., encircled
with a mound of stone, 4 ft. base, to top, with brass cap
mkd. as described in the official record of the 1910
resurvey.

S. 87° 47' W., bet. secs. 13 and 24.

Across broken mesa land, through pinon and pine and
cedar trees.

39.43 . |Point for the % sec. cor. of secs. 13 and 24, at propor-
tionate distance; there is no remaining evidence of the

original cormner.

.Iset an iron post, 28 ins. long, 2% ins. diam., 6 ins.

in the ground to solid rock, in a mound of stone, 4 ft.

base, to top of brass cap, mkd.

T22SR6E

1978

The cor. is located on a N slope, approx1mately 2.50 chs.
W of a draw that drains NW.

54,00 [|Muddy Creek, drains SW.

78.86 The cor. of secs. 13, 14, 23, and 24.

N. 10 18" W., bet. secs. 13 and 14.

Acrosé rolling desert land and cultivated fields.
20.43 Point fof the S 1/16 sec. cor. of secs. 13 énd‘ié.

, Set. an iron post, 28 ins. long, 2% ins.vdiam;;"24 ins.
in the ground, and encircled with a collar of stomne,

with brass cap mkd.

T 22 SRG6E

S 1/16
s 14 | s 13
1978

The cor. is located in gently rolling clay hills.

40.86 |Point for the % sec. cor. of secs. 13 and 14, at propor-
tionate distance; there is no remaining evidence of the
original corner.
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 22 8., R. 6 E., Salt Lake 'Meridian, Utah

CHAINS

81.72

40.17

52.00

monumented.

61.29

“|in the ground, encircled with a collar of stone, with

This p01nt falls in: a cultivated field and is not

Point for the N 1/16 sec,"c6r.,of secs. 13 and 14.

Set an aluminum alloy post, 28 ins. long, 2% ins. diam.,

26 ins. in the ground, with aluminum cap mkd.

T 22 SR 6 E -

N 1/16
5141513
1978

Set 4 pine post alongs1de the alumlnum ‘posti

Point for the cor, of: secs. 11, 12, 13 and 14, at propor-
tionate distance, there is no. remalnlng evidence of the
original corher. — e -

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
brass cap mkd.
T 22 SR 6 E

S 11 | s 12
S 14 |8 13

1978
Set a cedar post alongside the iron post.

Cor. is located on the N slope of a clay ridge.

Point for the % sec.

" Raise a mound of stone, 3% ft. base, 2 ft. hlgh to the

From the cor. of secs. 12 and 13, on the E. bdy. of the
Ip., monumented with an iron post, 2.ins. diam., encircled|
with a mound of stone, 4 ft. base, with brass cap mkd.

as described in the official record of the 1910 resurvey.

LBy

S. 880 17' w., bet. secs. 12 and 13.

Across broken desert land through Muddy Creek bottom.

cor. of secs. 12 and 13 at propor-
tionate distance; there is no remalnlng evidence of the
orlglnal corner. ~ e

Set an iron post, 28 ins. long, 2% ins. diam., 26 ins.
in the ground, with brass cap mkd.

T 22 SR 6.E
L S 12
4813

-1978

N.
The cor. is located on the W slope of a ridge.

Muddy Creek,'drains S.

imdbiinarurm o i
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. Dependent Resurvey of a Portion of the Subdivisional
.. Lines.of .T..22 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

80.34 The cor., of sees. 11, 12, 13, and 14.

N. 0° 08' W., bet. secs. 11 and 12.
Across gravelly ridges and broken desert land.
40.85 |Point for the % sec. cor. of secs. 1l and 12, at propor-
tionate distance; there is no remaining evidence of the

original corner.:

Set -an iron post, 28 ins. long, 2% ins. diam., 26 ins.
in the ground, with brass cap mkd. o

T 22 SR6E

S 11 s 12

b
I
l
|
1978

Set a cedar post alongside the iron post and raise a
small mound of stone to the W.

The cor. is located N of the old Gunnison Trailf
61.275 |Point for the N 1/16 sec. cor. of secs. 11 and 12.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T22SRG6E
N 1/16

s 11 | s 12
1978

Set a cedar post that extends 2 ft. above ground along-
side the.iron post.

The cor. is located in a field, 0.06 chs. N of a fence
that bears approximately E and W.

81.70 [The cor. of secs. 1, 2, 11, and 12, determined by the
intersection of fences that bear N, .S, and W; this
position is harmoniously related to existing original
corners and is accepted as the best available evidence
of the original corner position.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins..
in the ground, with brass cap mkd.

T22SRG6E
s2 |s1
S 11 | s 12

1978

IThe cor. is located on the N edge of a ditrt road.
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Dependent.  Resurvey of a Portion of the Subdivisional
- Lines of T. 22 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

From the cor. of secs. 1 and 12 on the E. bdy. of the
Tp., monumented with an iron post, 3 ins. diam., that
extends 14 ins. above ground, with brass cap nkd. as

described in the official record of the 1910 resurvey.

S. 889 08' W., bet. secs. 1 and 12.

Across rolllng desert 1and desc, over ridges to Muddy
Creek bottom. e

19.74 |Point for the E 1/16 sec. cor. of secs. 1 and 12.
Set an iron post, 28 ins. long, 2% ins. diam., 5 ins.
in the ground to bedrock, in a mound of “stone, 4% ft.
base, to top of brass cap, mkd.
T 22SR6E

o s 1

i B L6 =77
1978

The cor. is located on the S facing slope of a clay ridge
near the top. ‘

39.48 |The 4% sec. cor. of secs.fl'and‘lz, monumented with a
sandstone, 15 x 10 x 5 ins., in a small mound of stone,
mkd. % on N face.
4At the eernervpoint
Set an iron post, 28 ins. long, 2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T22SR6E

s 12

1978

Raise a mound of stone, 2/ ft. base, 1% ft. high, to the
N of the corner.

Deposit the mkd. stone alongside the iron post..

S. 89° 29" W., beginning new measurement;
Across Muddy Creek,;“
10.50 |Muddy Creek, drains irregularly S.

40.75  |The cor. of secs. 1, 2, 11, and 12.

N. 0° 30" E., bet. secs. 1 and 2.
Across broken desert land.
41,08 |Point for the % sec. cor. of secs. 1 and 2, at propor-

tionate distance; there is no remalnlng evidence of the
orlglnal corner., L

T GPO 1980—680-288/121
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Dépendent Resurvey of a Portion.of the Subdivisional
Lines of T.:.22 S.,.R. 6 E., Salt Lake Meridian, Utah

CHAINS .
Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.

in the ground, with brass cap mkd.

T22SR6E

s2|s1l

-
I
I
|

. 1978

The cor. is located on the W facing slope of a smooth
clay ridge.

83.18 The cor. of sees. 1, 2, 35, sod(36; dh the N. bdy. of the
Tp., as described in the concurrent resurvey. .of, .the S.
bdy. of T. 21 S., R. 6 E.

-’

From the cor. of seos 2 3 34 and"35, on.the S bdy.
of the Tp., heretofore described.

0° 15" E., bet. secs. 34,and 35.:

Across rolling desert land through pinon plnes and
juniper trees; desc. into valley.

39.75 |The % sec. cor. of secs. 34 and 35, monumented with a
steel pipe at the intersection of fences that bear E,
W, and N; this position is harmoniously related to
existing original corners and is accepted as the best
available evidence of the original corner position.

At the cormner point
Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.

in the ground, encircled with a collar of stone, with
brass cap mkd.

T 22 SR 6 E
”»

| . B

S 34 | s 35
N

1978 ..

Deposit the steel pipe alongside .the iron post.

P

N. 0° 08' E., beginning new measurement.

Across rolling desert land, penetrated by draws, through
scattered pinon pines and juniper trees.

39.94 |The cor. of secs. 26, 27, 34, and 35, monumented with a
broken sandstone, 16 x 14 x 4 ins., firmly set, 8 ins.
in the ground and mkd. 1 notch on the S and 2 notches
on the E edges :

. ]At the corner point
Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.

in the ground, and in a collar of stone, with brass cap
mkd.
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DependentfResurvey‘df a Pdrtion of the Subdivisional
Lines of T. .22 S., R. 6.E.; Salt Lake Meridian, Utah

"CHAINS . ;
T 22SR6E

's 27| 526
S 34 | S 35

1978
Deposit the original stone cor. alongside the iron post.
Cor. is located 34 lks. E of N - S fence line

From the cor. of secs. 25, 26, 35 and 36.
S. 890 37" W., bet.»secs. 26 and 35
Across broken mesa 1and.ff
39.96 |Point for the L sec. cor. of sec. 26 and 35, at propor=
' tionate distance; there is no remaining evidence.of the
original corner.: : "
,Set ‘an iron post, 28 ins.. long, 2% ins. diam., 2 ins.
in the ground to bedrock, in a mound of stone, 4% ft.
- |base, to top of brass capy. mkd.:
T 22 S R 6 E
S 26
L9 20
* 835
- 1978

The cor. is lcoated 0.54 chs. W of an E facing rim of
mesa. ‘ ' :

79.92 The cor. of secs. 26 27 34, and 35.

N. 0° 22" W., bet’ sees.’26 and 27.
Desc. across rolllng desert land. S

39.84 |Point for the P sec. cor. of secs. 26 and 27, at propor—
tionate distance;: there is no remaining ev1dence of the
original corner.

 |Set an iron post, 28 ins. long, 2% ins. diam., 18 ins.
|in the ground to bedrock in a mound of stone, 3 ft.
base, to-top of ‘brass: cap, mkd.

T22SR6E .

79.68 |The cor. of secs. 22, 23, 26, and 27, monumented with a
sandstone, 11 x 10 x 6 ins., located 6 ins. underground,
mkd. with 2 definite notches;. this stone is at the
intersection of fences that project E, W, and S.

$1GPO 1980—680-288/121
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 22.S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

At the corner point

Set an ironm post, 28 ins. long, 2% ins. diam., 24 ims.
in the ground, with brass cap mkd. :

T 22 SR 6E

s 22| s 23
S 27 | S 26

1978

Deposit the mkd. stone alongside the iron post.

From the cor. of secs. 23, 24, 25, and 26.

S. 89° 25' W., bet. secs. 23 and 26.

Across steep canyons of Muddy Creek.

8.00 |Muddy Creek, drains SE.

19.98 {Point for the E 1/16 sec. cor. of secs. 23 and 26.
Set an iron post, 28 ins. long, 2% ins. diam., 2 ins.
in the ground to bedrock, in a mound of stone, 7 ft.
bage, to top of brass cap, mkd.

T 22S R 6 E

| S 23
E 1/16 S 26

1978
The cor. is located near an E facing rim of mesa.
39.96 |Point for the % sec. cor. of secs. 23 and 26, at propor-
tionate distance; there is no remaining evidence of the
original corner.
Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled with a collar of stone, with
brass cap mkd. '

T 22 SR 6 E

S 23
S 26 L

%
1978
The cor. is located near the N edge of a small mesa.

79.92 The cor. of secs. 22, 23, 26, and 27.

N. 0° 04' E., bet. secs. 22 and 23.
Across level farm land.

20.19 Point for the S 1/16 sec. cor. of secs. 22 and 23; this
point is not monumented.
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Lines of T. 22 8., R. 6 E., Salt Lake Meridian, Utah

CHAINS

40.38 The % sec. cor. of secs. 22 and 23, monumented with an
iron post, 1 in. diam., projecting 14 ins. above ‘ground,
|with brass cap that:has marks filed off; the post is at
the intersection of fences that projects S and‘W this
position is harmonlously related to ex1st1ng original
corners and is accepted as the best available evidence
of the orlglnal corner positlon.. ~

At the corner p01nt
Re-mark the brass cap. =

T22SR6E

N...0° 04" E., beglnning new measurement.
. |Across 1eve1 farm land.

40.79- The cor. of secs. 14 15, 22, and 23, determined by the
‘ intersection of fences that . bear N, :§;and W, and" by the
projection of a fence from the E; this position is
harmoniously related to existlng original corners and

is accepted as the best available ev1dence of the
original corner position.

At the corner point

Set an iron post, 28 ins. long, 24 ins. diam., 24 ins.
in the ground with brass cap mkd. : SR

T 22 s R 6 E

S 151 s 14
s 22 s 23

1978

From the cor. of secs. 13 14 23 and 24.
N. 899 37" wW., bet. secs 14 and 23.
Desc. into lenel farm land.k
20.00 - Point~for,the’E 1/16 sec. cor. of secs. 14 and 23.

-{Set an iron post, 28 1ns. long, 24 ins. diam., 24 ins.
in the ground, with brass cap mkd,

T 22 s R6 E
_ S 14
E 1/16 S 23

1978

$ GPO 1980—680-288/121




38

21

Dependent Resurvey of a Portion of the Subdivisional
Lines of.T. 22.:S8., R. .6 E., Salt Lake Meridian, Utah

CHAINS

Set a cottonwood post alongside the iron post.

40.00 |The % sec. cor. of secs. 14 and 23, determined by the
extension of fences from the N, S, and E; this position

is harmoniously related to existing original corners and
is accepted as the best available evidence of the original
corner position.

At the corner point

Deposit broken glass,1l ft.'below the surface of a dlrt
road that bears NW and :SE. e e

from which

An iron post, 28 ins. long, 2% ins. diam., set
24 ins, in the ground, with broken glass,. ‘for a
reference monument, bears North, 22.7 lks. dist.,
with brass cap mkd.. RM T22S R6E % 814 15 FT 1978,
and an arrow pointing~to the cor. T

An iron post, 28 -ins. long, 2% ins. diam., set
24 ins. in the ground, with broken glass deposited
alongside, for a reference monumeht, bears South,
22.7 lks. dist., with brass cap mkd. RM T22S R6E
1 823 15 FT 1978 and an arrow pointing to the cor.

N. 89° 49' W., beginning new measurement.

Across level farm land.

N

20.41 |Point for the W 1/16 sec. cor. of secs. 14 and 23, falls
in a cultivated field. :

from which

An iron post, 28.ims...long, 2% ins. diam., set
24 ins. in the ground, for a reference monument,
bears S. 45° W., 10.6 lks. dist., with brass cap
mkd. RM T22S R6E W 1/16 S23 7 FT 1978 and an
arrow pointing to the cor.

An iron post, 28 ins. long, 2% ins. diam., set
24 ins. in the ground, for a reference monument,
bears N. 45° W., 10.6 lks. dist., with brass cap
mkd. RM T22S R6E W .1/16 S14 7 FT 1978 and an
arrow pointing ‘to the cor. i’

The reference monuments are loecated in.a fence that bears
approxlmately N and S. o P

40.82 |The cor. of secs. 14, 15, 22, and.23. «: -

N. 0° 29' W., bet. secs. 14 and 15,
Across level clay area.
20.05 [Point for the S 1/16 sec. cor. of secs. 14 and 15.

Set an iron poét, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
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. Dependent'Resurvey of a Portion of,the Subdivisiohal
- Lines of.T. 22.8., R. 6 E., Salt Lake Meridian, Utah

CHAINS

T 22 SR 6E
S 1/16

$15 ]S 14
1978

The cor. is located 0 07 chs E of a fence that bears
N and S. : :

40.10 |Point for the Y% sec. cqor. of secs. 14 and 15, determined
by the intersection of fences that bear N, S, and W; this
position is harmoniously related to existing original
corners and is-accepted as the best available evidence

of the original corner position.

At the corner-point.

Set ‘an iron post, 28 1ns. long, 2/ ins. dlam., 24 ins.
in the ground, Wlth brass cap mkd. ‘

T2SR6E - .

N. 1° 17' W., beginning neWﬁmeasﬁrémént.
Across level cléy areé;
21.13 P01nt for the N. 1/16 sec corﬂ‘of secs. 14 and'l5.

Set an iron post, 28 ‘ins. long, 2/ ins. diam., 24 ins.
_1n the ground, with- brass cap mkd.‘_

T22SR6E

N 1/16
s15] s 14
1978

The cor. is located in a fence that.bears E and W.

42.26 |Point for the cor. of secs. 10, 11, 14, and 15, determined
by the intersection of a fence that bears E and W, and
the remains: of .an old fence line that bears Nj; this
position is harmoniously related to existing original
corners and is accepted as the best avallable evidence iof
the orlglnal corner p031t10n

At the corner point"'

Set an iron post, 28 ins. long, 2%,ins.‘diam,, 24 ins.
in the ground, with brass cap mkd. '

- $GPO 1980—680-288/121
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 22 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

T 22 S R6E

From the cor. of secs. 11, 12, 13, and l4.

N. 89° 17' W., bet. secs. 11 and 14.

Across. clay ridges, desc. into level land.

20.05 |Point for the E 1/16 sec. cor. of secs. 11 and l4.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T22SR6E

s 11
E 1/16 514

1978

The cor. is located 0.03 chs. E of a fence. that bears
N and S. ’ )

40.10 [Point for the % sec. cor. of secs. 11 and 14, at propor-
tionate distance; there is no remaining evidence of the

original corner.

Set an aluminum alloy post, 28 ins. long, Z%Liﬁs. diam.,
26 ins. in the ground, with aluminum cap mkd.

T22SR6E

Ne
w
=
o~

Set in swampy land.

80.20 The cor. of secs. 10, 11, 14, and 15.

N. 0° 26' W., bet. secs. 10 and 1I1.
Across level land.
20.08 Point for the S 1/16 sec. cor. of secs. 10 and 11.

Set an iron post, 28 ins. long, 2% ins. diam., 23 ins.
in the ground, with brass cap mkd.

T22SR6E
s 1/16

s 10 | s 11
1978

Form 9600—10 (June 1978) (formerly 9180—7) USDI-—BLM ' \ FIELD NOTE PAPER




41

24

Depéndent,Resurvey'of.a Portion of the Subdivisional

Lines of T. 22 S., R. 6 E., Salt lake Meridian, Utah

Point for the ¥ sec. cor. of secs. 10 and 11, determined
by the intersection of fences that bear E, W, and N;
this position is harmoniously related to existing
original cormers and is accepted as the best available
evidence of the orlginal corner position.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 20 ins.
in the ground, with brass cap mkd.

" T22S8SR6E

§10 | s 11

4
|
|
|

1978

Set a cedar post alongside the iron post.

N. 0° 29' W., beginning new measurement.

Point for the cor. of secs. 2, 3, 10, and 11, determined
by dirt road that bears E and W and in line with the
extension of a fence from the S; this position is
harmoniously related to existing original corners and is
accepted as the best available evidence of the orlglnal
corner p031t10n

At'the corner p01nt

Dep051t broken glass 1 ft. below the surface of the dirt
road.

from which

An aluminum post, 28 ins. long, 2% ins. diam., set
24 ins. in the ground, for a reference monument,
bears N. 46° 46' E., 39.7 lks. dist., with brass

~cap mkd. RM T22S R6E S2 26.2 FT 1978 and an arrow

- pointing to the cor.

An irom post, 28 ins. long, 2% ins. diam., set
24 ins. in the ground, for a reference monument,
bears S. 57° 23" E., 46.4 lks. dist., with brass
~cap mkd. RM T22S R6E Sl11 30 6 FT 1978 and an arrow
p01nt1ng ‘to the cor.

From the cor. of secs. 1, 2, 11, and 12.

S. 89° 53" W., bet. secs. 2 and 11.

Aiong dirt road and into clay ridges.»

Point for the E 1/16 sec. cor? of secs. 2 and 11.

Set an iron post, 28 ins. iong, 2% ins. diém,, 24 ins.

in the ground, encircled with: a collar of stone, with.
brass cap mkd.
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 22 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

T22S R6E

S 2

1978

The cor. is located approximately 2.50 chs. S of a dirt
road, bearing E and W.

40.06 |Point for the % sec. cor. of secs. 2 and 11, determined

by the extension of fences from the N and S; and at mid-
point between fences on either side of a dirt road bearing
E and W; this position is harmoniously related to

existing original corners and is accepted as the best
available evidence of the original corner position.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T22SR6E

L 52

%8 1l
1978

The cor. is located 26 lks. north of the cor. of fence,
bears S and W, and 5 lks. South of the dirt road.

1s. 89° 29" W., beginning new measurement. S
Along S side of dirt road.

40.50 |The cor. of secs. 2, 3, 10, and 11,

N. 0° 11' E., bet. secs. 2 and 3.
" |Across level land.

41.26 |Point for the % sec. cor. of secs. 2 and 3, at propor-
tionate distance; falls near a small creek and is not
practicable to monument; there is no remaining evidence
of the original corner.

42.26 Point selected for the witness cor. to the % sec. cor.
of secs. 2 and 3.

ISet an aluminum allqy post, 28 ins. long, 2} ins. diam.,
24 ins. in the ground, with aluminum cap mkd.
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Dependent Resurve&‘df a Portion of the Subdivisional
Lines of T. 22 8., R. 6 E., Salt Lake Meridian, Utah

CHAINS
73.50 ' [State Highway No. 10, bears NE and SW.
83.28. |The cor. of sees. 2, 3, 34, and 35, on the N. bdy. of

the Tp., as descrlbed in the concurrent resurvey of
the S. bdy. of T. 21 S., R. 6 E.

From the cor. of secs. 3, 4, 33, and 34, on the S. bdy.
of the Tp., heretofore described.

N. 1° 21" E., bet. secs. 33 and 34.

Desc. over gentle rolling NW slope.

40.96 The'% sec. cor. of secs. 33 and 34, monumented with a
sandstone, 10 x 9 x 5 ins., dimly mkd. % on W face, and

a pipe, 2 ins. diam., protruding 18 ‘ins, above ground,
along31de.

Set an aluminum pipe, 28 ins. long, 2% ins. diam., 14 ins.
in the ground, and in a mound of ‘stone, 3% ft. base, to
top of alumlnum cap, ‘mkd. :

T22SR6E
%
SRR
s 33 l S 34
1978

Deposit the mkd. stone alongside the aluminum post. Cor.
is set on gentle NW slope in scattered juniper dand pinon.

N. 0° 32' W., beginning new measurement.

0.25 |Wash, 20 lks. wide, drains W.

39.89 |The cor. of secs. 27, 28, 33, and 34, monumented with a
sandstone, 20 x 9 x 6 ins., firmly set 10 ins. in the
ground, mkd. 1 notch on the S and 3 notches on the E
edges. .

|At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd. '

T 22SRG6E

S 28 | s 27
833 | s 34

1978

Raise a mound»of stone, 3 ft. base, 2 ft. high, to the
W. of cor. :

Deposit the mkd. stone alongside the iron post.
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Dependent Resurvey of a Portion of the Subdivisional
Lines of ,T. 22 S., R. 6 E., Salt Lake Meridian, Utah

Ll

40.50

40.27

40.03

40.25

CHAINS

From the cor. of secs. 26, 27, 34, and 35.
S. 899 51' W., bet. secs. 27 and 34.
Across rolling desert land.
The % sec. cor. of secs. 27 and 34, monumented with a
red sandstone, 18 x 12 x 5 ins., firmly set 8 ins. in the
ground and mkd. % on N face.
At the corner poiﬁtw
.
Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.

in the ground, encircled with a collar of stome, with
brass cap mkd. '

T 22SRG6E,

s 27
% T8 34

1978

Deposit the mkd. stone alﬁngsidé the iron‘post.

S. 89° 48' W., beginning new measurement.
Across rolling desert land.

The cor. of secs. 27, 28, 33, and 34.

IN. 0° 17' W., bet. secs. 27 and 28.

Across Christiansen Wash and rolling desert land.

Point for the % sec. cor. of secs. 27 and 28, determined
by the intersection of fences that bear N and W; this
position is harmoniously related to existing original ‘
corners and is accepted as the best available evidence of
the original cormer position.

At the corner point
Set an iron post, 28 ins.vlqng,'z%.ins. diam., 24 ins.
in the ground, with large stone alongside, with brass cap

mkd .

T22S5SRG6E

S 28

4
|
| s 27
|

1978

N. .0° 15' W., beginning new measurement.
Along dirt road.

Point for the cor. of secs. 21, 22, 27, and 28, determined
by a mound of stone; this position is harmoniously related
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Dependent Resurvey of a Portion of the Sub&ivisional

CHAINS

40.33

60.495

80.66

Lines of ‘T.-22'S., R. 6 E., Salt Lake Meridian, Utah
to existing original corners and is accepted as the best
available evidence of the original corner position.

At the corner point (center of mound)

Set an iron post, 28 ins. long, 2% ins. diam., 25 ins.
in the ground, and encircled with a mound of stone,
with brass cap mkd. '

T 22 S R 6 E

s 21 | s 22

528527
1978

The cor. is located on the W side of a dirt road.

From the cor, of sees. 22, 23, 26, and 27.
N. 899 46' W., bet. sees. 22‘and 27.

Across rolling desert land, through greasewood and other
native bushes.

Point for the % sec. cor. of secs. 22 and 27, at propor-
tionate distance; there is no remaining ev1dence of the
original corner.

Set an iron post, 28 ins. loﬁg, 2% ins. diam., 22 ins.”
in the ground,; with brass cap mkd.

T 22 SR6E

S 22
S 27

1
7

1978
The cor. is located 0.06 chs. W of a fence that bears S.
Point for the W&l/l6 sec. cor. of secs. 22 and 27.

Set an iron post, 28 ins. long, 2/ ins. diam., 24 ins.
in the ground, w1th brass cap mkd

T 22 SR 6 E

s 22
W 1l/16 8 27

1978

The cor. is located 0.23 chs. W of a fence that bears
approximately N. »

The cor. of secs. 21, 22, 27, and 28.

N. 09 30' W., bet. secs. 21 and 22.
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 22 S., R. 6 E., Salt Lake Meridian, Utah

CHAINé
Along dirt road that bears N and S.

20.33 |Point for the § 1/16 sec. cor. of secs. 21 and 22.

Set an irom post, 28 ins;‘ldhg; 2% iﬁé. diaﬁ.;'2ﬁ ins.

in the ground, encircled with a collar of stone, with
brass cap mkd.

T22SRG6E
s 1/16
| .
s 21| s 22
l
1978

“The cor. 'is located 0.03 chs. W of a fence that bears
N and S. Yo ’ ‘

40.66 |Point for the 'y sec. cor. of secs. 21 and 22, at propor-
tionate distance;’ there is no remaining evidence of the
original cor.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 228 R 6 E
. -‘]/-5 R
.
s21|s8 22
|
1978~

The cor. is located 0.04 chs. W of a fence that bears
N and S. S : e .

60.99 |Point for the N 1/16 sec. cor. of secs. 21 and 22,
falls in road.

Deposit broken glass,'l ft. below the surface of dirt
road

from which

An irom post, 28 ins. long, 2% ins. diam., set
24 ins. in the ground, in a fence that bears
N and S, for a reference monument, bears West,
28.8 lks. dist., with brass cap mkd. RM T22S
R6E N 1/16 S21 19 FT 1978 and an arrow pointing
to the cor.

An iron post; 28'ins. long, 2% ins. diam., set
24 ins. in the ground, in a fence that bears
N and S, for a reference monument, bears N. 42° E.,
27.3 lks. dist., with brass cap mkd. RM T22S

1 R6E N 1/16 S22 18 FT 1978 and an arrow pointing

‘ to the cor.

81.32 |The cor. of sees. 15, 16, 21, and 22, at the intersection
of dirt roads that bear N, S, E, and W; this position is
harmoniously related to existing original corners and is
accepted as the best available evidence of the original
corner position. R
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Dependent Resurvey of a Portion Of the Subdivisional

Lines of T. 22 §., R. 6 E., Salt Lake Meridian, Utah

CHAINS

40.78

40.68

40.95

At the corner point

Set a copper sur&éy«ﬁarkéf,Vl%'ft.'béiow'thé'sufface of
dirt road, with copper cap mkd.

16 | 15
21 | 22

from which

An iron post, 28 ins. long, 2% ins. diam., set
24 ins. in the ground, at fence cor. for reference
monument, bears S. 42° 32' W., 41.7 lks. dist.,
with brass cap mkd. RM T22S R6E 821 27.5 FT 1978
and an arrow pointing to the cor.

An iron post, 28 ins. long, 2% ins. diam., set

- 24 ins. in the ground, at fence cor,, for reference
monument, bears S. 48° E., 38.8 lks. dist., with
brass cap mkd. RM T22S R6E S22 25.6 FT 1978 and
an arrow pointing to the cor.

From the cor. of secs. 14, 15, 22, and 23.

N. 89° 35' W., bet. secs. 15 and 22.

Along rolling desert land and dirt road.

Point for the % sec. cor. of secs. 15 and 22, determined
by corner of fence bearing E, W and $; this position is
accepted as the best available evidence of the position

of the original cor.

Set an iron post, 28 ins.:long, 2% ins. diam., 26 ins.
in the ground, with brass cap mkd.

T22SR6E

‘ﬁ: 89° 43' W., beginning new measurement.

|The cor. of secs. 15, 16, 21, and 22.

N. 09 35" Ww., bet. seecs. 15 and 16.

,'Aibng‘dirt road.

|Point for the % sec. cor. of secs. 15 and 16, determined
llatitudinally by a fence line that bears E and W and

longitudinally by a dirt road that bears N and S; this
position is harmoniously related to existing original
corners and is accepted as the best available evidence
of the original cormer position. -

At the corner point

% U.8. Government Printing Office: 1980—-778-251/292
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 22 §., R. 6 E,, Salt Lake Meridian, Utah

CHAINS

Deposit broken glass, 1. ft, below the surface of a
dirt road

from which

An iron post, 28 ins. long, 2% ins. diam., set
24 ins., in the ground, for a reference monument,
bears S. 43° 17' E., 39 4 lks. dist., with brass
cap mkd. RM T22S R6E % S15 26 FT 1978 and an
arrow pointing go,;hewqor,

An iron post, 28 ins. long, 2% ins. diam., set
24 ins. in the ground, for a reference monument, .
bears S. 36° 53" W., 37 9 1ks.-dist., with brass
cap mkd. RM T22S R6E % $16 25 FT 1978 and an
arrow pointing to the cor. ; ,

The reference monuments are located in fences that bear

N and S, on either side of dirt road.

2

N. 0° 35' W., beginniné'new.ﬁéasufeméht.
Along dirt road.

40.33 |Point for the cor. of secs. 9, 10, 15, and 16, determined
longitudinally by a dirt road that bears N and S and
latitudinally by a fence that bears E and W; this position
is harmoniously related to existing original corners and
is.accepted as the best available evidence of the original
corner position.

from which

An iron post, 28 ins. long, 2% ins. diam., set
24 ins. in the ground, for a reference monument,
encircled with a. collar of stone, bears
S. 65° 40' E,,.27.3 lks. dist., with brass cap
mkd. RM T22S R6E S15 18 FT 1978 and an arrow
pointing to the cor.

An iron post, 28 ins. long, 2% ins. diam., set
24 ins. in the ground, for a reference monument,
encircled with a collar of stone, bears
S. 749 W., 25.8 1lks. dist., with brass cap mkd.
RM T22S R6E S16° .17 FT 1978 and an arrow pointing
to .the cor. RN CET

The reference monuments areﬁloqa;edgin fences that
bear N and S on either side of dirt.road.

From the cor. of secs. 10, 11, 14, -and 15.

S. 89° 41' W., bet. seés.tlomand 15. |

Along dirt road.

20.115. [Point for the E 1/16 sec. cor. of secs. 10 and 15.
h.Set aﬁ iron post, 28 ins. ‘long, 2/ ins. dlam s 24 ins.

in the ground, encircled with a collar of stone, with
brass cap mkd.
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o Dependent Resurvey of a Portion of the Subdiyisional
+* *  Lines of T.+«22 8:, R. 6 Es, Salt Lake’Meridian, Utah

CHAINS

T 22 SR 6 E

510
E 1/16 —5 {5~

1978
Set ‘a cedar post alongside the iron post.

The cor. is located on the N side of a dirt road, 0.02
chs. S of a fence that bears E and W.

40.23  |Point for the % sec. cot. ef secs: ‘107 and 15, determined
by the intersection of fences- tHat bear E, W, and N; this
position is harmoniously related to- existing orlginal
corners and is accepted as the best-available evidence

of the original corner position.

At the corner point

Set an aluminum alloy post, 28 ins. long, 2% ins. diam.,
23 ins. in the ground, with aluminum cap mkd.

T22SR6E

y S 10
4 7815

1978~

The cor. is located on the N side of a dirt road.

S. 890 39' Wey beglnnlng new measurement.
Along dirt road

40.74 |The cor. of sec§; 9)v10,;15'aqd 16.

N. 0° 17' E., bet. secs. 9 and 10.

Along 'dirt road.,

40.06 - |Point for the % sec. cor. of secs. 9 and 10, determined
by the intersection of dirt roads: that bear W, N, and S;
this position is harmoniously related to existing originall
corners and is accepted as the best available evidence

of the original corner position.-

At the corner point

Deposit a brick with a cross (+) on one end, 1 ft below
the surface of . a dlrt road.

from which-

An iron post, 28 ins. long, 2% ins. diam., set
25 ins. in the ground, for a reference monument, -
bears ‘S. 32° 21' W., 98.5 lks. dist., with brass
cap mkd. RM T22S R6E S9- 65 FT 1978 and an arrow
pointing to the cor. ‘
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Dependent Resurvey of a Portion’ of the Subdivisional
Lines of T. 22 S., R. 6 E. uSalt ‘Take Meridian, Utah

CHAINS

An iron post, 28 ins. long, 2% ins.-diam., set
24 ins, in the grbund for reference monument,
bears S. 259 30" Ei s 38.5 1ks. dlst., with brass
cap mkd. RM T22S R6E S10 .25.4 FT 1978 and an
arrow pointing to*the cbr. ‘

S. 89° 26' W., beginning new measurement.
Along dirt road.
29.00 |{State Highway No. 10, bears NE and SW.

40.55 |The cor. of secs. 3, 4, 9, and 10.

fIRL VR LR 3 SR N SO S [P G 4

T

vfréﬁ the cor; éé se;s:;27; 28, 33,'and 34.
Sf 890 49' W., bet. secs. 28 and 33.
Across rolling desert land. |

12.50 éhristiansen Wash, drains irregularly'SW.

40.57 |Point for the % sec. cor. of secs. 28 and 33, at propor-
tionate distance; there is no remaining evidence of the
original corner. .

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled with a collar of stone, with
brass cap mkd.

T 22 SR 6E
3 ol e

, S 28
% 5 33

The cor. is located approximately '0.70 chs. N of a wash
and 1.00 chs. E of a powerline. §
81.14 (The cor. of secs. 28, 29, 32, and 33, monumented with a
’"‘sandstone, 18 x 12 x'1 ins., firmly set 8 1n§’ fﬁ the -
grbund ‘mkd. 1 notch on S and 4 motches on the'B edges,
‘set‘at the intersection of fenced that bear N énd W.

‘At the corner point

i e,

Set an iron post, 28 ins. long, 2} ins. diam., 24 ins.
in the ground; with brass ‘cap mkd.

T 22 SR 6E
S 29 | s 28
s321s 33
1978
From this cor., the U.S.C. and G.S. triangulation station
'BM C 36" bears N. 26° 24' 30" W., 46.433 chs. dist.,
honumented with a standard brass tablet set in the top of

h concrete post, mkd. C 36 1934. 1Its geographic position
is as follows:
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Dependent Resurvey of a Portlon of-the Subdivisional
Lines of T. 22-8., R. 6 E., Salt, Lake Merldlan, Utah

CHAINS

An iron post, 28 ins, long, 2% ins.. diam., set
24 ins. in the ground for a reference monument,
encircled w1th a collar of stone,,;n a fence

~ that bears N and S, bears Sy 199.31! E., 80.3 lks.
dist., with brass cap mkd RM TZZS R6E SlO 53 FT
1978 and an arrow p01nt1ng to the cor,

N..0° 54" W beginning new measurement.

Along dirt road and across highway, through E edge of
Emery, Utah. ' -

33.50 |[State Highway No. 10, bears.NE and W. .. ..., .

39.95 |The cor. of secs. 3, 4, 9, and 10, monumented with a red
: sandstone, 18 x 14 x 4 dins., firmly set 10 ins. in the

|eround, mkd. 3 notches on the E and 5 notches on the $

edges.

At the corner point

Set an aluminum alloy post, 28 ins. long, 2% ins. diam.,
26 ins. in the ground, with alumlnum cap mkd.

T 22SRG6E

Deposit the mkd. stone alongside the iron post.

The cor. is located on the W side of road.

From the cor. of secsy 2, 3, 10, and 11.

S. 899 28' W., bet. secs. 3 and 10., - ,

oo R T

Along dirt road.

40.21 Point for the % sec. cor. of secs 3 and 10, @e;exmlned
latltudinally by center of improved dirt road, that bears
|E and W and longitudinally by center of old 1ane project~-
1ng S; this position is harmoniously related to existing
original corners and is accepted as the best available
evidence of the original corner position.

N'Deposit a stone, 5% 4. X 4 1ns., mkd. with a cross (+),
1 ft. below surface of dirt road

from which

An aluminum alloy post, 28 ins. long, 3% ins. diam. s
set 24 ins. din the ground, for a reference monument,
bears N. 51° 30' E., 50 lks. dist., with brass cap
mkd. RM T22S R6E S3 33 FT 1978 and an arrow
pointing to the cor, -
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T, 22 'S., R. 6 E. Salt Lake Meriddian, Utah

S
CHAINS

Latitude 38° 52' 24.768" N.. Longitude 1110 15' 55.955" W

An elevation mark monumented with a brass cap, 1}% ins.
diam., projecting 1 in. above ground, mkd. 5985.78 ft.,
is located alongside the iron post.

N. 0° 10' E., bet. secs, 28 and 29.
Across rolling and bfoken, barren desert land.

The % sec. cor. of secs. 28 and 29, monumented with a
sandstone; 14 x 9 x 6 ins., set at the intersection of

fences that bears E, W, and S, plalnly mkd. % on W side.

-

At the corner point \»‘jﬁ_“ 3. “'l ”'. f;gﬁ.

Set an iron post, 28 ins. long, 2% ins. diam.,,24 ins.
in the ground, enc1rcled Wlth a.collar of stone, with
brass cap mkd.

T22SR6E

5 28

Y
|
|
|

S 29

1978
: bébosit the mkd. stone alongside the ironlpdsp.

.- L R M
Vo i [T’ (]

) ol el o IS L iy
N. 0° 45' W., beginning new measurement.

‘Across‘rollingydeskrfilénaf'ésc. mesa, then over farm
land. '

Point for the cor. of secs. 20, 21, 28, and 29, at the
intersection of fences that bear E, W, and N; this
position is harmoniously related to existing original
corners and is accepted as the best available evidence
of the original corner position.

At the corner POint(”i} ;v” T

Set an iron post, 28 ins. long, 2% ins. diam., 18 ins.
in the ground, with brass cap mkd. .

T2SR6E

s 20 | s 21
529 | 528

1978

N._OO 28' W., bet. secs. 20 and 21.

Through dense greasewood brush, over small clay ridge
and along dirt road.

Point for the Y% sec. cor. of secs. 20 and 21, at propor-
tionate distance; there is no remaining evidence of the
original corner.
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e Dependent. Resurvey of a Portlon of the Subdivisional
o Lines of T. 22 S., R 6 E.,«Salt Lake Metidian, Utah

CHAINS

Set an iron post, 28 ins. long, 2% ins. diam., 23 ins.
in the ground, encircled with a collar of stone, with
brass cap mkd._ f“’ fffm’ W-'

. 1

CT-228S R 6 E

S 20| s 21

Y
l
I
e

1978

o -.-‘L'

The cor, is located E of a poplar trée on E side of fence.
rad

Point selected for the witness cor. to the cor. of

secs. 16, 17, 20, and 21. o B SR

Set an iron post, 28 ins: long, 2% insv’ diam., 20 ins.
in the ground, encircled with a ¢dllar’ of stone, w1th
brass cap mkd. ks
wC
T 22 SR 6E

S 17~4‘s 16
s 20 [s 21

1978

The cor. is located on the § side of Christiansen Wash,
SW'of bridge, and on the W side of asphalt toad?

True point for the cor. of secs. 16, 17, 20, and 21,
determined longitudinally by the extension of fences to
the north-and“south}' and latitiddinally at proportionate
|distance; falls in Christiansen Wash, drains E.; there is
no remaining evidedce of the original cormer.

[N 0° 08' W., bet. sécs. 16 and 17.
Actoss farm land.

True point for the % sec. cor. of secs. 16 and 17, at
proportionate distance; falls in'a small ditch; there is
no remaining evidence of the original corner.

LR I T
Point selected for the witness cor. to the % sec. cor.
of secs. 16 and 17, bears West, 0.16 chs. dist.

Set an iron post, 28,ins.blong, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

y W e
e 228 R 6 E

S 16 {817 —>

Y
l
|
I

ra

1978“
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Dependent Resurvey of a Portion of-the Subdivisional
Tines of T. 22 8., R. 6 E., Salt Lake Meridian, Utah

CHAINS

The witness cor. is located O. 08 .¢hs. E of -a fence that
bears N and S, and E of an 1rrigat10n dltch. S

80.98 |The cor. of secs. 8, 9, 16, and 17, monumented with an
iron post, 2 ins. diam,; extending 8 ins, .above. ground,
with brass cap mkd. as descrlbed in the, off1c1al record
of the 1918 resurvey.

The cor. is located in a fence that bears E and W.
3

|From the cor. of secs. 28, 29, 32, and 33.

S. 899 45" W., bet. secs: 29 and 32, . .

Across rolling desert land. A‘M

24.00 faved'esphalthrbed,ﬁbéers;NW}agd SE.

26.50 Quitchupah Creek, drains S,

40.29 |Point for tﬁe Y% sec. cor. of secs. 29 and 32, at propor-
tionate distance; there is no remaining evidence of the

original corner.

Set an irom post, 28 ins. long, 2% ins. diam., 23 ims.
in the ground, with-brass cap mkd.

T22SR6E

. _S-29
%8 34

www .

-, 1978,

Set a cedar post along81de the iron post,, i
The cor. is.located 0.25 chs S of a, fence that bears

E and W.

78.58 Point selected for the yitﬁess cor. to the cor. of secs.
29, 30, 31, and 32.

Set an iron post, 28 ins.'long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

1978
Set a squared.post, 5 ft. high:alongside the iron post.

80.58 'True point for the cor. of secs. 29, 30, 31, and 32, at
proportionate distance, falls in an 1rrigat10n reservoir;
there is no remaining evidence of the original corner
positiomn.

From this point, the cor.)of secs. 5, 6, 31, and 32, on
the S. bdy. of the Tp , bears S. .0° 04' E., 80.46 chs.
dist., heretofore. deeerlbed.
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Dependent Resurvey of a Portion- of‘the Subdivisional
Lines of T. 22 S., R. 6 E.,- Salt Lake Meridian, Utah

CHAINS

From this same point the’ cor. of secs.”25, 30, 31 and 36,
on the W. bdy. of the Tp:,*bears- West, '80.90" chs’ dlst.,
heretofore descrlbed

A Lo * L wEman oy s At v -

The’ control lines Were fully tétraced and né evidence of
the intervening cors.’were found e E AT

RN A T

LR S %

N. 0° 13" W., bet. secs. 29 and 30.
Across rolling desert land throﬁgh'greasewood undergrowth

40.23 |Point for the % sec. cor. of secs. 29 and 30, at propor-
tionate distance; there is mo remaining eVldence -of the
original corner. L

Set an iron post, 28 ins. long, 2/ ins. diam., 24 ins.

in the ground, with ‘bfass cap mkd.

T 22 S"R“6 E
¥ o FNiLow 8
A
3 A l
S 30 | s 29
3
1978

Set a cedar post él&ngside‘the iron post.

The cor. is 1ocated«1.00vch.‘S of Quitchupah Creek,
which ist.lO chs. wide, 5 ins. deep, and drains SE.

60.345 |Point for thejN 1/16 sec. cor. of_secs. 29 and 30.

Set an iron post, 28 ins.- long, 2%“ins. diam., 26 ins.
in the ground, encircled Wlth a collar of stone, with
brass cap mkd. Y ' g
L ST
T 2

2SREE
,li”.N 11/ & 'I; ”

R
16-

o
§ oot o LN

530 | s29
1978 ¢ T et

The cor. is located 1.18 chs. S of the S edge of an
asphalt hlghway and 0.80 chs.. S of a .fence that bears
E and W. ‘

80.46  [Point for the cor. of sécé. 19, 20, 29, and 30, at pro-
portionate distance; there is no remaining evidence of
the original corner: *

56t an iron poetEMZSH{hslllong, 2} ins. diam., 12 ins.
in the ground to bedrock, in a mound of stone, 3 ft.

‘ base, to top of brass cap, mkd

o ‘ : T'22 SR 6 E

s 19 | s zo

30 |
1978

s

The cor. is located 0. 59 chs. E of a fence that bears
N and S.
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Dependent Resurvey of a Portlon of -the Subdivisional
Lines of T. 22 S., R. 6 E., Salt “Lake-. Merldlan, Utah

CHAINS

From the cor. of secs. 20, 21, 28, and 29. ..

S. 89° 21' W., bet.. secs..20 and 29.

o . P T T
B . B FES S SR PV P

Across farm land. -
20.13 |Point for the E 1/16 sec. cor. of secs. 20. and 29.

|Set an iron post, 28 ins. long, 2% ins. diam., 24 1ins.
{in, the ground, with brass cap mkd.

T 22 SR 6 E
§ 20
E 1/16 559~
‘; [ 1%, 1978
The cor. is 1ocated u der a large willow tree and 0.35
chs. S of a fence that bears E.and W.

40.26 |Point for the % sec. cor. of secs. 20 and 29, at propor-
tionate distance, falls.on cultivated land; there is no
remaining evidence of the orlginal corner.

from whi.ch

An iron post, 28 ins. lomng, 2% ins. diam., set
23 ins. in the ground, for a reference monument,
bears N. 38° 01' W., 85,2, lks. dist., with brass
cap mkd. BM T22S R6E S20 56.2 FT 1978 and an
arrow pointing to the cor.,

An iron post, . 28 ins. long,- 2/ ins, diam.,. get
24 ins. in the ground for 'a reference monument,
bears N. 31° 53' E.,, 83.8 lks. dist., ‘with brass
cap mkd. RM T22S R6E S20 55.3 FT 1978 and an
arrow pointing to the cor. = .

80.52 |The cor. of secs. 19;32b, Zb;\end'§0€;::#:T mh;“

N. 89° 46' W., bet. secs. 19 and 3O.M'“‘
Across farm land.

20.10 |Point for the E 1/16 sec. cor. of secs. 19 and 30, falls
on cultivated land.

from which

An aluminum alloy post 28 ins. long, 2% ins. diam.,
set 24 ins, in the ground in a fence that.bears
E and W, for a reference monument, bears
‘N. 120.54"W , 95.5 lks. dist., with an aluminum
cap mkd. RM T22S R6E S19 63 FT 1978 and an arrow
pointing to the cor.

_An aluminum alloy post, 28 ims. -long, 2% ins. diam.,
set 24 ins. in the ground, in a fence that bears
E and W, for a reference monument, bears
N. 46° 37' E.,.72.9, 1ks. dist., with aluminum
cap mkd. RM T22§ R6E S19 48.1 FT 1978 and an
arrow pointing to the cor.
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Dependent Resurvey of a Portlon of the Subdivisional
Lines of T. 22 8., R. 6 E. Salt Lake Meridian, Utah

CHAINS
33.25 |State highway No. 10, bears NE and SW.

40.20 |Point for the % sec. cor.’of secs. 19 and’ 30" at”propor-
tionate distance falls on cultivated. 1and there is no
remaining evidence of the orlglnal corner B s

Y

from which = g “(\ TYEE A T T T

An iron post, 28 ins. long, 2% insy diam., set
24 ins. in the ground, ini’a fetice“that beuts
N and S, for a reference monument, bears
S. 46° 15' W., 127.3 1lks. dist., with brass cap
mkd. RM T22S RM T22S R6E S30 84 FT 1978 and an
arrow pointing to the cor.

An iron post, 28 ins. long, 2% ins. diam., set
26 ins. in the ground, in willows, and in a fence
that bears N and S for a reference monument,

" bea¥s S5 880 35' W., 121 '8 1ks. dist., with brass
cap mkd; RM T228* R6E $30 80.4 FT 1978 and an arrow
p01nt1ng to {the cor.

cary e

63.00 Qultchupah Creeku’dralns S. fi”

80.68 |The cor. of secs. [19, 24 25 and 30, on the W. bdy. of
the Tp., heretofore described

R

From the'cor. of:seéeg 1?3 éﬁ;}bQﬁ and 30.

N. 0° 41; E,, ben. seeéQ'lQ ehdfébfy-

Across rolling and| broken deseﬁt'l%hdﬁ

25.10 |Power line; bears 8. 65?;gB:kWﬁp%Qd‘N.?6§°ﬁ28' E.

40.23  |Point for the % sec. cof. of secs. ‘19 dnd 20, at propor-
tionate dlstance, there is no remaining evidence of the
orlglnal corner, " T T e A LA

Set an iron post, 28 ins.. long, 2% ins. .diam., 24 ins.
in the ground, with. brass cap mkd.

T
ATy L Y

T 22 S R6E

1978

o B R VN § Y CT sy
‘The corlnisﬁioeated O 79 chs.’ W of “an 1rr1gation ditch.
66.40 Stete“Highwayﬂﬁﬁéilo, beg;s”NE and SW.

80.46 |The cor. of secs. 17, 18, 19, and 20, monumented with an
iron post, 2 ins. diam., extending 14 ins. above ground
in a collar of stone, with brass cap mkd. as described in
‘the official record of the 1918 resurvey.

The ‘cor. is located in a fence that bears N and S.

PR :
et 2 3
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Dependent Resurvey of a Porti

on of the Subdivisional
ines of -T.%22 §, c Fh, Salt ]

a x ke ! M " i# ‘i"d‘ ah

CHAINé
" {Prom the true point-fof-the cer. of secs. 16, 17, 20, and
2L, IR T R TR
"IN, 89° 35' W., bet. secs. 17 and 20.
Over gentle rolling land.
40:49 - |The % sec. cor. of secs. 17 and 20, monumented with a

- i Isandstone, 14 x 12 x 8 ins.;’girmly set 8 ins. in the
ground, and dimly mkd. % on-N face.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 dins.
in the ground, with brass cap mkd.

T 22 SR 6 E

Y
% 8 20 .

1978
Deposit the mkd. stone alongside the iron post.

The cor. is located at the cor. of fences, bearing N,
S, E, and W.

S. 87° 18' W., beginning new measurement.

10.00 |Emery Canal, flows SW from North.

19.195 |Point for the W 1/16 sec. cor. of .secs. 17 and 20.

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with brass cap
mkd .

T22SR6E

S 17
W 1/16 —5 55

1978
31.00 |State Highway No. 10, bears NE and SW.

38.39 The cor. of secs. 17, 18, 19, and 20.

General Description

The southeast part of the township is high, broken,
mesa land with steep cliffs formed by Quitchupah and
Muddy Creek,s which drain in a general southerly directionj
On the mesa tops are scattered to dense pinon pines and
juniper trees. The main body of the township consists of
barren, rolling, desert land penetrated by washes and

clay and gravel ridges. There is some farm land in the
north and northeast parts of the township. Sections 5 and
6 are mountainous. There are coal deposists in the town-
ship and the area has been mined for coal for many years.
Browning Coal Mine is located in the SE%NW4, Sec. 33.
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‘«, Township .22 South) Rénge 6 East, Salt Lake  Meridian, Utah
CHAINS ’

- The town of Emery is located in sections 4 and 9.
State Highway 10 runs through Emery in an East - West
direction and through sections 2, 3, 8, 9, 17, 19, 20,
30, and 31 in a:Northeast ~ Southwest direction. The
west boundary of the township is identical with the
Sevier - Emery! County boundary:

_ Access‘is south from'Price on Highway 10 approximately
50 miles and east |from Salina approximately 38 miles on
Interstate 70 and |12 miles north on Highway 10.

3

b
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Township 4 North, Range 1 East, Salt Lake Meridian, Utah

CHAINS

The following field notes are those of the dependent re-
survey of the Salt Lake Meridian through T. 4 N., and the
east % mile of the south boundary of T. 5 N., R. 1 W.,
Salt Lake Meridian, Utah.

The south 1 mile of the Salt Lake Meridian through

T. 4 N., was surveyed by Joseph Barton in 1881l. The south
1 mile was resurveyed and the north 5 miles surveyed by
Otto E. Salomon in 1886. The south boundary of sec. 36,
T. 5 N., R. 1 W., was surveyed by A.D. Ferron in 1870.

The west % mile of the south boundary of sec. 36, was
resurveyed by R.C. Yundt in 1952. The southwest cor. -

of T. 4 N., R. 1 E., was remonumented by R.C. Yundt in
1952 as described in the field notes of the dependent
resurvey of the W. bdy. of T. 3 N., R. 1 E.

The survey was executed in accordance with the specifica-
tions as set forth in the Manual of Surveying Instructioms,
1973, and the Special Instructions dated March 10, 1980.

The directions of lines refer to the true meridian as
determined by observations on Polaris and direct altitude
observations of the sun, projected by fore- and backsights

Preliminary to the resurvey, the lines of the original
survey were retraced and a diligent search was made for
all corners and other calls of the record. Identified
corners were remonumented in their original positions;
lost corners were restored and monumented at proportionate
distances based on the original record. The retracement
data were thoroughly verified and only true line field
notes are given herein.

The geographic position of the southwest corner of

T. 4 N., R. 1 E., as determined by a tie, made by the
Davis County Surveyor, to the United States Coast and
Geodetic Survey triangulation station "Francis Peak"
is as follows:

Latitude 41° 01' 52.2" N. Longitude 111° 53' 29.3" W.

The mean magnetic declination is 15° 30' E.

Dependent Resurvey of the East % Mile of the South
Boundary of Sec. 36, T. 5 N., R. 1 W.,
Salt Lake Meridian, Utah

(Reestabishment of the Survey Executed by
A.D. Ferron, Deputy Surveyor, in 1870)

Beginning at the cor. of Tps. 5 N., Rs. 1 E. and 1 W.,
ponumented with an iron pipe, 2 ins. diam., firmly set,
projecting 5 ins. above a mound of stone, with a Davis
County brass cap, 3 ins. diam., mkd.
DAVIS COUNTY SURVEY
+

19

from which

A wooden post, 4 ins. squate, firmly set, projecting,
4 ft. above ground, bears NW, 2 lks. dist.
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Dependent Resurvey of the East % Mile of the South
Boundary |of Sec. 36, T. 5 N., R. 1L W.,

CHAINS ‘ Salt Lake Meridian, Utah

This monument is accepted as a careful and faithful
perpetuation of the position of the original corner.

N. 890 49' W., along the S. bdy. of sec. 36.
Over broken north slope, through dense oak and maple.

9.49 |{The closing cor. of Tps. 4 N., Rs. 1L E, and 1 W.,
hereinafter descriped.

39.97 The % sec. cor. of| secs. 1 and 36, Tps. 4 and 5 N.,

R. 1 W., monumented with an iron post, 2% ins. diam.,
firmly set, projecting 4 ins. above a collar of stone,
with brass cap mkd. as described in the official record
of the 1952 resurvey.

Dependent Resurvey of the Salt Lake Meridian
Through 1. 4 N., Salt Lake Meridian, Utah

(Reetablishment of the Survey Executed by Joseph Bartom,
Deputy Surveyor, in 1881 and the Resurvey and Survey
" Executed by Otto E. Salomon, Deputy Surveyor, in 1886)

From the cor. of Tps. 3 and 4 N., Rs. 1 E and 1 W.,
monumented with an irem post, 2% ins. diam., firmly set,
projecting 4 ins.|above ground, with brass cap mkd.

as described in the official record of the 1952 resurvey
of the W. bdy. of|T. 3 N., R. 1 E.

from which

A wooden post) 4 ins. sq., firmly set, projecting
4 ft. above| ground, bears E, 2 lks. dist.

Alongside the cozx|. is a U.S. Forest Service boundary post,
firmly set, projecting 2% ft. above the ground.

N. 0° 17' E., bet]. secs. 31 and 36.
Over broken W slope, through scattered oak brush.
19.765 |Point for the S 1/16,sec. cor. of secs. 31 and 36.
Set an iron post, 28 ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, in a mound of stomne, 4 ft.
base, to top of brass cap, mkd.

S 1/16
s 36 | s 3L

1980

Cor. falls on steep, rocky SE slope.

39.53 |The % sec. cor. pf secs. 31 and 36, monumented with a
Davis County brass cap, 3 ins. diam., set in concrete,
flush with the ground, mkd.
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Dependent Resurvey of the Salt Lake Meridian
Through T. 4 N., Salt Lake Meridian, Utah

CHAINS

1
“4

|
36 | 31
19

Buried alongside the cor. is a granite stone,
42 x 12 x 6 ins., broken in two pieces and plainly mkd. .

Raise a mound of stone, 3 ft. base, 2 ft. high, W of cor.

Cor. falls on steep W slope in scattered oak brush.

N. 0° 08' W., beginning new measurement.
Over broken W slope.

40.36 |The cor. of secs. 25, 30, 31, and 36, monumented with a
Davis County brass cap, 3 ins. diam., firmly set flush
in a concrete post, 4 ins. diam., projecting 4 ins.
above a mound of stone, with brass cap mkd.

T4N
R1W R1E

S25 1] 8 30
S 36 | S 31

1980
Alongside the cor. is a wooden post, 4 ins. sq., firmly
set, projecting 3 ft. above ground, and a quartzite
stone, 22 x 12 x 9 ins., mkd. with 1 notch on the S edge
and 5 notches on N edge.

Cor. falls on W slope in dense oak brush.

N. .0° 57' W., bet. secs. .25 and 30.
Along broken W slope through dense oak brush.

39.95 |Point for the % sec. cor. of secs. 25 and 30, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an aluminum post, 28 ins. long, 2% ins. diam., 20
ins. in the ground to bedrock, in a mound of stone, 2 ft.
base, to top of aluminum cap, mkd.

T 4N
R1W R1E
1
(3
l
S 25| s 30
|

1980

from which

A maple, 3 ins. diam., bears S. 31%° E., 17% 1lks.
dist., mkd. X BT.

Form 9600—10 (June 1978) (formerly 9180~7) USDI~~BLM FIELD NOTE PAPER
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Dependent .Resurvey of the Salt Lake Meridian
4 N., Salt Lake Meridian, Utah

Through T.

4

CHAINS

59.925

79.90

19.975

ins. in the ground

from which

A mahogany, 5

tionate distance;
original corner.,

aluminum cap, mkd.

from which

mkd. X BT.

An iron pipe

dist., mkd,

maple brush.

A maple, 3 ins|
dist., mkd. K BT.

An oak, '3 insg.

diam., bears N. 70%° W., 12% lks.

Cor. falls on W slppe in maple and mahogany.
Point for the N 1/[16 sec. cor. of secs. 25 and 30.
Set an aluminum post, 28 ins. long, 2% ins. diam., 10
to bedrock, in a mound of stone, 4 ft.
base, to top of aluminum cap, mkd .
N 1/16
s 25| s 30

1980

ins. diam., bears §. 62%° E., 13% lks.
dist., mkd.|N 1[16‘530 BT.

A rock outcrop, reference point, bears N. 43° wW.,
8 lks. dist{, mkd. X BO. ~

Cor. falls on rocky S slope.
Point for the cor| of secs. 19, 24, 25, and 30, at propor-

there is no remaining evidence of the

Set an aluminum ppst, 28 ins. long, 2% ins. diam., 22
ins. in the ground, and in a collar of stone, with

T 4 N
R1W RLE

s 24 | s 19

1980

diam., bears S. 38° E., 18 iks. dist.,

2 ins. diam., firmly set, projecting
9 ft. above ground, in a mound of stone, bears
N. 76° W.,|29% 1lks. dist.,

A maple, 8 ims. diam., bears N. 52° W., 30% lks.
T4N RIW 824 BT.

Cor. falls 40 lks. S of creek, draining W in. oak and

Along broken W sllope.

N. 0° 57' W., bet. secs. 19 and 24.

Point for the S [L/16 sec. cor. of,secs.vl9~and‘24.

% U.8. Government Printing Office: 1980—778-251/292 °




Dependent Resurvey of the Salt Lake Meridian
Through T. 4 N., Salt Lake Meridian, Utah

CHAINS
Set an aluminum post, 28 ins. long, 2% ins. diam., 24
ins. in the ground, and in a collar of stone, with
aluminum cap, mkd.

S 1/16

S 24 | s 19
1980

from which

An oak, 4 ins. diam., bears N. 87° E., 18 lks.
dist,, mkd. X BT.

A maple, 4 ins. diam., bears N. 65° W., 15 1lks.
- dist., mkd. X BT.

Cor. falls on N slope in oak and maple brush.

39.95 |Point for the % sec. cor. of secs. 19 and 24, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an aluminum post, 28 ins. long, 2% ins. diam., 24
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T4 N
R1W R1E
1
%
|
S 24 | s 19
|

1980

from which

A maple, 4 ins. diam., bears S. 63° E., 27 1lks.
dist., mkd. X BT.

A maple, 10 ins. diam., bears N. 61%° W., 41% 1ks,
dist., mkd. % S$24 BT.

Cor. falls on W slope in dense oak and maple.
59.925 [Point for the N 1/16 sec. cor. of secs. 19 and 24, falls
on a boulder, 3 x 3 ft., projecting 3 ft. above loose

rock.

Set a brass tablet, 3 ins. diam., flush with the surface
of the boulder, with brass tablet mkd.

N 1/16
S 24 | s 19

1980

Form 9600—10 (June 1978) (formerly 9180—7) USDI——BLM FIELD NOTE PAPER




Dependent Resurvey of the Salt Lake Meridian
Through T, 4 N., Salt Lake Meridian, Utah

CHAINS

from which

A boulder, 8 x|6 ft., projecting 4 ft. ‘above loose
rock, at the|reference point, bears N. 52° E.,
13 1lks. distl, mkd. X BO.

A rock outcrop|projecting 2 ft. above loose rock,
at the reference point, bears S. 62° W., 17 1ks.
dist., mkd. K BO.

Cor. falls in rockl slide on steep S slope.

79.90 |(Point for the cor. of secs. 13, 18, 19, and 24, at pro-
portionate distance; there is no remaining evidence of
the original corner.

Set an aluminum pdst, 28 ins. long, 2% ins. diam., 22
ins. in the ground to bedrock, in a mound of stomne, 2 ft.
base, to top of aluminum cap, mkd .

T 4N
R1W R1E

s 13 | s 18
S 24 | S 19

1980
from which

A mahogany, 3|ins. diam., bears N. 299 E., 4 lks.
dist., mkd.|X BT.

A mahogany, 3|ins. diam., bears S. 75° E., 2 lks.
dist., mkd.| X BT.

A mahogany, 8| ins. diam., bears s, 71° W., 18 1ks.
dist., mkd.| X BT.

A mahogany, 14 ins. diam., bears N. 44° W., 29 lks.
dist., mkd. X BT.

Cor. falls on SW |slope.

N. 0° 57' W., betl. secs. 13 and 18.

Along broken W s]ope‘through mahogany and oak brush.

39.95 (Point for the % sec. cor. of secs. 13 and 18, at propor-
tionate distancej there is mno remaining evidence of the

original corner.

ins. in the ground to bedrock, in a mound of stone, 3 ft.

Set an aluminum‘iost, 28 ins. long, 2% ins. diam., 10
base, to top of aluminum cap, mkd .

T4 N
R1W R1E
L
I
813%818




Dependent Resurvey of the Salt Lake Meridian

Through T. 4 N., Salt lLake Meridian, Iitah

from which

CHAINS

An oak, 2 ins. diam., bears S. 11° E., 12 lks.
dist., mkd. X BT.

A maple, 3 ins. diam., bears N. 67° W., 11 lks.
dist., mkd. X BT.

Cor. falls on steep S slope.

79.90 |Point for the cor. of secs. 7, 12, 13, and 18, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an aluminum post, 28 ins. long, 2% ins. diam., 20
ins. in the ground to bedrock, in a mound of stone, 4 ft.
base, to top of aluminum cap, mkd.

T4N
R1IW R1E

S12 | s 7
S 13 | S 18

1980
from which

An oak, 3 ins. diam., bears N. 61° E., 29 lks.
dist., mkd. X BT.

An oak, 3 ins. diam., bears S. 38° E., 11 lks.
dist., mkd. X BT.

A mahogany, 4 ins. diam., bears S. 30° W., 31
lks. dist., mkd. X BT.

An oak, 3 ins. diam., bears N. 71° W., 2% 1ks.
dist., mkd. X BT.

Cor. falls on the N side of spur, slopes W, in dense
oak brush.

N. 0° 57' W., bet. secs. 7 and 12.
Along broken W slope, through oak and maple brush.

39.95 [Point for the % sec. cor. of secs. 7 and 12, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an aluminum post, 28 ins. long, 2% ins. diam., 10
ins. in the ground to bedrock, in a mound of stone, 4 ft.
base, to top of aluminum cap, mkd.

T4N
R1W RL1E
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- Through

Dependent Resurvey of the Salt Lake Meridian

T| 4 N., Salt Lake Meridian, Utah

CHAINS

79.90

19.975

from which

At hogany, 5
lks. dist.,

A.ﬁahogany, 3
dist., mkd.

Cor. falls 45 lks

Point for the cor
tionate distance;
original corner.

Set an aluminum p

from which

Aj oak, 3 ins
dist., mkd.

Aﬁ oak, 4 ins
1ks. dist.,

An oak, 3 imns
dist., mkd.

oak, 3 ins
dist., mkd.

Cor. %alls on W s

ins. diam., bears S. 65%° E., 9
mkd. % S7 BT.

ins. diam., bears S. 4° W., 42 lks.

X BT.
.| E of the top of a spur, sloping N.
.| of secs. 1, 6, 7, and 12, at propor-

there is no remaining evidence of the

ost, 28 ins. long, 2% ins. diam., 22

ins. in the ground, in a mound of stone, 2 ft. base,
to top of aluminum cap, mkd.

T4N
R1IWRILIE

s1-]1s6
s12 | s7

1980

diam., bears N. 53%° E., 18 lks.

X BT.

diam., bears S. 71 3/4° E., 27%
mkd. X BT.

. diam., bears S. 66%° W., 13 lks.
X BT.

. diam., bears N. 58%° W., 39% 1lks.
X BT.

lope in dense oak brush.

N. 0° 57' W., bet

|
Pqint;fqr the S 1

Set ah aluminum p
ins. in the groun

from which

A mahogany, 3

. secs. 1 and 6.

Along W slope, through oak and maple brush.
\

/16 sec. cor. of secs. 1 and 6.

ost, 28 ins. long, 2% ins. diam:, 24
d, in a mound of stone, 3. ft. base,

to top of aluminum cap, mkd.

s 1/16
s11se6

1980

ins. diam., bears N. 20%° E.,

48% lks. dist., mkd. X BT.
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Dependent Resurvey of the Salt Lake Meridian
Through T. 4 N., Salt Lake Meridian, Utah

CHAINS

A mahogany, 5 ins. diam., bears N. 61%° W.y, 17%
lks. dist., mkd. S 1/16 S1 BT.

Cor. falls on N slope, in scattered mahogany and oak brush

39.95 [Point for the % sec. cor. of secs. 1 and 6, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an aluminum post, 28 ins. long, 2% ins. diam., 20
ins. in the ground, and in a collar of stone, with
aluminum cap, mkd.

T4N
R1W R1E

S1L|S56

4
|
|
|

1980

Raise a mound of stone, 4 ft. base, 2% ft. high, W of cor.
Cor. falls on SW slope.

79.90 Intersect the S. bdy. of sec. 36, T. 5 N., R. 1 W.

~{Point for the closing cor. of Tps. 4 N., Rs. 1 E. and
1 W., at proportionate distance; there is no remaining
evidence of the original corner.

[Set an aluminum post, 28 ins. long, 2% ins. diam., 10
in the ground to bedrock, in a mound of stone, 5 .ft..
base, to top of aluminum cap, mkd.

T5NR1W

S 36
S 1 : S 6
cC
R1W R1E
TAN
1980

from which

A maple, 4 ins. diam., bears S. 6 3/4° W., 19 1lks.
dist., mkd. X BT.

An oak, 3 ins. diam., bears S. 76%° W., 5% lks.
dist., mkd. X BT.

From this cor., the cor. of Tps. 5 N., Rs. 1 W. and 1 E.,
bears S. 89° 49' E., 9.49 chs. dist.

General Description

The Salt Lake Meridian through Township 4 North, lies
within the Wasatch National Forest along a steep, broken
west slope of the Wasatch Mountains, in northeastern
Davis County, Utah. The City of Layton is situated
ppproximately 4 miles to the west.

Form 9600—10 (June 1978) (formerly 9180—7) USDI——BLM ‘ FIELD NOTE PAPER
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Townshﬂp 4 North, i

ange 1 East, Salt Lake Meridian, Utah

CHAINS

The elevation Y
above sea level.

mahogany and white

meridian along the

raries from about 5300 to 6400 ft.
seneral drainage is to the west by
several small intermittent and peremnial streams. The
soil is rocky and ¢f poor quality thrqughouﬁ the length
of the line. Vegetation consists predominaﬁely of oak
and maﬁle brush with scattered stands of mountain

Access is by ULS. Highway 89, which parallels the
base of the mountains approximately
1 mile to the west|, several private roads on the bench

land and canyon trpils within the Wasatch Natiqnal Forest.

There are no improvements within the immediate
vicinity of the area surveyed.

The mean magnetic declination was found to be 15%° E.

|
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~ Township 7 South, Range lSﬁWest;'Salt*hake“Meridian, Utah

‘CHAINS -~ .
T. 7 S., R. 18 W.
Surveyed hy ,} 'ﬁetr{‘or Resurueyed b§~’
NORTH BOUNDARY | S t
All ‘.a . lLeslie H. Godwinv'l958
"_EAST BouﬁDARY S |
4 Allrl?d i :heslie H;‘Gddwin il958:1”
_SoUTHlBouNDARY | | G
a1 " Andrew Nelson 1925  °
*iWEST?BOUNDARY*
Alr ‘rheslie H. Godwin l958“
SUBDIVISION - ‘» E
Portion S Leslie H Godwin 1958

~ |The following field notes.are those of a dependent resur-q
‘|vey of a portion of the gsouth boundary of T, 6 S., :
R. 18 W., and a portion ‘of the east 'and west boundaries
and a portion of Mineral Survey Nos. 5773 ‘and 6040 and a-
completion survey of the subdivisional lines of T. 7 S.
R. 18 W., Salt Lake Meridian,  Utah. :

The survey was executed in accordance with the specifica—‘
tions set forth in the Manual of Surveying Instructions,~
1973, and the Special Instructions dated January 26 1979

|The directions of -the lines of this survey" ‘were deter— .
-~ imined by reference ‘to ‘the true ‘méridians established on
“ |line by hour angle observations on Polaris.  They were
carried forward by sustained ‘angulation,’ being supple-
mented by numerous other observations on Polaris taken
‘throughout the progress of the survey. SR e

- |The. distarces along ‘surveyed lines were determined by
electronic measurement.’

Preliminary to the resurvey the lines of the original
‘Isurvey were retraced ‘and search was made ‘for all corners
" |land other calls of the record. Identified corhers were
‘iremonumented in their original pos1tions, lost corners
were restored and monumented at proportionate pos1tions
based on the original record. The retracement data were
thoroughly verified and only the true line field notes;
are given herein.;f, ,

The character of the land is rolling hills, the s01l is<~
rocky and the timber consists of ‘scattered” juniper and'
pinon. Since the' character of the 1and, ‘s0il, 'and timber o
is basically the same, no description w111 be given at- the oy
end of each mile. : : B

: fThe geographic p031tion of the southeast corner of ‘the
CATp., is at Latitude 400 10" 01.3" N. and LOngitude o
“1113° 48" 48.5"'W.; as calculated from. U.S. G. ;
|triangulation 'station "DUTCH" lécated in the NW: portion of
{sec. 14, and is at Latitude 40°. 13'.24.7204" N, and.
Longitude 113° 50' 36.7368" W

The mean‘magnetic~declinat10ﬁ isfl7°5E}*”
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Dependent Resurvey of a Portion of the .South Boundary
_of T. 6 8., R. 18 W., Salt Lake Meridian, Utah '

CHAINS

N. 899 55' W., along the S. bdy. of sec. 34. =

Over rolling land, through scattered sagebrush, shadscale
and bunchgrass. D 8 : .

33.12 |The witness cor. to the % sec. cor. of sec. 3, T. 7 S.,
R. 18 W., hereinafter described. (

35.12 |True point for the % sec. cor. of sec. 3, hereinafter
described.

39.99 |The % sec. cor. of sec. 34, T. 6.8., R. 18 W., monumented
with an iron post, 2% ins. diam., firmly set and exposed
4 ins. above the ground, with brass cap mkd. as described
in the official record of the 1958 survey.

N. 89° 55' W., beginning new measurement.
Over rolling land.

35.18 |The closing cor. of secs. 3 and 4,-T. 7-S., R, 18 W.,

' monumented with an iron post, 2% ins. diam., firmly set
in a collar of stone, with brass cap mkd. as described
in the official record of .the 1958 survey. .

39.94 |The cor. of secs. 33 and 34, T. 6 S., R. 18 W., monumented
[with an iron post, 2% ins. diam., firmly set in a collar
of stone, with brass cap mkd. as described in the official
record of the 1958 survey. .

N. 89° 58' W., along the S. bdy. of sec. 33.

Over rolling land, through scattered sagebrush, shadscale
Jand bunchgrass.

35.26 = |Point for the % sec. cor. of sec. 4, T. 7 S., R. 18 W.,
hereinafter described.

39.98 |The % sec. cor. of sec. 33, T. 6 S., R. 18 W.,. monumented
with an iron post, 2% ins. diam., firmly set in a collar
of stone, with brass cap mkd. as described in the 1958
survey. : '

|N. 899 56' W., beginning new measurement.
Over rolling land.

35.30 |Point for the closing cor. of secs. 4 and 5, T. 7 S.,
: R. 18 W., hereinafter described. ,

40.00  |The cor. of secs. 32 and 33, T. 6 S., R. 18 W., monumented|
with an iron post, 2} ins. diam., firmly set in a collar

of stone, with brass cap mkd. as described in the official
[record of the 1958 survey. SIS Ll '

N. 89% 57' W., along the S. bdy. of sec. 32.

[Over rolling land, through scattered sagebrush and
bunchgrass. ‘ '

35.32  [Point for the Y% sec. cor.

\ , ‘ of sec. 5, T. 7.8., R. 18 W.,
_ |pereinafter described. gl ey
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Dependent ResurVey of a Portion of the East Boundary
'of T. 7 S,,_R,'18 W.s Salt Lake Meridiam, Utah

CHAINS

From this same point, Cor, No. 4, identical with Cor. ‘No.
3, Rube #2 lode, same survey, bears S. 26° 40' W., 7.059
chs, dist., monumented with a mound of stone. No marks
could be found. !

From this cor., Cor. No. 4, Rube #2 Lode, same survey,
|bears S. 26° 47' W., 9.093 chs. dist., hereinbefore
- |described.

40.00 |The 4% sec. cor. of sec. 25 only, T. 7 S., R. 18 W.,
monumented with an iron post, 2% ins. diam., firmly set
with brass cap mkd. as described in the official record
of the 1958 survey of the E. bdy.

" Dependent Rééurvey 6f:e Portion of the West Beundary
~of T. 7 S., R. 18 W., Salt Lake Meridian, Utah

(Restoring the 1958 SurVey by Leslie H.‘dewin)

From the % sec. cor. of'secs. 7 and 12, monumented with
an irom post, 2% ins. diam., set in a mound of stone, 5
ft. base, to top of brass cap mkd. as described in the
official record of the 1958 survey, of the W. bdy. of-
the Tp.

North, bet. secs..7 and 12,
Over rolling land, ‘through sagebrush and shadscale.

40.00 |Point for the *cor. of secs. 1, 6, 7, and 12, at propor-
tionate distance; there 1is no remaining evidence of the
original corner, ‘

Set an iron post 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T78
R1I9WR I8 W
s1 | sé6.
S12] 87
' 1979 ‘

Raise a mound of stone, 3 ft. base, 21ft. high, W of cor.

North, bet. secs. 1 and 6.
Over gently rolling land, through sagebrush and shadscale,

40.00 |The % sec. cor. of secs. 1 and 6, monumented with an
iron post, 2% ins. diam., extending 6 ins. above ground,
with brass cap mkd. as described in the official record
of the 1958 survey of the W.vbdy,\of the Tp.

Survey of -a Portion of the Subdivision of
T. 7 S., R. 18 W., Salt Lake Meridian, Utah

From the cor. of secs. ZBW“26’ 35, and 36, monumented‘
with an iron post, 2% ins. diam., set in a mound of
stone, 4 ft. base, to top of brass. cap, mkd. as described
in. the official record of the 1958 survey.
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Survey of a Portion of the Subdivision of
'T 7 8., R. 18 W}, Salt Lake Meridian, Utah

CHAINS ™

T 7 S R 18 W
14 i
T
"'§23 { S 24
_ 1979 .
80.00 |Point for the cor. of secs. 13, 14 23, and 24

Set an iron post, 30 ins. ~long; 24 ins. diam., 10 ins.
- |[in the ground to: be&rock, in a mound of stone, 5 ft. base,
to top of brass ‘cap,’ mkd_‘ ‘

Y77 8RI18W

814 | 813
- ~1979-- -
 |cor. is located on steep S slope. -

From the' cor. of ‘secs. 13 and 24, on the E. bdy. of the
Tp., monumented with an iron post, 2% ins. diam., pro-
" |jecting 8 in®y above ground with brass cap mkd. as

, described in the official record of the 1958 survey.

N. 89° 54' W., bet.’ ‘secs’ 13 and 24

Over broken mountainous' Land, through sssttid plaons
and juniper growth; asc. SE slope.

40.02  [Point for the'y se¢. cor. Of secs. 13'and 24, -
Set an iron post, 30 ins. long, 2% ins. diam., 14 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
|base, to top of brass cap, mkd.

‘T7SRI18W.
'8 13
S 24, B foally .
1979

Cor. is located on S slopes - -

80.04 |The cor. of secs. 13, 14, 23, and’ 24.

N. 0° 01' W., bet. secs. 13 and 14.

Over broken mountainous land, through scattered pinon
and Juniper growth, asc. S s10pe.

40.00 ‘|Point for the % sec. cor. of secs. 13 and 14

Set an aluminum post, 30 ins. long, 2% ins. diam , 12
‘{ins. in the ground to bedrock, in a mound of stone, 34
ft. base, to top of aluminum cap, mkd.

T7SRI18W
E

S 13

%S 14

1
1
o
1979

Form 9600—10 (June 1978) (formerly 9180—7) USDI—=BLM - -~ . = = .. | TR “FIELD NOTE PAPER




| cHAINS




. Survey of a Portion.of the Subdivision of
T. 7 S., R. 18 W., Salt Lake Meridian, Utah

CHAINS

79.88 _|The cor. of secs. 1, 2,11, apd.l2, monumented with an
‘j_iron post, 2% ins. dlam., set in ‘a mound of stone, 4
“|ft. base, ‘to top of brass. cap, mkd. as described in the
official record of. the 1958 survey.\“ :

From which

Cor. No. 2 of Alvia Lode, identical with Cor. No. 4
of Tribune Lode, both .of mineral survey No. 4889,

“'bears S. 839 19' W., 28.71 chs. dist., monumented
with a 4" x 4" post set in a mound of stone, ‘
soribed‘2x4x48§9. SR » e

,'_From the cor. of secs. l ‘and. 12, ‘on the ‘E. bdy. of the
{Tp., monumented with an iron post, 2% ins. diam.,'set in

a mound of stone, 6 ft. base, to top of brass cap, mkd.

as described in the official record of the 1958 survey.

~IN. 890 45" W., bet. secs. 1 and 12.

Over broken mountainous land, through lightly scattering
pinon and juniper growth.

39.86 {Point for the % sec. cor. of secs. 1 and 12.
Set an iron post,z30iins,dlong,“29‘ins. .diam., 6 ins.

in the ground to bedrock, in a mound of stone, 5 ft.
base, to top of brass cap, mkd.

T s RIS W

79.72 |The cor. of secs. 1, 2, 11, and 12. =

The true point for the % sec. cor. of sec. 1 only, on the
N. bdy. of the Tp., is at midpoint on the N. bdy. of sec.
1, this point falls in large wash; from which the point
lselected for the witness cor., bears S 89° 59 E.,
10.53 chs, dist.-

At the witness point
Set an iron post, BOJins;'loné,‘24'ins,vdiem.,fi0 ins.
in the ground ko bedrock, in a mound of.stone, 3 fe.
basé, to top of brass cap, mkd.
W -
T6SRI18 W
Coy <TT
. T7SRI18W
1979
From”true point, the % sec. cor. of sec. 36, T. 6 S.,

nR.,lS W., bears N, 899, 59' W., 4, 95 chs.,dist.,3
hereinbefore described. ‘ '
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. Survey of a Portion of the Subdivision of
T. 7 8., R. .18 W., Salt Lake Meridian, Utah

CHAINS

Asc. E slope of hill.

79.98 |The cor. of secs. 26, 27, 34, and 35.

N. 899 52' W., bet. secs. 27 and 34.

Over rolling land, through“lightly scattering pinon and
juniper growth. ' ' ' ,

39.95 |Point for the % Y% sec. cor. of secs. 27 and 34.

‘Set an iron post, 30 ins. 1ong, 2% ins. diam., 22 ins.
“1in the ground, and in a collar of stone, with brass cap
mkd . ‘ .

18 W
7

A
9

n n
N =

RS
l-'m
\ILIJ

9

79.90 |The cor. of secs. 27, 28, 33, and 34, monumented with an
“|iron post, 2% ins. diam., set in a mound of stone, 4 ft,
base, to top of brass cap, mkd. as ‘described in the ,
official record of the 1938 survey. -

From the:cor. of seos.:Zo,_Zj,r34, and 35.
N. 0° 02" W., bet. secs. 26 and 27.

Over rolling land, through scattering pinon and juniper
growth.

40.00 |Point for the % sec. cor. of secs. 26 and 27.

Set an iron post, 30 ins. long, 2% ins. diam s 12 ins.
in the ground to bedrock, in a mound of stone, 5 ft. base,
to top of brass cap, mkd.

TP 7SRI8W
o

| ,
s 27| 826
|

1979
Over mountainous land.

76.77 |Intersect line l 2 of Mineral Survey No. 4386 Tuolumne
Lode. - ‘ :

From this point, cor. No. 1, bears S ‘810 33' '., 4.23
chs. dist., mkd. by a squared pine post, set in a mound
of stone and scribed 1-4386. S

1 From this same point, cor. No. 2 of the Tuolumne Lode,,
bears N. 81° 33' E., 18.62 chs. dist., mkd. by a squared
‘ cedar post set in a’ mound of stone and scribed 2- 4386.

86,00 . P01nt for the cor. of secs.,22 23 26 and 27.
Set an iron post, 30 ins. long, 2% ins. diam s 24 ins.

in the ground, and in a collar of stone,»w1th brass cap
{mkd. ;
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Survey of a Portion of the Subdivision of
T. 7 S., R. 18 W.; Salt Lake Meridian, Utah

CHAINS

From this same point, cor. No. 4, identical with cor. No.
1 of the Atlantus Lode, Mineral Survey No. 4385, bears

N. 80 21' W., 5.20 chs. dist., mkd, by a squared pine
post, set in a mound of ‘stone,; scribed 4= 4386 on the SE -
face and 1-4385 on the NE face. :

39.95 |Point for the % sec. cor. of secs. 22 and 27.
Set an-iron post, 30 ins. long, 2% ins. dlam., 21 ins.
in the ground, in a mound of stone, 3°ft. base," to top

of brass cap, mkd

175 18“w

. o Y. 55
1979

| 79.90 |The cor. of secs. 21, 22 27, and 28, monumented with an
Lo iron post, 2% ins. dlam., setin a mound of stOne, to

top: of: brass’‘cap, mkd. as described in the official ‘record

of the 1958 survey. Lo : ,

From the cor. of'secs. 22, 23, 26, and 27,
([N 0° 02" W., bet. secs. 22 and 23.

Over mountainOus land, through scattering pinon and
|juniper growth desc NE slope.

15.23 Intersect line 3—4 of Mineral Survey No. 4385, Atlantus
Lode.

From this point, cor. No. 3, identical with cor. No. 2
' '|lofthe Copper Cup Lode No. 1l Lode, Mineral Sdrvey No.

|6441, bears N. 81° 58' E., 15:97 chs. dist., mkd. by a
squared pine post, set in a mound of" stone and scribed
{3-4385.

From this same point; cor. No. 4, bears S.'81°" 58" We,
6.90 chs. dist., ‘mkd. by a squared pine post, set in a
mound of stone and' scribed 4-4385."

from which
Cor. No. 1, Atlantus Lode, identical with cor. No.

4, Tuolumne Lode, M.S. 4386, bears S. 8° 22'
9,215 chs. dist., hereinbefore described.

40.00 Point for the % sec. cor. of secs. 22 and 23
|Set-an-iron post, 30 ins. long, 24 ins: diam., 20 ins.
“lin the: ground and in a: collar of stone, with brass cap

mkd .

" 7 s R 18 W f,,}d,k,.,]

s‘zz 523

1

|
.
1979

L‘S0.00l Point for the cor. of secs. 14 15 22 and 23.

ey Set an iron post, 30 1ns..long, 2% ins. diam. s 16 ins.
“lin the ground ‘to bedrock, in g mound ‘of stone, 4 ft
base, to top- of brass cap mkd
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Survey of a Portion of the Subdivision of
T. 7 84y R. 18 W., Salt Lake Meridian, Utah

CHAINS

Set an aluminum post, 30 ins. long, 2% ins. diam., 3 ins.
fin the ground to bedrock in a mound of: stone, 4 ft.
base, to top of aluminum cap, mkd

T 7 8SRI18W

80.00 |Point for the cor. of sees;;lo*gix, 14"ana'15"

Set an aluminum post, 30 ins. long, 2l ‘ins. diam ,‘iﬁfﬂ
ins, in the ground, and in a collar. of stone, with ‘
aluminum cap,. mkd. : ‘ .

T 7 SRI18 W

s 10 | s 11

S 15 | S 14
11979

|Prom the cor. of secs. 11, 12, 13, and 1l4.
N. 89° 56' W., bet. secs. 1l and 14.

, Over broken mountainous land, through scattering pinon
fand Juniper growth asc.. NE sloPe.,v ‘ .

40,08 |Point for the % sec.‘cor.'of secs, 11 and 14
Set an. aluminum post, 30 ins. long, 25 ins.~diam., 12

ins. in the ground to bedrock, in a. mound of. stone, 3 ft.
base, to top of aluminum cap, mkd. :

T7SRI18W
s 11
BT
1979

From this cor., U.S.C. &G S. Triangulation Station "DUTCH"

|pears §. 40° 50' W., 11,007 .chs. dist., monumented with

{a standard brass tablet, 3 ins. diam., firmly set in solid
rock .outcrop, with brass tablet mkd. DUTCH—1965

50,56 |Intersect line 1-4 of Mineral SurveY'No;’6040, Pinyon Lode}

From this point, cor. No. l identical w1th cor No. 4
of the Arther Lode, same survey, bears N, 39° 13 Wes
20.76 chs. dist., mkd. by a squared pine post, set in a
mound of stone and scribed 1-4—6040. '

From this same point, cor. No. 4, bears S. 39°.13' E.,
1.99 chs. dist., mkd. by a squared pine post, set in a
mound of stone and scribed. 4—6040. G

73,65 Intersect line 2-3 -of MineralgSurvey No.. 6040, Red Moon
‘ Lode. PR R R )

| From this: point, cort.. No.v2 identical with cor. No. 3 of
the Cumberland Lode, same survey bears N.-39° 03! W.,
10.263 chs. dist., mkd. by a squared pine post, set in a
mound of - stone and scribed 2%3~ 6040.
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 Survey of a Portion of the Subdivision of
fi T. 7 S., R. 18 W., Salt ‘Lake Meridian, Utah

T cnmams [

From this point, cor. No. 2, identical with cor. No.‘Z of
the Baltimore TLode, same’ survey, ‘beats N. 39° 18' W.,
12.70 chs. dist.; mkd. by a squared pine post, ‘set in a
rmound of stone and scribed 2—2-6040. : ‘
~“|From this same’ point, cor. No. 3, identical with cor. No.’
2 of the Red Moon Lode,” same survey, bears S.- 390 18' E.,
9 95 chs. dist., heretofore described. ' :

8

39}88" Point for the k sec. cor. of secs. 10 and 11.

Set an aluminum post, 30 ins. long, 24 ins. diam., 16 ins.
in ‘the ground to bedrock, in a mound of stone, 4 £t
|base, to top of aluminum cap, mkd . .

[ iﬂ‘,: T 7 S R 18 W
"_\.> -y |x,' Fa
s 10 }.s 11 -

1979

70.57 -+ Intersect line 2-3 of Mineral Survey No. 6040 Delmonte
Lode. -

fv-FrOm this" point, cor. No.' 2, beéars ‘§. 76° 27" E., 2,49
Jehs. dist.y” mkdi bya Squared pine- post, set*in a mound
of " stone ‘and ‘scribed 2*6040 T ,

From this same point, cor. No. 3, identical With cor. No.
2 of the Look Out Lode, same survey, bears N. 76° 27' W.,
SL7.79 ¢hs dist., mkdi by'a squared»pine post, set in a
Y miound - of stone ‘and scribed 3-2- 6040. :

79.76. |The cot. of secs. 2, 3, 10, and ll monumented with an
7 |dron post, 2% ins.’ diam., set'in-a mound 0f stone, 5 ft.

base, to top of brass cap, mkd.-as-described in the
official record ofuthe 1958 survey.

1890 51' w., bet. secs. 3 and 10. 5

*Over broken mountainous land through scattered p1non
and juniper growth asc. E slope, 7+

6.17 Intersect 1ine 1+2 of- MineralJSurvey No.f6041, Old Shovel
Lode.

From this point, cory’ No.~l bears S 33° 43' W., 2.70
chs. dist., mkd. by a ‘squared pine post, set in a mound of|
stone and scribed 1—6041. o :

From this same point, cor. No. 2 bears N. 33° 34 By
6.16 chs. dist., mkd. by a squared pine post, set in a
lmound of stone and scribed W C 2-6041. There is mo record
, of a w1tness cor. being set at this point. 1

From Cor. No. . 2 of the Old Sho l"Lode, Cor. No. 3,
: sars No ¢ dist., monumented

1 11.05 Intersect 1ine 1—4 of Mineral Survey No. 6041 Old Shovel
Lode.

'Fﬁé"rr':if%oo—'lb‘(Jun?'lé’?s)‘ Gormery T80 USD-BLW | FIELD NOTE PAPER
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Survey of a Portion of the Subdivision of
T. 7 S., R, 18 W., Salt Lake Meridian, Utah

CHAINS

From this same point, cor. No. 3, bears N. 60° 02' W.,
10.30 chs. dist., mkd. by a squared pine post, set in a
mound of stone and scribed 3-6040.

80.26 |The cor. of secs. 3, 4, 9, and 10, monumented with an
iron post, 2% ins. dlam. set in a mound of stone, 4 fr.
base, to top of brass cap, mkd. as described in the
lofficial record of the 1958 survey.

The true point for the % sec. cor. of sec. 3 only, on

the N. bdy. of the Tp., is at midpoint on the N. bdy. of
sec. 3, this point falls in large wash, draining Ny from
which the point selected for the witness cor . bears

S. 89° 55' E., 2.00 chs. dist.

At the witness corner point

Set an irom post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, w1th brass cap
mkd .

T6SRIBW
Y <573

T7SRI18W
1979

From true point, the Y sec. cor. of sec. 34, T. 6 S.,
R. 18 W., bears N. 89° 55' W., 4.87 chs. dist., hereto-
fore described. .

From the cor. of secs. 27, 28, 33, and 34.
N. 899 49' W., bet. secs. 28 and 33.

Over mountainous land, through scattering pinon and
Juniper growth; asc. E slope.

40.00 |Point for the % sec. cor. of secs. 28 and 33.
Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stome, with brass cap

mkd.

18w
8

T7

©wwm
N

&
~ W

3
9

=W

9
from which

A plnon, 10 ins. diam., bears S 86° W., 29 5 lks
"dist., mkd. % S33 BT. R

80.00 {The cor. of secs. 28 29, 32 and 33, monutented with an
: {iron post, 2%-ins. diam., set in a mound of -stone, to
top of brass cap, mkd. as descrlbed 1n the pfflcial

: record of the 1958 survey.,,;
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Survey of a Portlon of the Subdivision of
"T. 7 S., R. 18 W., ‘Salt Lake Meridian, Utah

CHAINS

Over rolling mountainous land through pinon and juniper
growth.

39.92 |Point for the ¥% sec. cor. of secs. 20 and 21.

|Set an iron post, 30 ins. leng,'Z%‘ins. diam., 12 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base, to top of brass cap, mkd.

T 7 SRI18 W

s“zo

Cor. is located on S;edge-of trail road, bearing NE
and SW.

79.84 |True point for ‘the cor. of secs. 16, 17, 20, and 21, from
: which its witness cor., bears S. 89° 51' E., 0.10 chs.
dist., monumented with an iron post, 2% ins. diam., set
in a mound of stone, 4 ft. base, to top of brass cap, mkd.
las described in the official record of the 1958 survey.

From the cor. of secs. 8,9, 16, and 17, monumented with
an iron post, 2% ins.. diam., set in a mound of ‘stone,

4 ft. base, to top of brass cap, mkd as described in
the official record of the 1958 survey.

N. 0° 03' W., bet. secs. 8 and 9.

Over broken mountaiuous land, through pinon and juniper
growth; desc. NE slope.

40.00 ‘Point for the Y% sec. cor. of secs. 8 and 9.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T7SRI18W
"y |
I
I
|
9

Ss8189

- 1979
Raise a mound of stone, 3 ft. base, 2 ft. high, W of cor.
80.00 |Point for the cor. of secs. 4, 5, 8, and 9.

Set an iron post, 30 ins. long, 2% ins. diam., on solid
rock, in a mound of stone, 5 ft. base, to top of brass
cap, mkd.

T7 SRI18W
sS5] 84
"“é‘T“‘9‘,~

1979 ;

Cor. is located on;steepiw slope.
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Survey of a Portion of the Subdivision of
T, 7 S., R. 18 W., Salt Lake,Meridlan, Utah

“CHAI‘NS -
At,the‘corner-point

Set an iron post, 30 ins, long, 2% ins. diam., 24 dins.
in the ground with brass cap mkd.‘t' ,

T68SR 18 W
'% S 4

T7SRI18 W
1979

From this point, the % sec. cor. of sec. 33,1T 6. S.,
1R, 18 W., bears N. 89° 58" Wey 4,72 chs.- dist., ) '
heretofore described.‘_ ,

From the cor. of secs. 29, 30, 31, and 32, monumented
with an iron post, . 2% ins. diam., extending 6 ins. above
" |ground, with brass cap mkd. as ‘described in the official
record of the 1958 survey.

N. 89° 46" W., bet. ‘secs. 30 and 31.

' Over rolling 1and through lightly scattering pinon and
juniper growth.

40.00 [Point for the % sec. cor. of secs. 30 and 31.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with brass cap

mkd.
T7 S8R 18 W
L 830
% Tg 31
1979

75.78 |The cor. of secs. 25, 30, 31, and 36, on the W. bdy. of
‘|the Tp., monumented with an iron post, 2% ins. diam.,
set in a mound of stone, 3% ft. base, to top of brass
{cap, mkd. as- described in the official record of the 1958
survey.

From the cor. of secs. 29, 30, 31, and 32.
N. 0° 04' W.,.bet. secs. 29 and 30.

Over rolling land, through lightly scattering pinon and
juniper growth.

40,00 fPoint for the 4 sec. cor. of secs.,29'andv30.

|{Set an iron post, 30 ins. 1ong,,2% ins. diam., 6 ins. .
in the. ground to bedrock in a mound of stone, 4 ft.
- base, to top of brass cap, mkd :

T 7SRI18 wz‘
s

Ns 30 { s
1979

Form 960010 (June 1978) (formerly 9180-7) USDI-—BLM " FIELD NOTE PAPER |
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CHAINS |

80.00

| 40.00

1 80.00

N, 899 47'

W., bet. sécs. 19 and 30.}.."

: d’iaiﬁ». 5 Qﬁ?-’édlici .

to top of brass

5 ;N. 0 04' w., Det.

. 19 and 20 .

"'”=£éé=#==¥=s
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25

Survey of a Portion of the Subdivision of
T." 7 S., R. 18 W., Salt Lake Meridian, Utah

CHAINS

Over rolling land, through scattering pinon and juniper
growth; asc. SW slope.

40.00 Point for}the k sec. cor. of sécs. 19 and 20.

ISet an’ iron post, 30 ins. long, 2% ins. diam., 6 ins.
" “lin the ground to bedrock, in a mound of stone, 4 ft,
base, to top of brass cap, mkd.

T 7 s R 18 E
ok

% s 20
| lé79
Cor. is located on‘SW'sIope of hill.
80{00“ Point for the cor. of secs. 17 18 19, and 20{
Set an iron post, 30 ins. long, 2% ins. diam., on solid

rock, in a mound of stone, 5 ft. base, to top of brass
cap, mkd.

T7SRI8W

s 18 | s 17

S19 | s 20
1979

Cor. is located on NE ‘§lope of hill. "

|From the true point for the cor. of secs. 16 17, 20,
and 21.

IN. 89° 42' W., bet. se¢é.,17 and 20.

0ver rolling hills, through scattering pinon and juniper
growth.

39.97 = |Point for the Y% sec. cor. of“seos,hl7‘and'20

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with brass cap

mkd . .
T 7 SR 18 W
‘ 817
% S 20
1979

79.94 The cor.. of secs._l7 18, 19, and 20.

N. 89° 47' Wey bet. secs. 18 and 19,'V%

Over rolling lahd;\through sagebrush and shadacale.
40,00 [Point for the % seo} cor.iof secs. 18 and 19.

Set an iromn post, 30 ins. long, 2% ins. diam., 12 ins.

in the ground td bedrock, in a mound of stone," 4 ft.
base, to top of brass capy mkd. 4 :

T7SRI18W
' S 18
% T8 19
1979

Form 9600-10 (June 1978) (formerly 9180—7) USDI-—BLM , 5 | FIELD NOTE PAPER
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CHAINS

75.65 , e
- |the Tp.; monumented with an iron post,f””
zrset in a mound pf s one, 4 ft.,b

1 40.00

:’?BQ‘OQ”VﬂPOint’ orfthegcb

Set ‘an iron ‘post; 30 2% . e
oddn the ground ,and in a collar f.stone, With brass cap |-
|mkd. i e S !

‘k0ver mountainous;;and,y“"
junlper growth.< ;

39.98 ‘Point for the % sec. cor. of secs. 8 and 17.

Set an aluminus post, 30 insi
5 so]_id rock, te :
|#luninum cap,. mkd.,}

,79.961; Ihg,cor; Qfﬁser;V

GPO 834-634
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27

Survey of a Portion of the Subdivision of
ST, 7 S., R. 18 W., Salt Lake Meridian, Utah

CHAINS
|N. 890 48" W, bet.:secs.‘7 and 18.

Over rolling land, through sagebrush and shadscale.
40.00 |Point for the % sec. cor. of secs. 7 and"18!*°

‘|Set an iron post, 30 ins. long, 2% ins. diam., '8 ins.

“|1n the ground to bedrock, in a mound of stone, 4 ft.
base, to top of brass cap, mkd. S

T7SRI18W
. 87
T

: 1979
Cor. is located on top .of ridge bearlng N and S.

.75.55 |The cor. of secs. 7, 12, 13, and 18, on-the W. bdy. of
the Tp., monumented with an iron post, 2% ins. diam.,
extending 8 ins. above ground, and in a collar of stone,
with brass cap mkd. as described in the official record
{of the 1958 surVey.

From the cor. of secs. 7, 8,17, and 18, "
N. 0° 04' Ww., bet. secs. 7 and 8.

Over rolling mountainous land, through lightly scattering
pinon and juniper. .

40,00 |Point for the % sec. cor. of secs, 7 and 8.
Set an irom post, 30 ins. long, 2% ins. diam., 3 ins.
|in the ground to bedrock, "in ‘a mound of stone, 4% ft.

base, to top of brass cap, mkd.

T 7 S R 18 W

s71]1s8

\Oa————fﬁr

1979
Cor. is located on SW slope.
80.00 |Point for ‘the cor. of secs. 5, 6, 7, and 8.
Set eh iron post; ‘30 ins. ‘long, 2% ins. diam., 10 ims.
in the ground to bedrock, in a mound of stone, 3 ft.

;‘base, to top. of brass cap, mkd.

T7 SR18W
6 | S5
7

From the cor. of secs. 4, 5, 8, and 9.

N. 89° 45' W., bet. secs. 5 and 8.

Form 9600—10 (June 1978) (formerly 9180—7) USDI—~BLM N | S FIELD NOTEPAPER
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29

Survey of a Portion of the Subdivision of
~T. 7 S., R. 18 W., Salt Lake Meridian, Utah

'CHI;I'NS
Point for the closing cor. of secs. 5 and 6

Set an iron post, 30 ins.- 1ong, 21 ing. diam., 16 ins.
in the ground to bedrock, in a mound of stone, 4% ft.
base, to top of brass cap, mkd.

ST 6 SR I8 W
... 832
56 } S5
} cc
77 S8R 18W
1979

From this intersection, the cor: of secs. 31 and 32,
T. 6 S., R. 18 W., bears N. 89° 57' W., 4 72 chs. dist.,
: heretofore described._k-' : ‘

The point for. the % sec. cor. of sec. 5 only, ondthe N.
bdy. of the Tp., is at midpoint on the N. bdy; of sec, 5.
At the corner point
“|Set an-iron post, 30 ins. long; 2% ins. diam., 12 dins.
in the ground to bedrock, in a mound of stoné, 4 ft. base,
to top of brass cap, .mkd.

T 6SRI8W

778 RI8W
1979

Cor. is locatedion'ﬁ e&gevof wash.

From this point, the % sec. cor. of sec. 32 only, T. 6 S.,
R. 18 W., bears N. 89% 57' W., 4.67 chs. dist., hereto-
fore described.

The point for the % 'sec. cor. of sec. 6 only, on the N.
bdy. of the Tp., is westing, 40.00 chs. dist., from the
closing cor. of secs. 5 and 6. ‘

At the corner point
18et an iron post, 30 ins. 1ong, 24 ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd.
T68 R 18 W
Y% S6-

T7SRI8W
1979

From this point, the % sec. cor. of sec. 31 only, T. 6 S.,
|R. 18 W., bears N. 899 59' W., 4.72 chs. dist., hereto~
fore described. ,

Form 960010 (June 1978) (formerly 9180—7) USDI-=BLM ' : T FIELD NOTE PAPE'R
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21.60

2.75

7.68

22.52

;Cof‘~NO;'4,
o fwith a squ

Nd;'

}Cor;

'Cor. No,~35 M.S
(with a squarec
- [with dllegibl

Thence N. 799 0:

20

Cof;uNo.

5, M.S.
'descrlbed. ;'

ted with a
9’ with

12 W., along line 4-5

773 of the MbCartney Lode, heretofore

. GPO 834-634




108

Township 7 South, Range 18 West, Salt Lake Meridian, Utah

CHAINS

General Description

The land within T. 7 S., R. 18 W., is mainly rolling
hills and mountains. Drainage is in a north and east
direction towards the Great Salt Lake Desert. Elevation
of the township ranges from 4300 f£t. to 7794 ft., which
is the highest point on Dutch Mountain, located in the
porth half of sec. 14. The soil is principally gravelly,
covered with black sagebrush and shadscale at the lower
elevations and scattered pinon and juniper on the higher
slopes. There is one maintained dirt road, which enters
the township on the E. bdy. of sec. 36 and leaves on the
W. bdy. of sec. 7. There are numerous other old roads
throughout the township that were used for mining
operations. There are numerous patented mining claims
in the township, with little or no activity.

Form 060010 (June 1978) (formerly 9180—7) USDI-—BLM L o FIELD NOTE PAPER
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(August 1979) _DEPARTMENT OF THE INTERIOR
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Form S0~ UNITED STATES R (D 0% =
a Commenty 9180-.5) DEPARTMENT OF THE INTERIOR o
) BUREAU OF LAND MANAGEMENT
ORIGINAL -
OF THE

DEPENDENT RESURVEY

OF THE

SALT LAKE MERIDIAN THROUGH A PORTION OF TOWNSHIP 5 NORTH,

THE EAST 3 MILES OF THE NORTH BOUNDARY

AND A PORTION OF THE ‘SUBDIVISIONAL LINES

AND THE . .

SURVEY OF A PORTION OF THE SUBDIVISION.OF SECTIONS 2, 14 AND 24,

~OF

TOWNSHIP 5 NORTH, RANGE 1 WEST

Of the‘ » Salt Lake A

Meridian,
In the State of Utah

EXECUTED BY

Frank C. Profaizer, Jr., Supervisory Cadastral Surveyor

Under special instructions dated_-. - March 29 .

.19 .79, approved April 10, 1979 .

» Which provided for the surveys included under BeBmSummoy:/ Group

Number 590 , and assignment instructions dated April 11 ;19:79.
Survey commenced: April 11 , 1979

Survey completed October 19 , 1979
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Township 5 North, Range 1 West, Salt Lake Meridian, Utah

CHAINS

The history of surveys of sections 1, 2, 3, 11, 12, 13,
14, 24, and 25 of T. 5 N., R. 1 W.,lSalt Lake Meridian,
Utah, is as follows: ‘

T. 5 N., R, l W.

History of Suveys ?“;‘ e

Surveyed by Retry'oriResufveyed by

SECTION 1

North Boundary  Joseph Troskolawski
1855 o
Adolphe Jessen 1884
East, South and SR T
West Boundaries -Otto Solomon 1886

SECTION 2

North Boundary - Joseph . Troskolawski

1855 -
Adolphe Jessen 1884

South, East and R »

_[West Boundarles?ifOtto Solomon 1866

|sEcTIoN 3
North Boundary . -Joseph Troskolawski -

S y 1855 .- ‘
, , Adolphe Jessen 1884
lsEcTION 11 | }

West Portion of
South Boundary ;Joseph Troskolawski.

(10.00 chs.) 1855

And South Portion S E

of West Boundary ' ,“Qtto Solomon 1886
(20.00 chs.)

'East Portion of ,f‘

South Boundary (70 .00 chs. )

‘[East Boundary and North

[Portion of West Boundary

(60.00 chs, ) and North » ST
Boundary B Otto Solomon‘ 1886

SECTION 12

ast, South West, and - S
[North Boundaries Otto Solomgn ;886;L

4ECTIQNdl3

: ast, South, West and S
orth Boundaries Otto Solomon 1886..

SECTION. 14

West Portion of ;

‘ South Boundary ‘ Joseph Troskolawski S

~ 1(50..00 chs.) k. 1855 ‘

nd West . Boundary o : ,

pnd West Portion of ; ,
North Boundary . . .. Otto Solomon - 1886
(10.00 chs.) B '

Form 9600-10 (June 1978) (formerly’9180—7) USDI--BLM k ) FIELD NOTE PAPER’




‘ CHAINS

(30 00 chs )
And East Boundary
and East Portidn of

' ;1North Bound“
© (706 00 chs.

otto Solomon f1886,

East, South, West
'and North Boundary

:“,SECTION 25 ,~f-”

:South Portion of
|East- Boundary -
1(40.00 chs )

: ,f Otto Solomon 1886

;,North Portion of ,: | DL e e e e
©  |East ‘Boundary | -t \,tto‘SOlomon ‘&88693“ S
',‘(40 00 chs.)nL~’t L - -

The cot.. of . secs.\2 3 lO, : emonumented in
1968 by Ferrel D.,Rey‘, 5 U ‘embnumentation
cooperative agreement between the U S Forest Service
and the BLM.- v : U

|The following fieid ‘hotes ,scribe ‘the' dependent resurvey

- |of the salt Lake Meridian: ‘through a portion of Township = |
15:North,' ‘the east 3 miles of the north boundary, a portion|

of the subdivisional lines and ‘the survey of a portion of

~.|the subdivision of sections 2, 14 and. 24 of -Township 5

, North, Range 1 West, Salt. Lake Meridian, Utah.e‘ ,

;%executed in accordance w'ih'specifications
I structions, 1973,

The surVey W
as set forth in the Manual of Survey
_|and the Spec"i1~Instructions for ~
|Maren’29; 1979, L

ﬂThe directions of 1ines were determined,
true meridians established ‘ al
tions on the sun, ‘and b
Polaris. The lines were
angulation, being supplem
Polaris taken throughout“"h, ‘egs of t
. Distances Were determiﬁed by ; ;gygpgﬁpn e

' Prelimlnary to the resurvey,‘ b

|survey were retraced and a d ig'

any evidence of ‘the orig: T
te redo ;

positions, 1ost corners
: proportionate positions :
based on the or ginal record.; The retracement data were -

ified and*only‘ he true line field notes
are given herein. e

The geographic position of the corner of ‘sections .25, 30,
31, and 36, on the E.~bdy. of the township, ‘as determined‘
by a tie to d 8t Coast and“_eodetic Survey -
triangulati ; i : '

Latitude 41° 07" 56. 8" N. Loﬁgi'faé’iir vssf'27;1" W

The mean magnetic declination is 15° 30' E.‘!“*

o % GPO’ 1980—680-268/121
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Dependent Resurvey of the Salt Lake Meridian through
a Portion of T, 5 N., Salt Lake Meridian, Utah

CHAINS

Dependent Resurvey of the Salt Lake Meridian through
a Portien of T. 5 N., Salt Lake Meridian,  Utah

(Restoring the Surveys Executed by. A.D..Ferron
in 1871 and Otto Solomon in 1886)

Beginning at the cor. of secs. 25, 30, 31, and 36, T. 5 N.|
R. 1 W., and 1 E., monumented with an iron post, 2% ins.
diam., firmly set, projecting 10 ins. above ground, with
brass cap mkd. as described in the official record of
the 1972 dependentﬁresurvey of the east boundary of sec.
36, T. 5 N., R. 1 W.

Raise a mound of stone, 3 ft. base, encircling cor. to
top of cap.

Cor. is located 3 ft. NE of intersection of fences
extending south and west.

From this cor., U.S.C. & G.S. triangulation station MG-16
(USBR) bears N. 89° 51" W., 205.30 chs. dist., monumented
with a standard brass cap mkd. MG.16 1954. The geographic
position is as follows: Latitude 41° 07" 57.09" N.
Longitude 111° 56' 24.19" .

N. 0° 18' E., bet. secs. 25 and 30.

Over mountainous land, through scattered patches of dense
undergrowth; asc. over SW slope.

40.16 |Point for the % sec. cor. ofvsgcs;'ZS and 30, at propor-
tionate distance; there is no remaining evidence of the
original corner. »

Set an aluminum post, 28 ins. long, 2% iﬁé. diaﬁ;, 20 ins.
in the ground to bedrock, encircled by a mound of stone,
3 ft. base, to top of aluminum cap, mkd.

T5N
R1W R1E
1.

%

I
S 25| s 30
|
1979

Cor. is located on steep $§ slope in oak brush.

80.32 |Point for the cor. of secs. 19, 24, 25, and 30, at pro-
portionate distance; there is no remaining evidence of
the original corner.

Set an aluminum‘post,"ZS ins. long, 2% ins. diam,, 24 ins.,
in the ground, encircled with a collar of stone, with
aluminum cap mkd. ‘

T 5N
R1W R1E

S 24 | 's19
s 251530

1979

Form 9600-10 (June 1978) (formerly 9180—7) USDI-—BLM | FIELD NOTE PAPER




"Dependeﬁ;;Ré§gr%é§%gf“%héﬂsﬁi%ziﬁkeﬂMéridiéhithrough
a Portion of T 5 N., Salt Lake Meridian, Utah

CHAINS

! lcor. is located on $ slope, 1’ chs. from top of ridge,
that bears NE and SW.

e, o - - LA e g

N. 0° 18' E., bet. secs. 19 and 24.

. |Over mountainous land, through scattered timber and dense
'(_unéérgrowth; asc. over § slope.

40.16 Point for the % seé.icor}'bf secs. 19 and 24, at propor-
tiqnatevdiStaﬁce; there is no remaining evidence of the
origindl corner. }

Set an aluminum post, 28 ins. long, 2% ins. diam., 24 ins.|
in the ground, encircled with a mound of stone, 3 ft.
base, to top of aluminum cap, mkd.

T5N
R1W RL1E
;ﬂ‘
|
S 24 % s 19

[l

1979

Cor. is located on steep N slope, in thick underbrush.
/ BT AT E L N
80.32 |Point for the cor. of Secs. 13, 18, 19, and 24, at pro- ‘
portionate distance; there is po:remaining evi@egce‘of
the origindl cornér. oL ‘ b "
Set.an aluminum post, 28 ins. long, 2% ins. diam., 12 ins.
in the ground tQ{bedrock, encircled with a mound of stone,
6 ft. base, to top of aluminum cap, mkd. O
T‘ 5 N ) YIS .,“‘,,,,

R1W R1E

s 13 | s 18
S 24 |5 19

1979

Cor. is located on tbp of spur that slopes‘w.

N..0°“18‘ E., bet. secs. 13 and 18.

Over mountainous land, through dense oak brush; asc.
along W slope. ' '

40.16 |Point for the % sec. cor. of gees. 13 and 18, at propor-
tionate distance; there is no remaining.evidence“of.the
original corner. ' i

Set an aluminum post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled with a collar of stone, with
aluminum cap mkd. '

%U.S. Government Printing Office: 1980 —778-251/292
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~‘Depﬁndent(ResurveyaQf?the;SaitwLake.MEIidian through
~aPortion of T. 5 N., Salt Lake ‘Meridian, Utah

CHAINS
ST 5N :
R1W R1E
T o
s13 |.s18
.
1979

Cor. is located on top of spur that slopes W. at the
N edge of unde;brgsh,

80.32 |Point for the cor. of .secs. 7, 12, 13, and 18, at pro-
portionate distance; there is no remaining evidence of
the original corner.

Set an aluminum post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled with a collar of stone, with
aluminum cap mkd. ' T

- ; 5 N'v

RAW RL1E
s12 |87
S 13 | s 18
1979

from which
" A pine, 25 ins. diam., bears N. 64° 59' W., 73 lks.
dist., mkd. T5N RIW S12 BT. ‘

Cor. is located on N slope, 1 ch. from top of small
ridge that bears W and E.

N. . 0° 18' E., .bet. secs. 7 and 12.

Over mountainous land, through scattered timber and
dense undergrowth.

40.16 |[Point for the % sec. cor. of secs. 7 andh12, at propor-
tionate distance;gthereAis.no.remaining.evidence of the
original corner. “ . .

Set an aluminum post, 28 ins: long, 2% ins, diam., 18 ins.
in the ground to bedrock, encircled with a collar of stone,
4 ft. base, to top of aluminum cap, mkd. : { Lo

TS5 IO
R1IW R1E B R

D

Cor; is locatédfon SE siopeaihrthfck staﬁdaof ‘
oak brush. R S S T S . O TSN

Form 9600~-10 (June 1978) (formerly 9180~7) USDI-—BLM FIELD NOTE PAPER




o118 . | |
| i Salt Take Merddian through
Salt Lake ‘Meridian, Utah

_Dependent -Resurvey of ‘th
© .. a'Portion of L. 5 N

CHAINS |

80.32 - Point‘for‘the cor. of secs. 1, 6, 7, and 12, at propor-
' '~tionate,distaﬁbégﬁthérévié_no.remaining.evidence of the
original corner. . : S :

Set an aluminum post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, 'bﬁréiedlwithfa collar of stone, with
- laluminum cap mkd. = S Pl Ly :

Cor. is located on N slo at S edge of éﬁ@li baéin. :

|N. 0° 18" E., bet. secs. 1 and 6.
OVer mduntainoﬁél1én&;;%htough scattered timber and
dense undergrowth. S R : & ~

. : So e

| 40.16 |point for the-%ﬁééé;leéf;iof;Secs; l énd;G, at propor-

tionate distance; there is no remaining evidence of the
original corner. i - S ~

“Set;an,aluminﬁm post,,28 ins"1ong,,2%“ih§ifdihﬁ}, 24 ins.
in,the.gxogpd,‘en;ircled,wieh~a cpllar]Ofpstone,'with
élwﬁinﬁmwcabgﬁmkdg ' ‘ N S ,

L

from which

: lks. dist., mkd. % 81 BT. BN R R

5 Garigismlédaﬁéd?aﬁisteepﬁ,) lope.

The cor. of Tps.:5 and 6 /N., Rsu-1 Wi and“1 B¢y
Uetermined at the center of an old mound of stone located
on a steep NW slope. This position is accepted as the
best available evidence of the original cor. position

bnd is harmoniously related to existing original cors.
Verified by a tie to the sec. cor. of secs. 5, 6, 31, and
32, Tps. 5‘and'6*N;%iR.sl‘E,,nwhich.bears N. 86° 19' E.,
74,51 chs. dist:, monumented with an iron post, 2% ins.
~diam., firmly seti«ﬁith*brassx¢apgmkd.‘asadescribed~in

| 80.52

- the 1968 dependent resurvey of the S. bdy. of T. 6 N.,

1 E.,fand;aLtiéfté.thefWitnessscbr,‘of»secs.~25,-30;
b1, and 36, Tps. 6 N., Rs. 1 W. and 1 ., which bears
 N..0%:26" W., 8109 cl ﬁuéisﬁﬁgfmb"‘men%éd"ﬁith*an iron |

~;ost,‘2%fins.fdiam;;,”,rmly;set;;_ith brass’cap mkd. as
flescribed in the 1968 dependent resurvey of the W. bdy.

bf T. 6 Ny Ro 1 Eoo ' ‘ '

0

‘At the corner point

" PO 1980—680-288/121




Dependent Resurvey of, the Salt Lake Meridian through
a Portion of T. 5 N., Salt Lake Meridian, Utah

CHAINS

Set an aluminum post, 28 ins.. long, 2% ins.. diam., 24 ins.
in the ground, encircled with a collar of stone, with
aluminum cap mkd. : : .

T6N ...
R1W R1E

$36 | s 31
S1 56
R1W R1E

T5N
1979

from which

A pine, 12 ins"diam., bears S. 67° 52' W., 160
chs. dist., mkd. T5N R1W S1 BT.

From this cor., a United States Coastal and Geodetic
Survey triangulation station "OGDEN PEAK 2", bears
S. 52° 49" E., 47.64 chs. dist., determined from the
remains of cement deposit and drill hole. This position
was verified and confirmed from, two reference monuments
and an azimuth marker. The geographic position is as
follows: o - ey

Latitude 41° 11' 59.906" N. Longitude 111° 52' 52.490" W.

Dependent Resurvey of a Portion of the North
Boundary of T. 5 N., R. 1 W., Salt Lake Meridian, Utah

(Restoring the SurﬁeystXécﬁfed by
Joseph Troskolawski in 1855 and Adolphe Jessen in 1884)

From the cor. of Tps. 5 and 6 N., Rs. 1 W. and 1 E., on
the Salt Lake Meridian, Utah, heretofore described.

S. 89° 37' W., bet. .secs. 1 and 36.

Over mountainous land, through scattered timber and
dense undergrowth.

39.99 ' |Point for the % 'sed. cors of 'secs.’l and 36, at propor-
tionate distance; there is no remaining evidence of .the
original corner.
Set-an aluminum post,’ 28 ins: long, 2% ins. diam., 24 ins.
in the ground, encircled with a collar of stone, with
aluminum cap, mkd.

T6NRILIW

. _S 36
% 791
T 5N

1979
from which

A pine, 17 ins. diam., bears N. 66° 13' W., 91 1ks.
dist., mkd. % S36 BT.

Form 9600-10 (June 1978) (formerly 9180-7) USDI——BLM , | FIELD NOTE PAPER




Dependent Resurvey of a Portion.of . the North
Boundary of T. 5 N., R..1 W., Salt Lake Méridian, Utah

CHAINS

Cor. is located on N slope, 2 chs from*top ‘of rldge

79.98 |Point for the cor. of secs. l 2 35 and 36, at propor—
: "Jtionate distance; there is no remalnlng evidence of the
original cormer.

Set an aluminum post, 28 ins. long, 2% ins. diam., 12 ins.
in the ground to bedrock, encircled with a mound of stone,
15 ft. base, to top of aluminum cap, mkd.

T6NRILIW

s 35| s 36
2 [s1

T 5N
+1979

Cor. is located in rocky outcrop, on SW slope, 2 chs. from
: rtop of ridge. -

_
k2 LI

S. 89° 37" W., bet. secs.’ 2 and 35
Over mountainous land through scattered timber and
dense undergrowth.

39.99 |Point for the % sec. cor. of secs. 2 and 35, at propor-
tionate distance; there is no remaining evidence of the
original corner: '

Y f

Set an aluminum post, 28 ins lohg,ﬂz)llnsf diam , 16 ins.
in the ground to bedrock, encircled with a mound of stone,
4 ft. base, to top of aluminum cap, mkd .
T6 NR1IW
S 35
2

Y
T5N
1979 -
Cor. is located ‘at base of rocky ledges that face NW.
79.98 |Point for the cor. of .secs. 2, 3, 34, and 35, at propor-
_..,|tionate distance; there is no remaining evidence of the
~{original . corner. R T :
Set an aluminum post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled with a collar of stone, with
~alum1num cap mkd

T 6 N R 1w

34 | s 35"
S 3 I S 2

T5N
1979

{Cor. is located on NW slope, in thick stand of oak brush.

%U.8. Government Printing Office: 1980--778-251/292
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v DepeﬁdeqtfResurvey of a Portion of the North
__Boundidry of T. 5 N., R e

CHAINS
S. 89° 37" W;,}bet;fsecs,f3 and 34, " -

Over rolling bench 1énd:£hrough scattered'oak“bfﬁsh;

thence along ‘the S end of Mount Ogden Park.

39.99 |Point for the % sec. cor. of secs. 3 and 34, at propor-
tionate distance;.there_is no remaining,evidenpe of the
original corner. - ' S

Set an aluminum post; 28 ins. long, -2% ins. diam., 28 ins.
in the ground, flush with the grass in park, with
aluminum cap mkd'.

T6NRI1IW
L _S 34
% 7§53
T5N

'1979

From ‘the cor. point, the Northeast etge of resttroom
building, bears S. 0° 29' E., 100 1ks. dist.

From the cor. point, the Northwest edge.of‘restrqom

building, bedrs 'S. 17° 04' W., 71 1lks. dist.

Cor. is located at S end of Mount Ogden Park along N
edge of dirt road that bears N. 45° W. and S. 45° E.

79.98 |The cor." of secs. 3, 4, 33, and 34, Tp., monumented with

' ‘|8 railroad spike firmly set in asphalt road, mkd. with a
cross (X) on top, and is accepted as the best available
evidence of the original corner position.

from which

An Ogden City highway monument at the intersection
of 3200 South and 1200 East, bears N. 4° 31" E.,
322.94 ft. dist., monumented with an 8 in. diam.
steel cap, firmly set in asphalt road, mkd. with
a cross (X) on top.- o R

An Ogden City highway mopumént at the intersection

- of 3300 South and 1200 East bears S..0°50" 30" E.,
615.35 ft. dist., monumented with an 8 in. diam.,
steel cap, firmly set in" asphalt road, mkd. with
a cross (X) on top. ’ o v

o , ) +
Dependent Resurvey of a Portion of ‘the ‘Subdivisional
Lines,_T. 5 N., R. L W., Salt Lake(Mexidiaq, Utah

“(Réstriﬁg“thé*SurVeYS‘EXECufed by :
Joseph Troskolawski in 1855 and Otts Solomon in 1886)

From the cor‘iéf‘SeC§;'19;i24;f25;féﬁdf30;'oﬂ‘the E. bdy.
of the Tp., hérgtOfore?dé3cribed; ﬂ‘j* Lo
[s.°88° 38" W.; bet. secs. 24 and 25.

Over mountainous land, through scattered patches of
dense undergrowth.

Form 960010 (June 1978) (formerly 9180-7) USDI-—BLM B FIELD NOTE PAPER
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10

he Subdivisional

40.56

40,51

19.66

CHAINS:

lgranite stone, 20 % 10 b & 7 ins., (record 24 x 14 x 12
|ins.) mkd.. Y on N face, £firmly set. and projecting 10 dimns.

;At thescorner point

- [bench, 50;ft»*S@of dirt road, that bears E and W.

sl 89°.

. [prass. tablet44‘ ns ;diam,, set in a concrete post, 8 inss

" lrhis position e harmonié. el

';adJacent landﬁowngr and is 'e ed as the best

F’oo T

Meridian, Utah

The % sec. cor. dﬁbsecs. 24 and 25, monumented with a

from a mound of stone, 2. f; 'base, 1 £t high

Set anﬁaluminum post, 28 ins. long, 2@‘ins. dlam., 18 ins.
in the ground ‘to bedrock, encircled with a mound of stone,
3 ft. base, to top of aluminum cap,. mkd.

g T5N RiW

s,24 k
825

&

- 1979
Dep091t the mkd. stone alongside the aluminum post.

Cor. is 1ocated on N edge of gulch and S edge of small

g

Wﬁfnwmeasurement.,”

Over rolling bench»land, through scattered oak brush.

The cor. of secs. 23, 24 25 and 26 monumented ‘with a

&

diam. , projee in;yéwin__?ah roundA W1th3tablet mkd .

. wmeR COUNTY . SU,,EYOR s DEPT.
o ‘ T5N

exlsting

original cors., has lonngeenurecognize>‘as the cor. by :

Cor. is 1oc
extending N

Over rolling benc Jland,,through scattered subdivisions
for private homes. .

Point for th ‘S 1/16 sec. cor. of .sees. 23 and 24, not
monumented . L e L

from Which S

' concrete. pos : : i :
~above the ground ‘for a reference ‘monument, bears
N. 84° 10' W,, 34 66 ft. dlSt., With brass tablet
mkd‘o B : .

T3t GPO 1980--680-288/121
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"Dependent Resurvey of a Portion of .the Subdivisional
. Lines, T. 5 N., R. 1 W., Salt Lake Meridian, Utah

CHAINS

" WEBER' COUNTY SURVEYOR'S ‘DEPT. - .
T5N
. REF. COR,
30" —-
O RAAW oo LoD
1960 ETI

39.32 |The % sec. cor. of secs. 23 and 24, monumented with a
brass tablet, 4 ins. diam., set in a concrete post, 8 ins.
diam., flush with ground, with tablet mkd. . -

WEBER COUNTY SURVEYOR'S DEPT.
o T 5N T e T

% 23|26 -

S0 RIW
) ‘ﬁx[l963‘X§,'.‘.

This position is harmoniously related to existing original
cors., has long -been recognized as the cor. by adjacent
landowners, and is accepted as the best available evidence
of the original corner position.

Cor. is located alongside old fence line extending N and
W. o

N. 0° 07" E., beginning new measurement.’

Over rolling bench' land, through scattered: subdivisions
for private homes.

20.20 |Point for the N 1/16 sec. cor. of secs. 23'éﬁd 24,
Set an iron bost, 28 ins. long, 2% ihs. diam., 24 ins.
|in .the ground, encircled with a collar of stone, with
brass cap mkd. o R

N 1/16

S 23| s 24
71979~w;- 

Cor. is located N 44 lks. from:old fence line:that
extends N. 50%° W. and S. 50%° E.
40.40 |[Point for the cor. of secs. 13, 14, 23, and 24, at

proportionate distance; there is no .remaining evidence of
the original corner.

Set an aluminum posf, 28 ins. long, 2% ins. diam., 20 ins.
in the ground to bedrock, encircled with a mound of stone,
3 ft. base, to top.of aluminum cap, mkd.

T5 NR1W.

-8 14| 513+

1979

Fo;m 960010 (June 1978) (formerly 9180~7) USDI-—BLM . | F IE‘LD NOTE PAF’E? '




Pomtdonwofw;he Subdivisional
$i Salt Lake:Meridian, Utah

" CHAINS |

|cor. is:located on E;slépe;inagcattering oak brush.

: From the cor. of get 013 18, 19, and 24, on the E. bdy.,
|of the Tp., heretotore described.

I8 88°ﬁ Vs bet. secs. 13 and 24

over mountalnoua land,ithrough scatte‘ d:: a;chesfof
dense undergrowth. : , & S

40.38 Point for the sec,,cor. of secs. 13 and 24, at. propor—
‘ tionate distance, there is no remaining evidence of the
original corner. ‘ : :

Set an aluminum post,: 28 ins. 1ong, Zé ins. diam., 20 dins.
|in the ground ‘to bedrock, encircled with a mound of stome,
k4 ft. base, to top of aluminum cap, mkd.‘ :

e

nCor. is 1ocated in dens *“ndergrowth .on-steep N slope,
{6 chs. W of main ridge that bears NE and SW, and 3 chs.

~ |E of small ridge that beare N and¢S SRy

80;76i,'The cor; of secs. ! 13,¢14 23, and;24 ~'5‘Wf~'5>§£J

'N. o° 28' E., bet. ool 13’and 14

a5£;0ver mountain@Us land,ﬂ.
undergrowth.»

a,;gh’scat redﬂpatches of .dense |

40.40 Point for the % sec. cor. of secs.,13 and 14, at propor-
tionate distance; there is no remaining evidence of the
‘~«original corner.: ,a]~l; g
Set an iron post, 28 ins.,long, 2% ins. diam., 18 ins.
Cjin the ground to. bedrock,”\ncircled With & collar of
:zstone, With brass.ca@ mkd‘ - =

T 5 N R1W

Cor. is located at: NW edge of 1arge rock outcrop.

-80.80 True point for the cor‘)of secs. 11, 12, 13, and 14, at
’ . |proportionate distance; there is no.remaining. evidence.
of the original corner. ‘The cor. point falls on W edge
of flat top boulder, 15 x 12 %8 ft., and is’ impossible
: for monumentation. :

" % GPO 1980—680-288/121
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Dependent»Resurvey‘ofia;PQrtionfof~the,Subdivisional
Lines, T. 5 N., R. 1 W., Salt lLake Meridian, Utah

CHAINS
From the cor. of secs. 7, 12, 13, and 18, on the E. bdy.

of the Tp., heretofore described.
S. 89° 01' W., bet. secs. 12 and 13.

. Obérymouﬁtainoﬁs lénd,‘thfough,séattéréd'timbef»and
‘|dense undergrowth. - . .

40.25 [Point for-théW% sec. cor. of secs. 12 andv13, at propor-
tionate distance; there is no remaining evidence of the
original corner.’ ’ ' ' T

Set an élumihum post,528}iné. lcng,wz%;ins;rdiém., 24 ins.:
in the ground, encircled with a collar of stone, with
aluminum cap, mkd. = . ’

T5NRI1W
S 12
% Ts13
1979

Cor. is located on steep S slope, in oak brush, and 3 chs.
{W of draw that drains SW. . . ' LT,

80.45 Point selected for EheUWitneSS cornér to»thehébr. of
secs. 11, 12, ‘13, and 14,

Set an aluminum post, 28 ins. long, 2% ins. diam., over
chiseled cross (X) in flat top boulder, .15 x 12 x 8 ft.,
encircled with a mound of stone, 5 ft. base, to top of
aluminum cap, mkd.

T5NR1IW

?,S 11 18, _
N8 14 8513
1979,

Cor. is located on,large boulder outcrop and S 2 chs. from
top of ridge that .bears E and W. . :

80.50 |[True point for the cor. of secs. 11, 12,.13,aahd 14,

N. .0° 10' W., bet. secs. 11 and 12.

Over mountainous 1aﬁd;fthrough scattered timber and dense
undergrowth.

40.40 [Point for the %.sec,wcor.\of.secs. 11 and 12, at propor-
~|tionate distance;’there’is‘novremainingfgvideﬁéeiof the

original corner.

Set an aluminum post, 28 ins. long, 2% ins. diam., 12 ins.
in the ground to bedrock, encircled with a mound of stone,

4 ft. base, to top of aluminum cap, mkd. - -

T “5"(N R l W.

Form 960010 (June 1978) (formerly 9180—7) USDI~—~BLM FIELD NOTE PAPER
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,DependentaReSurva? of a’Portion of the: Subdivisional
‘-Lines,aT’gﬁiN., : ,,W., Salt Lake Merldian, Utah ;

CHAINS

Cor. is 1ocated on’ S slope in small stand of maple trees
and oak brush.J

&k ©

80.80 |True point for the cor. of gecs. 1, 2, 11, and 12 at pro-
-:portienate/distance, ‘there dsiho. remaining evidence of the
 loriginal corner. The cor.. point fall, on W edge: of rock

ledge and is impossible for monumentation. : :

R

v ~From the cor. of secs. l 6y 7,Aand‘12, onrthe E. bdy. of
“‘the Tp., ‘hereto vre describe i oL s :

S 89° 21' W., bet. secs. 1 and 12.

lover mountainous: land, through scattered timber and dense
: undergrowth.

40.57  |Point for . the Y sec. cor's of gecs. 1 and 12, at propor—
tionate distance, there is no. remaining evidence of the -
original corner. e :

‘Setfan»aluminum post, 28 dng. leng, 2% ins. ddam., 20 ins.]
|in the ground. to. ‘bedrocks, encircled with a mound of ‘stone, |
3 ft. base, to top of aluminum cap, mkd.

T 5 s R 1 W t.f:u;»

from which

A pine, 13 ins.(diam , bears N. 21° 08' W., 24 lks.'
dist., mkd k Sl BT., ‘

81.00 Point selected for the Witness cor.. to the cor. of secs.,
1, 2, 11, and 1200000 ‘

1Setian aluminumtpost,ﬂ'8~ins. lon 7?2% ins. diam., 12 ins.
in the ground to bedrock, eticircled with a mound: of stone,'
5 ft, base, to top of aluminum cap, mkd ‘

we
TSNRLIW
st2 181 :
Ssilsiz .
1979

]‘Cor.,is 1ocafh"on crest ofuridge that . bears NW and SE,
lalong N face £ large boulder in’ rocky outcrop.l,

81.14 . tTrue;point,tcrsthe,cor,;gfrsecs,_l,iZ, 11, and.12.

'P 1° 07'~E.,.bet.¢secs.:l andeZ.

Dver mountainous land, through scattered timber and . dense
undergrowth. ;

X GPO 1080—680-288/121




15

~Dependent Resurvey of a Portion of the Subdivisional

CHAINS
40.40 Pdint~for<thew%esec:abor;?of:Secsﬁ?1=and-Z;Eatvpropor-

: Jtionate distance; there is no -remaining evidence of the
original corner. - o R
Set an aluminum post, 28 ins. long, 2% ins. diam., 24 ins.
»in~thergrodnd,-encircled~With.a:collar“bf*stone;fwith
aluminum cap mkd., & sl Lol LR BT 3

" T5NR1W

1979 -
Cor. is located on steep.-S slope in oak brush.

80.93 |The cor. of secs. 1, 2, .35, and 36, on the N. bdy. of
the Tp., heretofore,described.

From the cor. of sets. 13, 14, 23, and 24.
N. 88° 49' W., bet. secs. 14 and 23.

- |over rolling bench.land, thrqugh‘scattered,subdivisions

for private homes. . . ' - SR
19.66 |Point selected for the witness cor. to the E 1/16 sec.
. |cor. of secs. 14 and 23. . el L

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled with a collar of stone, with
brass cap mkd.

WC
S 14
E 1/16 5§23

o

o

‘Cér; is located E 33 ft. from backyard>of Lot 2584
Jacqueling Dr. R o

20.16 |True point for the E 1/16 sec. cor. of secs. 14 and 23,
at proportionate. distance; there is no remaining

evidence of the original corner. The cor. point falls on
NW edge of boulder, 7 x 5 x 4 ft., located in run-off
embankment, where it is impracticable to establish a
permanent monument. ‘

40.32: |The ¥% sec:. cor. of seasi 14 and 23, monu’ment'ecywith an
conoe |ivom.post, ‘2-ins. diam.; nrmlyﬂSetéandeTOTécting 6
ins. above ground, with brass: ¢ap mkd, -~ o

- WEBER COUNTY SURVEYOR'S ‘DEPT.
T 5N
14

23

R1W
1968

Form 9600—10 (June 1978) (formerly 9180—~7) USDI-—BLM FIELD NOTE PAPER
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Dependent esurvey: of a,Portion of ‘the Subdivisional

‘CHAINS

| 40.00

;This;p051tion isjhermoniongly related to exl
| COL Sin'y

Lines,ﬂ,‘,.,Ngﬂsg jl an Sa. }Lake Meridian, Utah

-has long: ‘been, recognized asthe cot. b adjacent
‘beat available evidence

landowners, and is acceptéd as tl
of the original corner position.

S 89° 51! Wr;‘beginning-new‘measurement.‘

Over rolling bench land, through scattered subdiV151ons
for private homes.qh'

The cor. of secs. by 15, 22, and 23, monumented Wlth a.

diamv, - flush. wtthwgrnnnd,nwith taulet mkd L

|rhis position is harmoniously related to existing original :

- |cors., has.long: ‘been recognized: as:the: cor..by. adjacent

| 39.82

M‘Aylandowners,nand sy
of the orlginal corner sposition.

landowners, and is accepted as the best: available evidence
of the original corner position. : :

%

“Cor. is located.on NW side of;fence cox., at the inter—.'
section of fence line extending N S E, and W.

ing original~w

brass tablet, &4 ins. diam., set 4in a concrete post, 8. ins.'

0° 46' E., bet. secs. 14 and 15

er rolllng bench land through scattered Subdivisions for
rivate homes. ,f[;;iw;m‘\« o
The % sec. cor.~of gecs. 14 and’ 15 monumented with a
brass tablet, 4 insmtdiam., ‘set in a concrete post, 8 ins.

diam., projecting 4 ins. above ground With tablet ‘mkd .

WEBER COUNTY SURVEYOR'S DEPT»“
; T 5 N .

‘,or. 1Salocated Ln old fence 1ine extending N and- S.

Ehis p031tion is harmoniously related to ex1sting original ‘
_sporsys has-longibeen recogni as .the cor. by.adjacent |
epted as ithe best . available evidence

e

- % GPO 1980—660-288/121 -
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Dependent Resurvey of ‘a Portion of the Subdivisional
Lines, T. 5 N., R. 1 W., Salt Lake Meridian, Utah

CHAINS

N. 0° 09' w., beginning new measurement.
Over rolling bench land through scattered subdivisions.

41.24 |The cor. of secs. 10, 11, 14, and 15, monumented with a
brass tablet 4 ins. diam., set in a concrete post, 8 ins.
diam., projecting 5 ins. above ground, with tablet mkd.

WEBER COUNTY SURVEYOR'S DEPT.
: “T5N :

This position is harmoniously related to existing original
cors., has long been recognized as the cor. by adjacent
landowvmers, and is accepted as the best available evidence
of the original corner position. ‘ ‘

Cor. is located oﬁ E side of rdad 19 ff. ffom center line
of road, that bears N and S and is 21 ft. wide.

From the true point for the cof; of secs; 11; 12, 13, and
14.

N. 89° 17' W.,, bet. secs. 11 and 14.

Over mountainous-land, through scattered patéhes-of dense
undergrowth.

40.28 [Point for the % sec. cor. of secs. 11 and 14, at propor-
tionate distance; there is no remaining evidence of the
original corner.- : o :

Set an aluminum post, 28 ins. lohg, 2%>ins. diém., 24 ins.
in the ground, encircled with a collar of stone, with
aluminum cap, mkd.

T5NR1IW

. s1

% g 14
1979

Cor. is located on W slope in scattering oak brush.

80.55 [The cor. of secs. 10, 11, 14, and 15.

N. 0° 25' E., bet. secs. 10 and 11.

Over rolling bench land, through scattered patches of
dense undergrowth.

39.57 Point for the ¥ sec. cor. of secs. 10 and 11, at propor-
‘ ftionate distance; there is no remaining evidence of the
priginal corner. o :

Set an iron poSt, 28 ins. long, 2% ins. diam., 24 ins. in
the ground, encircled with a collar of stone, with brass
cap, mkd.

Form 960010 (June 1978) (formerty 9180~7) USDI-—BLM FIELD NOTE PAPER
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130 |
~DependenﬁﬂResﬁrvey{dffa»Pbrtion~oflthé~8ubdivisional
',*Liﬂes;ﬁT}fSAN.,yR.ﬁlLWa,nSalt LakeMeridian, Utah

CHAINS

o

TSNRLIW.

b
. 810 |5 11
e Ji
1979

Cor. is located on W slope in scattering oak brush.

79.14 |The cor. of secs. 2, 3, 10, and 11, monumented with an
iron post, 2% ins. diam., firmly set in a mound of stone,
with brass cap mkd. as described in the official record
lof the 1968 remonumentation. ‘

Cor. is located on steep W slope, 5 chs. E of W edge
 lof .subdivisions for private-homes.: = - S

From the true point for the cor. of seés. i, 2, 11, and

2 and 11.

'

s. 88° 28' W.,‘bet;(se¢s}

Over mountainous léﬁd,Wthféﬁghiscattefé&“péﬁchés of dense
undergrowth. . -G S ERE :

40.28 |The Y% sec. cor. of secs. 2 and 11, monumented with a
granite stone, 24 % 20 %x 17 4ins., (record, 17 x 11 x 8
lins.) ‘dimly mkd. % on N face, firmly set and projecting 10
sins;ﬁabqﬁe>ground§:’No%@therwStbnéWimnthe,gEnefal area.

At the corner point'

Set an aluminum post, 28 ims. lonhg, 2% ins. diam., 24 ins.

in the ground, encircled with a collar ‘of stone, with

aluminum cap mkd. : ,
L TSINR LW

L 82
% Tg 1L

1979

Deposit the mkd. stone and bone alongside aluminum post.

N. 89° 23' W., beginning new measurement.

Over rolling bench land, through scattered patches of
dense undergrowth.

39.46 |The cor. of secs: 2, 3, 10,vand-11.

N. 0° 55' E., bet. éegs. 2-and 3.

" 0ver.rollingwbenéhxland;Tthrough_scattered patches of
dense undergrowth. : R

* GPO 1980--680-288/121
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Survey of a Partial Subdivision of Section 2,
T. 5 N., R. 1 W., Salt Lake Meridian, Utah

CHAINS

Over mountainous land, through scattered timber and
dense undergrowth. ’ '

40.12 |The center % sec. cor. of sec. 2.

79.85 |True point for the 4 sec. cor. of secs. 2 and 3.

Survey of a Partial Subdivision of Section 14,
T. 5 N., R. 1 W., Salt Lake Meridian, Utah

From the % sec. cor. of secs. 14 and 23.
N. 0° 30" E., on the N and S center line of sec. 14,

Over rolling bench land, thro

ugh scattered patches of
dense undergrowth.

39.64 (Point for the center % sec. cor. of sec. 14, at inter-
section with the E and W center line.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled with a collar of stone, with
brass cap mkd.

T5NR1IW
C % S 14
1979

80.46 |The % sec. cor. of secs. 11 and 14,

From the % sec. cor. of secs. 13 and 14.
N. 89° 54' W., on the E and W center line of sec. 14,

Over mountainous land, through scattered patches of
dense undergrowth.

20.15 |Point for the center E 1/16 sec. cor. of sec. 14.
Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled with a collar of stone, with
brass cap mkd.

E 1/16

¢ 51 ¢
1979

Cor. is located on SW slope at head of draw.

40.30 [The center % sec. cor. of sec. 14.

80.11 |The % sec. cor. of secs. 14 and 15.

#U.8. Government Printing Office: 1980 — 778-251/292




131

19

Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 5> N., R. 1 W., Salt Lake Meridian, Utah

CHAINS

40.62 |True point for the % sec. cor. of secs. 2 and 3, at pro-
portionate distance; there is no remaining evidence of
the original corner. The cor. point falls in the bottom
of Strongs Canyon on vertical embankment, where it is
impracticable to establish a permanent monument.

43.12 Point selected for the witness cor. to the % sec. cor. of
secs. 2 and 3.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled with a collar of stone, with.
brass cap mkd. ‘

WC
T5NRI1W

L
|
s3]s2.
N
1979

Cor. is located on bench that slopes W and on E edge of
old dirt road.

81.04 . |The cor. of secs. 2, 3, 34, and 35, on the N. bdy. of
the Tp., heretofore described.

Survey of a Partial Subdivigion of .Section 2,
T. 5 N., R. 1 W., Salt Lake Meridian, .Utah

From the % sec. cor. of secs. 2 and 11.
N. 1° 17" E., on the N and § center line of sec. 2.

Over mountainous land, through scattered timber and
dense undergrowth.

41.27 Point for the center % sec. cor. of sec. 2, at inter-
section with the E and W center line.

Set an iron post,428uiné{ long, 2% ins. diam., 18 ins.
in the ground to bedrock, encircled with a mound of stone,
4 ft. base, to top of brass cap, mkd.

T5NRLIW
C % 52
1979

81.75 |The % sec. cor. of secs. 2 and 35, on the N. bdy. of
the Tp., heretofore described.

From the % sec. cor. of secs. 1l and 2.

S. 899 41' W., on the E and W center line of sec. 2.

Form 9600—10 (June 1978) (formerly 9180-7) USDI-—BLM FIELD NOTE PAPER
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Survey of a Partial Subdivision of Section 14,
. T. 5 N., R. 1. W., Salt Lake Meridian, Utah

CHAINS

From the true point for the E 1/16 sec. cor. of secs.
14 and 23.

N.}0° 30' E., on the N and S center line of the SE% of
sec. 14,

Over mountainous land, through scattered patches of
dense undergrowth.

40.02 |The center E 1/16 sec. cor. of sec. 14.

Survey of a Partial Subdivision of Section 24,
T. 5 N., R..1 W., Salt Lake Meridian, Utah

From the % sec. cor. of secs. 24 and .25.
N. 0° 25" E., on the N and S center line of sec;124.

Over mountainous land, through scattered patchés of
dense undergrowth.. o Co -

40.09 |Point for the ééntef‘%iseé. Eor. of sec. 24, at inter-
section with the E and; W center. line.

Set én iron post, 28 ins. long,-Z% ins. diam.yilO ins.
in the ground to .bedrock, encircled with a mound of stone,
4 ft. base, to top of brass cap, mkd. -

T5NRI1W

1979

60,23 Poiﬁt_for‘the centef N 1716 sec.~cor. of sec. 24. -
Set an iron post, 28 ins. long, 2% ins. diam., 18 ins.

in the ground to bedrock, encircled with a mound of stone,
4 ft. base, to top of brass cap, mkd.

N 1/16 | S 24

‘f
l
I
c
1979

80.37 [The % sec. cor. of secs. 13 and 24.

From the % sec. cor. of secs. 19 and 24, on the E. bdy.
pf the Tp., heretofore described.

5. 88° 31' W., on the E and W center line of sec. 24.

Dver mountainous land, through scattered patches of
Hense undergrowth.

40.47 I'he center % sec. cor. of sec. 24.

80.65 The 4% sec. cor. of secs. 23 and 24.

Form 9600—10 (June 1978) (formerly 9180-7) USDI-~BLM FIELD NOTE PAPER
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i A
A

1ﬂwﬂsusey*ofravPartialLSﬁbdivis&on;6£JS€ction‘24,
T 5 Ny R..1 W., Salt Lake Merddian, Utah

CHAINS
“|From thesoenterfN+1/1613ecawcdr£ of .seci 24. -

S. 88° 36' W., on the E and W center line of the Nwk, of

Csegi 24 oo R Ll
Over steep W slope, through scattering oak brush.

40.28 The N 1/16 sec. cor.‘of secé; 23uand;24;¥x

" General Description

. The land*encbmpaésed in this survey is located within
|the Wasatch National. Forest and Weber County, within
the borders of Ogden City.

Drainage is gemerally to the west by way of Malans
Creek, Strongs Creek, Beus Creek, Burch Creek, Dry Creek,
Spring Creek, and Weber River. The elevation varies from
4800 ft. at the southwest corner of section 24 to 8,600
ft. in the southeast corner of section 1.

Access is by way of Interstaté:HighWaysNo;‘80 and 15,
and State Highway No. 89 along with Harrison Blvd. '

There are’ scattering stands of timber including aspen,

maple, burch, and;pine.;,The undergrowth consists of oak

- |brush and sagebrush. . ool ol : S
The'Principal1use1bf}thé§area:isafor»wateflshed and

recreation by hunter85fhiker5'and campers.
The‘improvements noted Wéfewdevelopment of subdivi-

sions for private homes, located in the south half of

section 14 and the west half of section 24,

The mean of a conSiderable'number of'observations of the
magnetic declinmation throughout. the -township is 15° 30' E.

PO e RETL L
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Township 27 South, Range 14 West, .Salt Lake Meridian, Utah

CHAINS

: T‘.l. 27' ."S., R- 14 Wo

History of Sutveys

‘Surveyed by ‘Retr. of Resurveyed by

NORTH BOUNDARY

All T.C. Bailey 1882
H.S. Paul 1923

EAST BOUNDARY

{All ) . C.L. Ericzon 1875
AU T.C. Bailey 1882
A. Nelson 1939

WEST BOUNDARY

All T.C..Bailey 1882
‘Concurrently -

SOUTH BOUNDARY

All H. Fitzhugh 1882
I E. Bird, H. Hughes and
E. Eliason 1936
| SUBDIVISION |
All A.J. Stewart 1884

The following field notes are those of a dependent resur-
vey of a portion of the north boundary: and the subdivi-
sional lines, and the survey of,the_subdivisionwof.sec-
tions 4 and 6 in Township 27 South, Range 14 West, Salt
TLake Meridian, Utah. .. .. = : C .

The survey was executediin accordance with the specifica-
tions as set forth in the Manual. of Surveying Instructions
1973, and the Special. Instructions dated August 2, 1979.

The directions of the lines of this survey were determined
by reference to the true meridians established on line by
hour angle observations on Polaris. They were carried
forward by sustained angulation, being supplemented by
numerous other observations on Polaris taken throughout
the progress of the survey.

The distances were determined by electronic measurement.

{Preliminary to the resurvey the lines of the original
survey were retraced.and search was made for all corners
and other calls of the record. Identifield corners were
remonumented in -their original positions; lost corners
lwere restored and monumented at proportionate positions
|based on the original record. The retracement data were
thoroughly verified and only the true line field notes
lare given herein.

The geographic position of the southeast cormer of the
township, as computed.from ties made to U.S.G.S. tri-
angulation stations "NEW" and SEC COR 32, 33, 5;

Ts. 27 and 28 S., R. 14 W., hereinafter described, is as
follows:

Latitude 38° 24' 42.53" N. . Longitude 113° 21' 43.57"

) Form 9600=10 (June 1978) (formerly 9180-7) UsSpI--BLM FIELD NOTE PAPER
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CHAINS

37.11

39.48

37.63

39.353

The mean'magnetic.declination'is‘l6° E.

.Tonnhipoz7‘South, R@nge;14awest,h3altyLake.Meridian,‘Utahh"'

Dependent Resurvey of a Portlon of the. North Boundary,
T. 27 S s, R. 14 W., Salt Lake Merldlan, Utah

(Restorlng the Survey Executed by T.C. Balley An 1882
and the Resurvey Executed by H.S, Paul in 1923)

From the cor. of secs. 1 and 2 only, on the N. bdy. of
the Tp., monumented with an iron post, 2 ins. ‘diam.,
firmly set and extendlng 10 ins. above the ground, with
brass cap mkd. as described in the official record of
the 1923 resuxvey of the S. bdy. of T. 26 S., R. 14.W,

N. 89° 44’ Wes along the N. bdy. of sec. 2.

The ¥ sec. cor. of . sec. 35 only, T. 26 S., R. 14 Wes
monumented with an iron post, 1 in. dlam., firmly set

and extending 10 ins. above the ground, with brass cap

mkd. as descrlbed in the official. record of . the 1923
resurvey of the 8. bdy. of T. 26 S., R, 14 W.

The % sec. cor. of sec. 2 only, monumented flrmly, set
and extending 10 ins. above the ground with brass: cap
mkd. as described in the offic1al record of the 1923
resurvey of the S. bdy. of T. 26 S., R. 14 W

S. 89° 50' Wey be 1nn1ng new measurement. i
8

The cor. of secs. 34 and 35 T. 26 S., R 14 W., monu—
mented with an iron post, 2 ins. diam., firmly get and

: extending 10 ins. above the ground, with brass . .cap-mkd.

as described in the official record of.the 1923 resurvey
of the S bdy. of T. 26 S., R. 14 W. :

: The cor. of secs. 2 and 3 only, monumented With an- iron
|post, 2 ins. diam., firmly set and extendlng 10 ins. :
above theiground, with brass cap mkd. as described in the”,_

k':~off1c1al record of the 1923 resurvey of the S. bdy. of

| 38.09

39.52

38.50

-~ |T. 26 S., R. 14w

N. .89° 51' Wes along the N bdy. of sec..3.,.

The % sec. cor. of sec. 34 only, T 26 S., R. 14 Wy

.|monumented:with an iron: post, 1 in. diam., firmly. set

and extending 10 ins. above the ground “with brass cap

‘lmkd. as described in the official record of the 1923
resurvey of’ the S. bdy. of T. 26 S., R. 14 W. :

The .sec. cor. of .sec. 3 only, monumented with ‘an dron
post ‘1 in. diam., firmly set and extending 10 ins.

:|above the ground, with brass cap mkd. as descrlbed din the

official record of the 1923 resurvey of the- S bdy. of

T. 26 S., R. 14 W.

S 89° 46" We, beginnlng new measurement.

The cor. of secs. 33 and 34, T 26 Ses R 14 W.,;
monumented with an iron post, 2 ins. diam., firmly set
and extending 10 ins. above the ground with brass cap
mkd,. as descrlbed inthe official record of the 1923

‘[resurvey of the S. bdy.. of T. 26 S., R. 14 W.

- $1GPO 1980—680-288/121
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Dependent Resurvey of a Portion of the North Boundary,
T. 27 S., R. 14 W., Slt Lake Meridian, Utah

CHAINS

39.55 [The cor. of secs. 3 and 4 only, monumented with an iron
post, 2 ins. diam., firmly set and extending 9 ins. above
the ground, with brass cap mkd. as described in the
official record of the 1923 resurvey of the S. bdy. of
T. 26 S., R. 14 W. RN

S. 89° 59' W., along the N. bdy. of sec. 4.

19.375 |Point selected for the witness cor. to the E 1/16 sec.
cor. of sec. 4 only., : .o

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap

mkd .
W.C
Z ' N
. YE.1/16 S 4
T 27 SR1AW-.
.1979

19.775 |Point for the E 1/16 sec. cor. of sec. & .only, falls
.. |in large wash and cannot be perpetuated. :

36.00 .Jbirt road, bears N and S.

38.94 |The % sec. cor. of sec. 33 only, T. 26 S., R. 14 W.,
monumented with an irom. post, 1 in. diam., ¥irmly set
and extending 10 ins. above the ground, with brass cap
Imkd. as described in the official record of the 1923
/|resurvey of the S. bdy. of T. 26 S., R. 14 W.

39.55 - |The % sec. cor. of sec..4.only, monumented with an iron
post, 1 in. diam., firmly set and extending 9 ins. above
the ground, with brass cap mkd. as described in the
official record of the 1923 resurvey of the S. bdy. of
T. 26 S., R. 14 W.

S. 89° 59' w., beginning‘néw"measurement.

39.42 |The cor. of secs. 32 and 33 only, T. 26.S., R. 14 W.,
monumented with an iron post, 2 ins. diam., firmly set
and extending 9 ins. above the ground, with brass cap
mkd. as described in the official record of the 1923
resurvey of the S. bdy. of T. 26 S., R. 14 W.
40.03 |The cor. of secs. 4 and 5 only, monumented with an iron
post, 2 ins. diam., firmly set in a mound of stone, with
brass cap mkd. as described in the official record of
the 1923 resurvey of thé S. bdys of T. 26 S., R. 14 W.

West, along the N. bdy. of sec. 5.

39,39 IThe % sec. cor. of sec. 32 only, T.. 26 S.y; R. 14 W.,
‘imonumented with an iron post, 1 in. diam.,. firmly set

in a mound of stone, with brass cap mkd. as deseribed in
the official record of the 1923 resurvey of the S. bdy.
of T. 26 S., R. 14 W. o .

40.11  |[The % sec. cor. of sec. 5 only, monumented with an iron
post, 1 in. diam., firmly set in a mound of stone, with
brass cap mkd. as described in the official record of
the 1923 resurvey of the S. bdy. of T. 23'S., R. 14 W.

Form 960010 (June 1978) (formerly 9180--7) USDI—--BLM FIELD NOTE PAPER




- .Dependent Resurvey of a Portion of .the North Boundary,
" Tv 27-8., Rv 14 W., S1lt Lake Meridian, Utah

CHAINS
N. 89° 46! W.,,beginningwnew«measurement.

39.28 |The cor. of secs. 31 and 32 only, T. 26 S., R. 14 W.,

- |monumented with an iron post, 2 ins. diam., firmly set
and extending 9 ins. above the ground, with brass cap
mkd. as described in the official record of the 1923
resurvey of the 8. bdy. of T. 26 8., R.. 14 W,

40.06 [The cor. of secs. 5 and 6 only, monumented with an iron
post, 2 ins. dlam., firmly set in a mound of stone, with
brass cap mkd. as described in the official record of

the 1923 resurvey of the S. bdy. of T. 26 S., R. 14 W.

N. 89° 55' W., along the N. bdyQﬁof sec.56.

39.16 |The % sec. cor. of sec. 31 only, T. 26 S., R. 14 W.,
monumented with an iron post, 1 in. diam., firmly set
in a mound of stone, with brass cap mkd. as described
in the official record of the 1923 resurvey of the S.
bdy. of T. 26 S., R. 14 W. ,

39.56.-. |The % sec. cor. of sec. 6 only, monumented with an iron
. post, 1 in. diam., firmly set in a mound of stone, with

brass cap mkd. as described in the official record of

the 1923 resurvey of the S. bdy. of T. 26 S., R. 14 W..

N. 89° 55' w., beginning new measurement. -

40.44  |The cor. of Tps. 26:and 27 S., 'Rs. 14 and 15 W., monu-

mented with an iron post, 3 ins. diam., firmly set and

extending 9 ins. above the ground with brass cap mkd.

: as described in the official record of the 1923 resurvey
: .of the S. bdy: of T 26 Sy Rs 15 W

Dependent Resurvey of the Subd1v131onal Lines,
T. 27 S., R. 14 W., Salt Lake Meridian, Utah

(Restoring the Survey Executed by A.J. Stewart in 1884)

From the cor. of secs. 1, 2, 35, and 36, on the S. bdy..
of the Tp., monumented w1th an:iron post, 2 ins. diam.,
firmly set and. extendlng 10 ins. above ground, with brass
cap mkd. as described in the official record of the
11936 dependent. resurvey ‘of the N. bdy of T 28 S.,f

R. 14 W.- - B

N. 0° 01"E.;fbet.~secs.,35-and 36.

Over rolling land, covered With bunch grass and
Shadscale.k : : : , i

39.95 |[The % sec. cor. of secs. 35 and” 36 ‘monumented with a
|Lava stone, 8 x 4 x 4 ins., firmly set 4 dins. in the
ground and dimly mkd. % on W face v :

At the corner p01nt
- |set an iron post 28 ins. long, 2% ins. dlam 5 22 dins.

{in the ground and in a collar of stone, .with: brass cap
mkd.. : . . :

s ) - i
P——aeis > * -

# GPO" 1980—-680-288/121 .
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Dependent .Resurvey of the Supdivisional Lines,
T. 27 S., R. 14 W., Salt Lake Meridian, Utah

CHAINS

T 27.8 R 14 W,

BT

P

s 35 | 836
I

1979

Bury the mkd. stone alongside the iron post.

N. 0° 07' W., beginning new measurement.
39,97  {The cor. of secs. 25,w26, 35, and 36, monumented with a
lava stone, 8 x 4 %X 4 ins., firmly set 4 ins. in the
ground and plainly mkd. 1 notch on E and S edges.
At the corner poin% '
Set an iron post, 28 ins. i&ﬁg, 2% ins. diam., 24 ins.
in the ground, and in a collar of stome, with brass cap
mkd. '

T2/ SR14W

526 | 825
S35 | S.36 .

1979

Bury the mkd. stone alongside the irpm post. . ..

From the cor. of secs. 25, 30, 31, and 36, on the E. bdy.
of the Tp., monumented with an irom post, 2 ins.-ddiam.,
firmly set extending 10 ins. above ground, with brass cap
mkd. as described in the official record of .the 1939
dependent resurvey of the W. bdy. of T. 27 S., R. 13 W.

S. 89° 44' W., bet. secs. 25 and 36.

Over rolling land, covered with bunch grass and
shadscale.

40.29 |Point for the % sec. cor. of.seés.,ZS and 36,fa£ propor-—

tionate distance; there is no remaining.evidehcévof.the
original corner. '

iASet an ixoﬁ~pqét:£25§iné:~lgné; Z%uins.'diam., 24 ins.
|in the ground, with brass cap mkd .

"T27SR1LW

S 25
S 36

1
%4

1979
Raise a mound of stome, 3 ft. base, 2 ft. high, N of cor.

80.58 |The cor. of secs. 25, 26, 35, and 36.

N. 0° 02' W., bet.vsecs.rzs and Eé_

Over rolling land, covered with bunch grass and
shadscale.

Form 9600—10'(Juvne 1978) (formerly 9180-7) UsShI1--BLM » FIELD NOTE PAPER
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Dependent Resurvey of :the Subdivisional Lines,

CHAINS

40.72

38,47

" [firmly set.and extending 12 ins. above ground, with brass

40.36

’ mkd .

: mkdy ’

Bury the mkd. |stone alqngside-the,iron‘pOSt.

- fkd.,

T. 27 8., R. 14 W.;"Salt lake Meridian, Utah

The % sec. cor. of secs. 25 and 26, monumented with a
lava stone, 10 x 6 x 4 ins., firmly set 6 ins. in the
ground and plainly mkd. % on W face. ‘

At the corner point

Set an iron7post,'28~ins.;1ong,‘2%,ins.'diam., 22 ins.
in the ground, and in a collar of stone, with brass cap

T2 SRI4W

o
]

5 26| 825
e | B

Bury the mkd,'Stone«alqngsideithgﬁirqanOst;

S SN

N. .0° 07'~E.;'beginning nengeasu;emént..
Continue over rolling valley.

The cor. of secs. 23,»24}725,1and*26;‘ﬁonumented with a
lava stone, 10 x 8 x 6 ins., firmly set 6 ins. in the
ground and plainly mkd. 1 notch on E and 2 notches on §
edges. o i T

At the corner| point

Set an irom post, 28,ins; lqng;'z% ins. diam;,‘ég ins.

in the ground, and in a eollar of'stoné; with brass cap
T 2TSRIGWA
823 |'s 24

S 26 [-8725 +

Caally 1979}

From: the cor. |of secs,,19;,24,'25,‘and'30170n'tﬁé,E. bdy. |
of the Tp., monumented with an iron post, 2 ins. diam.,

cap mkd. as deseribed in the official record of the 1939
dependent.resurvgyfof,;Qe W. bdy. of T. 27 S., R. 13 W.

 %4 88°y58' W., . bet. secs. 24 andv25.

Over rolling land, covered with’bunch grass‘and
hadscale. : v : ,

Point for the % sec. cor. of secs. 24 and 25, at propor-
tionate distance; there is no remaining evidence of the
priginal corner. ' ‘ '

Set an iron post, 28 ins. long, 2% ins. diam.5v22‘ins.
in the ground, and in a collar of stone, with brass cap

# GPO 1980—680-288/121
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Dependent. Resuxvey of the Subdivisional Lines,
T. 27 S.; R. 14 W., Salt Take Meridian, Utah

CHAINS

T27 SR14W

L S 24
“ 25

1979

80.72 |The cor. of secs. 23, 24, 25, and 26.

N. 0° 03' W., bet. secs. 23 and 24.

Over rolling land, covered with bunch grass and
shadscale. .. . .

40.42 |Point for the % sec. cor. of secs. 23 and 24, at propor-
tionate distancey there is no remaining evidence of the
original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with brass cap
mkd .

*T 27 SR14W

S 24

Y

|
s 23 |
|

-1979

80.84 |The cor. of secs. 13, 14, 23, and 24, monumented .with a
black lava stone, 10 x 6 x 4 ins., firmly set 5 ins, in
the ground and plainly.mkd. 3 notches on S and 1 notch on
E edges. '

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.

in the ground, and in a collar of stone, with brass cap
T 27 SR14W

814 | s 13
S 23 1S 24

P

- ..A1979

Bufy the mkd. stone alongside the.iron post.

.- |From the cor.:of secs. 13, 18, 19, and 24, on the E. bdy.
of the Tp., monumented with an iron post, 2 ins. diam.,
firmly set and extending 9 ins. .above ground, with brass
cap mkd. as described in the official record of the 1939
dependent resurvey of the W. bdy. of T. 27 S., R. 13 W.

S. 87° 59' W., bet. secs. 13 and 24.

Over rolling land, covered with bunch grass and
shadscale.

40.58 |The Y% sec. cor. of secs. 13 and 24, monumented with a
lava stone, 14°x 10 x 8 ins., firmly set 8 inst in the
ground and plainly mkd. % on N face. :

Form 9600—~10 (June 1978) (formerly 9180-7) USDI-—BLM FIELD NOTE PAPER
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Dependent .Resurvey of the.Sﬁbdivisional‘Lines, i
I;f27vS;,]R;}14 W;€ Salt,Lake,Megidian;’Utah“_ ,

CHAINS
At the corner point ¢ *

Set an aluminum post, 28 ins. lQng,-Z% ins. diam;,~24'ins.,

in the ground, and in a collar of stone, with aluminum

cap mkd. & o : ‘ ST

T2 SRI4W
S 13

% 7524

1979

W d

Bury the mkd., stone alongside the aluminum post.

o |Ni 89% 14'-W., .beginning new measurement.
Continue over rolling land.

40.42. |The COr:;ofrseas;;13,fl4,‘23, and 24.

N. 0° 21' E., bet. secs. 13 and 14.

Over rolling 1and; covered,with~buhch graSs and
shadscale, . | , : ; ~

20.915 |Point for the S 1/16.sec.‘cor. of sees. 13fand’14.
Set an iron post,. 28.ing. lohg,,%%ﬁins; diam;,'22'ins.
in the ground, and in'a‘collar of7Stone, with brass cap

mkd. z ; R - T v

T27TSRIGW v
S 1/16 ‘ ,

$14 |'s13.
1979
‘Raise a mound of sténé, 2% ft. baSe; 1 fe. high; Woof qor.‘

38.08 |Center line’of State,Highway No. 21, hardfsurface, bears
N. 67° 31' W. and S. 67° 31' E. e

41.83  |The 4 sec;fcoq;fof‘éeés; 13 and 14, monumented with a
lava stone, 10 x 6 x 4 ins., firmly set 4 ins. din the
ground and plainly mkd. % on W face.

At thé~corner'point :
Set an iron post, 28 ins. 1ong,:2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with brass cap

mkd . ‘

e T SRUW

Bury the mkd.:stoné.alqngsidé;the iron post.

i i i
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Dependent -Resurvey of”the»Subdivisional Lines,
T. 27 S., R.tl4 W., Salt Lake Meridian, Utah

CHAINS
N. 0° 52' W., beginning new measurement. -

39.25 . {The cor. of seecs. 11, 12,. 13, and 14, monumented with a
. |rava stone, 10 x 6 x 6 ins., firmly set. 5 ins. in the
ground and plainly mkd. 4 notches on S and 1 notch on E

edges.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, and {in.a collar of stone, with brass cap
mkd .

T 27 SR 14 W

s 11 |8 12
S 14 | S 13

1979

Bury the mkd. stone alongside the iron post.

From the cor. of sees. 7, 12,13, and 18, on the E. bdy.
of the Tp., monumented with an iron post, 2 ins. diam.,
firmly set and extending 10 ins. above ground, with brass
cap mkd. as described in the official record of the

1939 dependent resurvey of the W. bdy. of T. 27 S.,

R. 13 W.

S. 89° 25' W., bet. secs. 12 and 13.

Over rolling land, covered with bunch grass and
shadscale. CLoe s N S

41.75 |The % sec. cor. of .secs. 12 and 13, monunehted with a
black lava stone, 10 x 8 x 6 ins.; firmly.set 5 ins. in
~..|the ground and plainly mkds Y% on N face. 4

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
- |in the ground, and in a collar of stone, with brass cap
'mkdo A ‘

T27 SR14W

L s 12
% 7513

1979

Bury the mkd. stone alongside the iron post.

N. 89° 32' W., beginning new measurement.

39.69 |The cor. of secs. 11, 12; 13y.and 14.

N. 0° 20' E., bet. secs. 11 and 12..

Over rdlling land, covered with bunch. grass and
shadscale. . o

© 42.21 |The Y% sec. cor. of secs. 11 and 12, monumented with a
black lava stone, 12 x 6 x 4 ins., firmly set 6 ins. in
the ground and plainly mkd. % on W face.

Form 9600—10 (June 1978) (formerty 9180~7) USDI-—BLM FIELD NOTE PAPER :
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.DependentfResurvey QfﬂihevSubdiviSiOnal Lines,

CHAINS

L. 27 8., R..14 W, Salt lake Meridian, Utah

At the corner point

|Set an iron post,. 28 ins.,lqng;‘Z%.ins. diam., 24 ins.

in the ground, and in a gbllar>oﬁ.stone;pwith‘brasstap

19.49

38.00

- 38.98

T 27 SRI14W

L sa11]s 12

k"
-
]
B

1979

Bury the mkd;.stone'alongside the iron post.

N. 0° 13' W., beginning new.measurement,;

Point. for the N 1/16 sec. cor. of secs. 11 and 12.

|Set an iron post, 28 ins(:l@gg; 2%'inSQ7diam., 22 ins.

in the ground, and in a collar of stone, with brass cap
mkd . | ¥ L R I

rwsruw
N6

511|512
1979
Dirt road, bears SE and W, along old ditch, .. ..

The cor. of secs. 1, 2,«llg;andylz;;mphﬁménted’With a.
lava stone, 12 x.10 x 10 ins., firmly set 6 ins. in the

and 5 notches on S edges. -

|At the corner point

|Set an iron pést,'28,ihs; 1Qng;‘2%,ins. diam, , 24lins.

in the ground, and in a collar of stone, with brass cap
mkd. ~ Cowan |

T2 SRIAW

1979

Bury .the mkd; stone alqngéi&évtheliron post.’

ground 6 ins. in the ground and plainly mkd. 1 notch on E

From the cor. of secs. 1, 6, 7, and 12, on the E. bdy.

|of the Tp., monumented with an iron post, 2 inms. diam.,

firmly set and extending 9 ins. above ground, with brass

" |cap mkd. as described in the official record of the
'19391depéndent§resurVey;of‘the«W@;bdyi‘of:T. 27 8.,

R. 13 W,
N. 89° 25' W., bet. secs. 1 and 12.

S T L e O S FE ®

e e
o}

7 GPO 1980—680-288/121
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Dependent Resurvey of the Subdivisional Lines,
T. 27 S., R. 14 W., Salt Lake Meridian, Utah

CHAINS

Over rolling land, covered with bunch grass and .
shadscale. .

40.41 |The & sec. cor. of secs. 1 and 12, monumented with a
lava stone, 20 x 15 x 12 ins., firmly set 10 ins. in the
ground and dimly mkd. % on N face.

At the corner point o B »” .

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd . '

T27 SR14 W

s1
s 12

1
“%

1979

Raise a mound of stone, 3 ft. base, 2 ft. high, N of cor.

N. 89° 25' W., beginning new measurement.

41.07 |rhe cor. of sees. 1, 2, 11, and 12.

N. 0° 52' W., bet. .secs. 1 and 2.

Over rolling land, covered with bunch grass and
ghadscale.

20.12 |Point for the S 1/16 sec. cor. of secs. 1 and 2.
Set an iron post, 28 ins. long, 2% ins. diam., 24 dins.
in the ground, and in a collar of stone, with brass cap

mkd .

T 27 SR14W
s 1/16

s2]s1

1979
40.24 [Point for the % sec. cor. of secs. l.and 2, at propor-
tionate distance; there is no remaining evidence of the
original corner. .
Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap

mkd .

. T 27 SR14W

Set a juniper post alongside .the iron post.

Cor. is located in flood area.

Form 9600—10 (June 1978) (formerly 9180~7) USDI~—BLM FIELD NOTE PAPER
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Dependent Resurvey of the Subd1v131onal Lines,
T. 27 8., R. 14 W., Salt Lake Merldlan, Utah

CHAINS

79.70 |The cor. of secs. 1 and 2; on the N. bdy. of .the Tp .
heretofore described.

From the cor.- of secs. 34.and 35, on. the S bdy. of the
Tp., monumented with an iron post, 2 ins. diam.; firmly
set and extending 10 ins. above ground, with brass cap
mkd. as described in the official. record of the 1936
dependent resurvey of the N. bdy. of T. 28 S., R. 14 W.

N. . 0° 21" &., bet. secs. 34. and .35,

Over rolling~land, covered with bunch grass and
shadscale. | s ‘ :

40.11 |The % sec. cor. of secs. 34 and 35, monumented with a
lava stone,| 6 x' 6 x .6 ins., flrmly set 3 ins. in the
ground and plainly mkd. % on W face, with a scattered
mound of small stones to the W.

At the corner point

Set an iron| post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
T 27 SR 14 W

§ 35

o
5..34 1

L1979,

Bury the mkd. stone along31de the iron post and raise
a mound of ‘s tone, 2 ft. base, 1 ft. high, W of cor.

North,:beginning.new.measurement.

39.95 |The cor. of )secs. 26, 27, 34, and 35, monumented with a
black lava  stone, 6;x'6‘x~3yins., firmly set 4 ins. in
the ground and plainly mkd. 1 notch on § and 2 notches on
E edges. ‘ g B , : ;

At ‘the corner!point

Set an iron post, 28 ins. long, 2% dins. dlam s 22 ins.

in the ground and in a: collar of stone, w1th brass cap

T 27 SRI4W .

527|826
534 [ 535

1979

Bury the mkd, stone alongside the iron post.

From the cor.?Of.eecs.>25; 26,-35Qoand,36;

S. 89° 48"W'; bet.Asees. 26,ando35;

# GPO 1980—680-288/121
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_ Dependent Resurvey of. the Subdivisional Lines,
. T. 27 S., R. 14 W., Salt Lake Meridian, Utah

CHAINS

Over rolling land, covered with bunch grass and
shadscale. IR

39,70 |The 4% sec. cor. of secs. 26 and 35, monumented with a
lava stone, 10 x 6 x 4 ins., firmly set 5 ins. in the
ground and plainly mkd. % on N face.

At the corner_point"f

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with brass cap
mkd .

T 27 SR14W

s 26
% .75 35

o =

1979 .

Bury the mkd. stone alongside the iron post, and raise
a mound of stone, 2 ft. base, 1 ft. high, N of cor.

N. 89° 24' W., beginning new measurement.

0.80 |Wah Wah Wash, about 6 ft. deep, 1.00 ch. wide, drains
irregularly N. ' :

40.42 |The cor. of secs. 26, 27, 34, and 35.

N. 0° 41' E., bet. secs. 26 and 27.

Over rolling land, covered with bunch.grass and
shadscale.

40.06 |The % sec. cor. of secs. 26 and 27, monumented with a
lava stone, 12 .x .8 x 6 ins., firmly set 6 ins. in the
ground and plainly mkd. % on W face.

At the corner point

Set an iron post,.28 ims. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 27 SRI14W

1979

Bury the mkd. stone alqngéi&e,ghe irbn post and place
bne large boulder along W side of cor. '

N. . 0° 18' E., beginning new measurement.

39.44 - [The cor. of,secs.m22,_23, 26; éhd 27, monhmehted‘with a
lava stone, 14 x 14 x 10 ins., firmly set 6 ins. in the
bround and mkd. 2 notches on S and E edges.

At the corner point

Form 9600—10 (June 1978) (formerty 9180-7) USDI~—BLM FIELD NOTE PAPER
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Dependent Resurvey of the Subd1v1sional Llnes,
' ~T,'27 S., R. 14 W., Salt Lake Merldlan, Utah

CHAINS
Set an iron post, 28 ins. long, 2% ins. diam.; 24 ins,
in the ground, and in a collar of stone, with brass cap
mkd. : , e

T 27 S R 14 W

s22!sz3
S 27 TS 26

1979

Bury the mkd. stone alongSideithe iron‘post.

From the cor. of secs. 23 24 25 and 26

N. 88° 22' W., bet. ‘secs. 23 and 26.

Over rollln land, covered with bunch: grass and
shadscale. :

40.00 'The Y sec. cor. of secs. 23 and 26 monumented Wlth a
’ lava stone, 10 x'6:'x.6- 1ns., flrmly set 5 ins. in the
ground and plalnly mkd on N face.

At the corner p01nt

Set an iron post, 28 ‘ins. long, 21 ins. diam., 24 ins.
in the ground,~and 1n a collar of stone, w1th brass.. cap
mkd . , TR » :
T 27 S R 14 W

S 23

% 596

1979

Bury the mkd. stone along31de the iron post;

“

8. 89° lé'fW.,fbeginning;new'measurement,f

4.00 " |Wah Wah Wash, 6. ft. deep, 1 00 ch Wlde, dralns
lirregularly N. - -

39.46  |The cor. of secs. 22,'23,?26, and 27.

N. .0° 30" W., bet.~secs. 22 and 23

Over rolling land, covered with bunch grass and
shadscale. :

40.87 |The % sec. cor. of secs. 22 and 23, monumented with a lava
stone, 12 x5 %.5 ins., flrmly set 6 ins in the ground
and plainly mkd. % on W face. - : =

At the‘corner'point ,

Set an diron post, 28 ins. long, ZP ins, dlam., 24 ins.
in the ground and 1n a collar of stone, w1th brass cap
‘mkd . - EIE D R

! ‘&.,GPQ 1980~-680-288/121 .
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. Dependent Resurvey of the Subdivisional Lines,
T, 27 .S., R..14 W., Salt Lake Meridian, Utah

CHAINS

T 27..SR1&W

S 22

A
|
} s 23

1979

Bury the mkd, stone alongside the iron post.

N. 0° 08' E., beginning new measurement.

40.06 |The cor. of secs. 14, 15, 22, and 23, monumented with a
lava stone, 6 x 6 x 4 ins., firmly set 3 ims. in the
ground and plainly mkd. 2 notches on E and 3 notches on
S edges, with a small mound of stone W of cor.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd .

T27 SR14W

s15 | s 14
S22 |8 23

1979

Bury the mkd. stone alongside the iron post.

From the cor. of secs. 13, 14, 23, and 24.
N."389 58! W,, bet.“éecs. 14 and 23.

over rolling land, cbvered with bunch grass and
shadscale.

32.00 [Wah Wah Wash, 5 ft. deep, 1.00 ch. wide, drains N.

39.48 {The % séc.‘cbr. of¢sécs. 14 and 23, monumented with a red
lava stone, 12 x 5 x 4 ins., firmly set 6 ins. in the
eround and plainly mkd. % on N face.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.

in the ground, and in a collar of stone, with brass cap
mkd .

T 27.SR14W

v S 1lh .
... % 523

1979

Bury the mkd. stone alongside»the iron post.

West, beginning new measurement.

40.14 The cor. of secs. 14, 15, 22, and 23.

Form 960010 (June 1978) (formerty 9180—7) USDI-—BLM v FIELD NOTE PAPER




154

16

Dependent: Resurvey of the Subd1v131onal Lines,
T..27 8., R..14 W., Salt Lake Merldian, Utah

| cHams |
[w. . 0° 08" W., bet. secs. ./14#and 15,

Over rolling land, covered with bunch grass and
shadscale.

39.98. |[The % sec. cor. of secs. 14 and 15, monumented with a
: lava stone, 16 x 14 x 10 ins., firmly sét-5 ins. in the
ground and plainly mkd. % on W face. : :

At the,cornerﬁpoint‘

Set an iron post, 28 ins. long, 2/ ins. dlam., 24 ins.
in the ground and in‘a collar of ‘stone, w1th brass cap
mkd. ’

T 27 SR14W

-8 15

};S 14

»,197.9' e

Bury the mkd. stone 1nverted along81de the iron post and
raise a mound of stone, 2% ft. base, 2 ft. high, W.of
cor.,

N. 0° 26" i, beglnning new measurement.
11.80 Dirt road, bears ENE and WSH.

30.56 Center line of State nghway No. 21, bears N. 67° 31' W.
and S. 67° 31° E. ‘

40.62 |The cor. of secs., 10 11‘ 14, and 15‘ monumented with a
granite stone, 10 x6 x 2 ins., firmly .set 5 ins. in the
ground and plalnly mkd 2 notches on E and 4 notches on §
edges.. : ,

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, w1th brass -cap. mkd

'T 27 S R 14 W

s10}s11

1979

~ [Bury the mkd. stone alongside the iron post and raise
a mound of stone,'3 ft;,baSe, 2 ft. high, W of cor.

“ |From this cor., U.8.G.S. trlangulatlon station ''New",
bears S. 44° 23" W., 29.422 chs. dist., monumented with
a standard brass tablet set in concrete; stamped .

"NEW 1958 4918", with geographic coordinates as follows:
Lat. 38° 27° 58.396" Long. 113° 24' 13.717". :

From the cor. of secs. 11, 12, 13, and 14.

N. 89° 52' W., bet. secs. 11 and 14.

: 1% GPO’ 1980—680-288/121




s Dependent Resurvey -of -the Subdivisional Lines,
- T. 27 8., R. 14 W., Salt Lake Meridian, Utah

(S

el

CHAINS

20.70

39.99

39.66

40.35

60.525

Over rolling land, covered with bunch grass. and
shadscale.

Wah Wah Wash, 4 ft. deep, 80 lks. wide, drains N.

The Y% sec. cor;,of,secs.All and 14, monumented with a
lava stone, 10 x 6 x 4 ins., firmly set 6 ins. in the
ground and plainly mkd. % on N face.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd .

T27SRI4W

I
% s 14

19?9
Deposit the mkd. stone and . set a Juniper post along51de
the iron post. ‘ "

N. 89° 48' W., beginning new measurement.

The cor. of secs. 10;,11, i4;iand;15.

N. 0% 37" W., bet. secs. 10-and I1l. .- - ...~ ..

¢

Over rolling land, covered with bunch. grass and

shadscale.

Point for the % sec. cor. of secs. 10 and 11, at propor-
tionate dlstance, there is no remaining evidence of the
original corner..

Set an iron post, 28 ins. long, 2% dins. diam., 24 ins.
in the ground, with brass cap mkd.

T 27 SR14 W
4
|
s10 | s 11
| v
1979
Place one boulder alongside the iron post.

Point for the N 1/16 sec. cor. of secs. 10 and 11.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

N.. /16
"s10|s 11
1979

Form 9600-10 (June 1978) (formesty 9180-7) USDI-~BLM
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i Dependent  Resurvey of:the Subdividional Lines,
~ .. T. 27 8., R. 14 W., Salt Lake Meridian, Utah

" CHAINS

80.70 |Point for the cor. of secs;,2 3' 10, and 115 at'pr0por~ :
- I'tionate dlstance, there 1s no .. remalnlng ev1dence of the -
original corner,

Set an iron post, 28 ins. 1ong, 2/ ins. diam., 22 ins.
|in the ground, w1th brass cap mkd.,;;,

‘Twsruw

s3 |s2
510 | s 11

1979

Set a steel fence post alongside the iron post.

From the cor. of sees. 1, 2, 11, and 12.
S. 89° 49' W., bet.,secs; 2 and 11.

|Over rolling land, covered with bunch grass and .
shadscale along S side of old dirt road and dltch
,drainlng E. o - ,

13.00 |Wah Wah Wash dralns N.,hvf,‘
40.31 |Point for the % sec. cor. of secs. 2 and ll at propor-
tionate distance, falls in small stock pond; there iswmo
remaining. eV1dence of the orlglnal corner,

41.31 |Point selected for the wmtness cor. to the % sec. cor. of |

. |secs. 2 and 11. : . e
Set an iron post, 28 ins. long, 2/ ins. diam., 24 ins.
|in the ground, with brass cap mkd.

W
T 27 SR 14¢W '
820

*,'1979

Set a 4 x 4 wooden post and place a boulder alongside
the iron post.

80.62 |The cor. of secs. 2, 3, 10, and 11.

N. 0° 16' E., bet. secs. 2 and~3

Over rolling land covered with bunch grass and
shadscale. : i

1.40 |01d dirt road and ditch, bears E and W.
20.175 [Point for the S 1/16 sec. cor.‘of”Secs. 2 and 3.

Set an iron post, 28 ins. long, 24 1ns.,d1am., 24 ins.
in the ground with brass cap-mkd.

-41.GPO 1080—680-288/121°
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...+ . Dependent Resurvey of the Subdivisional Lines,
. T. 27 S., R. 14 W., Salt Lake Meridian, Utah

CHAINS
727 SR I14W
s 1/16
‘; s3|s2
| 1979

No other accessories available.

40.35 |Point for the % sec. cor. of secs. 2 and 3, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 27 S R 4-W:

S$3 )82

|
|
L.

- 1979 :

No accessories availaﬁle.,;ln

60.01 |Fence, bears E and W.

60.525 |Point for the N 1/16 sec. cor. of secs. 2 and 3.

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.

T27 SR14 W
N 1/16

s31s2
1979
Set a juniper post:aldngside the ironm post.

80.02 The cor. of secs: 2.and 3, on the N. bdy. of the Tp.,
heretofore described. :

From the cor. of secs. 33 and 34, on the S. bdy. of the
Tp., monumented with an iron post, 2 ins. diam., firmly
set and extending 10 ins. above ground, with brass cap
rmkd. as described in the official record of the 1936
dependent resurvey of the N. bdy. of T. 28 S., R. 14 W.

N. . 0° 02' W., bet. secé."33 and»ﬁﬁu.:

Over rolling land, covered with bunch grass and
shadscale.

40.35 [The Y% sec. cor. of secs. 33 and 34, monumented with a
lava stone, 12 x 6 x 5 ins., firmly set 6 ins. in the
oround and plainly mkd. % on W face.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.

Form 9600—10 (June 1978) (formerly 9180—7) USDI-—BLM FIELD NOTE PAPER
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»»'yDependent Resurvey of: the*SubdiV151onal Llnes,
“T.,27 S., R. 14 W., Salt Lake Merldian, Utah

CHAINS

T 27 SR 14W
§ 33

%
|
I
I

* |Bury the mkd. stone. alongside ‘the iron post.

Raise a mound of stone, 2 ft. base, 1% ft. hlgh W.of cor.

N. .0° 04' W, beginning,nvemeasurement.'

39.28 [The cor. of secs. 27, 28 .33, and 34, monumented with a
— lava stone, 12 x 8 x 6 ins., firmly set 5 ins. in the
ground and plainly mkd. l notch on S and 3 notches on E
edges.

At the corner point

Set an iron post, 28 dins., long, 2% ins. dlam., 20 ins.
in the ground to bedrock, in a mound of stone, 3 ft.
base, to top of brass cap, mkd R

T27 SR 14w .

$28 |.s.27. .

S 33 ]S 3

1979

Bury the mkd. stone alongside the iron post.

Cor. falls in wide wash area, drainingﬂN.f

From the cor. of secs. 26, 27 34 and 35
S. 89° 39" w ,*bet,;sees,&27 and~34

~[Over rolling land, covered With bunch grass and
- [shadscale. i

39.69 The % sec. cor. of secs. 27 and 34 monumented with a
lava stone, 10 x 6 x 6 ins., flrmly set 4 ins. in the .
'“ground and plalnly mkd. on N face., S

At the corner point S
Set an iron post, 28 ins. 1ong, 2/ 1ns. dlam 5 22 ins.
in the ground, with. brass cap mkd

T 27 8°R14W

sz
FEEBR L

1
“4

1979,

Bury the mkd. stone alongside the irom. post and .raise
2 mound of stone, 2/ ft. base, 2. ft.- hlgh N of cor.

. 89° 57' W., beginning:new‘measurement.‘

3 GPO 1980—680-288/121
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-, . Dependent Resurvey of the Subdivisional Lines,
T..27 S:» R.. 14 W., Salt Lake Meridian, Utah

CHAINS

7.70 _{pirt road, bears, NNE- and SSW.

40.95 |The cor. of secs. 27, 28, 33, and 34.

N. 0° 19' E., bet. secs. 27 and 28.

Over roiling laﬁd,«covered with bunch grass and
shadscale.

8.80 [pirt road, bears N. 42° E. and S. 42° W.

40.46 |The % sec. cor. of secs. 27 and 28, monumented with a
lava stone, 16 x 16 x 10 ins., firmly set 6 ins. in the
ground and plainly mkd. % on W face.

At the corner point

Set an iron pbst, 28 ins. lqng, 2% ins. diém.,'24 ins.
in the ground, with brass cap mkd.

27 SR14W

e

528 | 8 27

g
|
|
l

1979

 |Bury the mkd. stone alongside the iron post and raise .
Ta mound of stone, 3:ft.. base, 2 ft. high, W of cor. .

N. 0° 42' E., beginning new measurement.
38.94 ~ [The cor. of .secs. 21, 22,. 27, and 28, monumented with a
lava stone, 12 x 8 .x 6 ins.; firmly set 6 ins. in the
ground and plainly mkd. 2 notches on S and 3 notches on E
edges. ‘
At the corner point
Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd .
T 27 SR14W

s21 |8 22

S 28 [ s 27

1979 . o

|Bury the mkd. stone alongside the iron post.. . .

V‘Cér: is loéatedhiﬁlfence.Which bears. N anduSE,L 

From the cor. of secs. 22, 23,"26,vaﬁd‘27.
|s. 89° 21' W., bet. secs. 22 and 27.

Over rolling land, covered with bunch grass and
shadscale.

32.20 |pirt road, bears N. 11 3/4° E. and S. 11 3/4° W.

Form 9600--10 (June 1978) (formerty 9180~7) USDI-—BLM FIELD NOTE PAPER




.DepégdenﬁéRESurvey of the Subdivisional Lines,
c 27 'S Rl 14 WL, Salt Lake Meridian, Utah

CHAINS
40.25 |The Y% sec. cor. of secs. 22 and 27, monumented with a
sandstone, 12 x 8 x 6 ins., firmly set 4 ins. in the
ground and plainly mkd. % on N face. L
At the corner point
Set an iron post, 28 ins. lqng, 2% ins. diam., 22 ins.
in the ground, ‘and in a collar of .stone, with brass cap
mkd . : ~ ,

Tt T2 SRIAW

. 522
% s 27

1979

Bury the mkd. stone alqhgside~the iron post.

wi N

N. 89° 48! W., beginning new measurementﬂ

(40.38  The cor. of secs. 21, 22, 27, and 28.

N. 0° 25' W., bet. secs. 21 and 22.

Over rolling land, covered with bﬁnch‘grass and
shadscale. '

42.02 . |The % sec. cot. of ‘secs. 21 and 22, monumented with a
‘|lava -stone, 8 x 5% 2 ins., firmly set 4'ins;rin the

_|ground and plainly mkd. % on W face.
At the corner'point

Set an iron posty 28 dins..long, 2% ins. diam., 24 ins.
in the ground, with'brass cap mkd.

T27 SR W

Y
|
} S .22

s 21

F e LTS

Bury the mkd. stone and set a juniper pdst‘alqngsidevthe
iron post.- Lo , S

W.f0°f57' We, beginﬁing.new measurement.

40.80 |The cor. of secs. 15, 16, 21, and. 22, monumented with a
lava stone, 10 x 5 x 4 ins,., firmly set 5 ins. in the
|ground and plainly mkd(‘3~notches‘on'S‘and E edges.

At the corner point

fSet an iron post,H28 ins. 1ong;”2% ins. diam., 24 ins.
in the ground, with brass cap mkd. 8 o

. 5 oo

(R o IR ) *GE’O 1980-—680-288/121
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23

}hDependentuResurvey*ofwthefSubdivisional Lines,
Ty 27 8.y Re14 We, Salt Lake Merddian, Utah

CHAINS

L. s16ls1s e
S 21 | s 22 o

197950

i

. |Bury. the mkd.:stone alongsidetheriron post. .

ee ot o

From the cor. of secs. 14, 15, 22, and 23.
N. 89° 07' W., bet. secs. 15 and 22.

Over rolling land, covered with bunch grass and
shadscale.

14.20 |pirt road, bears N. 11 3/4° E. and S. 11 3/4° W.
40.51  |The %iéec.:éoi,,of:secs. l5‘and 22, monumented with a

black lava stone, 8 x 8 x 6 ins., firmly set 3 ims. in
the ground and plainly mkd. 4%:on N face. =

At the corner.péint

Set an iron post, 28;ins.along,q2%ﬁins@ndiam.;»24 ins.
in the ground, and in a collar of stone, with brass cap

hmd. '

815 . o L A
“§ 22

1979

Bury the mkd. stone alongside the iron post.

W e e et P

N. 88° 41° W.;.beginning,new.measurement.~'”‘

40.86 |The cor. of secs. 15; 16, 21, and 22.

by, 0° 46' W., bet..secs. 15 and 16.

Over rolling land, covered with bunch grass and
shadscale.

39.82 |Point for the k.sec.,cor,vof secs. 15 and 16, at propor-
tionate distance; there is no remaining evidence of the
original cornexry; ST S LR

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. -
;é,the ground, and in a collar of stone, with brass cap
kd.‘ .

"VT27SRMW 

s 16

Y
|
6 {:8115

-oA979 0

Form 9600—10 (June 1978) (formerly 91807 UsDi—-BLM FIELD NOTE PAPER
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24

e j{j,,4DependéntwkesﬁrvéyséﬁﬁuhexSubdﬁviéianal.Lines,

CHAINS

79.64

- jmkd.

24.32

40 'y 9?4 B

23.09

39.83

|ground and plaigly mkd
e

e T LT
Bury the mkd. stone

Gy 27 'jS?;ri‘,' leé W,,., Sal.,t Lalie M‘eriﬁ{i’an,i‘ "Utah’ ’

The cor. of,sec$$;9,ﬁlﬁ;;15, andrlé;;mOnumented with a

lava stonme, 8 x 6 x 4 ins., firmly set 4 ins. in the
3 notches on E and 4 notches on §

edges. Lo e ; ‘ :

At the cornerfpéint5§ :

e d*:[;am .24 ins.

Set an: iron:post;i:28.insy: 1bngy: 2 in 24 sl
f 5 With brass cap

in the ground, and in a collar of

¥

SRR

A
SN
i

L

~~~~~

L & QgiMuéx_;ﬁ? I
alongside the iron post.

0}

LRI R RERANE Colhan . ads s

N.M§9°“13"W.;iﬁeéihﬁihgiﬁéﬁjﬁeasuxémenté;g

’ Ffoﬁ fhé éQﬁ»ﬁOfiééQA-«16@&11;;14;’aﬁdf15w?¢' 

N. 89° 55' W., bet. secs. 10 and 15.: .,

i

L OVer.r@liingalan&;;cavéreanith"bunah:grasSnandfV
‘. |shadscale,s . f& R0 e R RO e S T ﬁﬁk*vfpx

Cen;er,line_df Staté~Highway No. 21,;hardysurfaCe;Lbéars
N. ”670' 31' Wofand viSo 62° 31' Eo

The %,Sec. cor. of ;secs. 10 and 15, monumented with a
lava stone, 10 x 7 k-3 ins., firmly set 5 ins. in the.

~|ground and plainly mkd. % on N face.

At the corner pofﬁtf
Set an if°n\P§§F3 28 ins. long, 2% ins. diam., 22 ins.

cap mkd,.xooo |
; LET n27 SR llazw e STy e

B ,u,i, fg'Y“fSA{jjj'T“ =
%‘&15, L s

K : '1:{{&:1193795: vl S LS e

Bury the mkd. stone alongside the iren péé£. 

o TR

The cor..of secs. 9,:10, 15, and 16..) .. . .

i RN

N. 1° 17" E., bet. secs. 9 and 10.
Dver rolling laﬁd; cdﬁefeduwithfbuﬁchﬁgrassfand
hadscale. ‘

Center line of“Stite;Highwy No. Zl,yhard,SQrface,fbears ‘
N. 67° 31' W. and S. 67° 31" E. ' o

[he % sec. cor. of sees. 9yand-l0, monumented with a

Java stone, 8 x 4 x 3 ins., firmly set 4 ins. in the
~ground and plainly mkd. % on W face. ‘

in the ground, and in a collar of small stones, with brass|
T A N I ST s i T S AL B

e e

- #.GPO 1980—680-288/121
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25

..."  Dependent Resurvey of the Subdivisional Lines,

CHAINS

At the corner point

Set an iron post, 28 ins. long, 2% ins. diem.,-24 ins.
in the ground, with brass cap mkd. el :

Lo T 228 R I4W

1979

Bury the mkd. stone'alqngside the iron post.

N. 0° 15' W., beginning new measurement.

39,76 |The cor..of secs. 3, 4,9, and, 10, -monumented with a
lava stone, 6 x 3 x 3 ins., set in a mound of dirt,
plainly mkd. 3 notches on E.and 5 noteches on.S edges. .

At the corner. point ol

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

27 SRIEW g o

S4]s3
S9]s 10
1979

Deposit the mkd. stbne and set a steel fence post
alongside the iron post.

From the cor. of,éééé. 2, 3, 10, and 11.
G g onleana S no sl s
S. 89° 39' W., bet. secs. 3 and 10.

Over rolling land; along: S side of dirt road .and.

old ditch.

40.21 |Point for the % sec. cor. of.seés. 3 and 10, at propor-
Lo tionate.distance;xthere.is:nobnemaining;evidenceiof the

original corner. ' = ; '

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, withibrass cap mkd.

L~ T 27 SR14W

., 83
%4 810

1979 v e

Set a steel fence post alongside the cor.

80.42 |The cor. of secss 3; by.9, and A0. Fi .

Form 960010 (June 1978) (formerly 9180—7) USDI——BLM FIELD NOTE PAPER




‘ Bl Dependent Resurvey of~the.Subdivisional Lines,
'JT?” < Tali27 S., R..L4 W., :Salt. Lake MEridian,kUtah

CHAINS :
N. 1° 02' E., bet. secs. 3 and 4;»f:: SR T A

Over- rolling land eovered with bunch grass and
shadscale, SRS g , o

2,60 |Dirt road and old ditch, bears E and W.
20.055 |Point for the S 1/16.sec. cor. of.secs.‘a and 4.

Set an iron post, 28 ‘ins. long, 2% ins. diam., 24 ins.
in the ground with brass cap mkd :

T 27 SRI14 W
S 1/16

C s4lsa3
B R O 17 6° R
Set a steel: fenee_post alongside the corner.
40.ll~ The ‘sec. cor.«of secs.VB and 4,}monumented With a

lava stone, 6 x 3 x 3 ins., loosely set 3 ins. in the
ground and plainly mkd. % on W fage.. e 1 ¢ -

€ e .
i & . vy oo
itk e T e e P v’r.. -

... |At the:corner: point i

T JRETACR R u-,,‘,

|Set an irom post, 28 ing. 1ong, 29 ins. diam., 24 ins.
in the ground, and’ in ‘a ¢ollar of stone, with brass cap
mkd .,

. T 27 SRI14W
4
£ i 0 RO AR R

1979
RIS GO I
Bury the mkd stone alongside the iron post.{

o’ ’,;{ G i:a . i ;w AN s s g

N.:1°.27" E., begrnning new:measurement.”.tr5‘~

20.175 Point for the N 1/16 sec. ‘Cor.- of secs. 3 and 4

V”QSet an; aluminum pﬂst; 28 ins.:longv 2% ins;»diam., 22 ins.
in the ground With aluminum cap mkd. o oo

,T.,«%ZV SSIRCXAW o
: N,il/’],ﬁ CRREEEES LT T

AT 84 ] s 3
1979

40.35 |The cor. of secs. 3 and 4 on the N, bdy. .of ‘the Tp.,~
~ |heretofore- described

From the cor., of secs. 32 and 33, on . the S bdy. of the
Tp., identical with Us8.6.8: tEiangulation:statien :
SEC COR 32, 33, 5/ Ts. 27 and 28 .S+s R, 14 W., monumented
with an iron post, 2 ins. diam., firmly set and extending
10 ins. above ground, with brass cap mkd. as. described in
the official record of the 1936 dependent resurvey of .the
N. bdy. of T. 28 S., R. 14 W. :

 #GPO 1980—680-288/121
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..”Dépéndent«Resﬂr?ey:gﬁmmhﬂuSubdivisional Lines,
DT 27 S;;,R;AIAQW:QiSaltSLakeiMenidian, Utah

CHAINS

0.90

40.67 -

40.38

7.50

3 40.54

N. 0° 26' W., bet. secs. 32 and 33.

Over rolling land, covered with bunch grass and
shadscale. Lo :

Dirt road, bears N..42° E. and S. 42° W.

Them%:Sec..cor;’ofxseds..3Zpand-38,'mmnumentedWWith a

‘|black lava stone, 14 x.:8 % .6. ins.., Eirmly set 6 ins. in

the ground and plainly mkd. Y% on W face.

At the cormer point .o oot

T27.SRLW. . °

al ey B AN . e e . .
s’ : PR DR

ARG ]

S:.32 .}f_;:S 33 .o 1

%

1979A,_h“.\

Buty :the mkd . stone alongside’ the iron post:and raise
a small mound of stone, W of cor. .

N. 0° 21' W., beginning new measurement.

Point for the cor. of secs. 28, 29, 32, and 33, at pro-
portionate distanéeg.there is no remaining evidence of
the original corner.

Set an iron post,.28.ins. long, 2% ins. diam., 22 ins.

in the ground, with brass cap mkd.

C e To2708 R W o :

s29 | s28 |
v er 5732 10833

1979

Set a juniper‘pbst.aloﬁgside<the iron post and raise a
mound of stone, 2% ft. base, 1 ft. high, W of cor.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
_|in the ground, with brass cap mkd .

From the cor. of &ecs. 27, 28, 33, and 34.

e So 89%'44}iW¢,;betJ-seds: 28:&ﬂd 330”'3‘

OverArbllingﬂiaﬁd,‘éoVétéd‘ﬁiEﬁkbunch grass, shadscale,
and sagebrush. - ... Y NP RN PR S

o

Dirt road, beafs Nu42% E.cand.S. 42° W.

The % sec. coru:of. gécs. 28 and 33, monumented -with a
lava stone, 7 X 4 x 2 ins., firmly set 3 ins. in the

|ground and plainly mkd. % on N face.
» Aﬁuthewcorner-ppimﬁl

|set an iron post, 28 ins. long, 2} ins. diam., 24 ins.

in the ground, with brass cap mkd.

. Form 9600—10 (June 1978)

(formerly 9180—7) UShI-—-BLM

FIELD NOTE PAPER
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+:Dependent: Resurvey ‘f;;pﬁa'tmheirJSubdﬁﬁvﬂésf*iﬂhal Lines, S
_ T2:27 'Sy R4 Way Salt Lake Meridian, Utah

CHAINS

~',:‘Tg2%wSAR:ﬂﬂ;Wﬁ“f‘¢ i

R R Y é;‘x‘%"lgézg"“‘».,if‘;‘.‘.‘Z EE i e

.pBuryxtheamkdaQatonewaxbngsideathe~ima
{a mound -0 tbnethEft;;baseg gt

N. 87° 22! W;;~Beginﬁing.new measurementi oo

40.19:: |The s@rﬁ;oﬁxsegsz 285129, 32, andi:38.

N. 1° 10' E., bet. secs. 28 and 29.
Over rolling“lanﬂ,;?overedkWith sandstoné andfsha&scale.

40.39 |Point for the%%;seﬁ;féor;*ofisecs, 28 and 29, at propor-
tionate distance; .there is no remaining evidence of the
original corner. o 2 ' :

|Set an iron post, 28 ins. lqng5'2%~in3¢,&iam;, 24 ins.
: im;the@greund;gandfimza@collarmmf&@tohéjEwith?hﬁéss cap
mkdo S V! k ‘ \&y.,‘ G ¥ o S LR S | .

T sRuW

-80.78: - Point for the cof;mcfi;ecé@¥éd;‘21, §8,‘éﬁd‘29;yatzpropor—
tiOnate'distancei~thErétiS5nouremaining.evidence;of,the
original cormer. o T T : o

Set an iron poéi,hzghiﬁé%fiqng,k2%;1ns;,diam;, 24 ins,
in the ground, with brass cap mkd., : o

rom the cor. of secs. 21:i22;,éf,7;n&§ﬁ8;92_.?waf“

- N.89° 300 W?i?fbet;- isecs. leand 2800, ¥ R

39.79 he 4% sec. cof.fof séés. Zi‘éﬁﬁ‘éé;¢ﬁ§hﬁméﬁte3 with a
ava stone, ‘10 x 5 x 4 ins., figmlyasntﬁﬁginsg in the

round and plainly mkd. %‘on N face.

-6 3 GPO 1980:-680-288/121
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29

Dependent Resurvey of .the Subdivisional Lines,
. T. 27 8.5 Ro 14 W., Salt Lake Meridian, Utah

——

CHAINS

At the corner point . -

Set an iron pest, 28-ins. long, 2% ins. diam., 22 ins.
in the ground;{w$th‘b:385 cap mkd.

T27 SR14W

L..8 2L
% 75 28

1979

Bury the mkd. stone alongside the iron post and raise
a mound of stone, 2 £t. base, 1 £t. high, & of cor.

N. 86°’10“’W:;?Begiﬁﬁing.newiﬁéaéﬁpemeﬁfl."
. [over .xolling land.

40.05 |The ‘cor. of secis 20,21, 28, and -29.

N. 3° 12' W., bet. secs. 20 and 21.

and bunch grass. :

16.00 |Graded dirt woad, bearg N. 3 1/4° E. and S. 3 1/4° W.

40.44 |The % sec. cor. of secs. 20 and 21, monumented with a
black lava stone, 14 x 12 x 8 ins., firmly set 6 ins.
in the ground and plainly mkd. % on W face.

At the corner point
Set an iron péét;'Qé ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.,

OO TR VR SO TERE U PR E
T 27 SR 14 W
r 3 ° : 14 O
oA s
§20 | s 21

A‘mBﬁry the ﬁkd.ﬁstdnemandﬁséﬁ;éfjﬁﬁipgr?p§$tmélbﬁg$ide the
iron post. \

Ly

“’N;f0°h27'fﬁ;zggegiﬁniné5ﬁeﬁ@@easgréﬁént,;v

39.08 [The cor. of secs. 16, 17, 20, and- 21, monumented with a
1ava stone, 10 x 8 x 6 ins., firmly set 5 ins. in the
lground and plainly mkd. 4 notches on E and 3 notches on S
ledges. SN S B ,

At the corner point

et an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, WithtbraSS'capAmkd.

Form 9600—10 (June 1978) (formerly 9180--7) USDI-—-BLM ‘ FIELD NOTE PAPER
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':;?“Dependent R urvey of “the Subdivistonal Lines,

CHAINS

b, 88°»57' W.,‘het.

40.82

32.00

39.89

40.23

g”,From the cor.ﬁof secs. 15.f16. 21

~ At the corner point .

- [n’ the grotin Vand “n’ a”cbiiar of“Stone~.
mkd. : iy

: T. 27 s., R, 1ﬁ w., ‘Salt Laké‘Meridian, Utah

T2 SR

Ti_;“ ,1979,.,'

Bury the mkd. stone and set a juniper'postnalongside,the
iron post. : - 7 e e ,

}.andJZ%r;

,secsf%16~and 21

Over rolling land covered With bunch graS%,ﬁsagebrush,
and shadscale " PEAERG B B

The % sec. cor. of secs. 16 and 21 monuMented with a
lava stone, 8 x 4 x 3 ins., firmly . set‘4 1ns. in . the

|ground and piainly mk& % on N face.’

e

Set an iron post, 28 ins. 1ong, 24 ins. diam., 22 ins.

N,Y\H ; = B

S T AN N T IR S .-:‘ wha ‘szisR 14\‘W S STV

516"
e 5 21

1979

Bury the mkd._stone alongside the iron post.,

g,
e

N VLR pae: Rk i FE

S. 88° 27" W., beginning new measurement.

|eradea dirt road, bears N. 3 1/4° E. and,s.'3’1/4?,w.

The cor. of secs. 16 17 20 and 21

b

CuARe ‘the’ ¢orner’ ‘potn -

Cd

,N.fl°‘17"W.,.bet.;secs.116 and 17.

%

|Over rolling land*ﬁcovered With bunch grass, shadscale
*|and- sagebrush LT R

The % sec. cor.. of secs.. 16 and 17, monumented with a
black lava stone, 8 x 6 x 6 i ‘s firmly set 4 1ns. in
the ground~and plaiﬁIY‘mKd' Yion W' face. R ,

Set’ian iron post, 28~ ins. long, 2bfins. diam., 24 ins.

in the ground, with brass cap mkd.

T 27 S R‘l4 W

- si17.1 $16

- 1979

* %t GPO  1980—680-288/121
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Dependent Resurvey of the Subdivisional Lines,
T. 27 S., R..14 W., Salt Lake Meridian, Utah

CHAINS

Bury the mkd. stone alongside .the iron post. .

N. 0° 26' E., beginning new measurement.

40.51 |The cor. of secs. 8,.9, 16, and 17, monumented with a
lava stone, 13 x 10 x 8 ins., firmly set 6 ins. in the
|ground and plainly mkd. 4 notches on S and E edges.

At the corner poinf

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd .

T 27SRI14W

| s 9
S 1

S 8
-8 171 8 16 B

1979

B

Bury the mkd. stone alongside,the iron post.

prom the cor. of secs. 9, 10, 15, and 16.
[N. 87° 02' W., bet. secs. 9 and 16.

Over rolling land, covered with bunch grass, shadscale
. land sagebrush. 5 .

40.95 |The % sec. cor. of secs. 9 and 16, monumented with a
lava stone, 8 x 6 x 4 ins., firmly set 3 ins. in the
ground and plainly mkd. % on N face.

At the corner point

Set an iron post, .28 .ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stonme, with brass cap
mkd . o v : v

T27 SR14 W

. 59
% "5 16

1979

Bury the mkd. stone alongside the iron post.

S. 88° 00' W., beginning,new.meésurement.
25.00 {Graded dirt road, bears N. 3 3/4% E. and'S. 3°3/4° W.

39,33  [’he cor. of secs. 8, 9, 16, and 17.

N. 0° 03' W., bet. secs. 8 and 9.

ODver rolling land, covered with bunch grass, sagebrush,
land shadscale. Lo gy o

40.30 [The % sec. cor. of .secs. 8 and 9, monumented with a
. Rava.stone, 8'x 7 x 3 ins., firmly set 4 ins. in the
oround and plainly mkd. % on W face. . , :

Form 9600—10 (June 1978) (formerly 9180-7) USDI~-—BLM FIELD NOTE PAPER
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170 | '
 Dependent Resurvey Qf ‘the. Subdivisional Lines,
CTen27 S..,R.vl4 W., Salt Lake Meridian, Utah

CHAINS

At the cornmer:point . o s

Set an iron post, 28 ins. ‘long, 2@ ins. diam., 24 ins.
in the ground, ‘with brags cap mkda .

JT:27 SR 14W

‘ S8 | Sg

|
l
I

Bury the mkd. stone and set a Juniper post alongside
the iron post. ... =

N. 1° 46' E., béginhing‘ﬁew ‘measurement.

15.26 |Center line of State ‘Highway No. 21, hard surface, bears
N. 67° 32' W. and S 67° 32' E.

39.52 [The cor. of secs. 4 5 8 and 9, monumented With a

lava stone, 8 x 6 x 6 ins., firmly set 4 ins. in the
ground and: plainly mkd: 4 ‘notchesion. E and 5 notches on'S
edges. ' !

At the corner poant

‘Set an iron post, 28 ins. long, 2% 1ns..diam., 24 ins.
in the ground with brass cap mkd.‘

1979

Bury the mkd. stone and set a juniper post alongside the
iron post.

From the cor. of . secs. 3 4y 9, and 10
N. 89° 18' w., bet. secs. 4 and 9.

Over rolling land covered w1th bunch grass, sagebrush
and shadscale, s o :

19.93  |Point for the E 1/16 sec..cor. of ‘secs. 4 and 9.

Set an iron post, 28 ins. 1ong, 2/ ins. dlam., 24 ins.
{in the ground, with brass cap mkd.. :

E 1/16 S g
1979

"Set a steel fence post alongside the corner._

39.86 [Point for. the % sec..cor. of secs. 4 ‘and 9, at propor-m
Jtionate dlstance, there s mo remaining ev1dence of .the
original corner.. .

.GPO 1080—680-268/121
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33

Dependent Resurvey of the Subdivisional Lines,
T. 27 S., R. 14 W., Salt Lake Meridian, Utah

CHAINS

Set an iron post, 28 ins. long, 2% ins.  diam., 24 ins.
in the ground, with brass cap mkd .

‘T 27 SR14W

54
s S 9.

1979
:Sefaafsfeelzfénce post alongside thé iron;post.‘
54.50  Dirt:f6éd,v$§é£;1N;and s. . |
59.79 Poiﬁt for the W'l/16fsec. cdr.’of:seés.u4 and 9.
Set an iron post, 28 ins. ioﬁg, 2% ins. diém., 22 ins.
in the ground, With;brass cap mkd.

Tz sRL4W

S 4
S 9

W 1/16
1979

Set a juniper post alongside the cormer, corner is
iocated on S side of road, bearing E and W.

79.72 |The cor. of secs. 4, 5, 8, and 9.

N. 0° 10' W., bet. secs. 4 and 5.

Over rolling land, along gentle E slope covered with
sagebrush, shadscale and bunch grass.

' 5.20 |pirt road and pipeline, bears E and W.

20.015 |Point for the S 1/16 sec. cor. of secs. 4 and 5.

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with brass cap

mkd .

T27 SR14W
S 1/16
s5 |84
1975

40.03 |The % sec. cor. of secs. 4 and 5, monumented with a
lava stone, 14 x 10 x 6 ins., firmly set 6 ins. in the
ground and plainly mkd. )% on W face.
At ;heuéérhér'pdint"f; |
Set an iron post,,28‘ins;;iong,‘2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with brass cap

mkd .

- T21I SR14W
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:'EependEMWﬂRésumVey*cﬁitheuSWBdiviéiohal Lines,
T 27 780y Reilk W;gﬁsalt3LakeEMbﬁidian,,Utahf‘,,

CHAINS

Buny.the‘mde:stonefaldngsideitheaironwpdstf.n'/

WG R

N. 2° 53' E., béginnidg.new measurement.

39.47  |The cor. of secsy 4 and 5, on the N. bdy. of the Tp.,
fheretofore~describ5dg‘ ' : ,

From the cor. of secs. 31 and 32, on the S. bdy. of the
Tp., monumented with:anaironmpostyxzxﬁnSumdiam;,,firmly
set andkextendingrlo'ins.‘above‘ground, with brass cap

mkd. as described in the officialirecordiof. the 1936 .
dependent resurvey of the N. bdy. of T. 28 S., R. 14 W.

N. 0° 13' E., bet. secs. 31 and 32.
Over rélling iandp;alqhgﬁgéntle“NEwsicpéﬁcéveféd;With
bunch grass, sagebrush and shadscale. :

14.20 |Trail road,xbeafé;N.‘859 E. and S,?85°,W",‘

40.11 |The % sec. cor. 6%féeé§ff3i and 32, monumented with a
|black lava stone, 12 x 8 x 6 ins., firmly set 6 ins. in

the ground and plainly mkd. % on W face.
At"the‘cornerapOiﬂt' EREIE R

Set an iron post, 28 ins. long, 2% ins. diam., 22 ips.
in the ground, and ‘in’a collar of ‘stone, with brass cap *

ke
5 31 }.S¢32 SO

: Bpryjthéimkﬂ;hstbmefélépgsiaéfthéfirén‘pdst. f"-

N. 0° 13' E., beginning new measurement.

Over rolling land.! -

39.67 ' |The cor. of secs. ?9,«30, 31, and 32, monumented with a
: limestone, 12 x 8 x 5 ins., firmly set 6 ins. in the
ground and plainly|mkd. 1 notch on S and 5 notches on E
e_dges. ‘ ‘ Lo B ‘

At the cofn%f“ﬁpiﬁ%nt*§ﬂﬁ

Set an 1ron post, 28‘ins~ lqné,*?%‘ins.;diam,, 18 ins.
in the ground to bedrock;‘in:ayhoﬁﬁd”of*gfoﬁeg’3@ft,
base, to top‘qf’braSS»gap,;mkd. i Lo ,

S P27 SR AL W

530 ] s 29
L §731 5 32

1979

3t GPO’ 1980-680-288/121"
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Dependent . Resurvey of the Subdivisional Lines,
7. 27 S., R. 14 W., Salt Lake Meridian, Utah

CHAINS

Bury the mkd. stone alongside the iron post. Cor. is
located in E and W fence line.

From the cor. of secs. 28, 29, 32, and 33.
ls. 86° 08" W., bet. secs. 29 and 32.

Over rolling lénd, covered with buhéh graSs, sagebrush,
and shadscale. B '

2.00 |craded dirt road, bears N. 3 1/4° E. and S. 3 1/4° W.

40.06 |The % sec. cor. of'éecs.>29 and‘32, monumented with a

- |1imestone, 10 x.8 x5 ims., firmly .set 5 ins. in the
ground and plainly nkd. % on N face. o

At the corner point-

Set an iron post, 28 ins. Jong, Z%Tins. diam.,‘24 ins.
in the ground, with brass cap mkd.

T27 SR14W

. .829
Y S 32

1979

Bury the mkd. stone alongside the iron post. Cor. is
located in E and W fence line.

N. 87° 41' W., beginning new measurement.
lover rolling -land.

39.28 |The cor. of secs. 29, 30, 31, and 32.

S. 89° 59' W., bet. secs. 30 and 31.
_|over rolling bench land, covered with bunch grass,
sagebrush and shadscale. o

40.24 |The % sec. cor. of secs. 30 and 31, monumen%éd With a
lava stone, 14 x 12 x 7 ins., firmly set 8 ins. in the
ground and plainly mkd. L on N face.

" |at the cornmer point .

Set an iron post, 28 ins. long, 2% inms. diam.; 24. ins.
in the ground, and:in a collar of stone, with brass cap
mkd . ‘

T 27 SRIAW

, 830
% s 31

1979
Bury the mkd. stone alongside the iron.post. Cor. is

located in an E and W fence line.

-
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174 | |
Dependent Resurvey of’ the: Sub&ivisional Lines,.,
T, 27 S., ,341w.,;,a1t La,e Mbridian, Utah

CHAINS

. 89°% B8 W%, béganning?n w?measuredent.fﬁ

.|Over . rolllng benqh land

39.50 |The cor. of\secsl 25 30 31 “and 36 on ‘the W.''bdy. of
the Tp., described in the field notes of . ‘the . dependent
resurvey of the E.'bdy. of T. 27'8., R, lS‘W., ‘resurveyed
,concurrently under thlS same group._ -

:"' - —
\?From the cor. of secs. 29, 30 31 and 32
N. 0° 03' We, bet. secs. 29 and 30

f‘0ver rolling bench land along gentle E slope, covered
with bunch grass, sagebrush and shadscale. EOC

39.58 |The % sec. cor. of secs. 29 and: 30@ ‘tonumented ‘with a
limestone, 10 x 8/x 6 ins., firmly set 5 ins. 1n the
ground -and plainly mkd % dn W fa 8y i

At the corner point .

Set an iron post, | 28 ins. long, 2% ins. diam., 24 ins.
J|in the ground, with brass cap mkd., ‘ ,

T2 SRL4W

Bury the mkd. ston
a mound of stone,

N. 0° 16' E-, beginning new measurement.,’H”h'Wh

39.99 |The cor. of secs. 19, 20 29,‘and 30 monumented with a
'limestone, 18 % 1@1x»10 ins., firmly set 10 ins.’

‘{ground and plainly mkd 2 natéhes nn 8 anélm~
|edges.

notéhes on E |

~Atfthe corner’ point

Set an diron: post, 28 ins. long, 2% ins. dlam., 22 ins.
in the grOund and in a collar of> stsne,‘with brass cap

QVT527~S*R~l4‘W*V e

EE
519 Is 20
+ 5730 T'5 29

1979

Bury the mkd. stonedalongside,the‘irQn%poSt._ .

[From thevcor i of sécs. 2 1,28, and”29-§:‘]”f5

S. 869,12'.w.,fbet. secs. 20 and 29,

R e : # GPO- 1980—680-288/121.
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' Dependent Resurvey ofmthe~Subdivisional Lines,
7.-27 Siy'R. .14 W., Salt Lake Meridian, Utah

CHAINS

:‘Overvrollingniand,;covered.with-bunch grass, sagebrush
and shadscale. . . ° : :

1.00 |Graded gravel road, -bears N..3 1/4° E. and S. 3 1/4° W.
40.15 |The kvsec. cor. oé secs. 20 and 29; monumented.With a
lava stone, 10 x 7 x 5 ins., firmly set 5 ins. in the
ground and plainly mkd. % on N: face.:

- |At the corner point -

Set an iron post, 28 ins; iéng, 2% iné. diam., 22 ins.
in the ground, and in a collar of stone, with brass cap
mkd .

T27 SR14 W

. S8 20
% 7§ 29

1979

{Bury the mkd. stone alongside the ironlpoéﬁyaﬁd.raise
a mound of stone, 3 ft. base, 2 ft. high, N of cor.

N. 89° 32' W.,.béginning new measurement.

40.65 |The cor. of secs.:19, 20, 29, and 30.

N. 89° 49' W., bet. secs. 19 and 30.

Over rolling land; asc. over gentle E éidpe, covered
|with bunch grass, sagebrush and shadscale.

40.16 The % éec; cor..bf'séés;.lQ and 30, mohuﬁentéd with a
limestone, 8 x 6 x 6 ins., firmly set 4 ins. in the
ground and dimly mkd. % on N face.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd .

S nT 278 R14 W

. _S 19
%4 8§30 .

1979 . ¢

+ |Bury the mkd,,stone.alqngsidewthexiron.post“and«raise
a mound of stone, 3 ft. base, 2 ft. high, N of .cor.

N;vSé‘%BG',W.g beginniﬁg:new,measurément;

40.39 |The cor. of secs. 19, 24, .25, and 30, on the W. bdy. of
the Tp., described in the field notes of the dependent
resurvey of the E. bdy. of T. 27 S., R. .15 W., resurveyed
- |concurrently under this same group. ‘ :

o

From the cor. of secs. 19, 20, 29, and -30.

N. 0° 19' E., bet. secs. 19 and 20.

Form 9600—10 (June 1978) (formerly 9180-7) USDI-—BLM EIELD NOTE PAPER
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176

Dependent Resurvey ofv the Subdivisional Lines,
Te27 S-, R. 14 W., Salt Lake NEridian, Utah

CHAINS

“{Over rollinglbench ‘land;.: along gentle E: slope covered
with bunch grass, sagebrush and shadscale. T

40.00° |The % sec. cor’ cf 'secs. 19 and: 20, monumented w1th a’
limestone, 6 x 4 x 3 ins., ‘firmly set 3 ins. in the
- ground and pladnly mkd Y on W ﬁace.,_mwxw=c SR

At the corner poinﬁT%Vftiyu% : ,%ij; geee

Set an iron,post, 28 ins. 1ong, 2% ins.: dlam., 24 ins.
in the ground,fwith brass cap mkd

‘T27 sR 14 W [ﬁgga»ffgf;;

519 ]s 20

Y
I
|
I

1979

Bury the mkd. stome alongside the iron post and raise
la mound of stone, 2 £t base, 1k ft.. high, W of cor.

N, 1° 49' W., beginning new measurement..
, b , \
40.45 |The cor. of secs. 17 18 19, and 20, monumented with a
limestone, 18'x 13 x 8 ins., firmly. 'set,10:ins. in the
‘jground and plainly mkd 3 notches on, k) and 5 notches on E
edges, :

3 5 “3;‘:~‘
: At the corner point
Set an iron»post,.28 insi: 1ong, ZP ins. diam., 24 ins.

in the ground and in a collar of stone, with brass cap
cfmkd .o 5,‘«:5‘“ T T SR ;,?'5:"., SO R e R foi

iy T-z7;szL14¢wy{ S

I“,'n§p kg“mW§1929n;‘;

Bury the mkd.:smbné;alongsidevthe iron post.;

Fromdthe cor., of,sécs.*l6,-17, 20, and 21.
S. 88° 31' W., bet. Becs. 17 and 20.

o 0ver. rolling land, c@weredaﬁithxbunChwgrass, sagébrush
Jland:: shadscale. el e e N e, '

The % sec. cor. of secs. 17 and 20, monumented with a

granite stone,adzxx 10.x 8:ins., firmly set® 6 ins. in
the ground and dlmly mkd ? on N face.

At the corner paintgllf e
Set an diron post, 28 ins. long, 2% ins. diam., 24 ins.
4,1n the ground and in a collar of. stone, Wlth brass cap

$.GPQ. 1980~680-288/121
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_ Dependent Resurvey ‘of the Subdivisional Lines,
. T. 27 S., R.14 W., Salt Lake Meridian, Utah

CHAINS

‘T 27 SR14W

L S 17
% 75 20

1979

Bury the mkd. stone alongside the iron post.

S. 89‘ 31' W., beginning new measurement.

40.00 |The cor. of secs. 17, 18, 19, and 20.

|s. 89° 25' W., bet. secs. 18 and. 19.

Over rolling land; .asc. over .gentle E slope, covered
with bunch grass, sagebrush and shadscale. .

39.47 = |The % sec. cor. of secs. 18 and 19, monumented with a
blue limestone, 16 x 12 x 8 ins., firmly set 8 ins. in
the ground and plainly mkd. % on N face.:.

At the corner point

Set an iron post; 28 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd .

T27 SRILW

. S 18
A 8§19

- 1979

Bury the mkd. stone alongside the iron post and raise
a2 mound of stone, 3 ft. base, 2 ft. high, N of cor.

IN. 88° 53! W., beginning new measurement..

' 41.00 |The cor. of secs. 13, 18, 19, and 24, on the W. bdy.

of the Tp., described in the field notes of the dependent
resurvey of the E. bdy. of T. 27 8., R. 15 W., resurveyed
concurrently under this same group.. ..

From the cor. of secs. 17,v18,d19,‘aﬁdn20;
. 0° 13" E., bet. secs. 17 and 18.

Over rolling bench land, along gentle E slope, covered
hith bunch grass; sagebrush and shadscale.

40.30 [The % sec. cor. of secs. 17 and 18, monumented with a
1limestone, 18 x 12.x 6 ins., firmly set 10 ins. in the
oround and plainly mkd. % on W face.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.

@
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,.DependentbkesurveyvofwtheaSubdivisional;Lines,
ST 27;8%,1R;314,W.,_Salt Lake.Menidian,_Utah,

CHAINS
T'27 SR14W
Y
|
l
l

817

S$18

S n1979
Bury the mkd. stone alongside the iron post and raise
a mound of stone, 3 ft.i;base, 2 ft. high, W of cor.

[N. 0° 51! W., beginning new measurement.

40.86 |The cor. of secs¢?7;68§ l7;«andr18,fmOnuﬁen%ed with a
lava stone, 16 x 12 x 10 ins., firmly set 8 ins. in the
ground. and: plainly mkd. 4 notches on Swand -5 notches on E
edges. B R e T T Tr I A TE N 70 T A

JAt the corner poiﬁtm.' T

Set an irdh,post, 28iiné;-léhg;yé%“ins;Adigﬁ;,v22 ins.

in the ground, with brass cap mkd.

T27SRL4W

‘ T
: S 18 | 7

1979

Bury the mkd.;Stdﬁéuélongsi&eithe iron post and raise
a mound of stone, 3 ft. base, 2 ft. high, W of cor.

From:the}cor;40£wskds;&8;w9;w16,wand;l7#?[
5. 89° 28" W., bet. secs. 8 and 17,

Over rolling 1and,§covereerithgbunghggtaSs;;sagebrush~
and shadscale. ‘ :

39.68 The‘k‘sec.ﬂcor.<ofﬁSee83 8.and 17y monumented with a
~ |slate stone, 18 x.13.% 12 ins., firmly set 8 .ins: in the
ground and plainlyimkd. % on N face. = - - -

At the corner poiﬂﬁ :

Set an irom post,‘28'iné. long, 2% ins. diam., .22 ins.
in the ground, and iin a collar of stone, witR brass cap
mkd . ‘ ‘ v : '

e T22SRIGW

88l

‘\,1 o
R

1979

Bury the mkd. stone alongside the iron post.

L

S. 89° 13"W.,.beginﬁing;newvmeésurement.f'

39.96 |The cor. of secs. 7§~8,r17,‘and i8.

i

L __ L : ,
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Dependent,Resurvey‘ofuthe Subdivisional Lines,
.. 27 S., R. 14 W., Salt Lake Meridian, Utah

CHAINS
1s.:89°.09' W., bet. secs. .7 and .18.

{over rolling land; asc. over E slope, covered with
bunch grass, sagebrush and shadscale.

12.50 |Base of hill, bears NW and SE..

39.79 Pbint~fbr the % sec. cor. of secs. 7 and 18, at propor-
. .|tionate distance; there is no remaining evidence of .the
original corner. .

Set an iron post, 28 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, & ft.
base, to top of brass cap, mkd.

T27 SR14 W

. 81
%78 18

1979.
Cor. is located on top of> rocky hill.
58.00 |Saddle, slopes N and S-. o
’74.60 lLow ridge, bears N and . -
78.84 |The cof. of secé. 7,-12; 13, éﬁd 18; onwfhe:w; de.‘of
|the Tp., described in the field notes of the dependent

-rréSurvéy»of%thewEiubdy, of T. 27 S., R. 15W.,.resurveyed
concurrently under this same group. - :

From the cor. of secs. 7,-8, 17, and 18.
N. 0° 15" E., bet. secs. 7 and 8.
Over rolling land, along gentle E slope, coveréd with

bunch grass, sagebrush: and shadscale.

40.32 |The % sec. cor. of secs. 7 and 8, monumented with a
limestone, 8 x 3 x 3 ins., firmly set 3 ins. in the
ground and plainly nkd. % on W face, with a small mound
of stone, W of cotr.. -

|at the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T27SRLW

9

%

I
571
|

. 01979

Bury the‘mkd.‘stone &lqngsiée-théviron-postéaﬁdnrebuild
lthe mound of stone, 3 ft. base, 2 ft. high, W of cor.

N. 1°17' E., beginning new measurement.

Along gentle W slope.

Form 9600—10 (June 1978) (formerly 9180-7) USDI—-—BLM FIELD NOTE PAPER
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.DependentukesurVey%pﬁmwhenSubdiviaﬁonal Lines,
[f:T;u27ss,,¢R;,lévW:gzsaltﬂhake3Ménidian, Utah

CHAINS

40.04  [The cor. of secs, 5, 6, 75:and :8,' monumentéd with a :
lava stone, 18 x114 x 12 ins., firmly set 8 ins. in the
ground and plainly mkd. 5 notches .on S. edge, ‘marks on E
edge have weathered. away. - SOL R

At the corner point;n‘~
”;Setxanfironﬁpbst,m28oinsi,lqnng2%:ins.;diamw@,ZA ins,,

-"inuthegground,xaﬂdain'aﬁcolian~ofustgnggéw th-brass cap
mkd . R N I

1979

|Bury the mkd. stéﬁé@éhdeet a‘junip6r‘p03t alongside
the iron post. SR R o :

From the Con.gdf;$?CSﬂf4@&5}&83k8ﬂd29@ﬂ¢w
S. 89° 47' W., be&.fseCS.QS:and,S;;

‘OVer’rolling ;and;,asc.xpvérngentl@uEislope;sGQVEred_B
with bunch grass, sagebrush and shadscale.
‘monui

sented with a

39.84~.aTBel%uséc,%cor;Qofﬁfiu 4 ;

+flimestone,, ‘14 x 8 |x 6 ins.; iy
ground and plainly mkd. % on N :

At‘theZC6rhet“point’
Set an alﬁminﬁm post,k28liﬁs:lidng;.Z%fiﬁé;‘diam;, 24 ins.
in the ground, and in.a collar of,stone, with aluminum

cap mkd. ’ e Sl =

.ﬁ% -8

Bury the mkd. stone andxseffafﬁﬂeel:fenGQAPQSt}aIQngside
the aluminum post. PR o

S

S. 89° 42" W., beginning.néﬁ.méésﬁréméﬁtrlJ “

18.91 [Center 1line 6f StaﬁevHighway,No. 21, hard surface,.bears
© N, 67°-33% W. and S. 67° 33" E. ' S

39.92  |The cor. of .secs. 5, 6, 7, and 8. i

S. 89° 39" W., bet, secs. 6 and 7.

’ Overarolling-bénchziand;aasc~aqver,gﬁntle~ﬁ-slope
,covered‘Withgbunchigrass,ﬁSagebnush;and shadscale.

40.38 Point for the % sec. cor. of secs. 6 andk7;~at propor-
tionate distance;;thereaisgnggrgmaining.evidégce;of»the
original corner. ‘ Lo

4 GPO - 1980—680-288/121
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Dependent Resurvey of the Subdivisional Lines,
T. 27 S., R. 14 W., Salt Lake Meridian, Utah

CHAINS

Set an iron post, 28 ims. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.

T 27 SR14W

., 56
% "5 7

1979
»JRaise'é mound of stone, 3 ft. baée,_Z,ft. high, N of cor.

60.57 |Point for the W 1/16 sec. cor. of secs. 6 and 7.

o]

Set an iron post;'28 ins. ldﬁg, 2% ins. diam., 22 ins. .
in the ground, and in a collar of stone, with brass ‘cap:
mkd.

T27 SR14W

S 6
W 1/16 57

1979

79.24 |The cor. of secs. 1, 6, 7, and 12, on the W.> bdy. of the
Tp., described in the field notes of .the dependent
|resurvey of the E. bdy. of T. 27 8., R. 15 W., resurveyed
concurrently under this same group..

From the cor. of secs. 5, 6, 7, and 8.
N. 0° 39' E., bet. secs. 5 and 6.

. |over rolling land, along gentle E slope covered with
bunch grass, sagebrush and shadscale.

6.00 |Pipe line, bears E and W.

8.77 |Center line of State Highway No. 21, hard surface, bears
N. 67° 33' W. and S. 67° 33' E.

20.15 |Point for the S 1/16 sec. cor. of secs. 5 and 6.

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.

T27 SR14W
s 1/16

s6]ss
1979 .
Raise a mound of stone, 2% ft. base, 1% ft. high, W of cor
40.30 {The % sec. cor. of secé. 5 and 6, monumented with a
limestone, 16 x 8 x 6 ins., firmly set 8 ins. in the
ground and plainly mkd. % on W face.
At the corner pbinti

Set an iron'post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.

Form 060010 (June 1978) (formerly 9180—7) USDI——BLM FIELD NOTE PAPER
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Dependent ‘Resurvey of the SubdivisiOnal Lines,

" T. 27 S.5 R.-14 W., ‘Salt Lake Meridian, Utah

T278R W
%
56 ; S5
|
1979

Bury the mkd. stone along51de the iron post and raise
a mound of stone, 2 ft. base, ‘1 ft. high, W of cor.

N. 1° 28' E., beglnning new measurement.v

The cor. of secs.’ 5 and 6 “on: the N. bdy. oﬁﬁthe?Tp;,'
heretofore described ; Lt

Subdivision of Section 4, .
T. 27 S., R 14 W o Salt Lake Meridian, Utah

From the % sec. cor. of seos. 4 and 9
I 1 R 28' E., on the N and S . center line of’sec. 4,

Over rolling 1and, covered with bunch grass, sagebrush
and shadscale. - .

{Dirt road, beafs E and W.

Point for the S south 1/16 sec. cor. of sec, 4,
falls on private land and- was not monumented.

Point: for the center ¥ sec. cor. of sec 4 at inter—
sectlon with  E and W center line.'

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.-
in the ground With brass cap mkd. )

T2 SRU4W
Cek $.4
1979

Set a juniper post alongside the iron post. Cor. falls
in hay field.

“|Point for the center N 1/16 sec. cor. of. sec. . 4

|Set an iron post, 28 ins. long, 2% 1ns. diam., 22 ins.

in the ground, and in a collar of stone, with brass cap
mkd .

T27 SR W

% GPO" 1980—680-288/121
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. Subdivision of Section 4,
‘7. 27 8., R. 14 W., Salt Lake Meridian, Utah

CHAINS

74,00 |Dirt. road, bears. N and: S0

79.97 |The % sec. cor. of sec. 4 only, on thé,N, bdy, of the
Tp., heretfore described. '

[s]

From the % sec. cor. of secs. 3 and 4. -
N. 89° 22' W., on the E and W center line’of,sec. 4.
Over rolling land, covered ﬁifh bunch gfésé, ségébrush
and shadscale. T R E

19.775 |Point for the center E 1/16 sec. cor. of sec. &.
Set an iron>ﬁost, 28 ins. long, 2% ins. diam., 22 ins.
lin the ground, with brass cap: mkd. R

T 27 SR 14 W
E 1/16

CT 54 ¢
1979
Set a juniper post,alongside‘the_irqn past.
39.55 |The center % sec. cor. of sec. b .. |
52,50 (Dirt roéd, beérs N-and S.
60.05 [|Point for the center W 1/16 sec. cor. of sec. 4.

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.

T27 SR14W
W 1/16

'C"S4"C

. 1979
Raise a mound of stone, 3 ft. base, 2 ft. high, N of cor.

80.55 |[The % sec. cor. of secs. 4 and 5.

From the center E.1/16 sec. cor. of sec. 4.

N. 1° 27' E., on the N and S center line'éf the NE%
of sec. 4.

20.13 |Point for the NE 1/16 sec.. cor. of sec. 4, at inter-
‘lsection with the E and W center: line of the NEF@

Set an iron‘post; 28 ins. long, 2% ins. diam., 24 1ins.
in the ground, and in a collar of stone, with brass cap
mkd .
T 27 SRI14W
"NE 1/16 S 4

1979
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' Subdlvision of Section 4 :
T. 27 S., R.. 14 W., Salt Lake Menidian, Utah

CHAINS

40.13  |True point for the E 1/16 sec. cor.. of secu: 4 only, on
’the N. bdy. of the Tp. ,

Fron the N 1/16 sec. cor. of secs. 3 and 4.

N. 89° 30' W.,ron{therExand~chentermlihe‘ofvthé'NE%
of sec. 4. \ :

19.77 The NE 1/16 sec. cor. of sec. 4.

RO

39.544. The center N 1/16 sec. cor. of SeC . Q.hw;:JTI"

From the E 1/16 sec. cor. of secs. 4 and 9.

N. l° 15' E., on- the N and S center 11ne of the SE%
of sec. 4.

2.50 |Dirt road, fbears“Erhmd3wa
20.04 [Point for the SE 1/16 sec. cor. of sec. 4, at inter—
section with the E and W. center line of the SEY%, falls
in ditches at top. of field and cannot be perpetuated.

20.90 [Point selected for the .witness .cor. to- the SE 1/16 sec.
cor. of sec.\4.

Set an iron post, 28 ins. long, 2@ ins. diam., 22 ins.
in the ground with brass cap:mkd.. - e .

T, 27 SR1&W -
WG

7f‘sEa1116~:sh4,fak,i’
1979

40.08 The center E 1/16 sec. cor. of sec.~4.

From the S 1/16 sec;icor.;ofusecs; 3 and 4.

N. 89° 20' w., on .the: E and chenter line of the. SEY
of sec. 4.

19.855 |True pdiht for the SE,1/1Q;gec. cor. of sec. 4.

39.71 ‘Point for the center:S 1/16: sec..cor« of see. 4y
not monumented ,

From the W 1/16 sec.~cor. of secs. 4 and 9.

‘.N. O° 39" E., oh the N and S center line of the SW%
of sec. 4, ‘

2.00 V,Dirthrcad.,bearSmE athWQh}iQt'V

20.02 [Point for the SW 1/16 sec. cor.’ of sec. 4, at inter-
section with the E and\W center ‘Lline.

Set an iron post, 28 ;ns. long, 2% ins,,diam., 24 ins.
in the ground, w1th brass cap mkd e ~

e wom——————:
=]
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v ;- Subdivision of Section 4,
T. 27 S., R. 14 W., Salt Lake Meridian, Utah

CHAINS

T 27 SR 14 W
SW 1/16 S 4
1979
Set a juniper post alongside the iromn post.

40.04 |The center W 1/16 sec. cor. of sec. 4.

From the point for the center S 1/16 sec. cor. of sec. 4,
not monumented.

N. 89° 20' W., on the E and W.center line of the SW%
of sec. 4. :

13.50 [pirt road, bears N and S.
20.215 |The SW 1/16 sec. cor. of sec. 4,

40.43 |The S 1/16 sec. cor. of seés.kﬁ aﬁd 5.

| " gubdivision of Section 6, "
T. 27 S., R. 14 W., Salt Lake Meridian, Utah

From the Y% sec. cor. of secs..6 and.7.
N. 1° 38' E., on the N and S center line of’sec. 6.
20.16 |Point for the center S 1/16 sec. cotr. ofvseé. 6.
Set én irén pdét, 28 ins.’long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkdo : .

T27 SR14 W

|
s 1/16 % S 6
Cc.

1979

25.47 CénterAiine of State Highway No..:21, hardisufféce, bears
N. 67° 33" W. and S. 67° 33" E. :

40.32 [Point for the center % sec. cor. of sec. 6, at inter-
#section with the E and W center line.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

-;Tv%T~S R14W
Ch S6
1979
Raise a mound of stone, 3 ft. base, 2 ft. high, N of cor.

80.30 I[The % sec. cor. of sec. 6 only, on the N. bdy. of the
Tp., heretofore described.
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186 |
“»rllﬁwaSubdivisioh:dfaSection 6, ‘ ,

+ T.*27 S.y R.-14 W., Salt Lake Meridian, Utah

" CHAINS
From the % sec. .cor. of secs. 5 and 6.
S. 89° 39' W., on the E and W center line of sec. 6.
39.68 |The center % sec. cor. of sec. 6. ‘
39.72 |Point forrtheacenter:Wsl[lGvSec;~corﬁwo£«sec..6.
Set an iron.post;,28fins,:long, 2% ins. diam., 24 ins..
in the ground, and in a collar of stome, with brass cap
mkd. ; :
T27SR1LW . . ..
O W1l/16 |
c S 6 c.

1979 oo

75.46 [Center line of State. Highway. Nou 21, hard.surface, bears.
N. 67° 33' W. and S. 67° 33' E.
M B R 1 R T S TS DT L R el
79.42 |The % sec. cor. of secs. 1 and 6, on the W. bdy. of the
Ip., described in the field notes of the dependent
resurvey of the E. bdy. of+T. 27 S«y R. 15 W., resurveyed
|eoncurrently under this.same group.. .

From the S 1/16 sec..cor. of secs.:5 and 6. . <"

: S..89°ﬁ39‘=W.,xonutheJEfénd1WL6enter‘line'0f°the SE4
of sec. 6. : o :

27.28 |[Center line of StéteTHiéhway No. 21, hard suffaceb.beérs
; N. 679333'1W;4and S.967°m33]'E;’,JH;j FEOE R S

40.03 Tﬁe éeﬁter S 1/16 séé. cor; deéec.AG.

From the W 1/16 sec. cor. of secs. 6 and 7.

N. 1° 51' E., on thg N and S .center line of the SWy
of sec. 6. Lo AU .

20.165 |Point for the SW’l/IG,sec, cor. of 'sec. 6,Vat inter-
section with the E and W .center line of the SWi.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in theAgncund,Zand«infawﬁQllartof:stone;MWiﬁh;brass cap
mkd . : . o S SRS X
S .T‘27;SHR;14;W ;
SW 1/16 S 6
L R9T9Y

33.80 |Center line of State'ﬂighWay No. 21, hard surface, bears
No 67° 33' Wo and S‘o 67° 33' Eko :

40.33 The center W 1/16 séc. cor. of’seci 6.

£ GPO 1980—680-288/121
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Subdivision of Section 6,
T. 27 S., R. 14 W., Salt Lake Meridian, Utah

CHAINS

From the center S 1/16 sec. cor. of sec. 6.

S. 89° 39' W., on the E and W.center line of the SWy
of sec. 6.

20.11 |The SW 1/16 sec. cor. of sec. 6.

39.30 |The S 1/16 sec. cor. of secs. 1 and 6, on the W. bdy. of
the Tp., described in the field notes of the dependent
resurvey of the E. bdy. of T. 27 S., R. 15 W., resurveyed
concurrently under this same group.

General Description

Township 27 South, Range 14 West is located about
20 miles west of Milford, Utah. The township consists
of rolling desert land in Wah Wah Valley. The vegeta~-
tion is bunch grass, sagebrush and shadscale, there is
no timber. The only permanent habitation is Wah Wah
Ranch, located in sec. 4. Utah State Highway No.. 21,
enters the township on the E. bdy. of sec. 13, bearing
NW and leaves the township on the W. bdy. of sec. 1. The
elevation varies from about 4800 to 5200 ft. above mean
sea level.
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Township 27 South, Range 15 West, Salt Lake Meridian, Utah

CHAINS

T. 27 S., R. 15 W.

History of Surveys

Surveyed by Retr. or Resurveyed by

NORTH BOUNDARY

All  T.C. Bailey 1882
R. Gentry 1923

EAST BOUNDARY
All T.C. Bailey 1882

WEST BOUNDARY

All T.C. Bailey 1882
' "R. Gentry 1913
R.C. Yundt and

'R. Gentry 1924

SOUTH BOUNDARY

All H. Fitzhugh 1882 :
W. 4 miles R.C. Yundt and
R. Gentry 1924
SUBDIVISIONS
Portion S5.M. Richardson
1885 -
- R.C. Yundt and
R. Gentry 1924
Completion R.C. Yundt and o
R. Gentry 1924

The following field notes are those of the dependent
resurvey of the east boundary, a portion of the north and
south boundaries, and a portion of the subdivisional
lines, and the survey of a partial subdivision of section
2, Township 27 South, Range 15 West, Salt Lake Meridian,
Utah.

The survey was executed in accordance with the specifica-
tions as set forth in the Manual of Surveying Instructions
1973, and the Special Instructions dated August 2, 1979.

The ‘directions of the lines of this survey were determined
by reference to the true meridians established on line by
hour angle observations on polaris. They were carried
forward by sustained angulation being supplemented by
numerous other observations on Polaris taken .throughout
the progress of the survey.

The distances along surveyed lines were determined by
electronic measurement. ' )

Preliminary to the resurvey the lines of the original
survey were retraced and search was made for all corners
and other calls of the record. Identified corners were
remonumented in their original positions; lost corners
were restored and monumented at proportionate positions
based on the original record. The Tetracement data
were thoroughly verified and only the true line field

notes are given herein.
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Township 27 South, Range 15 Weét, Salt Lake Méfidian, Utah

CHAINS

The geographic position of the southeast corner of the
township as determined by a tie to U.S.G.S. triangulation
station, "SEC COR 32, 33, 5 TS. 27 - 28 S., R. 14 W.,

is as follows:

Latitude 38° 24' 42.9" N. Longitude 113° 28' 21.5" W.

The mean magnetic declination is 16° East.

Dependent Resurvey of a Portion of the S. Bdy. of
T. 27 S., R. 15 W., Salt Lake Meridian, Utah

(Restoring the 1882 Survey by Henry Fitzhugh)

Beginning at the cor. of Tps. 27 and 28 S., Rs. 14 and
15 W., monumented with an iron post, 3 ins. diam., ok
firmly set extending 10 ins. above ground, in a mound of '
stone, with brass cap mkd. as described in the official
record of the 1936 dependent resurvey of the S. bdy. of

T. 27 S., R. 14 W.
West, bet. secs. l.and 36.°"

Over gently'rollingfdesert‘1and, thrbugh sagebrush and
shadscale. ‘ ' =

C40.17 The % sec. cor. of secs. 1 ahd~36; monumented with a
lava stone, 14 x 12 x 8 ins., firmly set 8 ins. in the ‘
ground and plainly mkd. % on N face.

At the'éorher point

Set an iron post, 28‘ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with brass cap
©imkd. ‘ ’

T 27 SSR15W

836
% 81

T 28 S
1979

|Deposit the mkd. stone alongside the iron post.

N. 89° 48' W., beginning new measurement.

40.19 |The cor. of secs. 1, 2, 35, and 36, monumented with a
black lava stone, 16 x 12 x'6 ins., firmly set 6 ins. in
the ground and plainly mkd. 5 notches on the W and 1 notch
on the E edges. o

At the corner point
Set an iron post, 28 ins. long, 2%"ihs,ldiam., 22 ins.

in the ground, and in a collar of stone, with brass cap
mkd . ' o o

#%U.8. Government Printing Office: 1980— 778-251/292




Dependent Resurvey of a Portion of the S. Bdy. of
T. 27 S., R..15 W., Salt Lake Meridian, Utah

CHAINS

T 27 SR15W

Deposit the mkd. sﬁone alongside the iron post.

S. 89° 50' W., bet. .secs. 2 and 35.

Over rolling desert land, through sagebrush and
shadscale,

40.20 |[The % séé..cor. of secs. 2'andr35, monumented with a lava
stone, 14 x 6 x 4 ins., firmly .set 6 ins. in the ground
and plainly mkd. % on N face. : °

At the corner point
Set an aluminum post, 28 ins. long, 2% ins, diam., 22 ins.
in the ground, and in a collar of stone, with aluminum
cap mkd. -

T 27 SR.15W

S 35
S-2

Y
T 28 8
1979

Deposit the mkd. stone alongside the aluminum post.

S. 89° 58°' W.;4begihning,new.measurement.

Over rolling land.k'

139.98  |The éor; of.séés{ 2; 3,'34,‘ahd 35,'mondmented with an

v iron»post,;z.ins;‘diami,ﬂfirmly,set_in a mound. of stone,
with brass cap mkd. as described in the official record
of the 1924 resurvey of a portion of the S. bdy. of

T. 27 S., R. 15 W.: e o , ‘ ’

Depeﬁdent Resurvéy of the Eaét Boﬁndary,
T. 27 S., R. 15 W., Salt Lake Meridian,Utah

‘ (ﬁeétorihgftheuiSSZ Survey by T.C. Bailey)

From the cor. of Tps. 27 and 28 S:, Rs. 14 aﬁd,15 W.,
- |hereinbefore described. o o

N. 0° 47' W., béf;’sécé. 31’and'36. -

Over gentle rollingfdeSert land, through sagebrush and
shadscale.

- 39.96 |The % sec. cor. of .secs. 31 and 36, monumented with a
trachyte stone, 17 x 8 x 6 ins., firmly set in a small
mound of stone and dimly mkd. % on W face.

At the corner point
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Dependent ResurVey of ‘the East Boundar
2T S., R 15 W., Salt Lake Meridian, Utah

CHAINS

Set an iron post, 28 ins. 1ong, 2% ins. diam., 20 ins.
in the ground, with brass cap mkd :

T27TS
RISW RI1&W

1979
, Deposit the mkd. . stone alongside the diron post.

Raise a mound,of,stone, 3 ft. base, 2/ ft. high, W of cor.

N. 0° 34" W.,1beginningﬂnew¢meaSurement.{f¢
Over gently rolling land. : 7f*r£7"'
..40.,18 = |The cor. of . secs. 25, 30, 31 and 36, monumented w1th a

- limestone, 14 x 8 x 4-ins.; firmly set 6 ins. in the =
ground and plainly mkd. 5 notches on the N .and 1 notch on
the S edges.

|At the corner p01nt '

Set an aluminum post, 28 ins. 1ong, 2% ins. diam., 22 ins.,
in the -ground, with aluminum cap mkd L

T 27 S
R 15 W R 14 W

szslsso
S36lS3l'

1979

Deposit the mkd.;stone alongside the aluminum post.

'*"Cor. is 1ocated in 'ence line, bearing E and W

‘ N. 0° 29' W., bet. secs. 25 and 30.

', Over rolling desert land, hrough sagebrush and 4
.shadscale.Wf,"‘» i

39.99 The Y sec. ¢ cor. of secs. 25 and 30, monnmented w1th a.
‘1imestone, 20x 8:x 6 ins., firmly set 10 ins. in the
‘Jground and- plainly mkd e on W facei-

At the corner p01nt

Set an iron post, 28 ins.,long,~24 ,s?fdiamQ;mZﬁjins;,

in the ground, With brass cap mkd.;[ ‘ e e
, T 27 S

“?“j'¥ R 15 W R 14 W

————
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Dependent ‘Resurvey of -the East Boundary,
- T..27.8,.5 Rs.:15 W., Salt Lake ‘Meridian, Utah

CHAINS
- {Deposit the mkd.. stone alongside the iron- post.
Raise a mound dfwéténe, 3 ft. base, 2 ft. ﬁigh,:W of cor.

Cor. is located in small wash, drainiﬁg NEQ

N. 0° 30' w., beginning new measurement.

39.99 |The cor. of.secs.119,%24;,25,'and 30, monumented with a
limestone, 14 x 6 x 6 ins., firmly set 6 ins. in the
ground and plainly mkd. 4 notches on the N and 2 notches
on the S edges.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with brass cap

mkd. . s

T 27 S
RI5W RI14W

824 | 519
S 25 | S 30

1979
. |Deposit. the mkd. stone alongside the.iron post.
»vSetxé jﬁniper det,,aiongside thg iron posf.

From this cor., the stem pipe of a water troﬁgh,.bears
S. 50° 12' W., 1.26 chs. dist. - - ~

N..0° 41" W., bet. secs. 19 and 24.

Over rolling desert land, through sagebrush and
shadscale. -

40.32 |The % sec. cor. of secs. 19 and 24, monumented with a
granite stone, 14 x:12 x 8 ins., (record, trachyte stone)
firmly set 6 ins. in the ground and plainly mkd. % on W
face. S

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, ‘with brass cap .mkd, C

- T 278
R1I5W R14 W
L : ™
|
N
|

.8 24 | 8§19

w1979
; Depqsitgthg,mkd..stone alongside the iron post.

Raise a mound of étone, 2% £t. base, 2. ft. high, W of cor.

%.,0° 44' W., beginning new measurement.
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. Dependent -Res:

T 27:80, Re 15 Wiy

TCHAINS e ’ ’ ;
| 40.12 The,cor.fof.sé@é:{13§ﬁ18gfl9g%and$24;xmbn@mehtb&QWith:a,
' " llimestone, 14 x 8 X~6:insw,7(regordz_Sandstone) firmly
/seﬁaﬁyipéﬁwin»thévgnound,and“ﬁlainly‘mkd;fsﬂndtches on N
and S e4ges; i e R

At the corner point .

Set an iron»p6§t§f28~iﬁs&51“hg§92%iins. diam., -22 ins.
in the ground;,with“brass ¢ap_pkd"

L : T2 S ~: )
15WR14 W

s13 | s 18
§95 T Ssi9 -

f}.wkgwlg79,;;; 
Depbsit'the,mkd.;stone alqngside.the'iron posta

Raise a mound of stbne;;3ﬂft; base, 2 ft. high, W of cor.

N. 0° 11' E., bet. secs. 13 and 18.
Over rolling desert land, through sagebrush and
shadscale. e B T
40,06 - |The %‘sec#fcOrfiofkseesi¥13Méﬁ651 §€monumehtea?With a
limestone, 18 x 14 x 12 ins. (record, txachyte‘stone),
~firmly~setf8*ihs¢¥inﬂthévgvaund3aﬁa~dimlywmkdii%«on W
|face. ; P R ;

At the corner point- e
Set an7ir6n‘§oét,’28 ips.iiéﬁg, 2%Fiﬁs,kdiém;;‘éd'ins.¢
|in the ground, and in a collar of stone, with brass cap
mkdo“ . : E

i Tars
R15W R14W

GRS

e b

$13

1979

i s e e S s

Deposit the mkd. gtone alongside the iron post.’

Cor. is located mear fence line, bearing W and ESE..

N. 1° 28" E., beginhingVnewgmeasﬁrément;'
Over rolling hillskénd~spuré, through‘Ségebrush and
shadscale., ; PR

10.77 [point for the N 1/16.sec. cor. of secs. 13 and 18.

Setaan‘ironfpdst,*28>iﬁ35¥lon§§”2%*fns#?di§ﬁ?$ﬁ16 ins.
in the ground to bedrock, in a‘moqnd,of‘stone,,3fft.,
base,-toﬁtOP‘ofﬁbraSQ?Cap;fmkdi‘: o Lk

$GPO 1980—680-288/121
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Dependent Resurvey of the East Boundary,
T. 27 S., R. 15 W., Salt Lake Meridian, Utah

CHAINS

T 27 § =

RI5>W: R 1l4 W

- N 1/16

$13 | s 18

1979

39.54 |The cor. of secs. 7, 12, 13, and-'18, monumented with a
lava stone, 20 x 20 x 4 ins., firmly set 10 ins. in the
ground and plainly mkd. 4 notches on the S and 2 notches
on the N edges. S

At the corner point

Set an aluminum post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with aluminum cap mkd.

T-27. 8
R15W R14W

S12 | .7

S 13 | s 18
1979

Deposit the mkd. stone alongside the aluminum post.

Raise a mound of stone, 4 ft. base; 2 ft. high, W of cor.

[N, 0° 18" W., bet. secs: 7 and 12.

Over rolling hills and spurs, through sagebrush and
shadscale. <

5.00 Rim of hill, bears E.and W; desc. N slope.
13.00 [Base of hill, bears E and W, over rolling land.
40.80 [The ¥ sec. cor. of secs. 7 and 12, monumented with a lava
stone, 18 x 16 x 10 ims., firmly set 8 ins. in the
ground and plainly mkd. % on W face -
At the corner point
Set an iron post, 28 ins. long, 2% ins. ‘diam.; 24 ins.

in the ground, and in a collar of stone, with brass cap

T 27 S
RISW R14W
Y
|
|
I

S$12 | 87

1979

Deposit the mkd. stone alongside,the iron post.

N. 1° 13"-E., beéginning new medsurement.

Form 960010 (June 1978) (formerly 9180-7) USDI—-~BLM : FIELD NOTE PAPER




139

8

DependentiResumvey .of the East Boundary,

‘CHAINS

40.23

40.30

- |At the .cornet: p01nt

,The cor. of secs.. I 6 7, and 12, monumented with a

|ground ‘and plainly; mkd 5 notches on the § and 1 notch on
: the N edges.

|At the corner point &

,T,u27tS\;V_‘V”, ‘Lw,Salt Lake M@ridian, Utah

lava stone, 10 X 6 x4 ins., firmly set 5 ins. in the

i AT2T.8
R 157 W R 14 W

Deposit the mkd. stone alongside the aluminum post.

Cor. is located 1n old N - S fence line.

Set an aluminum post, 28 . ins.~long, 2/ ins. diam., 22 ins.
“mﬂmgmemmﬂummtwmm [REE TR &

“;shadscale.,, e

“Iset ‘an iron post, 28 ins“ 1ong, 2% ins. diam., 22 ins.

The Y sec. cor. Qf~seos;w

Raise a mound of stope, 3 ft. base, 2 ft. high, W of cort.

N. 0° 23! E., bet.fsecs. 1 and 6.

Over rolling desert land, through sagebrush and

~Point _forthe S 1/16. sec; cor,iof secs. 1 and 6.,

in the ground, and in ar c@llar of . stote, with brass cap
mkd.

R15W R14W R
e SELIRG N T e

, 1 and 6, monumsnted w1th a
limestone, 8 x 6 x 4 ins., firmly get in a small mound
of stone, and plalnly mkd. % oan face.

;‘ Set an aluminum post, 28 ins. 1ong, ZP ins. diam., 22 ins.‘i
“lin the ground, With aluminum cap mkd.

NT27°8
RlSW R 14 W

Y
G | ' .
's1]|s6
It
~1979
Deposit the mkd. stone alongside the aluminum post.

omocar-in e St

< GPO 1980—680-288/121.
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.. . Dependent Resurvey of the East Boundary,
T, 27°S., R. 15 W., Salt Lake Meridian, Utah

CHAINS
[N.-07:36" E., beginning new measurement.

1.66 Staté’ﬁighway Nbf'21,’bears N. 67° 34' W. and
= S. 67° 34' E' ) ‘ ’

40.27 [The cor. of Tps. 26 and 27 S., Rs. 14 and 15 W.,
monumented with an iron post, 3 ins. diam., firmly set
.|and extending 10 ins. above the ground, with brass cap
mkd. as described in the official record of the 1923
resurvey.

Dependent Resurvey of a Portion of the N. Bdy. of
T 27 8., R. 15 W., Salt Lake Meridian, Utah

~ (Restoring the 1882 Survey by T.C. Bailey and the
A -1923 Resurvey by Robert Gentry)

From the cor. of Tps. 26 and 27 8,, Rs..14 and 15 W.,
heretofore described.

[N. 89° 52' W., bet. secs, 1 and 36,

Over rolling desert land, through sagebrush and
shadscale.

40.13 [The % sec. cor. of secs. 1 and 36, monumented with an

iron post, 1 in, diam., firmly set and extending 10 ins. |
above ground, with a mound of stone, N of cor., brass cap
mkd. as described in the official record of the 1923
resurvey. Do

IN. 89° 18' W., Begiﬁhiﬁéinew measurement.

40.18 - [The cor. of secs. 1, 2, 35, and 36, monumented with an
' iron post, 2 ins. diam., firmly set and extending 10 ins.
above ground, with a mound of stone, 3 ft. base, 2 ft.
high, W of cor., with brass cap mkd. as described in the
- Jofficial record of the.1923 resurvey. -

S. 89° 54' W., bet. secs. 2 and 35.
Over rolling land, through sagébfdsh¢éh&iéhédécéle.

' 14.75  [State Highwayump;‘?;,iﬁegré_N: §Z’f35‘ W. and
8. 67° 35" E, '

40.14 The Y% sec. cor. of secs. 2 and .35, monumented with an
iron post, 1 in. diam., firmly set and extending 10 ins.
pbove ground, with aimbpnd of stone, 2 ft. base, 1% ft.
high, N of cor., with brass cap mkd. as described in the
pfficial record of the 1923 resurvey.

5. 89° 36" W, BegiﬂhiﬁéTﬁeﬁfﬁéasurementl B

40.05 [the cor. of secs. 2, 3, 34, and 35, monumented with an

" [fron post, 2 ins. diam., firmly set and extending 10 ins.
. Rbove ground with a mound of .stone, 2 ft. base, 1% ft.
high, W of cor:,ﬁwighvb:ass\qap,mkq,vascdesq;;beé in the
pfficial record of the 1923 resurvey. '

&

Form 9600—10 (June 1978) (formerty 9180-7) USDI——BLM FIELD NOTE PAPER




"'esur ey”‘f a*Portlohkof*the Subdivisionalz‘ Y
SR ”ySalt' efMeridlan, Utah;

CHAINS

'Dependent Resurvey of a Peftion of the Subdivi51onal
Lines, T. 27AS.,‘R 15 W., Salt Lake Meridian, Utah‘ﬂ

s e

~of the*Tp.,‘*‘”‘”“‘

k..N 0° 23' W.y bet. secs.. 35 and 36.

\Over rolllng desert 1and,k hrough Sagebrush and

"shadscale.'

,59;68“;The Y sec. cof.dofiéédé'%BS and 36, monumented Wlth a
2 |1ava stone, 16 x ins.- (record lfmestone)
firmly set 6 ins. in fhéfgfdund and plainly mkd. % on W

face. REEMEE o : ,

At the corner point ydrf‘d; G »«.:;d;

Set an alumlnum post, 28 ins. long, 2%.ins.udiam§,;22 ins.
in the ground withwalhminum cap kdw* Pl SRR e

'r 27 SER 15 W

40‘30' The cor. of . secéﬁ"'“ 35 36,
= ~ |1imestone, 16 x 8 x.6. ins., firmly set 8 ins. in the ,
lkground and plainly mkd l notch on- the S and E edges. :
At the{corner point |
;d Set an aluminum post, 28’ins 1ong, 2% ins. diam., 22 ins.i
- in theAgrmund, with aluﬁﬁﬁhm%cap»mkd.v Lo ; :

# GPO 1080.--680-288/121"
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..> Dependent Resurvey of a Portion of the Subdivisional
. Lines, T. 27 S., R. 15 W., Salt Lake Meridian, Utah

CHAINS

- [Over rolling desert land, through sagebrush angd
.{shadscale. . = - . =« : e

40.79 |The Y% sec. cor. of secs. 25 and 36;:monuﬁentédhwith a
limestone, 16 x 12 x 4 ins., firmly set 6 ins. in the
ground and plainly mkd. % on N face.

At the corner point . .. . ..

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.

T27 SRI15W

S 25
% T536

1979
Deposit the mkd. stone aiongSi&é:the iron pbst.(

Raise a mound ofméfohe; 2% ft. base, 1 ft. high, N of cor

N. 89° 47! W.,'Béginning.new measurement.

39.26 |The cor. of secs. 25, 26, 35, and 36.

S. 89° 29' W., bet. secs. 26 and 35.

Over rolling desert land, through sagebrush and:
shadscale. e

41.75 |The % sec. cor. of secs. 26 and.35,;mdnuméﬁ£ea with a
limestone, 16 x 12 x 6 ins:, firmly set 8 ins. in the
ground and plainly mkd. % on N face.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 15 ins.
in the ground to bedrock, in a mound of stone, 3 ft.
base, to top of brass cap, mkd. ‘ :

T 27 SRI5W

1979
Deposit the mkd..sfoné aibﬁgsi&éjfhé‘iroh‘post.

Lel I

IS. 89° 59' w., beginning new measurement.

38.70 |[The cor. of secs.: 26, 27, 34, and 35, monumented with an
iron post, 2 ins. diam., firmly set and extending 10 ins.
above ground, with brass cap mkd. as described in the
official record of the 1924 resurvey of a portion of

|T. 27 8., R. 15 W. S

From the cor. of secs. 25, 26;.35,’andv36.
N. 0° 49' W., bet. secs. .25 and 26.

Over rolling desert land, through sagebrush and
shadscale.

Form 960010 (Juné 1978) (formerly 9180—7) USDI;—BLM . ‘ FIELD NOTE PAPER




203 om0 2
fl’Dependent,ReSurVe‘fof a Portion ‘of the Subdivisional
- Lines, ‘T 2784, _,_:15 W., Salt Leke Meridian, Utah

. CHAINS

40.20 |The'k see&‘cor. of‘geds. 25" and*26 monumented With a
limestone, 14 x 8% 6 dns.; firmly set 6 ins. in ‘the
ground and plainly mkd Y% on w face.’»‘ o

[EX
LRRI s

At the corner poi’kf .w}~i<‘??5~

Set an iron post, 28 ins. 1ong, 24 ins. diam., 22 ins.
in the ground, with ‘brass’ cap ‘mkdi! SR

T 27 S R 15 W

S 26

]/,6 :
| ,
=s>25

1979

Deposit the mkd. stone alongside the 1ron post. :

,V..Sv,,

Raise a mound of stone, 3 ft. base, 2 ft. high N of cor.y

N. .0° 26' W., heginning new measurement.‘ .

39.96 - |The cor. of secs. 23, 24 25, and 26, monumented ‘with a
‘ limestone, 16'x 10°x 10 ins., firmly get 8'ing. in the = |
|ground and plainly mkd.. 2 notohes on. S and 1 notch on the,
E edges. |

L Sy
¢

P R G NI IR N © SEN I 5

At the corner point

Set an iron post, 28 ins. long, ZP ins. diam., 22 ins.
in the ground, With brass cap mkd

T 27 s R 15 w

szslszak
S26 | 825

.’p,! BRI i p, 1979

Deposit the mkd. stoﬁe alengside‘the>iron?post¥\"

Raise a mound of*stene,~3 ft. base, 2 ft. high, W of cor.

|From the cot. of\se éi 19, 24, 25, ‘and,30, on the E. bdy.
of the Tps, hereinbefore described :

N. 89° 57 W., bet.‘secs. 24 and 25

St “ R Ry

Over rolling land, through sagebrush and shadscale.

41.10 |The % seei cori-of: Secs: 24 and 25, - monumented with a
i |limestone, 14 x 8 x 3 ins., firmly set. 5 ins. in the
”f‘ground and plainly mkd % -on: N face.,

At the corner point

e T
: Set an iron post, 28 ins. 1ong, 2% ins. diam., 22 ins.
in the ground and in a collar of stone, with brass cap
kd.. . : . .

1

" GPO 1980--680-288/121
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 27 S., R. 15 W., Salt Lake Meridian, Utah

CHAINS

T 27 SR15W

S 24
S 25

%
1979

Deposit the mkd. stone alongside the iron post.

N. 89° 46' W., beginning‘new measurement.

39.12 [The cor. of secs. 23, 24, 25, .,and 26. o°

S. 89° 51' W., bet. secs. 23 and- 26.

Over rolling.deserf‘land, thrqugh.sagebrush and
shadscale.

40.40 |[The % sec. cor. of secs. 23 aﬁd 26, moﬁumented with a
limestone, 15 x 10 x 6 ins., firmly set 8 ins. in the
ground and plainly mkd. % on N face. -

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.

T 27 SRI15W

. 823
% 75 26

1979
Deposit the mkd. stone aloﬁgsidevthe:irqn post.

Rajse a mound of stone, 3 ft. base, 2 ft. high; N of cor.

b

S. 89° 32' W., beginning new measurement.

39.55 The cor. of .secs. 22, 23, 26, and 27, monumented with an
iron post, 2 ins. diam., firmly set and. extending 10 ins.
above ground, with brass cap mkd. as described in the
official record of the 1924 resurvey of a portion of

T. 27 S., R. 15 W. , ; = S

From the cor. of secs. 23, 24,.25, and 26.
N. 1° 21' W., bet. secs..23 and 24. -

Over rolling desert 1and,.through sagebrush and
shadscale.

40.29 |[The % sec. cor. ofisecs. 23 and 24, monumented with a
limestone, 10 x 7 x:3 ins., firmly set 5 ins. in the
ground and plainly mkd. % on W face.

At the corner point
Set. an iron post, 28 ins. long, 2% ins. diam.; 6 ing.

in the ground to bedrock, in a mound of stone, 3% ft.
base, to top of brass cap, mkd.

- Form 960010 (June 1978) (formerty 9180~7) USDI-~BLM FIELD NOTE PAPER
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- 205

“/Dependent : Resurvey of a’ Portlon of the ‘Subdivisional
- Lines,: T 27 S.,,R» 15 W., Salt Lake Meridian, Utah

CHAINS
?kT»ZT SRI5W
A
!
|
|

s 23 | s 24

1979 .

Deposit the mkd . stone,alongside‘the iron Q?St'w

N..0° 10' E.,'beginningtnewfmeasurementaﬂ‘I

'40.30 |The cor. of secs. 13 14, 23, and 24 monumented with
a limestone, .18 x 6 x 6 .ins., £irmly. set. 8 “ins. in the
ground and plalnly mkd 3 notches on S and l notch on E
~edges.;<uﬁ : ERTRTIIE LRIt B A e ,

At the corner point L

i Set an. iron post, 28 insa long,“2@ ins. diam., 24 ins.
in the- ground,swith brass cap mkd. ,

T 27 s R A5 W

1979

|Deposit the mkd.,stone‘alongside,the iron post.
Set a juniper bost~elongside;the~cor.

Raise a mound of stone;yg“ft.,base,:z ft. high, W of cor.

IS RREN SR

"§'From the. cor. of SéCSb 13, 18, 19, rand 724, on.the E. bdy.
of the Tp., hereinbefore. described.

N. 89° 271 W., bet. sees.. 13 and 24,

- jOver :rolling. desert land, through sagehrush and
','shadscalehew, o -

39.85 The % ‘sec. cor. of . secs: 13 and’ 24 monumented with a
: limestone, 18 x 12 x 10 ins., firmly set.8 ims. in the
ground and plainly mkd. % on N face.

kt~the cornermpqiht;ﬁ.;;f\ Tsﬁ‘u‘
Set an iron post, 28..in&..long, - 2% .ins. diamf,v24 ins.
in the ground and in a collar of stone, with brass cap
mkd . ’ :

T 27 s'R:is W
8113

1979

. ~.Peposit: ‘the mkd. . stone and set a steel fence post,
'~ plongside the iron post.; S

#GPO 1980—680-288/121
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-« . ~Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 27 S., R. .15 W., Salt Lake Meridian, Utah

CHAINS

Raise a mound of stone; 3 ft..base, 2 ft. high, N of cor.

S. 89° 55' W., beginning new measurement.

40.19 |The cor. of secs. 13, 14, 23, and 24.

N. 89° 00' W., bet. secs. 14 and 23.

Over rolling desert land, through .sagebrush and
shadscale.

40.98‘ The % sec. cor. of secs..l4 and 23, monumented with a
limestone, 12 x10 x 4 ins., firmly set 6 ins.  in the
ground and plainly mkd. % on N face. Lo

At the corner point

Set an iron post, 28 ins. long, 2% ins. .diam., 24 ins.
in the ground, with: brass cap mkd. .

T27SR15W

L S 14
% s 23

1979
Deposit the mkd, stoﬁe alongside the iron post.

Raise a mound of stone, 3 ft. base, 2 ft. high, N of cor.

S. 89° 25" w., beginning new measurement.

39.57 |The cor. of secs. 14:and 23, monumented with an iron
post, 2 ins. diam., firmly set in a mound of stone,

4 ft. base, to top of brass. cap mkd. as deseribed in the
official record of the 1924 resurvey of a portion of

|T. 27 S., R. 15 W. . Lo

- {From the cor. of secs. 13, 14, 23, and 24.
N. 0° 06' W., bet. secs. 13 and 14,

Over rolling desert land, through sagebrush:and .
shadscale.

40.51' The % sec. cor. of 'sees. 13 and 14, monumented with a
limestone, 21 x 6 x 4 ins., firmly set 10 ins. in the
ground and plainly mkd. % on W face.

At the corner point.

Set an iron post, 28 ins. long, 2% ins. diam., 14 ins.
in the ground to bedrock, in a mound of stone, 3 .ft.
base, to top of brass cap, mkd.

T 27 SRI5W

Form 9600—10 (June 1978) (formesly 9180-7) USDI-—BLM FIELD NOTE PAPER




' [t Restrveyiol ‘Pontlon of the Subdiv1siona1
}Wa, Salt Lake Menidian, Utah S

T cnams | T _
”Deposit the mkd.éstone alQngside the iron post.i,w

Ralse a mound*of stone, 3 ft. base, 2 ft. high, W of cor.

“Cor.,is located 1n fence line, bearing E and W. f

h i A’,.,{’ PR

”fN. 0° 49' ‘E., beginnlng new. measurement.
9

: ‘Over rolling‘hills
~kJuniper growth.

and spurs, through scattering

39,98 1The coL. of secs. ll 12 13, and 14, monumented with a
. |sandstone," 26 x 6 dns s £irmly3set in ‘a mound..of
stone,. and plaing ‘mkd .. 4 notches on S and 1 notch
on the E edges.:: G L

At they COrner point' L } bl
Set an iron post,,28 ing.. long, 2% ins. diam., 6 ins.
in the ground to solid rock, in a mound .of stone;, 4 ft.
base, to top- of brass cap, mkd.

T sRISW

Cs11]si12
514 [s513

Deposit the mkd. stone alongside the iron post.

Cor. is located on SE slope of hill."

o

From ‘the cor. of secs. 7 12 13 and 18, on. the E. bdy.
lof the Tp., herelnbefore described.-u' 4

N. 89° 22' W., bet. secs. 12 and 13.

Over rolling hills and spurs, through scattering juniper
.growth.lﬁﬂ_

39.94 |The % . spC, COT. of secs.. 12, and: 13, monumented with a

lava stone, 10 x 6 x &4 1ns., firmly set 5 ins. in ‘the
ground and plainly»mkd Y.oom N ﬁaee. S e -
At the corner point F

« ‘Set an iron post, 28 ins. 1ong, 24 1ns. dlam., 22 ins.
gﬁln the gr@und with brass cap: mkd Sk v L

;~Deposit the mkd. stone alongside the iron post.

fRalse a mound: of stone, 3. ft. base, 2 ft high N of: cor.‘:”

. % GPO1980—680-288/121
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-Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 27 8., R. 15 W, Salt Lake MEridian, Utah

CHAINS

N. 88° 46' W., beginning new measurement. ..

40.75 |The cor. of secs. 11, 12, 13, and 14.

N. 89° 59' W., bet. secs. 11 and 14.

Over rolling hills and. .spurs, through scattering
juniper growth. .

39.97 |The ¥% sec. cor. of secs.: ll and 14, monumented with a.
' 1ava stone, 12 x 4 x 4 ins., firmly set 6 ins. Ain the
- |ground and plainly mkd on. N face. -

_At the corner point

ISet an iron post, 28 ins. 1ong, 21 “ins. diam . 6 ins.
in the ground to bedrock, in a mound of ‘stone, 4 ft.
base, to top of brass cap, mkd..

. T27SR15 W

. si11
S 14

1979

Deposit the mkd;fstone:aiongside.the iron post.

N. 89° 37' W., beginning new measurement.
25.00 |[Top of hill; thence over broken‘land.;“”

39.79 |The cor. of secs. 11 and 14, monumented with an-iron
post, 2 ins. diam., firmly set in a mound. of stone, 3 ft.
base, to top of brass cap mkd. as described in the
official record of, the 1924 ‘resurvey of a portion of .

T. 27 S., R. 15 W.

From the cor. of secs. 11, 12, 13, and 14.
N..0° 48'~Wm,vbet.vsecs.'liﬁandilz.l;" '”‘,

Over rolling hills and spurs, through scattering
juniper growth; asc. SE slope.. ,

15.50 Spur,”slopeSvE;,desc._NE.slope.~“

il

,,,,,

39.81 |[The ¥% sec. cor. of secs. 11 and ‘12, monumented w1th a
limestone, 20.x 6 x 5 ins., firmly set 6 ins. in the
ground and plainly mkd. % on W face.

At the corner point"
Set an iron post, 28; ins. 1ong, 2} ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 5 ft.

base, to top of. brass cap, mkd.

T27SRI15W.

Forim 9600—10 (June 1978) (formerly 9180—7) USDI—-—BLM \ ] ‘ FIELD NOTE PAPER




bdiv1sional

39.29;

| so.se
1 |limestone, 15 %712 x 7 ins.,‘ffrmly ‘gelt 8 ins. din the

CHAINS .

i shadscale.

; hAthe best available ev dence of the original corner
"_{iposition._,f ' o

|Set an iron p0st, 28 ins. 1ong, 24 ins. diam., on solid :

. |in the ground, with brass cep akl.

tDeposit the' mkd *stone aiongside‘the iron post.

“|cot. is located on rodky NE slope of hill"“~*vfhf

N .;0’ i

IN. 0% 25" E.y beginning new measurement.4

‘ﬁ0ver “broken desert land,' rough sagebrush and

“gecs. 1,

of st 'e,, 3 L base, 2t .

and lath in the center’ of ‘mound ;- no entifiehle cor.

- |stone could be found. This position is harmoniously
|related to existing original cofs’ and 45 accepted as

JJAE the corner point

lrock, in a mound: of stone, 4 ft. base, ‘to top of brass
cap, mkd. : S ,

;‘_,'T727 SRI5W

‘"Trf, 1979

‘Over rolling broken: desert 1and through sagebrush and
shadscale.wsw

S . Lt .
RIS TS B S R i B O T A T

The % sec. cor.,of secs.‘?fand 12, monumented with a

‘ ;grOund and plainly mkd.(_ on‘N face.

'At the corner point

‘Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.-f

Dep031t the mkd. stone‘alOngside.the‘iron post.
‘Set ‘a steel fence post, alongside the cor.

';Raise a mound of stone, 4 ft. base, 2 ft. high, N of cor. |

. #GPO 1980—680-288/121
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 27 S., R. 15 W., Salt Lake Meridian, Utah

CHAINS

S. 89° 55" w., beginning new measurement.

40.99 |The cor. of secs. 1, 2, 11, and 12.

N. 89° 36' W., bet. secs. 2 and 11.

Over rolling broken desert land, through sagebrush and
shadscale.

39.44 |[The ¥% sec. cor. of secs. 2 and 11, monumented with a
limestone, 18 x 12 x 4 ins., firmly set 8 ins. in the
ground and plainly mkd. % on N face.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 27 SR15W

1979
Deposit the mkd. stone alongside the irom post.
Set a pine post alongside the cor.

Raise a mound of stone, 3 ft. base, 2 ft. high, .N of cor.

S. 89° 19' W., beginning new measurement.
Over mountainous land, through scattering juniper growth.
26.00 |Spur, slopes NE; along N slope.

40.63 |The cor. of secs. 2 and 11, monumented with an iron
post, 2 ins. diam., firmly set in a mound of\Stone, 4
ft, base, to top of brass cap mkd. as described in the
official record of the 1924 resurvey of a portion of
T. 27 S., R. 15w, - ’

From the cor. of secs. 1, 2, 11, and 12.
N. 1° 20' E., bet. secs. 1 and 2.

Over rolling desert land, through sagebrush and
shadscale.

40.36.  |Point for the % sec. cor. of secs. 1 and 2, at propor-
tionate distance; there is no remaining evidence of the
original corner. ’

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.

T27 SR15W

S 2

14;.
|
| s 1
l

1979

Form 9600~10 (June 1978) (ormerty 9180-7) USDI——BLM | | FIELD NOTE PAPER
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Dependent .Resurvey of a Portion of the Subdivisional
Lines, T. 27 S., R. 15 W., Salt Lake Meridian, Utah

CHAINS

Raise a mound of stone, 3 ft. base, 2 ft. high, W of cor.
60.54 |Point for the N 1/16 sec. cor. of secs. 1 and 2.

Set an iron post, 28 ins. long,lz% ins. diam., .15 ins.

in the ground, 'in a mound of stone, 3 ft. base, to top

of brass cap, mkd.

T27 SR15W
N 1/16

s2|s1
1979

75.25 |State Highway No. 21, bears N. 67° 35' W. and
S. 67° 35" E. ) :

81.32 |The cor. of secs. 1, 2, 35, and 36, on the N. bdy. of
the Tp., hereinbefore described.

(Restoring the 1885 SurVey by Shadrach M. Richardson
and the 1924 Resurvey by Ralph Gentry and Robert C. Yund

Tt
N

From the cor. of secs. 2 and 11.
N. 3° 46' E., on.the W. bdy. of sec. 2.

Over mountainous land, through scattering juniper growth;
desc. N slope.

30.00 |Leave foothills; thence over rolling desert land,.through
_|sagebrush and shadscale.

39.43 |The % sec. cor. of sec. 3 only, monumented with an iron
post, 1 in. diam., firmly set in a mound of stone, 3% ft.
base, to top of brass cap mkd. as described in the
official record of the 1924 resurvey of a portion of

T. 27 S., R. 15 W. o a o

39.74 |{The % sec. cor. of sec. "2 only, monumented with an iron
post, 1 in. diam., set in a mound of stone, 3% ft. base,
to top of brass cap, mkd .- as described in the official
record of the 1924 resurvey of a portion of T. 27 8.,

R. 15 W. : S -

N. 1° 09' W., beginning new measurement.
, 8 8

41.50 |The cor. of secs. 2, 3, 34, and 35, on the N. bdy. of
the Tp., hereinbefore described. «

Survey of a Partial Subdivision of Section 2,
T. 27 S., R. .15 W., Salt Lake Meridian, Utah

From the Y% sec. cor. of secs. 2 and 1l.
N. 0° 51' E., on the N and S center line of sec. 2.

Over rolling desert land, through sagebrush and
shadscale. .

% U.S. Government Printing Office: 1980 —778-251/292
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Survey of a Partial Subdivision of Section 2,
T. 27 S., R. 15 W., Salt Lake Meridian, Utah

CHAINS

39.62 |Point for the center % sec. cor. of secs. 2, at the
intersection with E and W .center line.

Set an iron post, 28 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone, with brass cap
mkd .
T 27 SR15 W
C% s 2
1979
60.12 |Point for the center N 1/16 sec. cor. of sec. 2.
Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with brass cap

mkd .

T 27 SRI5 W
C
|
N 1/16 } S 2
C

1979

80.97 |The % sec. cor. of .secs. 2 and 35, on the N. bdy. of the
Tp., hereinbefore described.

From the % sec. cor. of secs. 1 and 2.
S. 89° 21' W., on.the E and W center line of sec. 2.
39.80 |The center % sec. cor. of sec. 2.

78.41 |The % sec. cor. of sec. 2 only, hereinbefore described.

From the N 1/16 sec. cor. of .secs. 1 and 2.

S. 89° 48' W., on the E and W center line of .the NEX
of sec. ‘2.

39.97 |The center N l/l6vsec, cor. of sec. 2.

General Description

The area resurveyed in T. 27 S., R. 15 W., is mostly
rolling foothills with some nearly.level desert land
along the east boundary. The elevation ranges from about
5,200 to 6,200 ft. above .sea level. The soil varies from
sandy clay loam in-the lower valleys to very rocky at the
higher elevations. The vegetation consists of sagebrush,
shadscale, and native grasses in the valleys to scattering
juniper and pinon in the higher slopes. All drainage is
to the east into Wah Wah Valley. The principal use is
livestock grazing.

The mean magnetic declination is 16° East.
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TOWNSHIP 3 NORTH, RANGE 20 EAST, SALT LAKE MERIDIAN, UTAH

CHAINS

_ The history of surveysjof Township 3 North, Range 20 East,
o ~ |Salt Lake Meridian, Utah, is as follows:

The state line between Utah and Wyoming, the north bound-
v ary of the township, was surveyed by ‘A. V. Richards,
astronomer and surveyor in 1873. The state line, south
boundary of T. 12 N., R. 109 W., Sixth Principle Meridian,
Wyoming, between mile post 293 and mile post 296 was
retraced by Adams and Saxon in their retracement of fthe
south boundary of T. 12 N., R. 109 W., in 1909. The :
state line, south boundary of T. 12 N., R. 108 W., Sixth
Principle Meridian, Wyoming, between mile post 288 and
mile post 293, was retraced by H. Jaeckel and E. Voigt in
their retracement of the south boundary of T. 12 N.,

R. 108 W., in 1911. A portion of the east boundary and a
portion of the subdivisional lines were surveyed by A.

D. Ferron in 1878. A portion of the south boundary and
the subdivisional lines of the west two ranges was
fsurveyed by A. Jessen in 1893. A portion of the east and
south boundaries, and a portion of the subdivisional lines
were surveyed by S. P." Stewart and J. R. Stewart in 1906.
A number of corners within this township were remonumented
by F. D. Reynolds in 1969, and 1971 under the remonumen-—
tation cooperative agreement between the Bureau of Land
Management and U. S. Forest Service.

The following field notes are those of the retracement of
portions of the north boundaries of Tps. 3 N., Rs. 20 and
21 E., (Utah-Wyoming State Boundary) and the dependent
resurvey of portions of the sotith and ‘east boundaries,
and a portion of the subdivisional lines, and the survey
of a portion of the subdivision lines in sections 15, 22,
and 23, and a portion of the Flaming Gorge Recreation
Area of T. 3 N., R. 20 E., Salt Lake Meridian, Utah.

Before restoring the corners, the lines of the original
survey were retraced and a diligent search made for any
evidence of the original cornmers, bearing trees, and calls
of the original field note records. When duly identified
the corner positions were remonumented.

The rules of proportionate measurement were applied in
order to ascertain the position of lost corners, after
completing the necessary retracements to connect the
identified corner locations, but not until exhausting
every reasonable possibility of finding direct evidence
for the control of each particular corner.

The dependent Resurvey and survey were executed in

: accordance with the specifications as set forth in the
» Manual of Surveying Instructions, 1947, the Manual of
Surveying Instructions, 1973, and the Special Instruc-
tions, dated July 21, 1970.

The directions of lines refer to the true meridian as
determined by observations of Polaris and direct altitude
observations on the sun, projected by fore- and back-
sights. “ ‘

The geographic position of the angle point bet. secs. 25
and 30, T. 3 N., Rs. 20 and 21 E., as determined by a tie |

to the United States Coast and Geodetic Survey
triangulation station "SMITH" is as follows:

Latitude 40°58'02.5" N.  Longitude 109°36'28.3" W,

The mean magnetic declination is 16°30' E.
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Retracement of a Porfion of the Utah - Wyomlng
vStategBOundary,~Mile.Past 288 through Mile Post 296"

CHAINS

Retracement of a Porgion of the Utah - Wyoming .
State Boundary, Mile Post 288 through Mlle Post 2965 g s

Retracement of [the Survey Executed by
A. V. Richards, Astromomer and -Surveyor in 1873,
and the Retracement Executed by
H. Jaeckel and E. Voigt, Deputy Surveyors; in 1909

‘ Beglnning at State Line’ Mlle Post No 288, monumented
|with.a cedar post,: 6 ft. long, 4 ins. square, firmly set,

mkd . Wyoming on. N, Utah on S, and dim scribe markings on
1E and W face.

At the:corner?pointr
Set an iron post, 28 -ins{ long, 2% ins. diam., 14 ins.

in the ground to bedrocki in a mound of stone, 4/ ft.
base to top: of brass ‘cap|mkd. : :

Wyoming

- Mile Post

No.: 288

Utah

1977

‘Set the mkd CedartpOSt‘alongside the iron‘post;f
- n. 89° 15' W.; on the 289kth Mile.

10ver broken land asc. along steep rocky S slope.

30.00 Top of spur, slopes SW desc. over NW slope.

48.00 ngh yater: mark on- Flamlng,Gorge Reservoir, bears NE and

81.36. ‘Point for the State Line Mile Post No. 289, at propor—
ltionate distance, is under water

N. 89°58' W., on the 290th and 29lst Miles.
- [over water.

79.53 [Point for the State Line Mile Post‘No.,29o,»at*px0@°r— g
tionate distance, is-under water DR '

159.06 [Point for the State Line Mile Post Nos 291, atvprobor—
|tionate distance, is under water.

IN. 89°58" W., on the 29pnd Mile.
- Over water.
63.82 . [High water mark of Flamlng Gorge Reservoir, bears NE and

SW; asc. over gradual SF slope thrOugh scatterlng
sagebrush and native grasses. :

£ U.S. Government | Office-1978.778:206/433




Retracement of a Portion of the Utah - Wyoming

~_State Boundary, Mile Post 288 through Mile Post 296

CHAINS

65.42 [|Point for the closing cor. of secs. 13 and 18, T. 3 N.,
Rs. 20 and 21 E., hereinafter described. .

79.76 [Point for the State Line Mile Post No. 292, at propor-
tionate distance; there is no remaining evidence of the
original cor, '

This cor. point is not monumented.

N. 89°58' W., on 293rd Mile.
Over gentle rolling land in Lucerne Valley.
3.20 |Dirt road, bears NE and SW; asc. over gradual E slope.

- 37.75 |Road, asphalt, bears NW to highway, WYO 530 and SE to
Lucerne Valley Development.

o

66.08 |Point for the closing cor. of secs. 13 and 14,.T. 3 N.,
R. 20 E., hereinafter described. e

72.80 |Bottom of draw, drains S: thence along gentle S slope.

79.76 State Line Mile Post No. 293, which is monumented with a
wood post, 42 ins. long, 6 ins. square, scribed 293,

no other scribing legible, loosely set, 6 -ins. in the

_ ground and in a collar of stone.

At the corner point

Set an iron post, 28 ins. long; 2) ins. diam., 24 ins.
in the ground, surround the base with concrete, with
brass cap mkd.

WYOMING
MILE POST

NO 293
UTAH
1970

Deposit the wood post monumented alongside the iron post,
and raise a mound of stone, 4 ft. base, 2% ft. high,
N of corner.

S. 89°44' W., on 294th Mile.

Over gentle rolling land through scattered sagebrush
and native grasses.

6.50 [High water mark of Flamlng Gorge Reservoir, bears N and
: S, over water.

13.50 [High water mark of Flaming Gorge. Reservoir bears S and
INE; along-S slope of spur. -’

20.00 High water mark of Flaming Gorge Reservoir, bears NW
and SE; over water.

22.50 High water mark of Flaming Gorge Reservoir, bears N and
S; asc. over E slope. B
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Retracement of a Pg
State Boundary, Mile Pc

4

rtion of the Utah - Wyoming
st 288 through Mile Post 296

CHAINS -

26.50

31.00

33.50 .

37.30

66.77

78.97

- 28.39.

31.00
33.00

33.39

68.98

78.82

Top of spur,-slopes S desc. over W slope.

High water mark of Flamir

and S; over water.:

g Gorge Reservoir, bears NE

High water mark of Flaniig Gorge Reservoir, bears S

and NE; along gentle slo

e of tip of spur.

High water mark of Flami:
and SE, over water.

g7GOrge‘Reservoir, bears NW

Point for the closing cor. of . secs. 14 and 15, T. 3 N.,

R. 20 E., hereinafter de

Point for the State Line

cribed.

Mile Post No. 294, at propor—

tionate distance, is under water.

S. 89°%4' W., on the 295

Over water.

dist., is under water.

‘Mile.

|Point for the N4 sec. cot. of sec. 15, at proportionate

High water mark of Flaming Gorge Reservoir, bears NW and

SE; asc. over. NE.slope.

Top of ascent, bears NW hnd SE; over nearly level land;

along fence line.

National Recreation Area|

The point for Angle Point No. 21 of the Flaming Gorge

Boundary.

Set an iron post, 28 ins|. long, 2% ins. diam., 24 ins
in the ground, with brass cap mkd.

Cor. is located in fence

I AP 21
{ FGNRA

s 15

MT3NR20E

1970

line which bears E and W.

Continue along fence line on N edge of gravel road.

|Point for the closing cor. of secs. .

15 and 16, T. 3 N.,

R. 20 E., ‘hereinafter described.

Point for the State Line

Mile Post No. 295, at propor-

tionate distance; there |is no. remaining evidence of the

original cor.

This cor. point is not monumented.

S. 89°44' W., on 296th Mile.

Along.fence'line'oneN‘edge‘of\gravel road.

£ GPO 1980—680-288/121-




Retracement of a Portion of :the Utah - Wyoming
State Boundary, Mile Post 288 through Mile Post 296

CHAINS

31.70 |Center line of Utah Highway No. 43, bears S. 47°33' W.
and Wyoming Highway No. 530, bears N. 47°33' E.

39.65 |Transmission line, Bearé N. 48°14" W. aﬁd S.~48ﬂ14' E.

68.97 |A rebar, 5/8 ins. diam., projecting 6 ins. above ground,
in alignment with fences projecting E and W, and a gravel
road bearing S. 0°45' E. This point has been used by
local surveyors as the point for the closing cor. of
secs. 16 and 17, T. 3 N., R. 20 E., and is accepted as a
careful and faithful perpetuation of the position of the
original cor.

From this point, a power pole, 12 ins. diam., bears
N.m86? W., 40% lks. dist.

78.82 |[State Line Mile Post No. 296, monumented with a plece of
charred wood in fence line, bearing E and W, and is
accepted as the best available evidence of the original
cor. position.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

WYOMING

- ~MILE POST
No. 296
UTAH -
1970

Deposit charredjwood'alpngéide the ifoh post.

Dependent.ResurVey of é‘Poftion of the South Bbundary,
T. 3 N., R. 20.E., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by
Scott P. Stewart and John R. Stewart,
U. S. Deputy .Surveyors, in 1906

Beginning at the cor. of secs. 3, 4, 33, and 34, on the
S. bdy. of the Tp., monumented with a sandstone,

16 x 12 x 8 ins., mkd. 3 notches on E and W edges, firmly
set, projecting 6 ins. above ground.

from which the original bearing trees

A juniper, 6 ins. diam., bears N. 56%° E., 17 lks.
dist., scribed T3N R20E S34 BT.

A juniper, 8 ins. diam., bears S. 56° E., 69 lks.
dist., scribed T2N R20E S3 BT.

A juniﬁér, 6 ins;kdiam.,vbeérs S. 79° W., 40 lks.
dist., scribed T2N R20E S4 BT.

A juniper, 5 ins. diam:, bears N. 69%° W., 52 lks.
dist., scribed T3N R20E S33 BT.
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Dependent ‘Resurvey of a Portion of  the South Boundary,
TS 3 N., R. 20 E .y Salt Lake Meridian, Utah

CHAINS
At -the corner point

Set an iron post, 28 ins. 1ong, 24 ins. diam., 15 ins.
in. the ground to .bedrock, in a. -mound -of" stone, 3% ft.
base to. top of brass cap, mkd.

T 3 N R 20 E

s 33| s34
S4 |8 3.

T2NR20E .
1970
Deposit the mkd. stone alongside the iron post
.18, 89°44' Wes bet. secs. 4 and 33..

Asc. ‘over NE slope.m

20.00 Draw, 30 1lks. wide, 5 ft. deep, drains NW asc. over
NE slope. : i :

23.30 Spur, slopes NW. ‘

26.50 |Draw, drains NE asc. along NE slope e

31.00 |Point at base of nearly vertical cliff 50 ft. high
32.00 [Point at top of cliff desc. over ridge bearing NE and SW.
40.04 |The % sec. .cor. of secs. 4 and 33, monumented with a
sandstone, 16 x 12 x 8 ‘ing., firmly set, projecting 8 ins.
above ground, wkd. % on N face

from which the original bearing trees

A mound of stone, 4 ft. base, 1@ ft. high N of cor;
rebuild same.

A juniper, 4 ins. diam., bears S. 24P° E., 21 1lks.
dist., scribed %84 BT.Hi”,h;‘

7 A Juniper, 12 ins. diam., bears N 15%° W., 55 1ks.
dist., scribed % 8533 BT.

At the corner point
Set an.iron post,‘28 ins. long, 2% ins. diam., .22 ins.
in .the ground With brass cap mkd . , .

T 3 N R 20

| _,___._3__

wlwn
|

T2NRZ20E
1970

Deposit the mkd. stone alongside the iron post.

S. 89°28' W., beginning new .measurement..
Desc. over NW slope.

5.55 |Draw, drains N.

$¢-GPO 1980-—680-288/121
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Dependent Resurvey of a Portion.of the South Boundary,
‘T. 3.N.,. R, 20 E., Salt Lake Meridian, Utah

CHAINS
15.05 |Spur, slopes N.

18.75 |[Desc. over NW slope. .

26.35 |Draw, drains NW; asc. over NE éiépe.

36.57 The cor. of secs., 32 and 33, monumented with a sandstone,
23 x 18 x 5 ins., firmly set, ‘projecting 10 ins. above
ground, mkd. 2 notches on W and 4 notches on E edges.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 25 ins.
in the ground, with brass cap mkd.

T3 NR 20 E
s 32| s 33
S 4

T2NRZ20E
1970

Deposit the ﬁkd. stone alongside the iron post, and
rebuild' the mound of stome, 3 ft. base, 1% ft. high,
N of cor.

from which

A juniper, 10 ins. diam., bears N. 55 3/4° E
118 lks. dist., scribed T3N R20E S33 BT.

A juniper, 16 ins. diam., bears N. 65%° W., 164
lks. dist., scribed T3N R20E. S32 BT. :

. Reestablishment of the Survey Executed by
Adolph Jessen, U.s. .Deputy Surveyor, in 1893

S. 89°58' W., along the S. bdy. of sec. 32.
2.40 Round épur, slbpes.N;'desc.‘bver NW slope.”

3.42 |The closing cor. of secs. 4 and 5, T. 2 N., R. 20 E.,
monumented with an iron post, 2 ins. diam., firmly set,
in a mound of stone,.2% ft. base, 1% ft. high, with

brass cap mkd. as described in the official record of the
[1923 resurvey of the subdivisional lines of T. 2 N.,

R. 20 E., from which the 1923 bearing trees

A juniper, 5 ins. diam., bears S. 57° E., 212 lks.

dist., mkd. T2N R20E S4 CC BT. . (Record,
S. 57 3/4° E., 211 lks. dist.) -

A juniper, 8 ins. diam., bears S. 9%° W., 155 lks.
dist., mkd. T2N R20E S5 CC BT. (Record, S. 8%° W.,
156 1lks. dist.) . :

. 18.20 . |Wash, 3 1lks. wide, 1 ft. deep, drains SW.

19.50 |Trail road, bears NE and SW.

23.30 |Asc. over precipitous SE slope.

26.55 |Top of rim, bears NE and SW.
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Dependent Resurvey of a Portion of .the South Boundary,
STt 3 Nay- Re 20 E., Salt Lake Meridian, Utah

CHAINS
34.50 |Trail road, bears NE and SW.

40.27 |The south % sec. cor. of seec. 32, T. 3 N., R. 20 E.,
which is monumented with a sandstone, 17 x 12x 6 ins.,
mkd. % on N face, firmly 'set, projecting 7 ins.  above -
ground with scattered mound of stone to N.

At the corner point e

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd. :

T3NR20E
% 832
1970

Deposit the mkd stone alongside the iron post, and raise
a mound ‘of stone, Z ft. ‘base, 1 f£t. high, N of cor.

from which

A juniper, 9 ins. diam., bears N. 19 3/4° E.,V150
1ks. dist., mkd T3N R20E % S32 BT.

‘A Juniper, 13 ins. diam., bears N. 46° W., 157 1ks.
dist., mkd. T3N R20E % S32 BT. ‘

Discontinue the dependent resurvey of this township line
at this cor. point

Dependent . Resurvey ‘0f a Portion of the East Boundary,
Townshlp 3 North Range 20 East, Salt Lake Meridian, Utah

" Reestablishment of  the Survey Executed by
‘Scott P. Stewart and John R. Stewart,
U. S. Deputy Surveyors, in 1906

o

From the original witness cor. to. the sec. cor. of secs.
25 and 30, monumented with a soft sandstone, ,

18 x 10 x5 ins., set in a mound of stone, mkd. WC %

o W face. : : el S ~ ‘

f?from which the remains of the original bearing trees

3,

A long leaf pine, 4 ins. diam. bears N. 33 3/4° W.,
- 25°1ks. dist.,- (record, N. 33° W., 26 lks. dist.),
mkd.kP S BT.

The other. bearing tree has fallen and- badly rotted
away. :

: This,point-willﬂnOWRfuncoion as- an angle point only.
At the angle point
Set an iron post; 28 ins. long, ‘2% ‘ins. diam., over cross

(X), chisled in solid sandstone, in a mound of stone, 3%
|ft. base to top of brass cap, mkd. - o

37 GPO 1980—680-288/121-
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Dependent Resurvey. of -a Portion of the East Boundary,
T. 3.N.,y R.. 20 E., Salt Lake Meridian, Utah

CHAINS

AP
T3N
R20ERZ21E

525 | 8 30

|
|
I
1977

Deposit the mkd. stone alongside the iron post.
Cor. is located on large sandstone boulder, 10x 8 x 6 ft.

N. '0°23" Wes. bet.~secs. 25. and 30.

Desc. over rough and broken N slope through: scattered
long leaf pine timber.

38.50 |High water mark of Flaming Gorge Reservoir, bears NW
and SE; over water.

39.23 |Point for the cor. of secs. 19, 24, 25, and 30, at pro-
portionate distance, is under water.

Réeétablishment of the Survéy Executéd by
A. D. Ferron, .Deputy Surveyor, in 1878

N. .0°23" W., bet. secs. 19 and 24.
Over‘water.'

40.47 . |Point for the % sec. cor. of secs. 19 and 24, at pro-
portionate distance, falls in water.

80.94 |[Point for.tﬁe‘cbr. of secs. 13; 18,'19, énd 24, at pro-
portionate distance, falls. in water.

N. 0°23' W., bet. secs..13 and 18.
Over watef. -

2.50 |High water mark of Flamlng Gorge Reserv01r, bears E and
W; asc. over gradual S slope. -

26.50 |Road,"asphalt, bears NW to highway, WYO- 530 and SE to
Lucerne Valley Development. ,

37.00 |Top of ridge, bears NW and SE; desc. . over rocky NE slope.
40.47. |Point fof;thezkzséé,vébr. of sécs:i13 and 18,‘ag‘propor—
tionate distance; there is no remaining evidence of the

original cor.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd. R
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Dépendent . Resurvey of a Portion of the East Boundary,
" T. 3N.,R. 20 E., Salt Lake Meridian, Utah

CHAINS
T3IN

R20ER2LE
s 13 }~s 18

w1977

Raise a mound of‘étane; 25 ft, base, 1% ft. high, W of cor
Desc. over igradual N .slope... ..
. 51,99 |Point for,ﬁhe‘closingtcor;:df gecs. 13 and 18, on the N.

; bdy. of the Tp., at proportionate distance; there is no

remaining evidence of; the .original cor. ?

|set an iron posty 28 ins. .long, 9% ins. diam:, 24 ins.
in the ground, with brass cap mkd. : :

S13 [ 518
~ ' : cC
SN R . T3N
' R 20 ER 2L E
1977

1{Raise a mound of stone,VZ% ft. base, 1% ft. high, S of cor}

From this point: the point for the 292 Mile cor. bears
N. 89°58' W., 14.34 chs. dist., heretofore described.

Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 3 N,,,R. 20 E., Salt Lake Meridian, Utah

Reestablishment of‘thévSurvey Executéd bj A.D.‘Ferron
' in 1878 and the Resurvey Executed by ‘
8:P. and J.R. Stewart in 1906

From the true point.for the cor. of secs. 19, 24&, 25, and |
30, on the E. bdy. of the Tp., heretofore described.

S. 89°02' W., bet. secs. 24 and 25.
Over water. - |

1.25 |High water mark of the: Flaming Gorge.Reservoir,. bears .
NW and SE; asc. along broken.N slope. Lo

39.81 |The Y% sec. cor. of secs. 24 and 25, monumented with an .
iron post, 2% ins. diam., firmly set, projecting 6 ins.
above ground; with brass.cap mkd. as described in the
lofficial record of the 1971 remonumentation.. - .-

N.‘89°53' W;,.begipﬁingznew@meaéurement;x
Desc. over NW slope.

19.00 |Bottom of Finch Draw, drains N into Flaming Gorge; asc.
over E slope. et '

32.00 |Top of spur, slopes N; desc. over gentle NW slope.

it S —
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- Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 3 N., R. 20 E., Salt Lake Meridian, Utah

CHAINS

40.20 |The cor. of secs. 23, 24, 25, and 26, monumented with an
iron post, 2% ins. diam., projecting 6 ins. above ground,
with brass cap mkd. as described in the official record
of the 1969 remonumentation.

Reestablishment of the Survey Executed by
A. D. Ferron, U. S. Deputy Surveyor, in 1878

N. 1°59' W., bet. secs. 23 and 24.

Desc. over gradual N slope through scattered sagebrush
and native grasses.. ,

9.00 |High water mark of the Flaming Gorge Reservoir, bears NE
and W; over water. .

20.01 |Point for the S 1/16 sec. cor. of secs. 23 and 24, in |
water.

40.02 |The % sec. cor. of secs. 23 and 24, monumented with a
mound of stone and in alignment with old fence line of
broken-off fence posts, projecting N. This position is
harmoniously related with other ‘identified original cors.
in the area, and is accepted as the best available
evidence of the original cor. position.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with ‘brass cap mkd.

T3NRZ20E

$23 |.s2

|

|

oo
1977
Cor. is approximately 10 ft. below high water mark of

Flaming Gorge . Reservoin -and could possibly ‘be .covered
with water.

N. 0°38' W. beginning new measurement.

Desc. over .gentle NE slope through thlck sagebrush and
native grasses.

10.00 Enter water.

20.285 |Point for the N 1/6 'sec. cor. of secs. 23 and 24, is
under water.

40.57 = [Point for the cor. of secs. 13, 14, 23, and 24, at pro-
portionate distance, falls in water.

From the true cer. point for secs. 13, 13,,19; and 24, on
the E. bdy. of the Tp., heretofore described.

Form 9600—10 (June 1978) (formerly 9180-7) USDI—-~BLM ' : FIELD NOTE PAPER
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- Dependent Resurvey of a Portion of the. Subdivisional
~Lines, T 3 N., R.:20 E., Salt Lake Meridian, Utah

CHAINS
S. 89°19' W., bet. secs. 13 .and.24. -
“|Over water.. : |

40.63 |Point for the % sec. cor. of secs. 13 and 24 at pro-
portionate . distance, falls in water.

81.26 |Point for the cor. of secs. 13,vl4,~23, and 24,

N. 0°35' E., bet. secs. 13 and 14.
Over water. | | |

28.00 . |High water mark of the Flaming Gorge Reservoir, bears
NW and SE; ‘asc. along W slope.

40.00 |Bottom of draw, drains SW, asc. over SE slope..

40,50 |Top of small 'spur, .slopes S.

40.57 |The % sec. cor. of secs. 13 and 14, monumented with a
quartz stone, 18 x 6 x 6 ins., firmly set, projecting -
6 ins.rabove ground, ‘and mkd. % on W face.

aAt the corner poiﬂb

Set an iron post 28 ins. long, 2% ins. diam., .24 ins.
in the ground, with brass cap mkd.

T3 NR20E

s 14

Deposit the mkd. stone alongside the iron post, and raise
a mound of stone, 2% ft. base, 1% ft. high, W of cor.

v N. 0°15' E., beginning new measurement.

11.85 |The closing cor. of secs. l3 -and 14, monumented with a
mound of stone, no marks,visible. This position has been
used by local surveyors as. the closing cor.

12.42 |Intersect the N. bdy. of the Tp., point for the closing
- . {cor. of secs. 13- and b4 sl

Set an iron post, 28 ins. long, 29 ins. diam ’ 24 ins.
in the ground, with brass cap mkd. B . ‘ )

S 14 I s 13
cc
T 3 NR20E
1970 -

From this point the 293rd Mile cor.,.heretofore,described,
bears N. 89°58' W., 13.68 chs. dist.

© 3t GPO 1980—680-288/121
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-Dependent Resurvey- of a Portien of the Subdivisional
Lines, T. 3 N., R. 20 E., Salt Lake Meridian, Utah

CHAINS

Reestablishmen;‘of_th@MSurvey‘Executed“by
Scott P. Stewart and John R. Stewart,
U. S. Deputy Surveyors, in 1906 |,

From the cor. of sees. 26, 27, 34, and 35, monumented

. |#with a sandstone, 14 x 11 x 4 ins., (record, 16 x 12 x 4
ins.) firmly set, projecting 10 ins. above ground,
marking illegible, and in a small mound of stone.

’

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 26 ins.
in the ground, with brass cap mkd.

"T3NR2E

S 27 | S 26
S 34 | s 35

1970

Deposit the mkd. stone albngsidé the iron post,vénd
raise a mound of stone, 3 ft. base, 1% ft. high, W of cor.

from which

A juniper, 4 ins..diam., bears N. 43° E., 323
lks. dist., scribed T3N R20E S26 BT.

A juniper, 16 ins. diam., bears S. 59%° E., 293
lks. dist., scribed T3N R20E S35 BT.

A juniper, 4 in.‘diam.,.bears S. 5%° wW., 277 1ks.
dist., scribed T3N R20E S34 BT.

N. 0°25' W., bet. secs. 26 and 27.

Over broken land thfough scattered juniper and pinon.
2.30 Trail road, bearsHE éhd W."&

12.30 |Base of a 300 ft. cliff,.béars E‘and W; asc.‘ovér S slope.
20.40 - |Draw;, drainS‘NE; asc. over steep SE‘slopew o
26.7dm' Ri&gé; bears NE and SW;vdesc.,6Ver éteep'N $lope.

39.91 |The % sec. cor. of secs. 26 and 27, monumented with an
iron post, 2% ins. diam., firmly set, projecting 8 ins.
above ground, as described in the official trecord of the
1969 remonumentation.

froﬁgwhich the origihéi bearing(treesb

A juniper, 8 ins. diam., bears N. 61° E., 12 lks.
dist., scribed % S26 BT.

A juniper, 6 ins. diém., bears N. 62° W., 54 1lks.
dist., scribed % S27 BT.

N. .0°25' W.,‘beginﬁiﬁé new measurement.

Form 9600—10 (June 1978) (formerly 9180—7) USDI-—BLM ' FIELLD NOTE PAPER
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Dependent ‘Resurvey- of a ‘Portion of the" Subdiv1sional
. Linesy T 3 Ny R. 20 E., Salt Lake Meridian, Utah

CHAINS

17.85 Drawy drains N, continue descent over N slope.

32.11 Electric transmiésion line, bears N. 86P E. and
S 86;5° Wo .

32.60 'Trail road bears SE and NW, asc _over N slope.
41.41 The cor. of secs.’ 22 23"26 vand ! 27, monumented with an
iron' post, 2¥ ins. diam., firmly set, progecting 4 ins.
above ground, with: brass cap mkd. as described-in the
official record of the 1969 remonumentation.

Reestablishment of the Survey Executed by A D. Ferron,

U.S. Deputy Surveyor, in 1878 and the Resurvey
Executed by S.P. and J.R. Stewart in 1906

From the cor. otysecs.‘ZB 24, 25, and 26.

S. 89°55' We, bet. secs.”23 and 26.

Along rolling.N slope.

. 5.77 Trail road, bears NE ‘and SW.

20.06 {Point- for the B 1/16 sec. cor. ‘of sees. 23 and 26.

Set an iron post, 28 ins. 1ong, 2% ins diam., 24 ins.
in the ground with brass- cap mkd :

T 3 N R 20 E

~ E1/16 5 26 [
1970

Raise a mOund of stone, 3 ft. base, 2 ft. high N of cor.

A

No other suitable accessories available.

40.12 The Y sec. cor. of secs. 23 and 26 monumented with an
iron post, firmly set, projecting 4 ins. above ‘ground,-
with brass cap mkd. as described in the official record of
the 1969 remonumentation., :

S. 89°58'"W.,“beginning*newimeasurement.
20.07 - |Point for the W 1/16 sec. cot. of secs. 23 and 26.

{Set an iron post, 28 ins. long, 2% ins. diam , 24 ins.
{in- the ground, Wlth brass cap: mkd.

T 3 N R 20 E

, f!« v 'f‘s.;jzg.:.:‘
W 1/16 . S.26
1977

RS TR
¥ NER

Raise a mound of stone, 2% ft. base, 1% ft. high, N of corf

- 3t GPO*1980—680-288/121
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 3 N., R. 20 E., Salt Lake Meridian, Utah

CHAINS
21.90 [Power transmission line, bears N. 49° W. and S. 49° E. . -

40.14 |The cor. of secs. 22, 23, 26, and 27.

N. 1°49' W., bet. secs. 22 and 23.
Desc. over N slope.
5.05 |Draw, 10 lks. wide, 6 ft. deep, drains NE.
16.20 |Power transmission line, bears N. 49° W. and S. 49° E.
17.50 |Ridge, bears E and W.
19.70 |Desc. over N slope.
20.06 |Point for the S 1/16 sec. cor. of secs. 22 and 23.

Set an iron post, 28 ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top of brass cap, mkd.-

T3NR20E - ..
S 1/16

|
S 22| s 23

| I
"FGNRA AP 1
| 1970

This cor. point is,designatéd.as Angle‘Pdint‘No; 1 of
the Flaming Gorge National Recreation Area Boundary.

21.90 |Trail road, bears E and W.

22.50 |Fence line, bears E and W.

30.60 [Peoples Canal, 2 lks. wide, 2 ft. deep, flows NE.

33.40 |Fence line, bears E and W.

40.12 |Point fbrlthe %‘seé. cor. of secs. 22 and 23, determined
latitudinally by a fence line extending E and W and
longitudinally on line between sec. cors. There is no
remaining evidence of the original monument.

At the corner point‘

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T3NRZ20E

S22 | s 23

. 1970

I
I
I
9

N. 1°49' W., beginning new measurement.

12.60 (Ditch, 2 1ks. wide, 18 ins. deep, flows NE,
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Dependent: Resurvey of a Portion of the Subdivisional
Lines; T. 3 N.y R. 20 E.,- Salt Lake Meridian, Utah

CHAINS
15.30 |Dry ditch, 2 lks. wide, lZ-ins;.déep, bears NW and SE.
19.80 'Trail road, bears E and W. |
20.01 |Point for‘the N 1/16 sec. cor. of secs. 22 and 23.

Set an iron post, 28 ins. long, 2% ins. diam., 25 ins.
in the ground with brass cap mkd.

T3NR 20 E

Raise a mound of stone, 2 ft. base, 1% ft. high, W of cor.
No other suitable aCCessOry,avsilsble;

From this cor. point, U.S. Coast and Geodetic Survey
reference mark; bears-N. 87°22' W., 5.77 chs. dist.,
monumented with a regulation brass tablet, :seated on top
of a concrete post, 1 ft. square, projecting 2 ins.
~labove ground, with brass cap mkd.

A

SMITH
1947

20.38 - |Power transmission 1ine, bears E and W.

26.85  ‘Canal, 6 lks. wide, 2 fts deep, flows E.~’7

40.02 |The cor. of secs. 14, 15, 22, and 23, monumented with a
mound of stone and earth, 2% ft. base, and 1 f£t. high,
is in alignment with center of right-of-way projecting

N and W, is harmoniously related to the existing
original cor. to-the W, and is ‘accepted as the best
available evidence of the original cor. position.

At the corner p01nt, he center of the mound

Set an iron post, 28 ins. 1ong, 2% ins. diam y 24 ins.
|in the ground, with brass cap ‘mkd . - ‘

T 3 NR 20 E

s15 | 8 14
s 22 [ 's 23

1970

No other suitable accessory available.

From the point for the cor. of secs. 13, 14, 23, and 24.
S. 89°37' W., bet. secs. 14 and 23.
Over water: —

. 40.50  |Point for theﬁk.sec;fcor.‘of:secs;~14 and 23,7 at propor-:
tionate distance, falls in water.
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Dependent Resurvey of a Portion of the Subdivisional g
Lines, T. 3 N., R. 20 E., Salt Lake Meridian, Utah e

CHAINS

45.50 |Present shoreline, bears NW . and SE; asc. over: gfadual
E slope. sention DT ; S

60.75 |Point for the W 1/16 sec. cor. of secs. 14 and 23.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
~{in ‘the ground, with" brass cap ‘mkd .

‘T 3’NR 20 E

S 14
W 1/16 —5 o5

1977 |

Cor. is approximately 20 ft. below high water mark of
Flaming Gorge .Reservoir, and. could possibly be covered:
with water.

81.00 |The cor. of secs. 14, 15, 22, and 23.

N. 1°15' E., bet. secs. 14 and .15.
Over rolling meadow land, along W edge of old farm road.
4.90 |Wash, 10 ft. deep,::50:1ks. ‘wide, drains NE.

8.50 |Creek, 12 ins. deep, 8 1lks. wide, flows E in channel,
4 ft. deep, 20 lks. wide, L .

8.90 |Fence, bears E and W.
11.15 Fence, bears E and W; enter field.
20.475 |Point for the S 1/16 sec. cor. of secs. 14 and 15.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd. o

s l/l6

s15 | s 14

1970

‘Raise a mound ‘of stone, 2% ft. base, 1%’ffl?high, W of cor

From this point U.S.C.&G.S. triangulation station "SMITH
1947," bears N. 19°57' W., 2.125 chs. dist., a brass
tablet, 3% ins. diam., seated in a concrete monument, 12
ins. square,_prOJecting 4 ins. above ground, and mkd.
"SMITH 1947", at Latitudé %0°59)34.540" N. and

Longitude 109°38'49.614" W., as published by U.S.C. and
G.S.

This point is approximately 15 ft ‘below high water mark
of Flaming Gorge Reservoir.

26.50 |Enter water’of'Flaming Gorge Reservoir.

40.95 |Point for thé % sec. cor. of secs.s 14 and 15, at propor-
tlonate dlstance, is under water.‘

Over water.
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JDependent»Resurmey'ofiasPortion'ofntheﬂﬁmbdivisional
-Lines, E,iS'N;,{R,(ZO E., Salt Lake Meridian, Utah

CHAINS

53.23 |Intersect the N. bdy..of the Tp.; point for the closing
cor. of secs. 14 and 15, at proportionate distance,
falls in water.

Reestabllshment of the Survey Executed by
Scott P. Stewart and John R. Stewart,
U. S. .Deputy Surveyors, in 1906

From;the,cor.xofisecsﬁfﬁ,d4,‘33, and 34, on the S. bdy.
of the Tp.-heretofore described.

N. . 0°07 W., bet. secs. 33 and 34

2,10 . Wash 40 1ks. Wide, 10 ft. deep, drains W.»,
23.55 [vash, 10 1ks. wide, 2 ft. deep, drains W
31.70 |Asc. over SE slope of Spur.f
40.04 |The % sec. cor. of secs. 33 and 34, monumented with an
iron post, 2% ins. diam.,,firmly set,, projecting 4 ins.
“|above ground, with brass cap mkd. as ‘described in the
official record of the 1969 remonumentation. .
from which the: original bearing trees

A Juniper, 14 ins. diam., bears N.,80° E., 69 lks.
- dist., scribed % 834 BT..

A juniper, 12 ins. diam., bears S.. -~ 14° W., 41 1ks.
dist., scribed % 833 BT

N.f0§l7'§W;, Bégdﬁﬁiﬁéﬁnew"measurementﬁ‘f‘
17.60" Asc.fover SW s10pe,*4
19.00 [Round knoll; desc. over NW slope.

38.55 |Trail road, in draw, bears NW and SE, draw drains NW;
asc. over gentle SW slope.

39.60 |[The cor. of secs. 27 28, 33, and 34, monumented with a
, sandstone, 20 x 12 x.7 ins., plainly mkd. 3 notches on
E and 1 notch on § edges, set in a mound’ of stone on top

'fromfwhich

A Juniper, an original bearing tree, 10 ins. diam.,
‘bears N.. 29°50' E o 143 lks. dist., mkd . T3N R20E
S27 BT.

A Junlper, an original bearing tree, bears
‘8. 32 50" E., 97 1ks. ‘dist., mkd ‘T3N R20E $34 BT.

The witness cor. of secs. 27, 28 33, and 34 bears
South"0.15 chs. dist., (record) monumented with an
iron post, 2% ins. diam., firmly set, prOJectlng 5
ins. above g””und, with brass cap mkd. as described
cin the offic1a1~record ‘of the 1969 remonumentation.

I removed the WC from the brass cap, and added RM and
1977 : ,
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Dependent Resurvey of g Portion of the Subdivisional
_Lines, T. 3 N., R. 20 E., Salt Lake Meridian, Utah

CHAINS
From the cor. of secs. 26, 27, 34, and 35.

S. 89°55' W., bet. secs. 27 and 34.

Desc. along N slope.

40.05 |The % sec. cor. of secs. 27 and 34, monumented with an
iron post, 2% ins, diam., firmly set in a mound of stone,
3 ft. base, 18 ins. high, with brass cap mkd. as des-
cribed in the official record of the 1969 remonumentation.

from which the remains of an original bearing tree

A juniper, 12 ins;‘diem,,.ﬁearly dead, bears
N. 49%° W., 29 lks. dist., markings are not
legible.

There is no remaining evidence of the’etﬁerfbearing
tree.

from which new bearing trees

A Juniper, 15 ins. diam., bears N. 63 E., 136 lks.
o dist., mkd T3N R20E 827 BT. ER K

A Juniper, 20 insn diam., bears S. 47 3/4° E., 71
lks. dist., mkd. T3N R20E S34 BT.

S. 89° 33' Wes beglnning new measurement.
~Desc. over W sloPe.
31.00 |Draw, drains SW; thence along S slope.

39.85 |The cor. of secs. 27, 28, 33, and 34.

Reestablishment of the Survey Executed by-A. D. Ferron,
Deputy Surveyor, in 1878 and the Resurvey by S. P.
and J R. Stewart in 1906

From the cor. of secs. 22, 23, 26, and 27.
S. 89°57' W., bet. .secs. 22 and 27.

10.00 |Wash, 60 lks. wide, 12 ft. deep, drains N.

19.80 |Wash, 50 lks. wide, 15 ft. deep, drains N.

27.00 |[Creek, 5 1ks. wide, 6 ins;edeeb, drains EfNEEJQ;

33.40 (Trail road, 15 lks. wide, bears E-NE and, W-SW.

37.60 - [Same trail road, bears E-SE and W-NW.

40.14 |The ¥% sec. cor, of secs. 22 and 27, monumented with a
sandstone, 12 x 12 x 6 ins., 1oosely set in a mound of
stone, 3 ft. base, s ft. high, with no legible markings.
This position is harmoniously related to ex1sting

original cors., and is accepted as the best available
evidence of the original corner position.
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o Dependent Resurvey of ‘a Portion of ‘the Subdivisional
_Lines; T. 3.N.o, R. 20 E., -Salt Lake ‘Metridian, Utah

CHAINS
At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., -24 ins.
in the ground, with brass cap mkd.

T3NRZ20E
R ‘1"’ : Sw 22 &
co AT 5§27
1970

Deposit the unmkd. stone alongside the iron post, and
raise a mound of« stone, 3 ft base, lP ft. high, N of cor.

1S.. 89959’;Wa,;beginning.new.measurement.M,
20.15 |0ld fence line, bears N and S.
26.55 Trail road 15 lks. wide, bears E—NE and W-SW.‘

39.45 The closing cor.: of secs. 27 and 28 monumented with an

- |iron post, 2% ins. diam., projecting 6 ins. above ground,
with brass cap mkd. as described in.the . official record of
the 1969 remonumentation.: : -

Thence along the S. bdy. of sec. 22..

40.11 |The cor. of secs. 21 and 22, mohumented with an iron

: post, 2% ins. diam., projecting 6 ins. above ground, with
brass cap mkd. as described in:the: :official record of the |
1969 remonumentation :

from which. the original bearing tree »

A juniper, 7 ins. dlam., bears N. 72k° W., 47
lks. dist., scribed T3N R20E S21 BT.

»from which a new- bearing tree

A Juniper, 4 ins. diam., bears N. 40° ‘E., 160 1ks.
dist., scribed T3N R20E S§22 BT.

N. 1°27' W., bet. secs. 21 and 22. el
Asc . over SE slope.” ’

1.30 |Top of spur, slopes E, desc. over gentle N slope.

7.20 '[Wash, 10 .1lks. wide, 6 ins. deep, drains E° asc. over
S slope. ‘

11.20 |Top of narrOW‘ridge,1bearS'Efand:W; desc. over N slope.
17.45 |Dirt road, bears E and W; enter farm land.™
26.00 Peoples Canal, 2 Lks. wide, 2 ft. deep, flows E.

26.05 * |Fence line, bears E and W, leave field, enter scattered
sagebrush R

.26.30 Canal 4 ft. deep, 10 lks. wide, flows E. -

27.40 |Trail road, bears E and W.
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Dependent Resurvey of a Portion.of the Subdivisional
Lines, T. 3 N., R. 20 E., Salt Lake Meridian, Utah

CHAINS

39.54 |Point for the % sec. cor. of secs. 21 and 22, determined
longitudinally on line bet. sec. cors., and 1atitud1nally
by a fence line bearing E and W.  There is no remaining
evidence of the original monument.

At the corner point

Set. an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd .

T3 NR 20 E"
%
|
s 21 { S 22
1970 .

N. 1°27" W., beginning new measurement.

23.57 VIrrigatiqn ditch, 5 lks. wide, 2 ft. deep, flows E.
25.07 |Creek, 30 lks. wide, 5 ins. deep, course E-NE.
31.77 |Irrigation ditch, 4 1E§.IWide,‘2 ft. deép; flpws E.
39.59 |Right of way fence, parallels road.

39.88 |Point for the cor. of secs. 15, 16, 21, and 22, deter-
mined longitudinally by proportionate measurement and
latitudinally by the center line of a paved road bearing
E and W. There is no remaining evidence of the original
monument . v

. |At the corner point

Set a brass cap, 2 ins. diam., flush with surface of the
road and mkd.

T3NRZ20E

S 16 | s 15
s 21 | s 22

1970
from which

An iron .post, 28 ins. long, 2% ins. diam., set 25
ins. in the ground, for a reference monument, bears
S. 52°05' W., 64% lks. dist., with brass cap mkd.
RM T3N R20E 521 42 6 FT 1970, and an arrow pointing
to the cor. '

An iron post, 28 ins. long, 2% ins. diam., set 25
ins. in the ground, for a reference monument, bears
N. 37°44' W., 77% 1ks. dist., with brass cap mkd.
RM T3N R20E S16 51.2 FT 1970, and an arrow pointing
to the cor.

From this point the cor. of secs, 16, 17, 20, and 21,
bears N. 89°41" W., 79.22 chs. dist., marked by a rail-
road spike in intersectlon of roads, a paved road . bearing
E and W, a gravel road, bearing N, and an abandoned

road bear;ng S. The position was pointed out by local
residents, and is accepted as the best available

evidence of the original cor. position.
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Dependent Resurvey of & Portion of the Subdivisional
Lines, T. 3 N., R. 20 .E.,. ‘Salt Lake Meridian, Utah

CHAINS
“|from which

A right of way marker, state road right of way,
bears S. 47°23" E., 65 lkKs. dist., an iron post,
2 ins. diam,, projecting 4 ins. above ground.

U.8.C. and G.S. bench mark, ''N29 1933" bears
N. 25°25" W.y 99 lks._dist., a brass’ “tablet, 3
ins. diam., seated in a concrete monument, 10
ins. square, projecting 6 inms. above ground.

The intervening cor. was searched for but not found.

From the cor. of secs. 14, 15, 22, and 23.
Su 89°40' W‘Q, betcSeCSo“'ls and 22- :
Over,gentIe“rbliingjland;,aée.”ﬁver‘gradual E slope.

8.93 |Point for Angle Point No. 9*bf"thé“F1amihg~cofgé?Natioha1
Recreation Area Boundary. '

Set an iron post, 28 ins. long, 2 ins diam., 24 ins.
in’ the ground, with brass’cap ‘mkd . '

FGNRA

| 5722
T 3‘N R 20 E
o 1970

20.05 |Point for the E 1/16 sec. cor. of secs. 15 and 22.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T3NR20E
o 815
E /16 —597
1970

Asc. over NE slope.’
23.00 |Top of ascent, slopes Nj; desc. over W slope.
30.075?'Point for:ﬁﬁefW‘~!E'1/64?seé.fcor;~of secs. 15 and 22.

Set”an‘iron‘post,xzs,ins.~16ng;f2% ins. diem., 24 ins.
in ‘the ground, with brass cap mkd. '

T3NR20E

1970

31.37*1 Point for Angle ‘Point No. 10, of the Flaming Gorge
: National Recreation Area Boundary. '

Set an iron post, 28 4ns. long, 2% ins. diam., 24 ins.
[in the ground, with brass cap ‘mkd ..
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Dependent Resurvey of ‘a Portion of the Subdivisional
Lines, T. 3 N., R. 20 E., Salt Lake Meridian, Utah

CHAINS

T3 NR20E
s 22

FGNRA
AP 1O) T
I

1970

34.00 |Wash, 30 lks. wide, 2 ft.’ deep, drains NW.
35.70 (Birch Spring Draw, 20 lks. wide, 16 ins. deep, course NE.
40.10 |The % sec. cor. of secs. 15 and 22, monumented with a
sandstone, 10 x 10 x 6 ins., firmly set, projecting 5 ins.
above ground, mkd. % on N face. _

At the corner point

Set an iron pbst,‘28 ins.  long, Z%xiné; diam;,.24 ins.
in the ground, with brass cap mkd.

T3NRZ20E .

. s 15
% T5 29

AP 14 FGNRA
1970

This cor. point is designated as Angle Point No. 14, of
the Flaming Gorge National Recreation Area Boundary.

Deposit the mkd. stone alqhgside«the'iron posé, and
raise a mound of stome, 3% ft. base, 1} ft. high, N of cor}

Cor. is located 52 lks. S of fencé'cor., eXténdihg N énd
E, the remains of a fence line, extending W, .and in align-
ment with paved road, projecting W.

S. 89°l6iiw:, beginﬂingvnew measurement.
{Over - grassy pasture~land._(!

2.02 |Point for Angle Point No. 13, of the Flaming Gorge
National Recreation Area Boundary.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T3NRZ20E
S 15

; | FeNRA

S 22 <,| AP 13

1970

14.20. |[Fence line, bears NE and SW.

16.17 |Center 1ine of paved roéd, ﬁearstE én& W.
25.60 |Power line, bears N. 73°24' W. and S. 73°24' E.

30.35 |Power line, bears N. 48°06' W. and S. 48°06' E.

«©
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Dependent Resurvey of ‘a Portion of the: Subdlvisional
‘Lihes, T. 3 N., R. 20 E., Salt Lake Meridian, Utah

CHAINS

39.52 |The cor. ofisees.,15, 16, 21, and 22.

N. 0°27' W., bet. secs. 15 and 16.

Over gentle rolling land}

0.65 Power. 1ine, bears N. 89°24' W. and S. 89°24' E.
8.59 - |Power: line, ‘bears ‘N. 48 06' ‘W. and S. 48°06'-E.

1 24.00 IOld dirt road, bears E. and W., i

24.50 Creek 5 1ks. wide, 3 ins. deep, courselE, continue over
nearly level land in grassy meadow '

41.61 |Point for the % sec. cor. of. secs. 15 and 16 at propor-
- |tionate distance, there is no- remaining evidence ‘0of the
original cor. ' S A -

Set an iron post, 28 ins. long, 2%5ins.,diam., 26 ins.
in the ground, with brass cap mkd.

T3NR20E
]/'5 .

$ 16 | S .15

|
|
|
2970 -

Set a steel fence post, 6 ft. 1ong, prOJecting 4 ft.
bove ground, alongside ‘the: iron post. .

52.50 |Fence 1ine, bears E and W.

53420 |Gravel’ road, bears E and W. :
53,59 |{Intersect the N. bdy. of the Tp., point for the closing
cor. of secs. 15 and 16, at proportionate distance; there

{is no remaining evidence of the original cor,

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar: ‘'of ‘stone, with brass cap mkd.

516 TS5 -

CEh 'CIC
P3N RI20E
1970

Cor. is located in fence line, bearing E and W.

From this point the~296th Mile Cor., hereinbefore des~
cribed, bears'S. 89°44' W., 88.66 chs. dist.

SubdivisiOn‘ofssection‘15,
T. 3 N., R. 20 E., Salt Lake Meridian, Utah

From the Y 'sec. cor. of secs..lS and 22

N 0°42! E., on . the N - S center llne of sec. 15,

X GPO 1980—680-288/121




Subdivision of Section 15,
T, 3 N., R. 20 E,, Salt lake Meridian, Iltah

CHAINS
Over nearly level land.

0.52 |Corner of fences, bears N and E; thence along fence line.
10.28 |Point for the genter southrséuth 1/64 sec. cor. of sec. 15

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T3 NR20E

s 15
C-8-58
1/64
1970

Raise a mound of stone, 2 ft. base, 1% ft. high, W of cor.

13.17 |Cénter line of paved road, 54 1ks. wide on curve, ‘bearing
ENE and SW. :

15.42 |Point for the C-N-S-8 1/256 sec. cor. of sec. 15, desig-
nated as Angle Point No. 15 of -the Flaming Gorge
National Recreation Area Boundary.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T3NRZ20E
C-N-S-8-1/256

s 15
AP 15

FGNRA
1970

Cor. is located in fence 1ine, bearing N. 0°42' E.
and S. 0°42' W.

. 20.56 Point for the center south 1/16"sec. cor. of sec. 15.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T3NRZ20E .
C -8S 1/16

s 15
1970

Cor. is located in fence line, bearing N. .0°42' E.
and S. 0°42' W

41.12 |Point for the.center‘% sec. cor. 6f‘sec;_15, at the
intersection of the E - W.center line:.of sec.-15.

Set an iron post, 28 ims, long, 2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

" T3NR2E

S 15
C

Nl ol

1970

L
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. Subdivision of Section 15,
T 3 N., R. 20 E. 5 Salt Lake Meridian, Utah

CHAINS

48.26

49.99
50.50

. 53.26

39.10

39.25

44,43

46.28

Raise a2 mound of stone, 2%,ft,Abasewvl%;ft.‘high, W of cor

Point for Angle Point No. 18, of the Flaming Gorge
National Recreation Area Boundary.

Set an iron post, 28 ins. long, 21 ins. diam., 24 ins.
in the ground, with brass.. cap mkd . z

FGNRA

| ap 18

|Set. a steel;fence.post,‘S‘ftxylong,,ngt.qNE,oﬁ,the cor,

Point. for Angle Point No. 19,.0f the. Flaming Gorge SO
National Recreation Area. .

Set an iron post, 28 ins. long, 2% ins. diam.,. 24 ins.

‘in the ground with brass cap: mkd

Vi

FGNRA

ST

T 3 NR20.E

» 1970

Set a steel fence nost; 5 ft. 1ong, 2.ft. NE of cor. '
Fence, bears E and“ﬁ:¥ : i

Road,> 20 lks.mwide, bears:Emandww.'_, ;

Point for the N sec. cor. of sec.. 15 heretofore des-
cribed. B R T LU

40.36

44.36

From the % sec. cor. of secs: 15 and 16.-

IN. 89°58' E., on. the E and W center line of sec. 15.

Desc. over gentle rolling land.

Fence line, bears N and S.

Road, 30 lks. wide, bears N and §. - -
The center % sec. cor. of‘sec. 15 c

An iren post, -1 ih.- diam., prOJecting 4 inse above ground
and mkd. United States Bureau of Reclamation, C 1961.

. There is no record of: the origin of ‘this corner.

An ironm post, 1 in. diam., projecting 4 ins. above ground,

ond mkd. United States Bureau of Reclamation, C-W-W-E
/256 1961. There is no record of the origin of this cor-
er. S : :

oint for the C-W-W-E 1/256 sec. cor. of sec. 15, deeig—
ated as Angle Point No. 16B, of the Flaming Gorge
ational Recreation Area Boundary.
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Subdivision of Section 15,
T. 3 N., R. 20 E., Salt Lake Meridian, Utah

CHAINS

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

s 15
C-W-W-E

1/256
1970

Raise a mound of stone, 2% ft. base, 1% ft. high, N of cor
57.40 |Road, 30 lks. Wide,ebears NW and S; desc. over E slope.
60.60 = |[Point for the C-E 1/16 .sec. cor. of sec. 15, is below
the high water mark, of :the Flaming Gorge Reservoir, and

is unsafe to monument.

80.84 |Point for the % sec. cor. of secs. 14 and 15,

From the E l/l6usee. cor. of secs. 15 and 22,

N. 1°00' E., on the N and S center line of the SE% of
sec. 15. : . .

Over.nearly.level 1andfi

0.55 |Fence line, bears E and W.

8.58 [Cor, of fences, bears N, E, and S.

9.78 |Creek, 15 1ks. wide, 16 ins. deep, cdurse NE.’

10.26 Point for the center south southeast 1/64 sec. cor. of
sec. 15. :

Set an iron post, 28 ins. long, 2% ins, diam., 24 ins.
in the ground, with brass cap mkd.
S 15
-C~S8~SE
1/64
1970

18.08 |Fence line, beats E and W.

18.66 |Center line of road, 50 1lks. wide, bears NE and SW.
20.52 |Point for the southeast 1/16 .sec. cor. of .sec. 15, at
the 1ntersection of the E - W center line of the SE%,

15.

Set an iron bost, 28 ins. 1qng,‘2%~ins. diam;, 2 ins.
in the ground, with brass cap mkd.

o815 .
SE 1/16
1970

41.04 Point for the center eaSt 1/16.ée¢. cor. ofdsee{vlS.

From the S 1/16 sec. cor. of secs. 14 and 15 o

S. 89°48' W., on the E and W center line of the SE« of ,
sec. 15, :

Over nearly level land.
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o ~ Subdivision of Section 15,
. 3 Noy Ri+20:E., Salt Lake Meridian, Utah

CHAINS

20.13

30.19

1 35.22

40.25

0.58

6.60

10.27

15.405

20.54

| 10 '06

15.09

20.12

The southeast 1/16 sec. cor.‘of sec. 15

Point for the. center west southeast 1/64 sec. cor. of

Set an iron post,féeiins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

C-W-SE 1/64
1970

Point for ‘C=W-W-SE 1/256" sec, cor. of sec. 15, designated

|as Angle Point No. '16A, of the Flaming Gorge Natlonal

Recreation Area Boundary. -

Set an iron postgfZBfihsd#Iong;”Z%*ins,'diam;,'24 ins.
in the ground, with brass cap mkd.

815

C-W-W=SE- 1/256 -

: 1970

R o :
“i s R

The center south 1/16 sec. cor. of sec. 15.

Creek 20 lks. wide, 18 ins. deep, course NE.-

From.the.west east l/64»secﬁ*cor;*of3secs.zlS*and 22,

IN. 0°51' E., on: the N - S cehter line of the southwest

Y of the southeast % of sec. 15

Fence line, bears E and W.

PRI

Point for the southwest southeast’ 1/64 sec. cor. of sec.
15, at the intersection of the- £'4 Wocenter line of the
SWy of the SF% of sec. 15.

Set an iron post; 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

s 15
SW SE -
1/64

1970

Point ‘for 'the center north southwest southeast “1/256

“leée. cor. ‘of sec. 15 Corner point is not- monumented.

The center West southeast 1/64 sec. cor. of sec. 15.

‘M.z

From the center south southeast 1/64 sec. cor. of sec. 15.

5. 89°52! W., on the'E - W center line of the southwest

‘% of the southeast % of sec. 15

Phe SW - SE 1/64 sec. cor. sec. 15

Point for the center West southwest southeast 1/256
Sec. COr. of sec. 15, Corner point is not monumented.

o"

he center south south 1/64 sec. cor. of sec. 15.
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Subdivision of Section 15,
T. 3 N., r. 20 E., Salt Lake Meridian, Utah

CHAINS

From the point for the .center west southwest southeast
1/256 sec. cor. of sec. .15.

N. 0°47' ", on the N - S center line of the nerthwest.%
of the southwest % of the southeast % of sec.  15.

5.14 . |Point for the NW - SW ~ SE 1/256 sec. cor. of sec. 15,
at the intersection of the E -~ W center line of sec. 15,
designated -as Angle Point No. 16, of the Flamlng Gorge
National Recreation Area Boundary.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass. cap mkd.

T3NRZ20E
NW-SW-SE 1/256
S 15
AP 16

FGNRA
1970

10.28 The center west west southeast 1/256 sec. cor. of sec. 15.

From the point for the center north southwest southeast
1/256 sec. cor. of sec. .15.

S. 89°53' W., on the E ~ W .center line of the northwest
% of the southwest % of the southeast Y.

5.03 |The NW-SW-SE 1/256 sec. cor. of sec. 15.

10.06 |The C-N-5-§ 1/256 sec. cor. of sec. 15.

Subdivision of Section 23,
T. 3. N., R. 20 E., Salt Lake Meridian, Utah

- |From .the % sec. cor. of secs. 23 and 26. -
N. 1°34' W., on the N and S center line of sec. 23.
Desc. over N slope.

5.50 |[Bottom of dfaw, drains E; asczkoVer‘S slope.

20.04 |Point for the center south 1/16 sec. cor. of sec. 23,
designated as Angle Point No. 1A, of the Flamlng Gorge
National Recreation Area Boundary.

. |Set. an iron.post, 28 ins. long, 2% ins. diam., 24 ing.,
in the ground, with brass cap -mkd .

C
S
S1/16 | -
AP 1A |
c
9
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Subdivision owaection 23,

T 3 N., R. 20 B., Salt’Lake Meridian, Utah ‘
‘CHAINS Y

~|Continue ascent over: 8 slope.

26.00 Top of ridge, bears E and W, desc. ‘over Nkslope.

ORI TR

34.50 Dirt road bears E and W.~:f: ‘

40.08 - [Point for the: centerxa ‘sec. cor.‘of sec.” 23, at«interw*WV'
. |section with the E and W center line, designated as Angle
Point No. 3A, ‘of the Flaming Gorge National Recreation
Area Boundary.- Ll
'Set an-iron post, 28 ins.long, 2% dng s diam. 724 ins.
in the ground, with brass cap mkd. Wi BT

T3NR20E
(' ‘,S§23
AP 3A

1977
Desc..over-gentle'Nisi°Pe5M‘
,;52,5o,ﬂ,peoplesocana1, flbWs@Eaiif*t¥h T f G

60.22  |Point for the center north 1/16<§§¢. cor. of sec. 23.

-|Set ‘an iron post, 28 ins." 1ong, 2% dns” diam.,v24 ins.
in the ground, with brass cap mkd. = - ST

. o

60.94 |Fence line, bears E and W, begin ascent over .gentle S
- slope. : «

65.00 }{Top: of‘ascent,fbears E and W, desc.VOVer gradual N slope.
77.60 |High water -line of Flaming Gorge Reservoir, bears E and Wil

80.36 Point for the % sec. ‘ot of sees.»lA ‘and ‘23, "hereto-
fore described.

Fron  the % sec. cor.‘of secs. 23 and 24

N. 89°59' W., on the E and W center line of sec.&23

" |Asci over . gentle E slope through sagebrush and native
grasses. R

19.92 . |Point for the. center%east 1716 sec.  cor. of ‘secw- 23,
‘|designated as Angle Point No. 3;iof the’ Flaming Gorge
National Recreation Area Boundary. , ‘

Set an iron post, 28 ins. long, 2% ins. diam., 24 1ins.
Jin the ground with brass cap mkd
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. Subdivision of Section 23,
. T. 3.N., R. 20 E., Salt Lake Meridian, Utah

CHAINS

T 3 NR 20.E
S 23
FGNRA

‘"‘"‘"T'AP3
1970

Thence ‘over series of spurs and draws.v
30.10 |Top of clay ridge, bears N and S; desc. over NW- slope.
39.84 |The center % sec. cor. of sec. 23. |
Thence aiong‘genrle:N‘slope.

49.00 |[Trail road, bears NW and SE.
. 56.50 |[Trail road, bears N and S.

60.00 |Point for the. cénrer ﬁééé’i/ic sec. cor. of . sécl 23,
-|designated as Angle Point No. 4, of the Flaming Gorge

|National Recreation Area Boundary.

Set an iron post, 28 ins. 1ong, 2¥ ins. diam., 24 ins.
in the ground, with brass cap mkd.

e

| FeNRA
’l AP 4
s 23
T3NR2E
1970
Cor. is located inifenee’line,.beéring E and W.
72.00 {Peoples Canal, flows SW.

80.16  |The % sec. cor. of secs. 22 and 23.

From the E 1/16 sec. cor. of secs. 23 and 26..

N. 1°47'" W., on the N - S‘center line of the SEY% of
sec. 23.

Desc. over N slope.
3.00 |High water 1ineﬂof‘Flaming Gorge Reservoir, bears E and W.

13.00 |High water line of Flaming Gorge Reservoir, bears E and W;
asc. over SE slope.

20.025 |Point for the SE 1/16 sec. cor. of sec. 23, at the inter-

'section with the E - W .Center line of the SE%, designated

as Angle Point No. 2 of the Flaming Gorge National
Recreation Area Boundary.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground with brass cap mkd.

T3INR22E

s 23 ,o{

AP 2
FGNRA
1970
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Subdivis 0'-of - Section 23,
T 3 N., R. 20 E., Salt Lake Meridian, Utah

CHAINS
Asc. over SE' slope.

23.00 " |Top of ridge, bears E and Ws. desc. over NE slope.’
°34.80 Trail road, 15 lks.‘wide, bears E and W.

40,05  {The center E 1/16 sec.’cor. of sec. 23'.w. o

From the point for the S 1/16 sec. cor. of secs.,23 and 24
S. 89°58' W., on the E-W center 1ine of the SE% of
sec, . 23. S

Over Water.

| 14.00 High water line of Flaming Gorge National Reservoir,
bears NE and SW, asc. over gentle SE slope.

19.99 - The SE 1/16 sec.}coer" ,323 heretofore described.

Asc. over SE slope.

LA PR NOR O o

39.98 |The center south 1/16 sec, ‘cory - of sec. 23,

From'the.centeréwest l/l6asec. cor. of sec. 23.

N. 1%41' W., on the N - S.center line of the NW% of
sec. 23.

Over gentle rolling pasture 1and
6.00 Peoples Canal, flows E. |

20,07 |Point for the MW 1/16 sec. cor. of sec. 23 at the inter-
‘ * |section with the E-'~ W.center line of the NW%, designated

as Angle Point No. 5, of the Flaming Gorge National ‘

Recreation Area Boundary.. . .. B

Set an iron post, 28 ‘ins. tong; 2% ins. diam., 24 ins.
in the ground With brass cap mkd

SIS

'TBSRZOE

s 23

o AR5

| FGNRA
1970 .
21.00 Top of rise, bears E and W desc.‘over gradual N slope.

LN

40.14 ”The W 1/16 sec.. cor. of secs. 14 and 23

From the center north 1/16 sec. cor. of sec. 23

S. 89°49' W., on the E = W center 1ine of the NWP of
sec. 23,

|Over gentle rollingfpasturefland.

||
|
|
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Subdiv131on of Section 23

CHAINS

8.11 Point for Angle Point No. 6, of the Flamlng  Gorge
S National Recreatlon Area Boundary. .

Set an iron post, 28”ins.‘1ong;’2%'ins.:diam.,‘24 ins.
in the ground, with brass cap mkd. :

" T3SR2E

S 23 |

.. AP 6

FGNRA ‘ o

1970

20.20. [The NW 1/16 sec. cor. of sec. 23, heretofore described.

40.40 [The N 1/16 sec. cor. of secs. 22 and 23.

The Survey of a Portion of the Flaming Gorge National
Recreation Area Boundary, T. 3 N., R. 20 E.,
Salt Lake Meridian, Utah

From the § 1/16 sec. cotr. of secs. 22 and”23; deeignated
as Angle Point No. 1 of the Flaming Gorge National
Recreation - Area-Boundary; heretofore described.

N. 89°59"' E., on line 1 -~ 14. =

Along the top of a rolling ridge top.

40.22 |The' center south 1/16 sec. cor. of sec. 23 de51gnated
as Angle Point No. 1A of the Flaming Gorge National
Recreation Area Boundary, heretofore. described,

P

Thence, N. 89°58" E., on line 1A - 2.
Desc. alongﬁbroken,SE slope.
19.99 [The SE 1/16 sec: cor. of sec. 23, designated as Angle

Point No. 2, of the Flaming Gorge National Recreation
Area Boundary, ‘heretofore described.

Thence, N.fl°ﬁ7'-W..‘on:line 2 —?3.Uj‘
20.025 [The center east 1/16 sec. cor. of sec. 23, designated )

as Angle Point No. 3, of the Flaming Corge National
Recreatlon Area Boundary, heretofore described.

Thence, N. 89°59' W., on line 3 - 4.

Over gentle rolling land.
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The Survey of a Portion ‘of the Flaming Gorge Nationalr
Recreation Area B un ﬁ Y, T..3 N., R. 20 E.,

“Htalr

CHAINS

19.92 |The centet % sec. cor. of sec. 23,. designatednas Angle
Point No. 3A, of the’ Flaming Gorge National Recreation
Area Boundary, heretofore desoribed s L

40,08 |The center West‘l/l6”secl cor,"of.sec;,ég,%designated~
as Angle Point No. 4, of the Flaming Gorge National
Recreation Area Boundary, heretofore described.

Thence,’N.fl°4lf“W,,,on line 4 = 5.
Over gentle rolling land.
20.07  |The M 1/16 Sec. cor. of sec. 23, designated as Angle '

Point No. 5, of the Flaming Gorge National Recreation
|Area Boundary. : ,

Thence, N. 89°49' E., on'line 5 - 6.
Desc. over gentle £ slope.

12.09 - |Angle Point-No. 6, of the Flaming Gorge National Recrea-
“tion Area Boundary, heretofore descnibed.

Thence, North on line”G‘f 7.:,;l,;3ﬁ

Asc. over gentle S slope.rzw}j G, g s

3.03 |Point for Angle Point No. 7, of ths Flaming Gorge ek
o Nat10nal Recreation Area B .

Set ‘an iron post, 28 ins.flong,‘Z/ ins.fdiam.,y24’ins,
|in the ground With brass cap mkd. SRR

Thence, N. 729123vW.,]Qn:line]],—igggi
Over . gentle rolling grass land
., 85

33.21 oﬁ\the Flaming Gorge

Set an iron post,v28 ins. long, 2@ ins. diam., 24 ins.
in the ground, with brass cap mkd. - B
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The Survey of a Portion of the Flaming Gorge National
Recreation Area Boundary, T, -3 N., R. 20 E.,
- Salt Lake Meridian, Utah

CHAINS

_ Thence, N. 56°59' W., on line 8 - 9..- .

Over nearly level grass land.

1.34 |Intersect the section line bet. secs. 22 and 23, from
which the cor. of secs. 14, 15, 22, and 23 bears

4N. .1°49' W., 6.00 chs. dist., heretofore described.

12.22 |Angle Point No. 9, on line.between,sess.ll5 and 22,
heretofore described. .

Thence, S. 89°40' W., on line 9 - 10, between
secs. ‘15 and 22,

22.44 |Angle Point No. 10 of the Flaming Gorge National
Recreation Area Boundary, ‘heretofore . descrlbed.

Thence, South, on line 10 - 11.

6.67 |[Point for Angle Point No. 11, of the”Flaming Gorge
National Recreation Area Boundary.

Set an iron post, 28. ins., 1ong, 2% ins. diam., 24 ins.
in the ground, with brass ecap mkd. ... - .. =

:FGNRA
AP 11]

W 0

Thence, West, on line 11 - 12.

10.76 |Point for Angle Point No. 12, of the Flaming Gorge
National Recreation Area Boundary.

Set an iron post, 28 ins. long, 2% ins. diam., 25 ins
in the ground, withbrass cap mkd.

| FGNRA
'}APlZ

v 8 .22 .
T3NR20E

1970
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252

The -Survey of a Portion of. the Flaming Gorge National
Recreation ‘Area Bo ant B3 N., R. 20 E.,‘
: _Salt Lake Merimian, _Utah ,

CHAINS
Thence, North, on Line 12 - 13.

6.59 [Angle Point No. 13, of the Flaming Gorge National
- .- |Recreation Area Boundary, heretofore described.

Thence, N.. 89°l6' E., on 1ine 13 - 14 between secs. 15

2.02 |The % sec. cor. of secs. 15 and‘ZZITdesignated”ae Angle
Point No. 14, of the Flaming Gorge National Recreation
Area Boundary, heretofore descrfbed‘ s ,

Thence, N.o O°42*‘E., on: llne 14 - 15 N ~ S Center line
of . sec. 15.

15.42 The C—N— —S 1/256 sec. cor. of sed.: 15 designated as
' {Angle Point No. 15, of the Flaming Gorge National
Recreation ‘Area Boundary, ‘heretofore described.

SR

Thence, N. 89°53' E., on line 15 - 16.‘U

5.03 |The NW—SW«SE 1/256 séc. cor of sec. 15, designated as
Angle Point No. 16, of the Flaming Gorge National
Recreation Area Boundary, heretofore described.

Thence,; N. '0°47". E., on line‘l6 - 17 5 fw3'3\ B

- 5.14 |The C-W-W-~SE 1/256 sec. cor. of sec. 15 designated as
. . |Angle Point No. 16A, of the Flaming> Gorge' National
Recreaion Area Boundary, heretofore: degetibed.

25.70 |The C-W-W-E 1/256 sec. cor. of sec. 15, designated as
Angle Point No. 16B of the Flaming Gorge National
Recreation Area Boundary, heretofore described.

30.86 [Point for AnglefPoint No. 17, of the Flaming Gorge
‘ National Recreation Area Boundary in sec.(lS.

in the ground with brass cap mkd.

-

| FGNRA |

s 15 |
~gngw3JN'1?
CR20:E|

1970

,vThence, S. 89°58' W., on line 17 - 18

- 5.06  |Angle Point No. 18 on. the N =8 center 1ine of sec. 15,
of the Flaming Gorge National Recreation Area Boundary,
heretofore described.

1 GPO 1980—680-288/121
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37 .

The Survey of a Portioh of the Flaming Gorge Natiomal
Recreation Area Boundary, T. 3 N., R. 20 E.,
Salt Lake Meridian, Utah

CHAINS
Thence, N. 0°42' E., on line 18 - 19.

1.98 |Angle Point No. 19, on the N - S center line of sec. 15,
of the Flaming Gorge National Recreation Area Boundary,
heretofore described.

Thence, S. 89°44' W., on line 19 - 20.

- 5.00 |Point for Angle Point No. 20, of the Flaming Gorge
National Recreation Area Boundary.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

| FGNRA
{ AP 20

s .15

T3NRZ20E
1970

Thence, N. 0°42' E., on line 20 - 2I.

5.00 |Angle Point No. 21, of the Flaming Gorge National
Recreation Area Boundary and on the north boundary of
the township, heretofore described.

General Description

The land encompassed in this survey is located about
three miles east of the town of Manila. The Flaming
Gorge National Recreation Area Boundary runs northerly
through the township. The general drainage is in an
easterly direction. The elevation ranges from about 6,000
ft. above .sea .level to about 7,000 ft. above sea level.
Access is by a number of trail roads in the township.

The timber consists of widely scattered juniper and pinon.

The mean of a considerable number of readings
of the magnetic declination throughout the township is
16°30" E.
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Township 23 South, Range 6 East, Salt Lake Meridian, Utah

CHAINS

The history of surveys of Township 23 South, Range 6 East,
Salt Lake Meridian, Utah, is as follows:

Surveyed by Retr. or Resurveyed by

EAST BOUNDARY (Second Guide Meridian East)

N. 3 miles A.D. Ferron 1908-09
S. 3 miles E. Bird, E. Eliason,
M. Roper 1937 ,
N. 3 miles _ A. Nelson 1951

NORTH BOUNDARY

All A.D. Ferron 1873

E. 2 miles ' ' o A.D. Ferron 1909
W. 1% miles H.W. Miller ~ 1918
All Concurrently

|WEST BouNDARY

N. 3 miles A.D. Ferron 1873
"1S. 3 miles A.D. Ferron 1881
N. 3 miles A.D. Ferron 1881
S. 3 miles E. Bird, E. Eliason,
' M. Roper 1937

SOUTH BOUNDARY

All E. Bird, E. Eliason,
M. Roper 1937 -

SUBDIVISION
NW Portion A.D. Ferron 1837
NE Portion A.D. Ferron 1909.‘
Sis E. Bird, E. Eliason,

.. M. Roper 1937
Third Latitudindl line E. Bird, E. Eliason,

M. Roper 1937

The following field notes describe the dependent resurvey
of the north 3 miles of the west boundary and a portion
of the subdivisional lines of Township 23 South, Range 6
East, Salt Lake Meridian, Utah.

The survey was executed in accordance with specifications
set forth in the Mahual of Surveying Instructions, 1973,
and the Special Instructions for Group No. 577, Utah,
dated April 17, 1978. - '

Preliminary to the resurvey the lines of the original
survey were retraced and search was made for all corners
and other calls of the record. Identified corners were
remonumented in their original positions; lost ‘corners
were restored and monumented at proportionate positions
based on the original record. The retracement data were
verified and only the true line field notes are given
herein. :

The directions of lines were determined by means of fore~
and backsights and angular deflections from azimuths
obtained by observations on Polaris.

The geographic position of the northwest cor. of the
township, identical with U.S.G.S. triangulation station
"SEC COR 36/22S/5E" is as follows:

Form 9600--10 (June 1978) (formerly 9180—7) USDI—~BLM ' . FIELD NOTE PAPER




Township 23 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS
Latitude 38° 51' 04.875" N; Longitude 1110 17" 53.343" W

The mean magnetic declination is 14° 10" E.

Dependent Resurvey of a Portion of the W. Bdy.
of T. 23 8., R. 6 E., Salt Lake Meridian, Utah

(Restoring the 1873 Survey and the 1881 Retracement
Executed by A.D. Ferron)

Beginning at the cor. of secs. 13, 18, 19, and 24,

Tps. 23 S., Rs.” 5 and 6 E., monumented with an iron post,
2 ins. diam., extending 12 ins. above ground, mkd. as
described in the official record of the 1937 résurvey.

N. 0° 06' E., bet. secs. 13 and 18.

39.25 Point selected for the witness cOY. to theﬁ% sec. cOr.
of secs. 13 and 18. o

Set an irqnbpost, 28 ins. long,‘Z% ins. diam., 24 ins.
in the gtound,"encircled with a collar of stone, with
brass cap mkd. ~

wcC
T 238
R5E.. R6E
%

>

s 13| s18
1978

Cor. is located on the S bank of Ivie Creek.
40.25 |True point for the L sec. cor. of secs. 13 and 18, at
proportionate distance, falls in Ivie Creek, which drains
irregularly Ej; there is no remaining evidence of the
original corner. '
Across rolling desert land.
80.50 |The cor. of secs. 7, 12, 13, and 18, monumented with a
sandstone, 18 x 5 x 2 ins., firmly set 8 ins. in the
lground and plainly mkd., 2 notches on the N and 4 notches
on the S edges. '

At the cormer point

Set an aluminum alloy post, 28 ins. long, 2% insf,diam.,
24 ins. in the ground, with aluminum cap mkd.

1978

|Deposit the mkd('Stone alongside the aluminum post.

#U.S. Government Printing Office: 1980 — 778-251/292
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Dependent Resurvey of a Portion of the W. Bdy.
~of T. 23 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

N. 0° 02' E., bet. secs. 7 and 12.
Across rolling desert land.

40.27 |Point for the % sec. cor. of secs. 1 and 6, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 23 8
RS5E R6E

1
A

$12 |.s7
1978

80.54 |Point for the cor. of secs. 1, 6, 7, and 12, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 23S
RS5E R 6 E

s1 |

_ S
s12 s
1978

AN‘,OO 02° E., bet. secs. 1 and 6.
Across folling desert land.

40.27 Point for the % sec. cor. of secs. 1 and 6, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 23 8
R5E R 6 E

Y
s1]se

1978
Set a steel fence post aiqngside the iron poét._

80.54  [The cor. of Tps. 22 and 23 S., Rs. 5 and 6 E., identical
with U.S.G.S. triangulation station "SEC COR 36/22S/5E"
monumented. with an iron post, 3% ins. diam., extending
12 ins. above ground, with brass cap mkd. as described
in the official record of the 1943 resurvey.

Cor. is located at the intersection of fences that
bear N and W.
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 8., R. 6 E.,,Salt Lake Meridian, Utah

CHAINS

Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 S., R. 6 E., Salt Lake Meridian, Utah

(Restoring the‘Survey,Executed by A.D. Ferron in 1909)

From the cor. of seecs. 13, 14, 23, and 24, monumented
with an iron post, 2 ins. diam., encircled with a mound
of stone, with 3% ft. base, 3 ft. high, with brass cap
mkd. as described in the official record of the 1937
resurvey. L * '

N. 0° 04' E., bet; gecs, 13 and 14.
Over rolling land through scattered undergrowth.

8.15 [Fence on the right-of-way line of Interstate 70, bears
N.. 439 41' E., 21.23 chs. to right-of-way marker station
679+04.45 and S. 439 41' W., 0.13 chs. to right-of-way
marker station 668+09. T

21.80 |[Center linevof Interstate 70,‘5ears N. 76° 30' E. and
1S, 76° 30' W.; on a curve. - Co

32.00 Ivie Creek, drains NE.

39.97 |(The % sec. cor. of secs. 13 and 14, determined by cor. of
old fences extending N and W; this position is harmon-
iously related to identified original corners, and is
accepted as the best available evidence of the original
corner position.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23 SR6E

s 14 | s 13

1/1;
|
|
|

1978

N. 00 04' E., beginning new measurement.
Across follingkdesert,iand, through scattered undergrowth.

40.28 |The cor. of secs. 11,712, 13, and 14, determined by a
 |nound of stone, at. the cor. of fences that extend E and
S; this position is harmoniously related to identified
original corners, and is accepted as the best available
evidence of ‘the original corner position. SR :

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with_brass cap mkd.

#U.S. Government Printing Office: 1980 —778-251/292
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS
‘T 23 SR 6 E
S 11 | s 12
S 13 [ s 14
1978

Raise a mound of stone, 3% ft. base, 2 ft;‘high, W of cor.

From the cor. of secs. 12 and 13, on the E. bdy. of the
Tp., monumented with an _iron post, 2% ins. diam., and
firmly set in a mound of stone with 4 ft. base, to top of
brass cap mkd. as described in the official record of the
1951 resurvey.

N. 89° 59' W., bet. .secs. 12 and 13.

40.24  |The % sec. cor. of secs. 12 and 13, monﬁmenfed Qith a
: sandstone, 20 x 10 x 8 insw, firmly set 10 ins. in the

ground and dimly mkd. &% on N face. o

At the corner point

Set an aluminum alloy post, 28 ins. long, 2% ins. diam.,
24 ins. in the ground, with aluminum cap mkd.

T23SR6E

S 12
S 13

1
“4

1978

Deposit the mkd. stone alongside the aluminum post.

N. 89° 59' w., begiﬁning new measurement.

Along dirt road that bears W.

11.00 |Muddy Creek, drains S.

20.10 [Point for the W l/l6.séc( cor. of secs. 12 and 13,

Set an aluminum alloy post, 28 ins. long, 2% ins. diam.,
24 ins. in the ground, with aluminum cap mkd,

T 23 SR 6 E
S 12
Wl/lG—S‘TB—-
1978

Cor. is located in E - W fence line.

40.20  (The cor. of secs. 11, 12, 13, and 14.

N. 0° 23' E., bet. secs. 11 and 12.

Across steep E slope of mesa, over ridges and washes.

Form 960010 (June 1978) (formerly 9180~7) USDI——BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivisional

CHAINS

40.00

80.00

20.01

Lines of T. 23 S., R. 6 E., Salt Lake Meridiam, Utah

Point for the % sec. cor. of secs. 11 and 12, at propor-—
tionate distance; there is no remaining evidence of the
original corner. '

Set an iron post, 28 ims. long, 2% ins. diam., 12 ins.
in the ground to bedrock, in a mound of stome, &5 ft.
base, to top of brass cap, mkd .

T23 SR6E
. %_

s~11Al s 12
1978

Cor. is located on SE slope, approximately 1.00 ch. out
of a draw. :

The cor. of secs. 1, 2, 11, and 12,'monumented with a
sandstone, 18 x 9 x 6 ins., firmly set 8 ins. in the
ground and plainly mkd. 5 grooves on the 8§ and 1 groove
on the E faces.

At the corner point
Set an irom post, 28 ins. long, 2% ins. diam., 20 ins.

in the ground, encircled with a collar of stone, with
brass cap mkd.

T 23 SR 6E
s2 |s1
g 11 | s 12
1978

Deposit the mkd. stone alongside the iron post, and raise
a mound of stone W of cor.

From the cor. of secs. 1 and 12, on the E. bdy. of the
Tp.s monumented with an iron post, 2% ins. diam., pro-—
jecting 8 ins. above ground, with brass cap mkd. as

described in the official record of the 1951 resurvey.

5. 89° 51' W., bet. secs. 1 and 12.

Across rolling and broken desert land.

Point for the E 1/16 sec. cor. of secs. 1 and 12.

Set an alﬁminum alloy post, 28 ins. long; 2% ins. diam.,

24 ins. in the ground, encircled with a collar of stome,
with aluminum cap mkd. '

%

723 SR 6E
s 1
E 1/16 —5777

1978
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

40.02 [Point for the % sec. cor. of secs. 1 and 12, at propor-

' tionate distance; there is no remaining evidence of the

original corner. S

Set an aluminum alloy post, 28 ins. long, 2% ins. diam.,

24 ins. in the ground, encircled with a collar of stone,

with aluminum cap mkd.

T23 SR6E

1 S 1.

% s 12
1978

Cor. is located in Muddy Creek bottom, approximately
1.00 ch. W of creek. ’

60.03 Point for the W 1/16 sec. cor. of secs. 1 and 12.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23SR6E
W 1/16 ~§—%§~
1978

Cor. 1s located approximately 2.50 chs. E of dirt road
that bears N and SW and 0.05 chs. E of N ~ S fence.

80.04 |The cor. of secs. 1, 2, 11, and 12.

N. 0° 10" E., bet. secs. 1 and 2.

Across ridges and washes on E slope of mesa.

40.06 |The 4 sec. cor. of secs. 1l and 2, monumented with a sand-
stone, 28 x 6 x 4 ins., firmly set 10 ins. in the ground,
mkd. % on W face. S '

At the corner point

Set an irom post, 28 ins. long, 2% ins. diam., 10 ins.

in the ground to solid rock, in a mound of stone, 3 ft.
base, to top of brass cap, mkd.

T 23 SR 6 E

s 2

%
|
{ s 1

1978

Deposit the mkd. stone alongside the iron post.

N. 09 04' E., beginning new measurement.

Form 9600—10 (June 1978) (formerly 9180-7) USDI-—BLM FIELD NOTE PAPER




Dependent ReSuséy of a Portion of the’Subdivisional
Lines of T. 23 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

43.03 |The closing corner of secs. 1 and 2, on the N. bdy. of
‘ lthe Tp., monumented with a sandstonme, 24 x 10 x 2 ins.,
firmly set 10 ins. in the ground and in a collat of stone,
5 potches on the W and 1 notch on the E edges and CC on
"~ |s face. ‘ .

At the corner point

Set an ‘iron post; 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd .

T 22 SR 6E

S s 1

s 35
2 |
|
ccC
T23 SR6E
1978

From this caf.,'the cor. of secs. 35 and 36, T. 22 8.,
R. 6 E., bears N. 890 52' E., 1.20 chs. dist., described
in the concurrent resurvey of the S. bdy. of T. 22 5.,
R. 6 E. ' :

From the cor. of secs. 14 and 15, monumented with an iron
post, 2 ins. diam., extending 12 ins. above ground, with
brass cap mkd. as described in the official record of the
1937 resurvey. . .- ’

N. 0° 03' E., bet. secs. 14 and 15.

Across rolling desert land through sagebrush and
greasewood. : '

9.26 Fence on the right-of-way line of Interstate 70,'bears
N. 820 54' E., and S. 82° 54' W., 5.47 chs. dist., to
right-of-way marker station 612+43.96.

lZIﬁOl‘ Center line of Interstate 70, bearS'N.‘829ﬁ54' E.,

and S. 829 54' W.
16.88 [Right-of-way line of Interstate 70, bears N. 82° 54' E.

‘ and S. 82° 54" W., 6.40 chs. dist. to right-of-way marker
stationu612+43.96.
19.00 |Ivie Creek, drains E.
40.25 |Point for the % sec. cor. of secs. 14 and 15, at propor-—
tionate distance; there is no remaining evidence of the

original corner.

Set an iron post, 28 ins. lqng, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23SR6E

#U.S. Government Printing Office: 1980 —77: 8-251/292
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w Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 §., R. 6 E., Salt Lake Meridian, Utah

CHAINS
Cor. is located in small wash in flat greasewood area.

80.50 |[The cor. of secs. 10, 11, 14, and 15, monumented with a
sandstone, 24 x 12 x 4 ins., firmly set 10 ins. in the

ground, mkd. 2 notches on the E and 4 notches on the §

edges. v - .

At the corner point

Set an aluminum alloy post, 28 ins. long, 2% ins, diam.,
24 ins. in the ground, with aluminum ‘cap mkd.

T23 SR6E

S 10 | s 11
S15 | S 14

1978
Deposit the mkd. stone alongside the iron post.
Raise a mound of stone, 2 ft. base, 2 ft. high, W of cor.

n

Cor. is located NE of pointed knoll, S of high mesa.

From the cor. of secs. 11, 12, 13, and 14.
S. 89° 53' W., bet. secs. 11 and 14.

Across rolling desert land into ridges at S edge of high
mesa. e :

40.00 |Ridge, bears NW and SE.

40.13 The % sec. cor. of secs. 11 and 14, monumented with a
weathered sandstone, 12 x 5 x 3 ins., firmly set 4 ins.
in the ground, marks have been obliterated; this position
is harmoniously related to existing original corners and
is accepted as the best available evidence of the
original cornmer position.

At the corner point

Set an iron post, 28 ins. long, 2% “ins. diam., 24 ins.
in the ground, with brass cap mkd: ‘ .

T 23 SR 6E

N

L, s11
% 5 14

1978
Deposit the weathered stone alongside‘pheAiron post.

Cor. is located on a clay ridge that bears NE and SW.

N. 89° 40' W., beginning new measurement.
Across ridges extending from S edge of mesa.

40.15 |The cor. of secs. 10, 11, 14, and 15.
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Dependent Resurvey of a Portion of the Subdivisional
‘Lines of T. 23|S., R. 6 E., Salt Lake Meridian, Utah

CHAINS
In. 00 07" E., bet. secs. 10 and 11.
'Asé. precipitious S faCe“of‘mesa;

40.55 ' Pbint:fof the 4 sec. cor. of;secs. lO'and 11, at propor-

tionate distancej there is no remaining evidence of the
original corner. ' '

Set an iron post, 28,iﬁs. lqng;\Z%ﬂins.‘diam., 5 dins.
in the ground to, solid rock,nin«a mound of stone, 4 ft.
base, to top of brass cap, mkd.

T23SR6E

-
s 10| s 11
|
1978

Cor. is located|on N édge of émall pléin at begiﬁning
of gradual ascent.

81.10 ~|The cor. of,secs.'Z, 3, 10, and 11, monumented with a
weathered sandstone, 15 x 10 % 6. ins., firmly set 8 ins.
in the ground, mkd. 2 notches on E edge with a 1% ins.
iron pipe alongside. S

At the corner‘poiht .

Set an iron post, 28’iné. long,ﬂz% ins. diam., 24 dns.
in the ground, with brass cap mkd.

T23 SR 6E

83 |s2
s10 [ s 1L

1978

Deposit the mkd. stone aﬁdufﬁe'ifon pipe alongside the
iron post. : S R
|Cor. is located approximately.7;QQ_phs. W of dirt road,

in flat area among pinon and juniper trees.

{
|
i

From the cor. of secs. 1,'2, 11, and 12.

N. 890 11' W.J‘bet.tSebs. 2 and 11.

Across ridge %nd wash, asc. steep E face of mesa.

C
40.06 Point selecte@

secs,'Z and 1}.

for the witness coOY. td"the'% sec. cor. of

Set an iron post, 28 ins. long, 2% ins. diam., 4 ins.
in the ground| to bedrock, in ‘a mound of stone, 4 ft.,
base, to top of brass cap, mkd.

W
S

W
T 23 SR6E

1

wim
L

1978
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o'+ Dependent Resurvey of a Portion of the Subdivisional
Lines of T, 23 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS
Cor. is located near the edge of a drop-off, approximately
2.00 chs. E of the edge of mesa.

40.33 |True point for the % sec. cor. of secs. 2 and 11, at
proportionate distance; there is no remaining evidence of
the original. corner. This point falls on the edge of a
precipitious ledge and is not pPracticable to monument.

(Restoring the 1873 Survey and 1909 Retraeement
Executed by A.D. Ferron) . :

N. 89° 03" W., beginning new measurement.

Asc. to-top of mesa, thence across mesa top through pinon
{end juniper trees.

40.26 [The cor. of secs. 2, 3, 10, and 11.

N. 0° 05" E., bet. secs. 2 and 3.

Across top of mesa, through pinon and juniper trees.

40.22’~ The % sec. eor. of secs. 2 and 3, monumented with a
"lsandstone, 5'x 5 x % ins., firmly set 3 ins. in the ground

|mkd. % on W face, with a 1% in. steel pipe alongside.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 4 ins.

in the ground. to solid rock, in a mound of stone, 4 ft.

base, to top of brass cap, mkd.

T23SR6E

1978

Deposit the mkd. stone and the steel pipe alongside the
iron post. ' RS o L

N. 0° 11' E., beginning new measurement.
Across broken land, then desc. into flat.
41.41 |[The cor. of secs. 2, 3, 34, and 35, on the N. bdy. of

the Tp., monumented as described in the concurrent -
resurvey of the S. bdy. of T. 22 S., R, 6 E.

(Restoring the Survey Executed by A.D. Ferron in 1909)

From the cor. of secs. 15 and 16, monumented with an iron
{post, 2 ins. diam., extending 6 ins. above ground, with
brass cap mkd. as described in the official record of the

1937 resurvey.

Form 9600—10 (June 1978) (formerly 9180—7) USDI——BLM FIELD NOTE PAPER
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- Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS
N. 00 04' W., bet. sees. 15 and 16.
|Across rolling désert land.

9.36 |Right-of-way marker station 563+33, bears East, 0.037
chs. dist.; marker is flocated at the cor. of fences
bearing easterly and northerly along the right-of-way
line of Interstate 70. .

10.88 |Fence on the right-of-way line ofLInterstate 70, bears
N. 87° 51' W., and ' S. 87° 51' E., 0.043 chs. dist., to
a right-of-way marker station 563+33.

12.40 |Center line of Interstate 70, bears S.'87° 51' E.
|and N. 87° 51' W. :

15.80 [Fence on:the‘right-ofeway 1ine of Interstate 70, bears
N. 87° 51' W. and S. 87° 51" E., 0,061 chs. dists,
to a right-of-way marker station 563+33.

| ‘ : o
16.95 |Right-of-way markerfskation 563433, bears East, 0.063
chs. dist.; marker is’located at the cor. of fences
bearing easterly and southerly along the right-of-way

line of Interstate 7@.

‘ 1
35.00 |Ivie Creek, drains SE.-

40.36 |The % sec. cor. of secs. 15 and 16, monumented with a

. soft sandstone, 20 x 10 x 2 ins., firmly set 8 ins. in the
{ground, dimly mkd. % on W face, small mound of stone
alongside. '

At the corner point
Set -an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled with a collar of stone, with

brass cap mkd.

T 23 SR 6E

s 15

S 16

Y
|
|
A
1978
Deposit the mkd. stone alongside the iron post..

Cor. is located on the E bank of Quitchpah Creek that
drains S curving W. '

N. 0° 10! W.,fbeginninginew.meésurement,

Along QuitchpahkCreek bottQm.'

41.13 |The cor. of secs. 9, lO,_lS,fand 16, mbnumentéd with a
sandstone, 20 x 10 x ‘4 ins., firmly set 10 ins. in the
ground and plainly mkd. 4 grooves on thé"S'and 3 grooves

on. the E face.

At the cornmer point

|Set an iron post,,28fins,,1ong; 2% dns. diam.; 24 ins.
in the ground, epcirled with a collar of stone, with brass
cap mkd. .’ :

¥ GPO' 1980—680-288/121
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- Dependent Resurvey of a Portion of the Subdivisional

Lines of T. 23 S., R. 6 E., Salt gake»Meridian! Utah

T23 SR6E

CHAINS

1978

Deposit the mkd. stone alongéide the iron post.

From the cor. of secs. 10, li, 14, and 15,

N. 899 10" W., bet. secs. 10 and 15.

Across S and SE faces of higﬂ mesa.

40.28 |Point for the % sec.,cor. of ssecs. 10 and 15, at propor-
tionate distance; this cor. was not monumented in the
original survey.

At the corner point
Set an iron post, 28 ins. long, Z%vins. diam., 3 ins.

in the ground to solid rock, in a mound of stone, 4% ft.
base, to top of brass cap, mkd. ;

T 23 SR 6E
. S 10
4 7515

1978

Cor. is located in low lying area approximately 10.00
chs. from a ridge to the N and! 5.00 chs. from a ridge
to the S§.

59.58 |The original witness cor. to the % sec. cor. of secs.

10 and 15, monumented with a sandstone boulder, 4 x 4 x 3
ft. above ground, mkd. + W.C. on the N side, with a
mound of stone to the N.
At the corner point

Mark A P on the NE face of boulder.

N. 899 45' W., be iftning new measurement.
gihni

20.83  |The cor. of secs. §, 10, 15, and 16.

(Restoring the Survey Executed by A.D. Ferrén'in 1873)

N. 1° 11' E., bet. secs. 9 and 10,

Across ridges and'draws along W face of‘high mesa,

megaﬂAOQmm19n)(mmawgmmﬂ)lmDF_BLM“‘ ‘ » - FIELD NOTE PAPER
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w:Dependent»ResurVey‘of a Portion of the Subdivisional
.. Lines of-T. 23 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

40.41 |The % sec. cor. of secs. 9 and 10, mdnumentéd with a
: sandstone, 14 x 10 x 6 ins., in a mound of stone, illegibl
marks on the W face.

[t

At the corner point

Set an aluminum alloy post, 28 ins. long, 2% ins. diam.,
12 ins. in the ground to solid rock, in a mound of stone,
4 ft. base, to top of aluminum cap mkd.

T23 SR 6E
S 9 % S 10

. 01978
Deposit the mkd. stone alongside the iron pipei*

Cor. is located on S slope of ridge.

N. 10 11' W., beginning new measurement:

Across brokeh desert land, on E side of Quitchupah
Creek bottom. ' :

39.80 |Point for the cor. of secs. 3, 4, 9, and 10, at propor-
tionate distance; there is no remaining evidence of the
original cormer. :

Set an iron-post, 28 ins. long, 2% ins. diam., 20 ins.
|in the ground, encircled with a collar of stone, with
brass cap mkd.

From the cor. of sees. 2, 3, 10, and 11.
N. 890 59' W., bet. secs. 3 and 10.

Desc. through pinon and juniper trees in;o»S*face of
deep wash. : )

40.09 The Y% sec. cor. of secs. 3 and 10, monumented with a
sandstone, 15 x 12-x 3 ims., firmly .set 8 insj,in the
|ground and plainly mkd. % on N face. '

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground,‘with brass cap mkd .

T 23 SR 6 E

L S 3
4 510

1978

#U.S. Governiment Printing Office: 1980 —778-251/292
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Dependent Resurvey of a Portion of the.Subdivisional
Lines of T. 23 8., R. 6 E., Salt Lake Meridian, Utah
CHAINS 1 '

{Peposit the mkd. stone alonéside the iron post.

Cor. is located on South faéing slope of deep wash.

5. 89° 54' ., beginning new measurement.

Along South facing slope of deep wash.

40.47 The ‘cor. of secs. 3, 43 9, and 10.

N. 0° 15" W., bet. secs. 3 and 4.
Along Stéep'W face of high mesa.
39.79 |Point for the % sec. cor. of secs. 3 and 4, at propor-
tionate distance; there is no remaining evidence of the

original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.

T 23 SIR 6 E

1
%

S 4 ’_s 3

1978
from which

A cross (+) on a boulder, 10 x 4 x 3 ft., bears
S. 78° E., 22 1ks. dist.

Raise a mound of stone, 3% ft. base, 2 ft. high to.the
East. ‘

|cor. is located on the W side of a narfq& fdéky fidge.

80.28 |The cor. of secs. 3, 4, 33, and ‘34,. on the N. bdy. of
the Tp., monumented as. described in the concurrent
resurvey of the S. bdy. of T. 22 S., R. 6 E.

From the cor. of secs. 16 and 17, monumented with an iron
post, 2 ins. diam., extending 6| ins. above ground, with

brass cap mkd. as described in the official record of the
1937 resurvey.

N. 0° 16' E., bet. secs. 16 and 17.

Desc. across NE face of high mesa.
120.00 (Ivie Creek, drains SE.

k39.54 The % sec. cor. of secs. 16 and 17, monumented with a
‘ stationary sandstone, dimly mkd.| % on the W face.;

Form 9600~10 (June 1978) (tormerty 5180—7) USDI-—BLM ' S FIELD NOTE PAPEvR ’
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Dependent Resurvey of 4 Portion of thé Subdivisional
Lines of T. 23 S., R. 6 E.. Salt Lake Meridian, Utah

CHAINS
At the corner pbint (along the west gside of stone)
Set an irom post, 28 ims. long, 9% ins. diam., 12 ins.

in the ground to bedrock, encircled with a mound of stone,
with brass cap mkd. ‘

T23 SR6E

s 17 | s 16

4,
l
l
I
1978

Cor. is located approximately 2,00;chs; S of S rim of
high mesa. ‘ '

N. 0° 33' W., beginning new measurement.

Asc. to top of rolling mesa, through pinon and juniper
trees. L ‘ S

40.50 |The cor. of secs. 8, 9, 16, and 17, monumented with a
sandstone, 15 x 10 x 5 ins., set 5 ins. in the ground,
mkd. 4 notches on the § and E faces.

At the corner point.

‘|set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd .

T23 SR6E

s8 |s9
s 17 | S 16
1978

_|Deposit the mkd, stoné and set a 4 x 4 post alongside the
iron post. o : AR

(Restoring the 1873 Survey and the 1909
Retracement both Executed by A.D. Ferron)

From ‘the cor. of secs. 9, 10, 15, and 16.
g. 87° 54' W., bet. secs. 9 and 16.

Across Quitchupah Creek bottom then asc. E face of high
mesa. :

10.00 |Quitchupah Creek, drains irregulatly'SE.
40.12 |The % sec. cor. of secs. 9 and 16, monumented with a

sandstone, 20 x 15 x 5 ins., firmly set 10 ins. in the '
|ground and plainly mkd. % on N face. ' '

At the corner point

#U.S. Government Printing Office: 1980 —778-251/292
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- Dependgnt Resu;vgy of a Portion of the Subdivisional
.- Lines of T. 23 5., R. 6 E., Salt Lake Meridian, Utah

CHAINS

Set an i;on post, 28 ins. long, 2% ins. diam., 20 ins.
in the ground, encircled with a collar of stone, with
brass cap mkd.

T23 SR 6 E

. 89

% 516
1978

Deposit the mkd. stone alongside the iron post.

N. 899 49' w., beginning new measurement.

Across rolling‘mesa top through scattered pinon. and
juniper trees., = ' o

40.33 |The cor. of secs. 8, 9, 16, and 17.

(Restoring the Survey Executed'by.A.Df.Féffon}in 1873)

N. .0° 10' W., Bgt..secs. 8 and 9.

Across rolling desert land, through scattered pinon and
juniper trees,.

40.41. [The Y sec. cor. of secs. 8 and 9, monumented with a
sandstone, 18 x 14 x' 6 ins., firmly set 6 ins. in the
‘{ground and plainly mkd. % on W face, from which an
unrecorded bearing tree

A pinon, one of two branches, 8 ins. diam.,
bears East, 10 1lks. dist., mkd. % S BT.

At the corner point .
Set an iron post, 28 ins. long, 2% ins. diam., 12 ins.
in the ground to solid rock, in a mound of storie, 4 ft.

base, to top of brass cap, mkd.

T23 SR6E

1978
Deposit the mkd. stone alongside the iron post.

Cor. is located 20 1lks. § of trail road that, bears NE
and SW. -

20,

N..0° 10' w., beginning new measurement.

40.72  IThe cor. of;éeéé, 4, 5, 8, and 9, monumented with a

~ |sandstone, 16 x 13 x 5 ins., firmly set 8 ins. in the
_|ground and plainly mkd. 5 notches on the S and 4 notches
on the E edges.

Form 960010 (June 1978) (formerly 9180~7) USDI——BLM o  FIELD NOTE PAPER
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. . vDePendent.ReSurvey of a Portion of the Subdivisional
: “ Tines of T. 23 8., R. 6 E., Salt Lake Meridian, Utah

CHAINS

Set ankiron post, 28 ins. long, 2% ims. diam., 24 ins.
in the ground, with brass cap mkd.

‘T 23 SR6E

S5 |84
S8 1S9

1978

Deposit the mkd. stone and set a juniper post alongside
the iron post. e : -

Cor. is located in small wash.

From the cor. of secs. 3, 4, 9, and 10.

S. 89° 46' W., bet. secs.4 and 9.

Across bed of Quitchupah Creek.

22.00 |Quitchupah Creek, drains S.

40.66 The % sec. cor. of secs. 4 and 5, monumented with a
sandstone, 19 x 12 x 3 ins., set in a small mound of stone}
and plainly mkd. % on N face.
At the corner point

Set an iron“pogt,KZS”ins. loﬁg, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23 SR 6 E

S 4
s 9

1
“

1978
Deposit the itkd. stohe alongside the iron post.

Cor. is located near edge of steep slope of Quitchupah
Creek. '

|s. 89° 45' W., beginning new measurement.
Across rolling and broken.mesa land.

39.94 |The cor. of secs. 4, 5, 8, and 9.

" IN. 0° .05' W., bet. secs. 4 and 5.

Across rolling to broken desert iand, through scattered
pinon and juniper trees.

40.03 |The % sec. cor. 6f secs. &4 and 3, monumented with a
sandstone, 20 x 16 x 3 ins., firmly set 10 ims. in the

| ground and plainly mkd. % on W face, from which unrecorded
‘| pearing trees ° 7 ' :

% U.S. Government Printing Office: 1980 —778-251/292
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Dependent Resurvey\of a Portion of the Subdivisional
Lines of T. 23 S., R. & E., Salt Lake Meridian, Utah

CHAINS

A pinon, 20 ins. diam., bears N. 27° E.,
49 chs. dist., mkd. % 8 4 BT.

A juniper, 6 ins. diam., bears N. 720 40 W.,
63 lks. dist., mkd. % 85 BT. :

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, encircled in a collar of stone,
with brass cap mkd.

T 23 SR6E

1978

P

Deposit the mkd. stone alongside the iron post.

N..0% 14" W., beginning new measurement.

Across rolling desert land, through scattered pinon and
juniper trees. ’

40.49. |The cor. of secs. 4,5, 32, and 33, on the N. bdy. of
the Tp., monumented as described in. the concurrent resurvey
of the S. bdy. of .T. 22 S., R. 6 E. » v

(Restoring the 1873 Survey Executed by A.D..Ferron
and the 1937 Retracement Executed by E. Bird,
E. Eliason, and M. Roper) ‘

From the cor. of secs. 17 and 18, monuménted with an
iron post, 2 ins. diam., set in a mound of stone, 5 ft.
base, projects 8 ins. above the mound, with brass cap
mkd. as described in the official record of the 1937
r‘ejéi;i:v’ey." S

N 09 20" W), bet. secs. 17 and 18.

Across mesas and deep wash formed by Ivie Creek through
scattered pinon and juniper trees.

40.00 |Point “for the 'Y sec. cor. of secs. 17 and 18, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an iron post, 28 ins. long, 2% dins. diam., 16 ins.
in the ground to solid rock, in a mound of stone, 4 ft.
base, to top of brass cap, mkd.

Form 9600~10 (June 1978) (formerly 9180~7) USDI——BLM T ' | FIELD NOTE p APER
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Dependent.ReSufvey of a Portion of the Subdivisional
‘Lines of T. 23 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

T23SR6E
Y
|

s 18 | s 17
|
1978

53.00 |Ivie Créek, drains NE.

80.00 |The cor. of secs. 7, 8, 17, and 18, monumented with a
sandstone, 18 x 15 x 5 ims., firmly set 8 ins. in the
|ground, and plainly mkd. 3 notches on the S and 5 notches
on the E edges, with a mound of stone, to the W.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock, in a mound of stone, 3% ft.
base, to top of brass cap, mkd .

723 SR 6E

s7 |s8
g 18 | S 17

1978

Deposit the mkd. stone alqngside the irom post.

' (Restoring the Survey Executed by A.D. Ferron in 1873)

1From the cor. of secs. 8,49,‘16,}andv17.
N. 89° 57' W., bet. secs. 8 and i7.

~|Across rolling desert land, through scattered pinon and
|juniper trees. B
41.58 |The % sec. cor. of secs. 8 and 17, monuménted with an
iron pipe, 1% ins. diam., extending 1’3 ft. above ground;
this position is harmoniously related to exisiting
original corners and is accepted as the best available

|evidence of the original corner position.
At ‘the corner ‘point .
_|Set an.irom post, 28 ins. long, 2% ins. diam., on solid

" |sandstone, encircled with a mound of stone, 5 ft. base,
lto top, with brass cap mkd.

T 23 SR 6E
“ 817
1978

Deposit the iron pipe alongside the iron post.

#U.S. Government Printing Office: 1980 —778-251/292
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o fDepéndent Resurvey of a Portion of the -Subdivisional

~Lines of T. 23 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

39.95

N. 89°743' W/, beginning new measurement.
Over rolling and broken desert land.

The cor. of secs. 7, 8, 17, and 18.

40.40

40.23

N. 89° 29' W., bet. secs. 7 and 18.
Across rolling desert land, penetrated by large washes.

The % sec. cor. of secs. 7 and 18, monumented with an
aluminum bar, mkd. with a cross (+) on top, set in a
mound of stone; this position is harmoniously related

to existing original corners and is accepted as the best
available evidence of the original corner position.

At the corner point -

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23 SR6E
L .57
% S 18
1978

Set the aluminum bar and a 4 x 4 post alongside the iron
post.

S. 89° 39' W., beginning new measurement.
Across wash and rolling desert land.

The cor., of secs. 7, 12, 13, and 18, on the W. bdy. of
the Tp., heretofore described.

40.30

From the cor. of secs. 7, 8, 17, and 18.
N. 0° 20' E., bet. secs. 7 and 8.

Point for the % sec. cor. of secs. 7 and 8, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled with ‘a collar of stone; with
brass cap mkd.

T 23 SR 6 E

Form 9600—10 (June 1978)
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Dependent Resurvey of,arPQrtion,ofrthe Subdivisionél
Lines of T. 23 S., R. 6 E;,JSalt Lake Meridian, Utah

CHAINS

80.60 |The cor. of secs. 5, 6, 7, and 8, monumented with an
iron pipe, 1% ins. diam., extending 14 ins. above ground;
this position is harmoniously related to existing
original corners and is accepted as. the best available
evidence of the original cormer position.

At the cormer point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

723 SR 6 E

8685
s71]s8

1978,_;

Set the iron pipe and a cedar post alongside the iron post

From the cor. of secs. 4, 5, 8, and 9.
S. 89° 36" W., bet. secs. 5 and 8.
Across broken mesa lahd, through pinon and juniper trees.

40.19 The % sec. cor. ofvsécs._S and 8,‘monumented with a cross
‘ (+) on a solid sandstone, ledge, with mound of stone and
iron pipe alongside. - ‘ '

At the corner point
Set an iron post, 28 ins. long, 2% ins. diam. over the
cross on sandstone ledge, encircled with a mound of stone,
5 ft. base, to top of brass:cap, mkd. o

T 23 SR6E
S5
s 8

4

1978

N. 899 59' W., beginning new measurement.
Across rolling desert land..

40.58 |The cor. of secs. 5, 6, 7, and 8.

5. 890 39 W., bet. secs. 6 and T.
Across slightly rollihg desert land.

40.17 The % sec. cor. of secs. 6 and 7, monumented with an
iron pipe, 1% ins. diam., extending 14 ins. above ground;
this position is harmoniously related to existing
original corners and is accepted as the best available
evidence of the original corner position. :

X GPO_ 1980—680-288/121
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 S., R. 6 E., Salt Lake Meridian, Utah

CHAINS

At the corner point

Set an aluminum alloy post, 28 ins. long, 2% ins. diam.,
24 ins. in the ground, with aluminum cap mkd.

T23 SR6E

. 56
% g7

1978

Set the iron‘pipe alongside the iromn post.

N. 89°>4lﬂ.wm; beginning new measurement.
Across slighfly rolling desert land.

40.89 |The cor. of.seés{Ml; 6; 7,:and 12, on the W. bdy. of the
Tp., heretofore described.

From the cor. of secs. 5, 6, 7, and 8.

N. 0° 04' W., bet. secs. 5 and 6.

Across barren, rolling desert land.

40.29 |Point for the Y% sec. cor. of secs. 5 and 6, at propor-
tionate distance;zthere.is,no.rémaining evidence of the

original corner, - - Coner e ;

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23 SR6E

S6 ]S85

1/4
l
|
l

1978
Cor. is located on a clay ridge.

60.44 |Point for the N 1/16 sec. cor. of secs. 5 and 6.

Set an iron post, 28 ins. long, 2% ins. diam., 24 dins.
in the ground, with brass cap mkd.

T 23 SR 6E
N 1/16

S6]ss5
1978

Cor. is located S of small clay ridge that bears NW;
there is a series of clay ridges to the S.

#*U.S. Government Printing Office: 1980 778-251/292
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Dependent .Resurvey of a Portion of the Subdivisional
Lines of T.23 8., R. 6 E., Salt Lake Meridian, Utah

CHAINS

80.71 |The cor. of secs. 3, 6, 31, and 32, monumented as des-—
cribed in the concurrent resurvey of the S. bdy. of
T. 22 S., R.. 6 E. : R '

GCeneral Description

The main features of the North 3 tiers of T. 23 8.,
R. 6 E., are Interstate Highway 70, that runs in a general
East - West direction through sections 13, 14, 15, and 16.
Green River, Utah, is approximately 58 miles to the East;
and Salina, Utah, is approximately 38 miles to.the West,
on Interstate 70.

A high mesa, with steep walls on the East, West, and
South sides, mdkes up a large part of sections 2, 3, 10,
and 11. It is bounded on the East by Muddy Creek, which
drains irregularly to the South; on the West by Quitchupah
Creek, which drains irregularly South; and on the South
by Ivie Creek, which drains irregularly to the East.
Quitchupah Creek drains into Ivie Creek and Ivie Creek
drains into Muddy Creek. There is a high mesa West of
Quitchupah Creek that gradually»descends to the West.
Elevation ranges from about 5800 ft. above sea level to
6600 ft above sea level. : ‘

There is an abandoned coal mine in the NEYNWY, section
2 and the Cowboy Coal mine is located in the SW4NW4,
section 2. Pinon and juniper trees grow on the mesa tops.
There is some pasture land im section 1.

- Access is by Interstate Highway 70, East from Salina,
Utah, or by State Highway 10, South from Price, Utah.
There are numerous dirt roads throughout - the township.

Form 9600—10 (June 1978) (formerly 9180-7) Jsoi—BLM ' T FIELD NOTE PAPER
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Township 6 North, Range 1 West, Salt Lake Meridin, Utah

CHAINS

The history of surveys of sections 1, 2, 3, 10, 11, 12,
13, 14, 15, 22, 23, 24, 25, 26, and 36 of T. 6 N.,
R. 1 W., Salt Lake Meridian, Utah, is as follows:

T. 6 N., R. 1 W,

History of Surveys

Surveyed by Retr. or Resurveyed by

Section 1

East, North, Adolphe Jessen 1884

South and West

Boundaries

East Boundary Nephi P. Anderson 1892

Glen B. Hatch and
Fred R. Chappell 1966

Section 2

North, South, Adolphe Jessen 1884
East and West ‘
Boundaries

Section 3

West Portion of Joseph Troskolawski
North Boundary 1855
(35.00 chs.) Adolphe Jessen 1884

Fast Portion of Adolphe Jessen 1884
North Bdy.

(45.00 chs).

South and East

Boundaries

Section 10

Hest Portion of Joseph Troskolawski
South Bdy. (12.00 chs) 1855
and West Bdy. Adolphe Jessen 1884

Fast Portion of Adolphe Jessen 1884
South Bdy.

(68.38 chs.)

Fast, West and

North Boundaries

Bection 11

South, East, - Adolphe Jessen 1884
Jest and North

Boundaries

Bection 12

South, East, Adolphe Jessen 1884
West and North Bdy. .

East Boundary Nephi P. Anderson 1892
Glen B. Hatch and
. Fred R. Chappell 1966

Form 9600—10 (June 1978) «mmmymw—ﬂ‘kawBLM' ’ ' ‘ HELDNOTEPAPER
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Township 6 North, Range 1 West, Salt Lake Meridian, Utah

CHAINS
Section 13
Lectlon. Lo

East, Soﬁth, Adolphe Jessen 1884

West and North

Boundaries

East Boundary o Nephi P. Anderson 1892

Glen B. Hatch and
Fred R. Chappell 1966

Section 14

South, East, Adolphe Jessen 1884
West and North - - :

Boundaries

Section 15

West Portion of Joseph Troskolawski

South Bdy. 1855
(45.00 chs.) '

and West Portion Adolphe Jessen 1884
of North Bdy. «
(12.00 chs.)

East Portion of Adolphe Jessen 1884
South Bdy. ‘

(35.00 chs)

East Bdy. and East

Portion of North

Bdy. (68.38 chs.)

Section 22

West Portion of Joseph Troskolawski

South Bdy. 1855

(40.00 chs.) Adolphe Jesgsen 1884
West Portion of Joseph Troskolawski

North Bdy. 1855

(45.00 chs.) Adolphe Jessen 1884

East Portion of Adolphe Jessen 1879

South Bdy. ( Adolphe Jessen 1884
(40.00 chs.)

and South Portion

of East Bdy.

(47.50 chs.)

North Portion of Adolphe Jessen 1884
East Bdy.

(32.50 chs.:)

and East Portion

of the North Bdy.

(35.00 chs.)

Section 23

West Portion of Adolphe Jessen 1879 ) _

South Bdy. = . Adolphe Jessen 1884
(40.00 chs.) B

and South Portion

of West Bdy.

(47.50 chs.)

#wU.S. Government Printing Office: 1980 — 778-251/292
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Township 6 North, Range 1 West, Salt Lake Meridian, Utah

CHAINS

Fast Portion of Adolphe Jessen 1884
South Bdy.

(40.00 chs.)

East Bdy. and

North Portion of

West Bdy. (32.50

chs.) and North

Boundaries

Section 24

Fast, South, Adolphe Jessen 1884
West and North
Boundaries

East Boundary Nephi P. Anderson 1892

Section 25

East, South, o Adolphe.Jeséen 1884

West and North

Boundaries

East Boundary Nephi P. Anderson 1892

Glen B. Hatch and
 Fred R. Chappel 1966

Section 26

West Portion of Adolphe Jessen 1879
North Bdy. Adolphe Jessen 1884

(40.00 chs.)

South, East, Adolphe Jessen 1884
West and East ‘

Portion of North

Bdy. (40.00 chs.)

Section 36

East, South, Adolphe Jessen 1884

West and North

Boundaries

South Boundary Concurrently

The following field notes describe the dependent resur-
vey of the Salt Lake Meridian through Township 6 North,
the east 3 miles of .the north boundary, and a portion of
the subdivisional lines, and the survey of a partial sub-
division of sections 10, 24 and 26 of Township 6 North,
Range 1 West, Salt Lake Meridian, Utah.

The survey was executed in accordance with specifications
as set forth in the Manual of Surveying Instructions,
1973, and the Special Instructions for Group 590, Utah,
dated March 29, 1979.

The directions of lines were determined by reference to
true meridians established on line by altitude observa-
tions on the sun, and by hour angel observations on
Polaris. The lines were carried forward by sustained
angulation being supplemented by other observations on
Polaris taken throughout the progress of the survey.
Distances were determined by electronic measurement.

Form 9600—10 (June 1978) (formerly 9180-7) USDI-—BLM o FIELD NOTE PAPER
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Township 6 North, Range 1 West, Salt Lake Meridian, Utah
CHAINS ’

Preliminary to the resurvey, the lines of the original
survey were retraced and a diligent search was made for
any evidence of the original corners or other calls of
the original field note record. Identified COorners .were
remonumented in their original positions, lost corners
were restored and monumented at proportionate positions
based on the original record. The retracement data were
thoroughly verified and only the true line field notes
are given herein.

The geographic position of the southeast corner of the
township as determined from a tie made to United States
Coast and Geodetic Survey triangulation station "Ogden
Peak 2", located in the NW% of sec. 6, T. 5 N., R. 1 E.,
is as follows: .

Latitude 41° 12' 18.7" Y, Longitude 111° 53' 25.3" y,

The mean magnetic declination is 15° 20'»E.

' Dependent Resurvey of the Salt Lake Meridian Through
T. 6 N., R. 1 W., Salt Lake Meridian, Utah

i

(Restoring the Sufvey Executed by Adolphe Jessen in

1884, and the Resurveys by Nephi P. Anderson in 1892,
Glen B. Hatch and Fred R, Chappell in 1966)

Beginning at the cor. of Ips. 5 and 6 N., R. 1 E. and
1 W., described in the official record of the dependent
resurvey of the Salt Lake Meridian through a portion of
T. 5 N., executed concurrently under this same. group.

N. 0° 25" W., bet. secs. 31 and 36.

Over mountainous land; desc. steep rocky N slope.

40.17 Point for the % sec. cor. of secs. 31 ahd»36, at propor-
tionate distance; this cor. was not monumented in the

original survey.

Set an aluminum\post, 28 ins. long, 2% ins. diam., 24 ins.

in the ground, encircled by a collar of stone, with
aluminum cap mkd. ’

T 6 N
R1W R1E
A

[
S 36 |'s 31
o
1979

from Which

A pine, 22 ins. diam., bears §. 29° 03' w., 122
lks. dist., mkd. % $36 BT. a :

Cor. is located on W slope approximately l{vch.'E of
small draw that drains Ny, \ -

#U.S: Government Printing Office: 1980 —778-251/292
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Dependent Resurvey of the Salt Lake Meridian Through
T. 6 N., Salt Lake Meridian, Utah

CHAINS

58.75 |Point for the original witness cor. to the % sec. cor. of
secs. 31 and 36, at proportionate distance; there is no
remaining evidence of the original cor. Not monumented .

80.34 |True point for the cor. of secs. 25, 30, 31, and 36,
falls on face of cliff. Point unsuitable for
monumentation.

N. 1° 13' W., bet. secs. 25 and 30.
Over mountainous land, with cliffs and broken ledges.

0.75 The witness cotr. to the cor. of secs. .25, 30, 31, and 36,
monumented with an iron post, 2% ins. diam., firmly set
and projecting 4 ins. above a mound of stone, 4 ft. base,
1% ft. high, with brass cap mkd. as described in the
official record of the 1968 resurvey of a portion of the
west boundary of T. 6 N., R. 1E.

40,22 The % sec. cor. of secs. 25 and 30, monumented with an

iron post, 2% inms. diam., firmly set and projecting

8 ins. above a mound of stome, 3 ft. base, 1 ft. high,

with brass cap mkd. as described in the official record
of the 1968 resurvey of a portion of the west boundary

of T. 6 N., R. 1 E.

N. 1° 01' W., beginning new measurement.

Over broken ledges and dense undergrowth with scattered
timber.

39.67 |The cor. of secs. 19, 24, 25, and 30, monumented with an
iron post, 2% ins. diam., firmly set and projecting

5 ins. above a collar of stome, with brass cap mkd. as
described in the official record of the 1968 resurvey

of a portion of the west boundary of T. 6 N., R. 1 E.

. 0° 49" W., bet. secs. 19 and 24.

Over mountainous land, through scattered timber and
dense undergrowth.

38.57 Point for the % sec. cor. of secs. 19 and 24, at propor-
rionate distance; there is no remaining evidence of the
briginal corner.

Set an aluminum post, 28 ins. long, 2% ins. diam., 12 ims.
in the ground to bedrock, encircled by a mound of stone,
/. £t. base, to top of aluminum cap, mkd .

T6N
R1W RL1E

hor. is located approximately 1 ch. S from top of 100 ft.
high cliff and approximately 4 chs. N of ridge.
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Dependént'Resurveyudf‘the Salt Lake Meridian Through
" T. 6 N., Salt Lake Meridian, Utah

CHAINS

77.06 | The cor. of secs. 13, 18, 19,”andf24, monumented with an
' iron post, 2% ins. diam., firmly set and projecting 6
ins. above a mound of stone, 4% ft. base, "2 ft. high,
located on a ledge, Projecting south, with brass cap mkd.
'as,despribéd in the official record of ‘the 1968 resurvey
of a portion of the west boundary of T. 6 N., R. 1 E.

N. 0° 30' E., bet. secs. 13 and 18.

Over mountainous land, through scattered timber and
dense undergrowth. '

20.66 |The S 1/16 sec. cor. of secs. 13 and 18, monumented with
'an iron‘post, 2% ins, diam., firmly set and projecting

6 ins. above a collar of stone, with brass cap mkd. as
described in the official record of the 1968 resurvey of
a portion of the west boundary of T. 6 N., R.' 1 E.

N. . 0° 39' E., beginning new measurement.

Over dense land, through scatttered timber and
dense undergrowth. '

19.65 The % sec. cor. of secs. 13 and 18, monumented with an
iron post, 2% ins. diam., firmly set and projecting 10
ins. above a collar of stone, with brass cap mkd. as
described in the official record of the-l968.resurvey of
a portion of the W, bdy. of T. 6 N., R. 1 E.

N. 0° 19 W.,‘beginning.newvmeasurement.
Over broken ledges, through scattered undgrgrpwfb.

31.48 ' |The witness cor. of seecs. 7, 12, 13, and 18, monumented

© |with an iron post, 2% ins. diam,, Projecting 4 ins.
above a mound of stone, 4 ft. base, 1% ft. high, with
brass cap mkd. as described in .the official record of
the 1968 resurvey of a portion of the W. bdy. of T. 6 N.,
R. 1 E.

40.58 True point for the cor. of secs. 7, 12, 13, and 18, falls
on face of cliff; point unsuitable for monumentation.

N. 0% 12" W., bet. secs. 7 and 12.
- [Over mountainous land, with cliffs and broken ledges.

40.04 [The Y Sec. cor. of secs. 7 and 12, monumented with an
iron post, 24 ins. diam., firmly set and Projecting 5
ins. above a mound of stone, 3 ft. base, 1% ft. high,
with brass cap mkd. as,described‘in~the official record

of the l968.resurvey of a portion of the W: bdy. of
T. 6 N., R. 1 E. . '

N. 0° 12 W., beginning new measurement.,

40.23  IThe cor. of secs. 1, 6, 7, and 12, monumented with anp
iron post, 2% ins. diam.,, Projecting 2 ins. above a
mound of stone, 3 ft. base, 1 ft. high, with brass cap
mkd. as described in the official record of the 1963
Fesurvey of a portion of the W. bdy. of T. 6 N., R. 1 E.

% U.S. Government Printing Office: 1980— 778-251/29
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7

Dependent Resurvey of the Salt Lake Meridian Through
T. 6 N., Salt Lake Meridian, Utah

CHAINS

N. 0° 11' W., bet. secs. 1 and 6.

Over mountainous land, through scattered timber and dense
undergrowth. o

39.83 |The % sec. cor. of secs. 1 and 6, monumented with an
iron post, 2% ins. diam., firmly set and projecting 5
ins. above a mound of stone, 4 ft. base, 1% ft. high,
with brass cap mkd. as described in the official record
of the 1968 resurvey of a portion of the W. bdy. of

T. 6 N., R. 1 E.

N. 0° 13" W., béginning new measurement.
Over steep East slope, through scattered undergrowth.

40.01 |The cor. of Tps. 6 and 7 N., Rs. 1 E. and 1 W., monu~-
mented with an iron post, 2% ins. diam., encircled by.

a mound of stone, 5 ft. base, to top of brass cap, mkd .
as described in the official record of the 1968 resurvey
of a portion of the W. bdy. of T. 6 N., R. 1E.

Dependent Resurvey of the East 3 Miles of the
North Boundary of T. 6 N., R. 1 W.,
Salt Lake Meridian, Utah

(Restoring the Surveys Executed by
Joseph Troskolawski in 1855 and Adolphe Jessen in 1884)

From the cor. of Tps. 6 and 7 N., Rs. 1 E. and 1 W.,
heretofore described.

Over mountainous land, through scattered timber and
dense undergrowth. :

N. 89° 36' W., bet. secs. 1 and 36.

38.56 [Point for the % sec. cor. of secs. 1 and 36, at propor-
ionate distance; there is no remaining evidence of the
briginal corner. '

Set an aluminum post, 28 ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, encircled by a mound of stone,
8 ft. base, to top of aluminum cap, mkd .

T7NRI1IW

. 836
]
T 6N
1979

hor. is located on NW slope of hill approximately
1 ch. Fast of draw that drains NW and situated
in thick underbrusb with scattered pine.

77.12 Point for the cor. of secs. 1, 2, 35, and 36, at propor-
tionate distance; there is no remaining evidence of the
original corner. ‘

me%wAOUmewn)Gmwﬂ”“”>umk4nM ‘ FIELD NOTE PAPER




293 | 8
‘Dépendent Resurvey of the East 3 Miles of the

North Boundary of T. 6 N., R. 1W.,
‘ Salt“Lake.Megidian, Utah

CHAINS
Set an aluminum post, 28 ias. long, 2% ins. diam., 16 ins.
in the jground to .bedrock, encircled by a mound of stone,
4 ft. bhse, to top of aluminum ¢ap, mkd.

T7NR1W

Cor. is|located 25 lks. N of limestone ledge, 15 ft.
high, 2(’ft. wideg‘on‘steep N slope.

N. 89° 36" W., bet. secs. 2 and 35,

htainous land, thrqugh scattered timber and
dense undergrowth.

38.56 |Point fof the % sec. cor. of secs. 2 and 35, at propor-
tionate distance; there is no remaining evidence of the
original|corner, : ’

Set an aluminum post, 28 ins. long, 2% ins. diam., 20 ins.

in the gtound to bedrock, encircled by a collar of stone,
with alupinum cap, mkd.

T7NRI1IW

S 35
S 2

1
%

To6N
1979

from which

An aspen, 7 ins. diam., bears N. 40° E., 60
lks} dist., mkd. T7N RIW % 835

An aspen, 8 ins. diam., bears §. 429.W.;”20,‘
lksy dist., mkd. T6N R1W % S2 BT. )

Cor. is lgcated on NW slope of hill in dénse ﬁndergrowth
and scattgring aspen. :

77.12  Point for |the cor. of secs. 2, 3, 34, and 35, at propor-
tionate dilstance; there ig no.remaining evidence of the

original corner. : '

Set an irop post, 28 ins. long, 2% ins. diam., 16 ins.

in the ground to bedrock, encircled by a mound of stone,

4 ft. base} to top of brass cap, mkd.

T7NRI1W

Cor. 1s lodated on steep SW slope.

#*U.S. Government Printing Office: 1980 — 778-251/292
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Dependent Resurvey of the East 3 Miles of the
. North Boundary of T. 6 N., R. 1 W.,
galt Lake Meridian, Utah

CHAINS
N. 89° 36' W., bet. secs. 3 and 34.
Over steep SW slope, through scattered undergrowth.

38.56 |(Point for the % sec. cor. of secs. 3 and 34, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled by a mound of stone, 5 ft.
base, to top of brass caps mkd .

T7NRI1IW

34

1
“% Pt e

S 3

T 6N
1980

77.12 |The cor. of secs. 3, 4, 33, and 34, monumented with an

Ogden City Survey steel cap, set over a concrete post,

8 ins. diam., projecting 9 ins. above ground, encircled
by a collar of stone, cap mkd .

0CS
T7NRI1IW

33 | 34
4 | 3

A limestone, 17 x 14 x 5 ins., (record, 20 x 10 x 7 ins.)
mkd. 3 notches on one edge, set alongside concrete post.

Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 6 N., R. 1 W., Salt Lake Meridian, Utah

_ (Restoring-the Suxveys Executed by Joseph
Troskolawski in. 1855 and Adolphe Jessen in 1879 and 1884)

From the cor. of secs. 1, 2, 35, and 36, on the §. bdy.
of the Tp., described in the official record of the
dependent resurvey of the N. bdy. of T. 5 N., R. 1iv.,
executed concurrently under this same group.

N. 0° 10' W., bet. secs. 33 and 36.

Over steep N slope, through scattered timber and dense
undergrowth.

39.92 |Point for the % sec. cor. of secs. 35 and 36, at propor-
. tionate distance; there is no remaining evidence of the
original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 20 ins.
in the ground to bedrock, encircled in a mound of stone,
3 ft. base, to top of brass cap, mkd .

Form 9600—10 (June 1978) (formerly 9180-7) USDI-—BLM k FIELD NOTE PAPER
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Dependeﬁt:ResUrvey_of a Portion of the Subdivisional
Lines '0f T. 6 N., R. 1 W., Salt Lake Meridian, Utah

CHAINS

T6NRLIW

S 36

i
%
l
e 835 }

1980

Cor. ils locited on SW slope of small ridge, between two
small gtreams running West, -

79.84  |Point for the cor. of secs. 25, 26, 35, and 36, at propor-~
tionate distance; there is no remaining evidence of the
original corner. ‘

Set an iron jpost, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encirled by-a collar of stone, with brass
cap mkd. '

IT6NRILIW

526 | 525
S 35l|'S 36

1980

Cor. is located on W slope in bare area, encircled with
scattered mahogany,

From the true point for the cor. of secs. 25, 30, 31, and
36, on the E. bdy. of the Tp., heretofore described.

S. 89° iGi W., bet. secs. 25 and 36.

Over modhtainous land; asc. over steep rocky cliffs and
broken ledges|

39.80 |Point for the Y sec. cor. of ‘secs. 25 and 36, at propor-
tionate distazée;fthere 1s - no remaining evidence of the
original| corner. o

Set an iron post, 28 ins. long, 2% ins. diam., -24 ins.
in the ground, encircled by a collar of .stone, with brass

cap, mkd
T6NRIW
L S .25
4 836

1980

1Cor. is lbcated‘on Very steep SW slope among thick oak
brush, approximately 3 chs. N of large rock slide.

79.60 [The cor. of seds. 25, 26, 35, and'36;&

N..0% 15' E., bet. secs. 25 and 26.

Over mountainous‘land, through scattered rtimber and
dense undergrowth.

#U.S. Government Printing Office: 1980— 778-251/292




11

Dependent Resurvey. of a Portion of the Subdivisional
Lines of T. 6 N., R« 1 W., Salt Lake Meridian, Utah

296

CHAINS

39.92

59.88

79.84

Point for the % sec. cor. of secs. .25 and 26, at:propor-—
tionate distance; there is no remaining evidence ,of the
original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in;the,ground,‘encirlced by a collar of stone, with brass
cap mkd.

T6NRILIW

S 26 | S 25

Y
l
|
|

1980

from which

A pine, 18 ins. diam., bears N. 45° 23' W., 66 1lks.
dist., mkd. % 526 BT.

Cor. is located in center of small draw draining SE,

|approximatley 3 chs. dist. from top of ridge, surrounded

by scattered pine.

Point for the N 1/16 sec. cor. of secs. 25 and 26.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.

in the ground, encircled by a collar of stone, with brass
cap, mkd.

"TENRILIW
N 1/16

s 26 | 825
1980

from which

A blue spruce, 11 ins. diam., bears N. 33° 29' W.,
54 1ks. dist., mkd. N 1/16 BT.

Cor. is located on SE slope, W of gray cliffs.

Point for the cor. of secs. 23, 24, 25, and 26, at pro-
portionate distance; there is no remaining evidence of
the original cornet.

Set an iron‘pbst, 28 ins. 1oﬁg, 2% ins. diam., 24 ins.
in the ground, encircled in a collar of stone, with
brass cap mkd.

T6NRI1IW

s 23 |'s 24
S 26 ]S 25

1980
from which

A pine, 12 ins. diam., bears N. 39° 08' E.,
44 1ks. dist., mkd. T6N RIW S24 BT.

Cor. is located on SE slope in thick oak brush in
scattered pines.

Form 9600—10 (June 1978)
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297 |

Deiendent.Resurvéy of a Portion-of the Subdivisional

Lines of T. 6 N., Rs 1 W., Salt Lake Meridian, Utah
CHAINS i ‘ : ‘

From &he cor. of secs. 19, 24, .25, and 30,59n~the E. bdy.
of thé'Tp.,’heretofore described. R R R

|

Pt N ‘

S. 89° 13' W., bet. secs. 24 and 25,

Over mbdntainoué land, through scattered timber and
dense Fndergrowth.

| i
38.84 |Point ﬁor the % sec. cor. of secs. 24 and 25, at propor-
tionat? distance; there is no remaining evidence of the
original corner.

Set an|iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled by a collar of stone, with
brass cap mkd. : | :

T6NRLW,

. 824

4. 25
1980

from which

A pine, 13 ins. diam., bears N. 55°~26? W.,
19% 1ks. dist., mkd. % S24 BT. . L

Cor. is located on SE slope, 8 lks. NE of foot trail

and approximately 2 chs. NW of main rock-slide.
58.26 Point for the W 1/16 sec. cor. of secs. 24:and125.
Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.

in the ground, encircled by a collar of stone, with brass
cap, mkd. Lol !

T6NRI1IW
S 24
W 1/16 55

1980

|
|

from'ﬁﬁi#h

A pine, 19 ins. diam., bears S. 40° 53' E.,

8 lks. dist.; mkd. W 1/16 BT.
Cor. is located in small draw.that drains NW.

77.68  [The cor. [of secs. 23, 24, 25, and 26,

N. 0° 28" W., bet. secs. 23 and 24.

Over mountainous land; desc. over steep rocky cliffs and
broken ledges. ’ o

19.96  Point for the S 1/16 sec. cor. of secs. 23 and 24, not
monumenteﬁ; . B i .

i ‘
39.92  Point forithe % sec. cor. of secs. 23 and 24, at propor-
tionate distance; there is‘no.remaining evidence of the
original corner.

% U.S. Government Printing Office: 1980 — 778-251/292
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 6 N., R. 1 W., Salt Lake Meridian, Utah

CHAINS

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encirlced by a collar of stone, with brass
cap mkd.

T6 NR1W

1980
Cor. is located on SE slope in rock slide.
59.88 |Point for the N 1/16 sec. coT. of secs. 23 and 24.
Set an iron post, 28 ins. long, 2% ins. diam., 20 ins.

in the ground to bedrock, encircled by a mound of stone,
3 ft. base, to top of brass cap, mkd .

T6NRILW
N 1/16

s 23| s 24
1980

79.84 |Point for the cor. of secs. 13, 14, 23, and 24, at pro-
portionate distance; there is no remaining evidence of
the original corner.

get an iron post, 28 ins. long, 2% ins. diam. 24 ins.
in the ground, encircled by a collar of stome, with brass
cap, mkd.

T6NRLIW

g 14 | 813
S 23 |5 24

1980

Cor. is located on S slope approximatelyYZ chs. W of
large rock outcrop.

From the cor. of secs. 13, 18, 19, and 24, on the E. bdy.
of the Tp., heretofore described.

N. 88° 43' W., bet. secs. 13 and 24.

Over mountainous land, through scattered timber and
dense undergrowth.

38.61 |Point for the Y sec. cor. of secs. 13 and 24, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, encircled by a mound of stone,
3% ft. base, to top of brass cap, mkd.

T6NRI1IW

Form 9600—10 (June 1978) (formerly 9180-7) USDI--BLM FIELD NOTE PAPER
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Dependent Resdrvey of a Portion of the Subdivisional
Lines of T. 6 N., R. 1 W., Salt Lake Meridian, Utah

CHAINS

57.915

77.22

39.92

79.84

Cor. dis located at base of rock outcrop on
40 1lks.| W from edge of oak brush.

monumented.

The cor, of secs. 13, 14, 23, and 24.

Point| for the W 1/16 sec. cor. of secs. 13 and 24, not

rock ledge,

N. 0°/19" W., bet. secs. 13 and 14,

scattered undergrowth.

original corner. ’

brass cap mkd.

T6NRI1IW

S 14

1
4
|
| s 13
|

1980

Cor. is located on E slope, approximately 2
top of ridge. : :

portion
the original corner.

Point fEr the cor. of secs. 11, 12, 13, anﬁ

i
.

brass cap mkd.
T6NRIW

S 11 | s 12
S 14 [ 513

1980

from which

A pine, 15 ins. diam., bears N. 340 52°
dist., mkd. T6N RIW S11 BT. =

Over mountainous land; asc. over steep S slope, through

Point for the % sec. cor. of secs. 13 and 14, at propor-
tionate distance; there isg no remaining evidence of the

Set an| iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the| ground, encircled by a collar of stone, with

te distance; there is no remaining| evidence of

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled by a collar of stone, with

Cor. is #o:ated on S slope, surrounded by ‘scattered pine.

chs. from

14, at pro-

W., 9% lks.

|
T
i |
I

From the;t#ue point for the cor. of secs. 7,
and 18, on the E. bdy. of the Ip., heretofor

N. 89° 30" W., bet. secs. 12 and 13.

Over sté%p rocky cliffs and broken ledges.

i
I
|

12, 13,
e described.

#*U.S)Government Printing Office: 1980 —778-251/292
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 6 N., R. 1 W., Salt Lake Meridian, Utah

CHAINS

38.90 |Point for the % sec. cor. of secs. 12 and 13, at propor-

tionate distance; there is no remaining évidence of the
original corner. -

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.

in the ground, encircled by a collar of stone, with brass
cap mkd.

T6NRILIW

S 12
513

1
“h

1980
from which

A white piﬁe, 12 ins. diam., bears N. 35° 32' E.,
66% 1lks. dist., mkd. L 812 BT.

Cor. is located on NE slope approximately 14 chs. N of
ridge that bears E and W.

77.80 |The cor. of secs. 11, 12, 13, and 14.

N. 0° 03' W., bet. secs. 11 and 12.

Over mountainous land, through scattered timber and
dense undergrowth. ‘ . ,

39.92 |Point for the % sec. cor. of secs. 11 and 12, at propor-
tionate distance; there is no remaining evidence of the
original corner. ‘

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
j% . g o e

in the ground, encircled by a collar of stone, with
brass cap mkd. : :

T6NRILIW
P
|
s 11 | s 12
|
1980

Cor. is located on W slope, approximately 1 ch. from main
ridge, which bears NW and SE.

79.84 |Point for the cor. of secs. 1, 2, 11, and 12, at propor-—
tionate distance; there is no remaining evidence of the
original cormner. '

‘lset an iron post, 28 ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, encircled by a mound of stone,
3 ft. base, to top of brass cap, mkd.

T6NRILIW

s2 |'s1
s 11 | s.12

1980

Form 9600—10 (June 1978) (formerly 9180-7) USDI-—BLM FIELD NOTE PAPER
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DepéndéntiResurvey of a Portionﬁof.thé Subdivisional

Lines of 'T. 6 N., R. 1 W., Salt Lake Meridian, Utah
CHAINS ’ :

Cor. is located on E side of creek bank, Wﬁ;éHJQrains SW.

From the cor. of secs. 1, 6, 7, andilZ,‘oQ the E. bdy.
- [of the Tp.,.heretofore.described.' r A

N. 89° 50' W., bet. secs. 1 and 12,

Over mountainous land; asc. over steep NE. slope through
scattered undergrowth.

38.77 |Point for the % sec. cor. of .secs. 1 and 12, at propor-
tionate distance; there is no.remaining evidence of the
original corner, ‘

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled by a collar of stone, with brass

"1cap, mkd.
TE6NRIW
L s1
%812
1980.

Cor. is located approximately 2 Ehé.%E of saddle along
ridge that bears N and §.

77.54 |The cor. of secs. 1, 2, 11, and 12.

N. 0° 05" E., bet. secs. 1 and 2.

Over mountainous land; asc..over steep S slope, through
scattered timber and dense undergrowth. ‘

39.92  |Point for the % sec. cor. of secs. 1 and 2 at pfopor—

tionate distance; there is no remaining evidence of the
original corner. 5

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.

in the ground, encircled by ‘a collar of stbne, with
brass cap mkd.

Cor. is located on NE slope.of hill in heavy oak brush.

80.14 ‘[The cor. of secs. 1, 2, 35, and 36, on the N. bdy. of
the Tp., heretofore described. B

From the cor. of secs. 25, 26, 35, and§36.

5. 88° 22' W., bet. secs. 26 and 35,

Dver mountainous land, through scattered timber and
flense undergrowth, ‘

#U.8..Government Printing Office: 1980 — 778-251/292




302

17

Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 6 N., ‘R. 1 W., Salt Lake Meridian, Utah

CHAINS

39.49 |Point for the % sec. cor. of secs. 26 and 35, at propor-
tionate distance; there is no remaining evidence of the

original corner.

Set an aluminum post, 28 ins. long, 2% ins. diam., 16 ins.
in the ground to bedrock, encircled by a mound of stone,
6 £t. base, to top of aluminum cap, mkd.

T6NRLW
_ 526
% 7535

1980

from which

A juniper, 16 ins; diam., bears-s.-769>21' E.,
56 1ks. dist., mkd. % 835 BT.

lcor. .is located on SW sloﬁé;at-base of -rock outcrop, 50
1ks. wide and 16 1lks. high. : ~

59.235 |Point for the W 1/16 sec. cor. of secs. 26 and .35.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled by a collar of stone, with brasg
cap, mkd.

T6NRIW

1980

Cor. is located at top of rock slide facing W and
approximately 1% chs. from base of cliffs.

78.98 |The cor. of secs. 26, 27, 34, and 35, monumented with

an Ogden City Survey steel. cap,.set over a concrete
post, 8 ins. diam., projecting 6 ins. above ground, with
top of steel cap mkd. IR

C
0 )
This position is harmoniously related to existing cors.
and has long been recognized as the cor. by adjacent
1andowers and is accepted as .the best available evidence.

of the original corner position.

Cor. is located 2 f£t. NE from power pole.

N. 0° 33' E., bet. secs. 26 and 27.
over rolling bench land, through scattered undergrowth.

40.32 - [Point for the % sec. cor. of secs. 26 and 27, at propor-
rionate distance; there is no remaining evidence. of the
original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled by a collar of stone, with
brass cap mkd.

Form 9600—

10 (June 1978) (formerly 9180—7) USDI~—BLM ] FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 6 N., R. 1 W., Salt Lake Meridian, Utah

CHAINS

TONRILIW

8§ 27

S 26

|
|
l.

1980 .

Cor. is located on N edge of old canal road that bears

60.48 |Point for the N 1/16 sec. cor. of secs. 26 and 27, not
monumented. : :

80.64 [Point for the cor. of secs. 22, 23,%265 and 27, at pro-
portionate distance;‘there‘is no remaining evidence of
the original corner. 4 ‘ »
Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
“fin“the ground, encircled by a collar. of stone, with
brass cap mkd. ' Sl :
T6NRI1IW

$22 | s 23
52715 26

1980
from which

The NW cor. post of power line, bears
S. 39° 50" E., 59 1ks. dist.

Cor. is located on Nw slope, 15 1ks. from top of bench.

EN 4

From the cor. of secs. 23, 24, 25, and 26.

S. 88° 22' W., bet. secs. 23 and -26.

Over mountainous land, through scattered timber .and
dense undergrowth. '

19.28 |Point for the E 1/16 sec. cor. of secs. 23 and 26.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins,
in the ground, encircled by a collar,offstone, with
brass cap mkd. T T

~TONRIW

Y k‘ v ) S : 23 ’ ’x -
E 1/16 S 26

1980
- |from. which

' A pine, 10 ins. diam., bears §. 43° 52" W., 9 1ks.
dist., mkd. E 1/16 526. BT. o

Cor. is located on steep N slope at W edge of open slide
- larea. S e ’ -

#r U.S. Government Printing Office: 1980— 778-251/292
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 6 N., R. 1 W., Salt Lake Meridiam, Utah

CHAINS

38.56 |The % sec. cor. of secs. 23 and 26, determined from the
remains of a decayed pine stake, 1 x 2 x 12 ins., firmly
set in a mound of stone, 2 ft. base, 1 ft. high, with
a decayed post, 2% ft. long and 4 ins. diam., lying
alongside the mound.

This position is harmoniously related with other identi-
fied original corners in the area and is accepted as the
best available evidence of the original cormer.

At the corner point

Set an iron post; 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled by a collar of stone, with

brass cap mkd.

T6NRILIW

from which .

A pine, 12 ins. diam., bears N. 12° 14' E., 24 1lks.
dist.,mkd. % S23 BT.

S. 89° 29' W., beginning new measurement.

Over mountainous land; desc..over steep NW slope through
scattered undergrowth. )

19.985 |Point for the W 1/16 sec. cor. of secs. 23 and 26, not
monumented . : R

39.97 |The cor. of secs. 22, 23, 26, and 27.

N. 0° 27' E., bet. secs. 22 and 23.

Over rolling bench land, through scattered undergrowth.
40.32 lPoint for the % sec. cor. of secs. 22 and 23, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an irom post, 28 ins. long, 2% ins. diam., 24 ins. in
the ground, encircled by a collar of stone, with brass cap
mkd .

T6NRILIW

§22 |8 23

b
|
I
|
1980

Cor. is located approximately 1 ch. E of old power line
road that bears N and S.

Form 9600-10 (June 1978) (formerly 9180-7) USDI--BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of .the Subdivisional
Lines of T. 6 N., R. 1 W., Salt;Lake.Meridian, Utah

CHAINS

80.64 - |The cor. of secs. 14, 15, 22, and 23,| is determined from
the remains of an old fence cor. post, 5 ins. diam., 4 ft.
long, lying on ground, with two wire tie downs anchor §
land E. . The position of the decayed m tter .left by the
fence cor. is harmoniously related with other identified
original corners in the area, and is ccepted as the best
available evidence of the original corner position.

At the corner point -

Set an iron post, 28 ins. long, 2k ﬁn . diam., 24 ins. in
the ground, encircled by a cOllar?of stone, with brass cap
mkd, - ‘ : L L .

T6NRLIW

S15 | s 14
s22 %823

1980

From this cor., the % sec. cor. of .secs. 15 and 22, bears
N. 89° 49' W., 39.46 chs. dist., monumented with a rail-
road spike firmly set in asphalt - surfaced road; mkd.
with cross on top, with painted 1 ft. cross over spike.
From this position, the cor. of secs, 15, 16, 21, and 22,
bears N. 89° 25' W., 39.96 chs. dist@,ﬁﬁonumented with an
Ogden City Survey steel ‘cap, 8 ins. @i%m., set flush in
asphalt - surfaced road. This line Waﬂ,retraced to verify
and confirm the corner position of .secs. 14, 15, 22, and
23.

From the cor. of secs.‘l3,‘14,k23, aﬁdr24. ‘ «
S. 89° 31" W., bet. secs. 14 and 23,

Over mountainous land, through scattered timber and
dense undergrowth. 2

38.60 [Point for the % sec. cor. of secs. 14 and 23, at. propor-
tionate distance; there is no remaining evidence of the
original corner. :

Set an aluminum post, 28 ins. long, 2% iﬁsg/diam., 12 ins.
in the ground to bedrock, encircled{by 8 mound of stone,
4 ft. base, to top of aluminum cap, mkd.

T6NR1W

S 14
S 23

1
%

1980
from which

An off-shoot pine, 28 ins. diam., bears §. 28° 59' W.,
68 lks. dist., mkd. % S23 BT.

Cor. is located on very Steep NW slope in dense oak brush.

77.20 The cor. of secs. 14, 15,22, and 23..:

#*U.S. Government Printing Office: 1980 — 778-251/292
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Dependent.Resurveyvof a Portion of the Subdivisional
Lines of T. 6 N., R. 1 W., Salt Lake Meridian, Utah

CHAINS

N. 0° 43' W., bet. secs. 14 and 15.

Over rolling bench land and rocky cliffs with broken
ledges.

40.11 |Point for the % sec. cor. of secs. 14 and 15, at propor-
tionate distance; there is no remaining evidence of the

original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock, encircled by a mound of stone,"
3 ft. base, to top of brass cap, mkd.

T6NRILIW

s15 | s 14

b
|
l
I

1980

lcor. is located on NW. slope approximately 1 ch. W of small
|rocky outcrop, which bears NW.

80.22 |Point for the cotr. of secs. 10, 11, 14, and 15, at pro-
portionate distance; there is no remaining evidence of

the original corner.

Set an iron post, 28 ins. long, 2% ins. diam., .12 ins.
in the ground to bedrock, encircled by a mound of stone,
4 ft. base, to top of brass cap, mkd .

CT6NRILW

s 10 |s 11
S 15 | S 14

1980

from which

A pine, 13 ins. diam., bears S. 69° .05' E., 114
1ks. dist., mkd. % S14.BT.

Cor. is located on very steep W slope, in thick oak brush,
at the base of major grove of pine trees.

From the cor. of secs. 11, 12, 13, and 1l4.
g. 89° 48' W., bet. secs. 11 and 14.

lover mountainous land, through scattered timber and
dense undergrowth.

38.87 |Point for the % sec. cor. of secs. 11 and 14, at propor-
tionate distance; there is no remaining evidence of the

original corner. .

Set an iron post, 28 ins. long, 2% ins. diam., 18 dins.
in the ground to bedrock, encircled by a mound of stone,
3 ft. base, to top brass cap, mkd.
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.22

,Dependent.Resurvey of a Portion of .

the .Subdivisional

40.11

80.22

4 ft. base,

The cor. of secs. 10, 11, 14, and 15.

Lines of T. 6 N., R. 1 W., SaltiLake,Meridian, Utah
CHAINS
- T6NRI1IW
L 811
%514
--1980
Cor. is located on W slope of rocky cliff, next to
10 ft. dropoff. :
77.74

N..0° 15" E., bet. secs. 10 and 11.

Over mountainous land, through scattier
dense undergrowth.

Point for the % sec. cor. of secs.
tionate distance; there is no
original corner.

Set an iron post, 28 ins. long, 2%

brass cap mkd.

T6NRLIW

S.11

1
3
|

S 10 {

1980

Cor. is located on N slope in brushy ar
Pines.

Point for the cor. of secs.
tionate distance; there is no remainimg
original corner. : '

Set an iron post, 28 ins. long, 2% ins.
in the ground to bedrock,
to top of brass cap, mkd. -

T6NRIW

S3 |s2
S 10 | s 11

1980

Cor. is located on . steep NW slope in open

10 &
‘remaining evidence of the

ihs.

in the ground, encircled by a collar! of

encircled by a

od timber and

aind 11, at propor-

diam., 24 ins.
-stone, with

ea With scattered

2, 3, 10, and 11, at propor-

Jevidence of the

diam., 20 ins.
mound of stone,

L1

From the cor. of secs.

1, 2, 11, and 12.

N. 896 55" W., bet. secs. 2 and 11.

..Pver mountainous land, -through scattered

ndergrowth.

timber and dense

% U.S. Government Printing Office: 1980 — 778-251/292
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 6 N., R. 1 W., Salt Lake Meridian, Utah

CHAINS

38.67

77.34

40.11

80.56

39.99

Point for the % sec. cor. of secs. 2 and 11, at propor-
tionate distance; there is no remaining evidence. of the
original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. in
the ground, encircled by a collar of stone, with brass cap
mkd . '

T6NRI1IW
, 82
% g 11

1980

Cor. is located on steep S slope in dense oak brush,
approximately 1 ch. S of broken ledges.

The éor. of secs. 2, 3, 10, and 11.

N. 0° 13' E., bet. secs. 2 and 3.

Over mountainous land, through scattered timber and
dense undergrowth.

Point for the % sec. cor. of secs. 2 and 3, at propor-
tionate distance; there is no remaining evidence of the
original cormer.

Set an iron post, 28 ins. long, 2% ins. diam., 8 ins.

in the ground'toAbed;ock, encircled by a mound of stone,
6 ft. base, to top of brass cap, mkd.

T6NRILIW

Cor. is located on steep SW slope, approximately 1 ch.
SW of rock outcrop projecting W.

The cor. of seecs. 2, 3, 34, and 35, on the N. bdy. of the
Tp., heretofore described.

From the cor. of secs. 22, 23, 26, and 27.
N. 88° 27' W., bet. secs. 22 and 27.
Over rolling bench land; through scattered'undergrowth.

Point for the % sec. cor. of secs. 22 and 27, determined
by record ties from Ogden City Engineer Plats, which
provided coordinates for the % cor. and two adjacent
highway monuments. This point is accepted as a careful
and faithful determination of .the original corner position
by City Engineers information.

At the corner point

Form 9600—10 (June 1978) (formeérly 9180-7) USDI-—BLM
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.Dependenthesurvey of a Portion of ‘the Subdivisional
Lines of Tv 6 N., R. .1 W., Salt Lake Meridian, Utah

CHAINS

Set an aluminum post, 28 ins long, 2/‘1ns. diam., 28 ins.
in the ground, flush with. golf course falrway, with
alumlnum ‘cap mkd.

T6NR1W

. 822
% g 27
1979

From cor. point, an Ogden City Highway marker (P.C.) bears
S. 53° 54' 43" W., 4.795 chs. dist., monumented with an 8
ins. diam. steel cap, firmly set in asphalt surface road
mkd. with cross on top. -

From cor. point, an Ogden City Highway marker (P.I.)
bears S. 2° 58' 10" W., 2.324 chs. dist., monumented
with an unmkd. angle iron 1 in. square projecting 3 ins.
above enbankment at S side of highway.

Cor. is located approximately 100 ft. N from curving
fence line on S side of golf course.

From cor. point, the cor. of secs. 21, 22, 27, and 28,
bears N. 89° 32' W., 39.99 chs. dist., (City record,

N. 89° 32' 42" W., 2639.22 ft.) was determined from the
remains of a decayed hub, 2 x 2 x 6 ins., buried over by
’ 16 ins. of top soil. From this point the Ogden City
monument at the intersection of 19th Street and Brinker
Ave., bears S. 36° 37' 40" W., 7.132 chs. dist.,
agreeing with the record from Ogden City plats. From the
available evidence, the sec. cor. was reestablished to
perpetuate the position of the original corner. This
position is harmoniously related to existing Ogden City
monuments and. is accepted as the best available evidence
of the orlglnal corner position.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled by a collar of stone, with
brass cap mkd.

T6NRI1IW

s 21| s 22
S 28 [ s 27

1980
Deposit the decayed hub, inverted inside the iron post.
The W half of the bdy. bet. secs.’22 and 27, was .retraced

to verify and confirm the position for the % . sec. cor. of
secs. 22 and 27.

From the cor. of secs. 10, 11, 14, and 15.
‘N. 89° 41' W., bet. secs. 10 and 15.

Over mountainous land; desc. over steep SW slope with
rocky cliffs and broken ledges.

38.82  Point for the cor, of secs. 10 and 15, at proportlonate
Histance; ‘there is no remainlng evidence of the original
rorner.

#U.S. Government Printing Office: 1980 — 778-251/292
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 6 N., R. 1 W., Salt Lake Meridian, Utah

CHAINS

Set an iron post, 28 ins. long, 2% ins. diam., 20 ins.
in the ground to bedrock, encircled by a mound of stone,
3 ft. base, to top of brass cap, mkd.

T6NRILIW

. 8§10

% 7§15
1980

Cor. is located appfbiimately 3 chs. from base of cliffs.
58.23 |Point for the W 1/16 sec. cor. of secs. 10 and 15.
Set an iron post, 28 ins. long, 2% ins. diaﬁ,, 24 ins.

in the ground, encircled by a collar of stone, with
brass cap mkd..

T6NRILIW
: S 10
W l(l6 S 15
1980

Cor. is located under power lines and 162 lks. W of
west edge of canal.

77.64 |The cor. of secs. 9, 10, 15, and 16, monumented with an
Ogden City Survey steel cap, 8 ins. diam., firmly set in
asphalt - surfaced road, mkd. with cross on top. This
position is harmoniously related to existing Ogden City
monuments and is accepted as the best available evidence
of the original cormer position.

Cor. is located in .center line of Harrison Blvd. that
bears N and S, 36 ft. wide and situated between the
roads Rancho Blvd. and Southwell.

N. 0° 34" E., bet. secs. 9 and 10.

Along center line of Harrison Blvd.

20.00 |Over rolling bench 1and; through scattered undergrowth.
40,28 |Point for the % sec. cor. of secs. 9 and 10, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.

in the ground, encircled by a collar of stone, with brass

cap, mkd.

T6NRIL1W

Form 9600—10 (June 1978) (formesty 9180-7) USDI-—BLM - | | FIELD NOTE PAPER




311

26

.Dependent.ResﬁrVey,of a.Portion of .the Subdivisional

1W.

CHAINS

60.42

80.56

38.59

57.885

Lines of "T. 6

Point for the N 1

Set an iron post

The cor. 'of secs.
ins. brass tablet
projecting 6 ins.

This position is
original corners,

‘N.5 Rs

/16 sec.

28 ins.
in the ground, with brass cap mkd.

T

3, 4,

» set in a concrete post, 10 ins. diam.,
above  ground, enc1rcled by a collar
- lof stone, with tdblet mkd.

Weber County Surveyor's Dept.

SEC

harmoniously related to existing

has been recognized as the cor. by
adjacent landowners and is accepted as the best avallable
evidence of the original corner p051t10n

s Salt Lake Merdidian, Utah

cor. of secs. 9 and 10.

long, 2% ins. diam., 24 ins.
>

6 NR1W
N 1/16
s9|s 10

1979

9 and 10, monumented with 2%

6 .
| COR
1
1

wools 3
= Oolw =

1975

From the cor. of .

N. 89° 26' W
scattererd timber
tionate distance;

original corner.

Set an iron post;

Cot.

Point for the W 1/

Set an iron post,]

, bet.

Point for the % sec.

secs. 2,

over rolling landi desc. over steep NW slope, through
and dense undergrowth

cor.

there is no .remaining eVldence of the

28 dns.

the ground to bedrock, encircled by a mound of stone,
3 ft. base, to-top of brass cap, mkd. . ‘

* T

1
%

is located on very steep NW slope, in open area,
ppproximately 3 chs. E of main draw that drains N.

16 .sec.

28 dns.

in the ground to bedrock, encircled by ‘a mound of stone,
4 ft. base, to top of brass cap, mkd.

TSECS.

6 NRLW

3, 10, and 11.

,3 and 10.

of secs. 3 and 10, at propor—

long, 2% ins. diam.; 16 ins. in

S 3
510

3;980* x

cor. of secs. 3 and 10.

long, 2% ins. diam., 18 ins.

%U.S. Government Printing Office: 1980 778-251/292
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 6 N., R. 1 W., Salt Lake Meridian, Utah

312

CHAINS

77.18

40.20

60.30

80.40

38.70

58.05

T6NRILIW
S 3
6 S
Wi/t s 10
1980

Cor. is located on W slope, 50 lks. E of oak brush edge.

The cor. of secs. 3, 4, 9, and 10.

Survey of a Partial Subdivision of Section 10,
T. 6 N., R. 1 W., Salt Lake Meridian, Utah

From the % sec. cor. of secs. 10 and 15.
N. 0° 24' E., on the N and S center line of sec. 10.
Over broken ledges and rocky cliffs.

Point for the center % sec. cor. of sec. 10, at the
intersection with the E and W center line.

Set an iron post, 28 ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, encircled by a mound of stomne,
3 ft. base, to top of brass cap, mkd.

T6NRL1IW
cC % s 10
1980

from which

A pine, 15 ins. diam., bears S. 24° 18" E.,
33 1ks. dist., mkd. C % S§10 BT.

Cor. is located at base of small rock outcrop facing NW.

Point for the center N 1/16 sec. cor. of sec. 10,
not monumented.

The % sec. cor. of secs. 3 and 10.

From the % sec. cor. of secs. 10 and 1l.
N. 89° 34' W., on the E and W center line of sec. 10.

Over NW slope, through scattered timber and
dense undergrowth.

The center % sec. cor. of sec. 10.
Point for the center W 1/16 sec. cor. of sec. 10.
Set an iron post, 28 ins. long, 2% ins. diam., 12 ins.

in the ground to bedrock, encircled'by a mound of stomne,
4 ft. base, to top of brass cap, mkd.

Form 9600-10 (June 1978)

(formerly 9180—7) USDI——BLM FIELD NOTE PAPER




313

Survey of a
T. 6 N.,

28

Partial Subdivision of .Section 10,

R. 1 W., Salt Lake Meridian, Utah

CHAINS

77.40

40.24

20.12

40.24

19.32

20.32

Cor.

1980

is located on SW slope approximately 1 ch. from top

of ridge which projects W.

The % sec. cor. of secs.

9 and 10.

From the W 1/16 &

N. 0° 29" E., on
of sec. 10.

Over rolling W sl

The center W 1/16

ec. cor. of secs. 10 and 15.

the N and‘S center line of the SW

ope, through scattering oak brush.

sec. cor. of sec. 10.

From the center W

N. 0° 29" E., on
of sec. 10.

Over rolling W sl
cliffs.

Point for the NW
intersection with
falls in large bo
ticable to establ

The W 1/16 sec. ¢

1/16 sec. cor. of sec. 10.

the N and S center line of the NWy

ope, through broken ledges and rocky

1/16 sec. cor. of sec. 10, at the
the E and W center line of the NWy
ulder rock slide where it is imprac-
ish a permanent monument.

or. of secs. 3 and 10.

From the point fo
sec. 10.

N. 89° 30" W., on
of sec. 10.

Over steep SW slo
True point for th

Point selected fo
cor. of sec. 10.

Set an iron post,
in the ground to
5 ft. base, to to

Cor. is located i

slide on W slope.

r the center N 1/16 sec. cor. of
the E and W center line of the NW

pe, with cliffs and broken ledges.

e NW 1/16 sec. cor. of sec. 10.

r the witness cor. to the NW 1/16 sec.

28 ‘ins. long, 2% ins. diam., 14 ins.
bedrock, encircled by a mound of stone,
p of brass cap, mkd.

W
T6ONRILIW

NW. .—%-6—> 5 10
1980

n dense'dék brush at base of rock

% U.S. Government Printing Office: 1980 —778-251/292
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29

Sﬁrvey of a Partial Subdivision of Section 10,
T. 6.N., R. 1 W,, Salt Lake Meridian, Utah

CHAINS

38.64 |The N 1/16 sec. cor. of secs. 9 and 10.

Survey Bf a Partial Subdivision of Section 24,
T. 6 N., R. 1 W., Salt Lake Meridian, Utah

From the % sec. cor. of secs. 24 and 25.
N. 0° 38' W., on the N and S center line of sec. 24.

Over rolling land; dééé. 5§ér‘sfeep NE slope through
dense timber and undergrowth.

19.62 True point for the center S 1/16 .sec. cor. of sec. 24,
falls in large boulder rock slide where it is imprac-
ticable to establish a permanent monument.

21.12 Point selected for the witness cor. to the center
S 1/16 sec. cor. of sec. 24.

Set an irom post, 28 ins. long, 2% ins. diam., 24 ins.

in the ground, encircled by a collar of stone, with
brass cap mkd.

1980
from which

A pine, 11 ins. diam., bears S. 66° 29' E., 56
1lks. dist., mkd. S 1/16 524 BT.

Cor. is located on sféep NE slope at the base of rock
‘Aslide.

36.24 |Point selected for the witness cor. to the center %
sec. cor. of sec. 24.

Set an iron post,'28 ihs;‘long, 2% ins. diam., 24 ins.
in the ground, encircled by a collar of stone, with
brass cap mkd.

We
T6NRILIW
c1/4 | s 24
I
1980

from which

A pine, 18 ins. diam., bears N. 51° 11' W., 18
lks. dist., mkd. WC C 1/4 S 24.

Cor. is located along S edge of foot trail that bears
E and W.

Form 9600—10 (June 1978) (formerly 9180~7) USDI-—BLM ‘ - FIELD NOTE PAPER
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Survey of al Partial Subdivision of Section 24,

T. 6 N., R. 1 W., Salt Lake Meridian, Utah
CHAINS :

39.24 |True point for the center % sec. cor. of sec. 24, at
intersection with E and W center line, this point falls in|

the Ogden River where it is impracticable to establlsh a
permanent monument.

57.84 Point.selected for the witness cor. to the center N 1/16
sec. cor. of sec) 24.

Set an iron post) 28. ins. long, 2% ins. diam., 18 ins. in
the ground to bedrock, encircled by a mound of stone, 4
ft. base, to top of brass cap, mkd.

Ve
T6NRILU
o
N 1/16 } s_24
c
1980

58.84 |True point for the center N 1/16 sec. cor. of .sec. 24,.
falls on SW face bf small rock cliff where it is imprac-
ticable to establiish a. permanent monument.

78.44 |The % sec. cor. of secs. 13 and;24.

From the % sec. cor. of secs. 19 and 24, on the E. ‘bdy.
of the Tp., heret)fofe described.

N. 89° 47' W., on|the E and W center line of sec. 24.

Over mountainous land, through scattered timber and
dense undergrowth

38.72 |True point for .the center %-sec. cor. of sec. 24.
58.08  [pPoint for.the,center W 1/16 sec. ,cor. of sec. 10.
Set an iron post, |28 ins. long, 2% ins. diam., 24 dins.

in the ground, encircled by a collar of stone, with
brass -cap mkd.

1980

Cor. is located approximately 1 ch. N of Brigham Water
Conduit, that beays E and W and at top of edge of rock
ledge. ‘ ,

77.44  |The % sec. cor. of seecs. 23 and 24.

From the W 1/16 sec. cor. of .secs. 24 and 25.

N. 0° 33" W., on the N and ‘S center line of the SWy of
sec.. 24.

#U.8. Government Printing Office: 1980 —778-251/292
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31

Survey of a Partial Subdivision of Section 24,
T. 6 N., R. 1 W., Salt Lake Meridian, Utah

CHAINS

Over mountainous land, through scattered timber and
dense undergrowth.

19.79 |Point for the SW 1/16 sec. cor., at intersection with
the E and W center line of the SW4.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled by a collar of stone, with brass
cap, mkd.
T6NRILIW
SW 1/16 S 24
1980

from which

A pine, 14 ins. diam., bears S. 2° 15' E., 12 lks.
dist., mkd. SW 1/16 S24 BT.

39.58 |The center W 1/16 sec. cor. of sec. 24.

From the true point for the center S 1/16 sec.. cor. of
sec. 24. ’

S. 899 43' W., on the E and W center line of the SWs
of sec. 24.

Over mountainous land, through scattered timber and
dense undergrowth.

19.39 |The SW 1/16 sec. cor. of sec. 24.

38.78 |The S 1/16 sec. cor. of sees. 23 and 24.

From the center W 1/16 sec. cor. of sec. 24.

N. 0° 33' W., on the N and $ center line of the NWg
of sec. 24.

Over mountainous land, through scattered timber and
dense undergrowth.

19.78 |Point for the NW 1/16 sec. cor., at intersection with
the E and W center line of the NW4.

Set an iron post, 28 ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, encircled by a mound of stone,
6 ft. base, to top of brass cap, mkd .
T6ENRLW
NW 1/16 S 24
1980

Cor. is located at W edge of small rock slide approx-
imately 1 ch. E of small draw.

39.56 Point for the W 1/16 sec. cor. of secs. 13 and 24.

Form 9600—10 (June 1978) (formerly 9180~7) USDI-—BLM . FIELD NOTE PAPER
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317

Survey of a Partial Subdivision of Section 24,
T. 6 N., R. 1 W., Salt Lake Meridian, Utah

CHAINS

From the true pofint for the center N 1/16 sec. cor. of
sec. 24,

N. 899 16' W., on the E and W center line of the NW;
of seec. 24.

Over mountainous|land, through scattered timber and
dense undergrowth.

19.33 |The NW 1/16 sec.|cor. of sec. 24.

38.66 |The N 1/16 sec. g¢or. of secs. 23 and 24.

Survey of a Partial Subdivision of Section 26,
T. 6 N., R, 1 W., Salt Lake Meridian, Utah

From the % sec. dor. of secs. 26 and 35.
N. 0° 55' E., on|the N and S center line of sec. 26.

Over mountainous |land, through scattered timber and
dense undergrowth. ‘

40.13 [Point for the center % sec. cor. of sec. 26, at inter-
|section with the E and W center line.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled by a mound of stone, 3 ft.
base, to top of brass cap, mkd.

T6 NR1W
C1/4 s 26
1980

60.00 [Point for the center N 1/16 sec. cor. of sec. 26.

Set an iron post,|28 ins. long, 2% ins. diam., 24 ins.

in the ground, en¢ircled by a collar of stone, with brass
cap, mkd.

T6 NRIL1W
o
|

N 1/16 { S 26
c

1980

Cor. is located 1Q lks. NE from foot trail and approxi-
mately 1 ch. SW from base of rock cliffs.

79.87 [The 4 sec. cor. off secs. 23 and 26.

From the‘% sec. cor. of secs. 25 and 26.

5. 88° 39" W., on |the E and W center line of sec. 26._

Dver mountainous land, through scattered timber and
Hense undergrowth.

% U.8. Government Printing Office: 1980 —778-251/292
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Survey of a Partial Subdivision of Section 26,
T. 6 N., R. 1 W., Salt Lake Meridian, Utah

318

CHAINS

19.505

39.01

58.88

59.88

78.75

19.915

39.83

Point for the center E 1/16 sec. cor. of sec. 26, not
monumented.

The center Y% sec. cor. of sec. 26.

Point for the center W 1/16 sec. cor. of sec. 26, falls
on W face of small rock cliff, where it is impracticable
to establish a permanent monument.

Point selected for the witness cor. toO the center
W 1/16 sec. cor. of sec. 26.

Set an iron post, 28 ins. long, 2% ins. diam., 24 dins.
in the ground, encircled by a collar of stone, with brass
cap, mkd.

wC
T6NRILIW
W 1/16

——>
¢ S 26 ¢
1980

Cor. is located on W slope in edge of rock slide.

The % sec. cor. of secs. 26 and 27.

N. 0° 35' E., on the N and S center line of the NEY
of sec. 26.

Over mountainous land, through scattered timber and
dense undergrowth.

Point for the NE l/lé:sec; cor. at intersection with the
E and W center line of the NE%.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, encircled by a collar of stone, with brass
cap, mkd. .
T6 NR1IW
NE 1/16 S 26
1980

from which

A pine, 15 ins. diam., bears N. 690 06' E., 43
lks. dist., mkd. NE 1/16 526 BT.

A pine, 17 ins. diam., bears S. 569 07' E., 24
1ks. dist., mkd. NE 1/16 526 BT.

Cor. is located on steep N slope approximately 2 chs.
E of main ridge bearing NW and SE.

The E 1/16 sec. cor. of secs. 23 and 26. .

From the point for the center E 1/16 sec. cor. of sec. 26.

Form 9600—10 (June 1978) (formerly 9180-~7) USDI-—BLM

FIELD NOTE PAPER
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Survey of al Partial Subdivision of Section 26,
T. 6 N., R. 1 W., Salt Lake Meridian, Utah

CHAINS
From the N 1/16 sec. cor. of secs. 25 and 26.

S. 88° 31' W., on the E and W center line of the NEY
of sec. 26. . '

Over mountainous|land, through scattered timber and
dense undergrowth.

19.39 [The NE 1/16 sec.|cor. of sec. 26.

38.78_ The center N 1/16 sec. cor. of sec. 26.

From the W 1/16 sec. cor. of secs. 26 and 35.

N. 0° 44" E., on|the N and S center line of the SWy
of sec. 26.

Over steep W slope through broken ledges and rocky
cliffs.

40.22 |True point for the center W 1/16 sec. cor. of sec. 26.

From the true point for the center W 1/16 sec. cor. of
sec. 26. ~ '

N. 0° 44' E., on the N and S center line of the NWy
of sec. 26.

Over rocky cliffs and broken ledges.

20.015 |Point for the NW 1L/16 sec. cor. at intersection with
the E and W center line of the NWi.

Set an iron post,| 28 ins. long, 2% ins. diam., 24 ins.
in the ground, entircled by a collar of stone, with
brass cap mkd. ’ ‘
T6NRILW
NW 1/16 S 26
1980

Cor. is located on SW slope, 50 lks. N of small draw
that drains SW and 30 links W of small rock cliff.

40.03 |Point for the W 1/16 sec. cor. of secs. 23 and 26.

From the .center N|1/16 sec. cor. of sec. 26.

S. 89° 04' W., on|the E and W center line of the NWY of
sec. 26.

Over steep W slope through scattered oak brush.
19.925 (The NW 1/16 sec. dor. of sec. 26.

39.85 [The N 1/16 sec. cor. of secs. 26 and 27.

% U.S. Government Printing Office: 1980 —778-251/292
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35

Township 6 North, Range 1 West, Salt Lake Meridian, Utah

[

CHAINS

General Description

Access is by way of Interstate Highway Nos. 80 and 15
and State Highway No. 39 and 89 along Harrison Blvd.

There are scattering stands of timber including aspen,
maple, birch, and pine. The undergrowth consists of oak
brush and sagebrush.

The principal use of the area is for watershed and
recreation by hunters, hikers and campers.

The improvements noted were development of sub-
divisions for private homes located in the west half of
the west half of sec. 10 and NE% and SEY% of NW% and
north half of the SW% of sec. 24.

The mean of a considerable number of observations
of the magnetic declination through the township is
15° 20' E. ' :

s
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